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The RT-11 (Real Time-11) computer system is a single-user 
computer/operating system that serves the programming needs of 
both the beginning and the advanced programmer. It supports a 
number of programming languages, including industry-standard 
FORTRAN and BASIC; APL; and — for more advanced users — 
the PDP-11 assembly language, MACRO-11. In addition, it pro- 
vides a comprehensive set of operating commands that pro- 
grammers at all levels use to control system operations. 



PREFACE 



The purpose of this introductory manual is to acquaint you with a 
number of RT-11 operating commands that are used to perform 
common system operations. The manual does this by first pre- 
senting the background material that you need to understand a 
particular system operation; then it shows you how to apply the 
system operation in a series of operating commands and exercises 
that you re-create; finally, it provides a list of reference materials 
that contain more information about the operation. This ap- 
proach makes it possible for you to learn quickly the major fea- 
tures of the system; at the same time, it eliminates many of the 
learning problems encountered by new users. 



MANUAL INTENT 



This manual describes system usage fundamentals. It is not the 
intent of this manual to teach you to program the PDP-11 com- 
puter. You may already be proficient in one or more of the avail- 
able programming languages. Likewise, no attempt has been 
made in this manual to cover all the possible applications for 
which the RT-11 computer system is suited. You will discover 
many applications yourself as you continue to use the system. 

This manual is designed for three categories of RT-11 users: 

• Those having little or no previous "hands-on" computer 
experience (including those whose experience has been 
limited to batch environments) 

• Those who are experienced users of a computer system 
other than RT-11 

• Those who have used previous versions of the RT-11 
computer system but wish a quick introduction to the 
newest features of the current system (Version 4 and 
later releases) 

The manual contains 17 chapters and 2 appendixes. The descrip- 
tions that follow and the chart at the end of this section will help 
you determine your own reading path. 
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Preface 



Chapter 1, Introducing the RT-11 Computer System, discusses 
general system concepts. It introduces the roles of hardware and 
software in a computer system and describes the specific hard- 
ware and software components of the RT-11 computer system. 
Chapter 1 is intended for users in the first two categories. 

Chapter 2, Starting the RT-11 Computer System, shows all users 
how to start the system. 

Chapter 3, Interacting with the RT-11 Computer System, demon- 
strates how you use the console terminal to control system opera- 
tions. Again, this chapter is most helpful to users in the first two 
categories. 

Chapters 4 through 7 describe system operations that are useful to 
all categories of users. Each chapter begins with a textual expla- 
nation of a particular system operation and expands into com- 
puter demonstrations showing the operation in use. Topics cov- 
ered are: Using the Monitor Command Language; Creating and 
Editing Text Files; Comparing Text Files; and Performing File 
Maintenance Operations. Experienced RT-11 users may prefer to 
skip the textual explanations and review only the computer exer- 



Chapter 8, Choosing a Programming Language, helps you deter- 
mine which language to use. Choose BASIC-11, FORTRAN IV, 
MACRO-11, or a combination of these three languages to con- 
tinue the exercises in the manual (BASIC-11 and FORTRAN IV 
capabilities are optional). 

If your choice is FORTRAN IV, read Chapter 9, Running a FOR- 
TRAN IV Program. 

If you wish to use BASIC-11, read Chapter 10, Running a 
BASIC-11 Program. 

If you choose MACRO-11, read Chapter 11, Running an As- 
sembly Language Program. 

MACRO and FORTRAN users continue to Chapter 12, Linking 
Object Programs, and Chapter 13, Constructing Library Files. 

All users should read Chapter 14, Debugging a User Program, 
which provides some suggestions for finding and fixing errors in 
user programs. 

Those users who plan to exercise the foreground/background ca- 
pability of the RT-11 system should read Chapter 15, Using the 
Foreground/Background Monitor. 
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Finally, all users should continue to Chapter 16, Using Indirect 
Files, which describes the procedure for performing operations 
unattended, and Chapter 17, which gives some advice to new 
users, including the use of the RT-11 Help file. 

Two appendixes are provided for reference. Appendix A discusses 
system bootstrapping procedures that are not generally needed, 
but may be required by some system users. Appendix B provides 
some additional information on selected system usage. 

A glossary of technical terms appears at the end of the manual for 
reference purposes. 

The following flowchart will help you plan your reading path 
through the manual. Read the chart from top to bottom; answer 
the questions and follow the direction of the arrows to see which 
chapters you should read. 



NOTE 

The demonstration portions of this manual are for use 
with Version 4 and later releases of RT-1 1 . The exer- 
cises are quite lengthy, and you may prefer not to 
complete them in one sitting. You may pause at the 
end of any individual chapter. It is important that you 
stop only at the end of a chapter since you will other- 
wise not complete an exercise and thus may introduce 
errors that will affect later exercises. Instructions for 
pausing and beginning again are given in Appendix B. 
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CHAPTER 1 
INTRODUCING THE RT-11 COMPUTER SYSTEM 



A computer system is a collection of components working together 
to process data. The purpose of a computer system is to make it 
as easy as possible for you to use a computer to solve problems. To 
accomplish this goal, hardware elements are combined with soft- 
ware elements to form a functioning unit. The hardv/are elements 
are the mechanical devices in the system, the machinery and the 
electronics that perform physical functions. The software ele- 
ments are the programs that have been written for the system; 
these perform logical and mathematical operations and provide a 
means for you to control the system. Documentation includes the 
manuals and listings that tell you how to use the hardware and 
software. Collectively, these components provide a complete com- 
puter system that allows both layman and expert alike to use a 
computer. 1 

SYSTEM HARDWARE 
SYSTEM SOFTWARE 
+ SYSTEM DOCUMENTATION 



COMPUTER SYSTEM 



The RT-11 computer system requires three basic hardware items: 
the computer itself, which performs all data processing; a ter- 
minal device, used like a typewriter for two-way communication 
between the user and the system; and a storage medium, for 
storing programs and data. Figure 1-1 illustrates the hardware 
comnonents of a tvuical RT-11 computer system. 



SYSTEM 
HARDWARE 



The computer does the real work of the system; it performs all 
instruction decoding and data processing. The RT-11 computer 
system is constructed around a DIGITAL PDP-11 computer, sev- 
eral of which are shown in Figure 1-2. Any model of PDP-11 can 
be used in an RT-11 system. 

Notice in Figure 1-2 that the front panel, or operator's console, of 
each PDP-11 computer is slightly different. The switches, but- 
tons, and lights that are on the operator's console can be used for 
various kinds of computer operations and applications. In the 
RT-11 computer system they are used only to start the system. 
Once the system has been started, your interaction with the com- 
puter system occurs through the terminal. 



The Computer 



' This chapter attempts to build a working vocabulary that is both meaningful to 
the new user and consistent with standard DIGITAL terminology. Some defini- 
tions may appear inconsistent with those you have previously learned or used. 
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Figure 1-1 RT-U Computer System 
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Figure 1-2 PDP-11 Computers 



The terminal allows two-way communication between you (the 
user) and the computer system. You enter information — opera- 
ting commands, for example — from the terminal keyboard, 
which is operated much like a typewriter keyboard. The com- 
puter, in turn, prints information and messages on the terminal's 
printer or screen. Figure 1-3 shows many of the terminal devices 
that can be used in an RT-U computer system. 



The Terminal 
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VT52 
Figure 1-3 Terminal Devices 



Generally, an RT-11 computer system has only one terminal 
through which all system/user interaction takes place. This is 
called the console terminal. If the system has more than one 
terminal, one of them is still designated the console terminal; 
others simply provide auxiliary message-printing capabilities. 
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Figure 1-3 Terminal Devices (Cont.) 



The third important hardware device in an RT-11 computer 
system is the storage medium (usually a disk). It stores programs 
— those that make up the computer system software and those 



The Storage 
Medium 
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that you create. It serves as a distribution medium; system soft- 
ware is often packaged and distributed on a disk by the system 
suppher. Finally, it stores other data, information that is eventu- 
ally needed for a computer operation (called input), the results of 
a computer operation (called output), or textual information such 
as a report. Figure 1-4 shows the random-access storage mfedia 
(within their specific drive units) that can be used in an RT-11 
computer system. (Random access means that access time for 
data is independent of the location of data. Contrast this concept 
with sequential access.) 
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RXOl Diskette 

Figure 1-4 Random- Access Storage Media 
and Their Devices (Cont.) 

These three devices — the computer, the terminal, and the 
storage medium — are the required hardware components of an 
RT-11 computer system. With the exception of the computer, all 
hardware devices are called peripheral devices. Peripheral devices 
supplement the computer by providing external resources for op- 
erations that the computer cannot handle alone. In addition to 
the terminal and storage medium (which are required peripheral 
devices), other peripheral devices can be used in an RT-11 com- 
puter system. 



Optional peripheral devices are added to a computer system ac- 
cording to the specific needs of the system users. For example, 
computer systems that are used primarily for program develop- 



Optional Devices 
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merit may have extra storage devices and a high-speed printing 
device. Computer systems used in a laboratory environment may 
have graphics display hardware, an oscilloscope device, and an 
analog-to- digital converter. Computer systems that provide (or 
use) information in conjunction with another kind of computer 
system usually have a magtape device, because magtape is an 
industry-standard storage device. 

Peripheral devices are categorized as input/output (I/O) devices 
since the functions they perform provide information (input) to 
the computer, accept information (output) from the computer, or 
do both. Some common input devices are card readers, paper tape 
readers, and programmable clocks. Output devices include line 
printers, paper tape punches, and plotters. Input/output devices 
include terminals and storage devices because they are capable of 
performing both input and output operations. Figure 1-5 shows 
several of the optional peripheral devices that are often added to 
an RT-11 computer system. 
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Line Printer 




Figure 1-5 Peripheral Devices (Cont.) 

The hardware configuration of your own RT-11 computer system 
includes the computer, the terminal, the storage medium, and 
any other peripheral devices you choose to add. 



System software is an organized set of suppHed programs that 
effectively transform the system hardware components into us- 
able tools. These programs include operations, functions, and 
routines that make it easier for you to use the hardware to solve 
problems and produce results. For example, some system pro- 
grams store and retrieve data among the various peripheral de- 



SYSTEM 
SOFTWARE 
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vices. Others perform difficult or lengthy mathematical calcula- 
tions. Some programs allow you to create, edit, and process appli- 
cation programs of your own. Still others handle entire 
applications for you; these programs are strictly business-related 
or laboratory-related. 

As illustrated in Figure 1-6, system software always includes an 
operating system, which is the "intelligence" of the computer 
system. Usually the system software includes one or several lan- 
guage processors; it sometimes also includes specific applications. 




Figure 1-6 RT-U System Software 



The RT-11 
Operating System 



An operating system is a collection of programs that provides an 
environment in which you can create and run programs of your 
own. The operating system organizes all the hardware and soft- 
ware resources of the computer system into a working unit and 
gives you control. 



The RT-11 operating system comprises a monitor/executive pro- 
gram for system control and supervision; several device handlers 
(programs), one for each of the supported hardware devices; a 
variety of utility programs for program/data creation and manip- 
ulation; and finally, the interfaces that are necessary to support 
several programming language processors. The operating system 
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Figure 1-7 RT-11 Operating System 

The monitor (executive) program is the interface between the 
system hardware, the system software, and you. Part of the mon- 
itor function is to accept, process, and execute your instructions 
for controlling the system. A comprehensive set of monitor opera- 
ting commands allows you to direct, from the console terminal 
keyboard, those system operations that you want to occur. 

Device handlers are routines that provide the interface to the 
various hardware devices that are part of the computer system. A 
handler exists for every peripheral device that the system sup- 



Utility programs cover a wide range of resources; such programs 
allow you to create and edit text, maintain other programs, and 
locate user-programming errai^. Some specific utility programs in 
the RT-11 operating system are the following: 

• An editor, which allows you to create and modify tex- 
tual material; this material could be the statements 
that make up a computer program, a memo, or any text 
you wish to create 

• File maintenance utility programs, which allow you to 
manipulate and maintain your programs and data — to 
transfer them between devices, to update them, and to 
delete them when you are done with them 

• A debugging program, which helps you uncover and cor- 
rect errors in your programs 
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• A librarian, which makes it easy for you to store and 
retrieve often-used programming routines 

• A linking program, which converts object modules into 
a format suitable for loading and execution 

• A source comparison program, which is used to compare 
two ASCII files and to output any differences to a speci- 
fied output device 

• A dump program, which outputs to the console or line 
printer all or any part of a file in octal words, octal 
bytes, ASCII characters, or Radix-50 characters 

The RT-11 operating system also provides support for several 
programming languages and their respective language processors. 



Language 
Processors 



A language processor is a translating program that you use to 
process a source program you have created. A language processor 
exists for every programming language supported by the system, 
whether it is a high-level language or a machine-level language. ^ 

iiigii-icvei ianguages, sucn as BriSn^— 11 and Fvj'j.viR.rviSi iv, are 
relatively easy languages to learn and use. Since a single language 
statement often performs a whole series of intricate computer 
operations, high-level languages let you direct your attention to 
solving the problem at hand. They do not require that you under- 
stand how the computer interprets the problem. High-level lan- 
guages supported by the RT-11 operating system, in addition to 
FORTRAN and BASIC, include APL and DIBOL, DIGITAL'S 
interactive commercial language. 

IVTapViinp-loTrpl nr nooomViKr Inncrnacroo aro n\?Qi1aV>lo fnr nooro w?Vir> 

prefer to work at the instruction level of the computer. At this 
level, you have control over such factors as program size and 
speed of execution. Machine-level languages do require that you 
be familiar with the computer and the hardware devices of the 
system. RT-11 provides the MACRO-11 assembly language proc- 
essor for those who would rather work at this more intricate level. 



Application 
Paclcages 



The RT-11 operating system supports several applications pack- 
ages. These include a laboratory applications package for the 
standard functions found in most laboratory environments. A sci- 
entific subroutine package (for FORTRAN users) provides a large 
selection of mathematical and statistical routines commonly re- 
quired in scientific programming. And a graphics support 



'■Language selection is discussed in Chapter 8 of this manual. 
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package for BASIC and FORTRAN users provides display fea- 
tures such as multiple intensity and blinking vectors (lines), al- 
phanumerics, and points. Because of the specialized nature of 
these applications packages, they are not described further in this 
manual. 



The third and final component of a computer system is its docu- 
mentation. This includes manuals that tell how you use the soft- 
ware and hardware of the computer system, plus any source list- 
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Hardware manuals describe the devices in the computer system. 
RT-11 hardware documentation includes a Processor Handbook 
that describes the PDP-11 computer you are using, and a User's 
Guide or Maintenance Manual for each peripheral device in your 
computer system. These manuals tell you how to operate the 
devices and give you special programming information that you 
may need if you intend to write device drivers or special system 
software that involve the devices. 
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Software manuals^ describe the operating system and the lan- 
guage processors. RT-11 software documentation falls into three 
major categories: introductory or once-only manuals (intended to 
be used once and then stored away) ; computer manuals (intended 
to be used at the computer); and desk manuals (intended to be 
used at your desk for reference purposes). 

Once-only manuals include this manual and others that are 
needed only when your system is initially installed. You may have 
little or no occasion to use these manuals once your computer 
system is in operation and you are familiar with its use. 

Computer manuals are those manuals that tell you how to use the 
computer system. They describe in detail command usage and 
syntax, list summaries of system operations, and give the mean- 
ings of system messages. The RT-11 System User's Guide is an 
example of a computer manual. 

Desk manuals are those manuals that you continually use for 
reference as you write your own application programs. These 
manuals include the general language reference manuals and the 
advanced programming manuals that contain programming infor- 
mation specific to the RT-11 computer system. The RT-11 Soft- 
ware Support Manual is an example of a desk manual. 



Software Manuals 



All RT-11-related software manuals are listed in the RT-11 Documentation 
Directory. Many of these manuals are provided with your system; others can be 
ordered from the DIGITAL Software Distribution Center. 
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Source Listings 



Source listings are actual listings of the assembly language code 
that makes up the RT-11 operating system. These listings are 
very detailed and are generally needed only if you intend to 
modify the system software. They can be ordered on micro-fiche 
film from the DIGITAL Software Distribution Center. 



This completes a general introduction to the RT-11 computer 
system. Subsequent chapters of this manual describe how you use 
the various system components mentioned here to perform a se- 
ries of related computer operations. You begin in Chapter 2 by 
learning how to start the RT-11 computer system. 
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CHAPTER 2 
STARTING THE RT-11 COMPUTER SYSTEM 



Before you can use the RT-11 computer system to perform any 
operations, you must start it. Starting the system involves 
turning on the computer and the various hardware devices and 

memory. 



Within every PDP-11 computer is a physical, designated storage 
area called memory. Computer memory is where system informa- 
tion and data is temporarily loaded and stored for use during the 
various system operations. 

Each time you use the computer system, there may already be 
information in computer memory, left by the person who used the 
system last. For example, there may be the results or data of 
another user's program; there may be the results of a particular 
system operation; there may even be an entirely different opera- 
ting system in memory. For your purposes, computer memory 
must contain the RT-11 operating system, and specifically the 
RT-11 monitor program. Thus, your first operation as a system 
user is to transfer the monitor program from the disk device, 
where it was stored during system installation, to computer 
memory, where you can use it. The process of transferring the 
RT-11 monitor to memory is called bootstrapping the system; it 
is the only system operation that requires you to use the oper- 



COMPUTER 
MEMORY 
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Starting the RT-11 computer system requires that you know how 
to operate your system's hardware devices. Since you may not 
have had the opportunity to use any of the devices yet, ask an 
experienced user to help you the first time. Follow the instruc- 
tions in the section in this chapter entitled "Bootstrap Proce- 
dure." If necessary, refer to the various hardware manuals pro- 
vided with your system and to any special instructions left by the 
DIGITAL representative who installed your system. 

First read through the following material and fill in the appro- 
priate information where requested. You should be able to deter- 
mine all responses by checking the RT-11 Installation and 
System Generation Guide. 



HARDWARE 
CONFIGURATfON 
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Figure 2-1 Bootstrap/Computer Relationship 

NOTE 

If your system device is one of the small devices (disk- 
ette or DECtape II), you need to build four volumes 
and, when running some of the demonstration pro- 
grams, limit the volumes to the components needed to 
execute the programs. Also, you need to preserve the 
distribution volume you received from DIGITAL by 
making backup copies. The RT-11 Installation and 
u/vit<2iif t^t^iiGiauuii \juiuc ouiiieiiiis) ii le II iiur riiciLiun 
you need to copy and preserve the distribution volume 
and create the volumes for use with this manual. 



You must have the following materials to start the system and to 
perform the exercises in this manual; 



The disk device containing the RT-11 operating system 
(called the system volume); a system volume may have 
been created specifically for your use with this manual 

The volume containing the FORTRAN and/or BASIC 
language processors if these languages are not stored on 
the system volume (available only to FORTRAN and 
BASIC users) 
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• A volume for program storage (for example, magtape or 
another disk) ; this volume should contain no important 
information since all information on it will be erased 
during a later computer exercise 

• A copy of the RT-11 Installation and System Genera- 
tion Guide 

NOTE 

Hardware configuration information, along with in- 
structions for starting (bootstrapping) your RT-11 
system, should have been provided by the DIGITAL 
representative who initiallly installed your system. This 
information should appear in the RT-11 Installation 
and System Generation Guide and should be ade- 
quate for you to answer all the questions asked here, if 
you have trouble, see Appendix B, Suggestions for 
Bootstrapping the System. Do not continue to any 
other chapter in this manual until you understand the 
following configuration information and can bootstrap 
the system yourself. 



1. What kind of terminal device are you using (for ex- 
ample, LA36 DECwriter II, VT52 video terminal, etc.)? 



Terminal 



Does your computer operator's console have pushbut- 
tons or switches? 



Comnuter 



3. How much memory does your computer have? 



4. What kind of system volume are you using (for example, 
RK06 disk, RXOl diskette, etc.)? 

5. What is the two-letter code for this volume (typical 
codes are given in Table 2-1; respond with the code for 
your own volume)? 



System Volume 
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Table 2-1 Representative System Volumes 



Volume 


Code 


RXOl diskette 


DX 


RX02 diskette 


DY 


RK05 disk 


RK* 


RK06/07 


DM 


RP02/03 disk 


DP 


RLOl disk 


DL 


RFll disk 


RF 


RJS03/4 disk 


DS 


TCll DECtape 


DT 


TU58 DECtape H 


DD 



Use DK to bootstrap from an RK05 disk. See steps 7 and 10 in the Bootstrap 
Procedures section of this chapter. 



Storage Volume 



What volume are you using for program storage (for 
example, TMll magtape, RK05 disk)? 

In which device unit will you use this volume (choose 
any available device unit — for example, 0, 1, etc.)? 



Optional Devices 
and Supported 
Languages 



What peripheral devices are part of your system (for 
example, line printer, magtape, VTll display hardware; 
list all devices other than the terminal and the com- 
puter)? 

What programming languages does your system support 
(MACRO-11 or BASIC-11, for example)? 



BOOTSTRAP 
PROCEDURE 



Once you have determined your hardware configuration, you are 
ready to bootstrap the system. The purpose of the bootstrap pro- 
cedure is to load and start the RT-11 monitor in computer 
memory, making the RT-U computer system available for you to 



use. 



1. Turn the terminal to an on-line condition. 
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2. Make sure the computer power is on and that the com- 
puter is not already in use. Stop the computer, following 
one of two procedures: 

crw ^:££■.i^l■«^*^'=•- 
• If your operator's console^v^has switches, set the 
switches to HALT, then ENABLE. 

• If your operator's console has pushbuttons, locate 
>j? the button labeled CNTRL; hold it down and push 
the button labeled HLT/SS; then release both. 

3. Place the system volume in its corresponding device 
unit 0. Make sure that the system volume is write-pro- 
tected (for all except RXOl+fiiskette, which is always 
write-enabled). 

' , ■ f- ' 

4. Place the storage voltime in the device unit, noted in 
question 7 in the Hardware Configuration section. Make 
sure that this volume is write-enabled. 

5. Check the operator's console on your computer (refer to 
question 2 in the Hardware Configuration section). If 
your console has pushbuttons, continue. Otherwise, go 

to step 8. " •- 

6. Locate the pushbutton labeled CNTRL, hold it down 
and push the button labeled BOOT. Check the terminal 
printer or screen. If there is no response, read the sec- 
tion in Appendix A entitled Using a Pushbutton Con- 
sole to Bootstrap; otherwise, continue to step 7. 

7. Your terminal nrinter or screen should show several 
numbers followed by: 



Type on the terminal keyboard the two-letter code that 
represents your system volume (from question 5 in the 
Hardware Configuration section) followed by a carriage 
return (the RETURN key), represented throughout the 
text by the characters ©^ Be sure to use the SHIFT 
key so that you type upper-case characters. For ex- 
ample, for RXOl diskette, type: 

D)< di) 

Continue to step 11. 



^The RK05 disk is an exception. Hardware bootstraps use DK, not RK, for 
RK05. 
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8. Check your switch console. If it has a three-way dial 
labeled DC OFF, DC ON, and STAND BY, go to step 9. 
If it has three individual switches labeled DC ON/OFF, 

'. • ENABLE/HALT, and LTC ON/OFF, go to step 10. If it 
'^r . J ■ has a row of switches across the entire console, read the 
'■' section in Appendix A entitled Using a Switch Register 
Console to Bootstrap. 

9. Set the three-way dial to ©6- ON. Then locate the 
tPsr^s;')BOOT switch (to the left of the dial) and raise it. Go to 

step 11. 

10. Put all three switches in the up position; then move the 
■^Z^r...PC ON/OFF switch down and up and check the ter- 

''minal response. 



If it is: 



type on the terminal keyboard the two-letter code 
that renresents vour s'^stem volume '^from "uestion 
^,.,„,. 5 in the Hardware Configuration section) followed 
by a carriage return (the RETURN key), repre- 
sented throughout the text by the symbol (E). Be 
sure to use the SHIFT key so that you type upper- 
case characters. For example, for RXOl diskette, 
type: 
do DY 

DK m 

Continue to step 11. 

• Any other response indicates that you must type 

^,« f the bootstrap on the terminal keyboard. Read the 

■.,M vo..' section in Appendix A entitled Typing the Boot- 

> " " ' strap on the Terminal Keyboard. 

11. If your system has been correctly bootstrapped, a mes- 
sage prints on the console terminal. Check this message; 
it should read: 

RT-llSJ V04.XX (the xx's have developmental signif- 
icance only and can be ignored) 

Tf this version nuw-ber (with the exception of the xx's) 
does not appear, read the section in Appendix B enti- 
tled Suggestions for Bootstrapping the System. 
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The proper response indicates that the monitor compo- 
nent of the RT-11 operating system is active. Set the 
system volume to a write-enabled condition (for all ex- 
cept RXOl diskette, which is always write-enabled). 



You should now direct your attention to the console terminal, 
since system interaction continues on this device. 



DECscope Users' Manual' (EK-VT5X-OP-001). Maynard, Mass.: Digital REFERENCES 

Equipment Corporation, 1975. 

A manual for the owners and operators of the DECscope (VT50) family of 
video terminals and for those who will be programming computers to 
interact with these devices. 

VTIOO User Guide (EK-VTlOO-UG-002). Maynard, Mass.: Digital Equipment 
Corporation, 1978. 

A manual for the owners and operators of the VTIOO video terminal and 
for those who will be programming computers to interact with these de- 
vices. 

PDP-11 Processor Handbook, Maynard, Mass.: Digital Equipment Corporation, 
1978. 

A hardware manual for the owners and users of the PDP-11 family of 
computers and for those who will be using the PDP-11 assembly language 
instruction set. 

RX8/RX11 Floppy Disk System Maintenance Manual* (EK- 
ORX01-MM-PRE2). Maynard, Mass.: Digital Equipment Corporation, 1975. 

A hardware manual for the owners and operators of RXOl diskettes and for 
those who will be programming computers to interact with this device. 

RT-11 Installation and System Generation Guide (AA-H376A-TC) and RT-11 
System Release Notes (AA-5286C-TC). Maynard, Mass.: Digital Equipment 
Corporation, 1980. 

Two PvT-U-specific software manuals that contain instructions for in- 
stalling, customizing, and starting the RT-11 computer system. 



Used as an example; consult hardware user or maintenance manuals specific to 
your system. 
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CHAPTER 3 
INTERACTING WITH THE RT-11 COMPUTER SYSTEM 



Interaction with the RT-11 computer system involves an ex- 
change of information between you (the user) and the software 
operating system. The exchange may be active, with you dic- 
tating command information from the terminal keyboard and the 
system responding immediately; or it may involve the storing of 
information on mass storage volumes for later use. 



During the bootstrap procedure you activated the RT-11 com- 
puter system by loading and starting the monitor program in 
computer memory. One of the functions of the monitor program is 
to provide you with the capability to use the consoie termmai. 
Since the console terminal can perform both input and output 
operations, it is used to interface between the system and the 
user. With it, you can: 

• Type the commands that control system operation 

• Receive messages and responses from the system 

All console terminals have a keyboard — used to enter informa- 
tion — and a paper output device or video screen — used to echo 
characters typed at the keyboard and to print system messages 
and responses. Figure 3-1 shows two commonly used terminals, 
the LA36 and the VT527 ,^ i " 

These two terminals differ in their output mechanism. While the 
LA36 terminal has only a paper printer, the VT52 has a video 
screen. The screen and the paper printer serve the same purpose 
— they show user input and system responses; however, paper 
output can be saved for later use while screen output is tempo- 
rary. The keyboards of both terminals are the same and are shown 
in Figure 3-2. Also shown in this figure is an LA30 (VT05) key- 
board so that you can note some of the differences found in the 
keyboards of older terminals. 



USING THE 

CONSOLE 

TERMINAL TO 

EXCHANGE 
INFORMATION 
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VT05/LA30 Keyboard 
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VT52/LA36 Keyboard 



Figure 3-2 Keyboard Layouts 

Using Figure 3-2 as a guide, study your own terminal keyboard. 
First, notice that the keys for the alphabetic characters are posi- 
tioned in the same way as on most standard typewriters. The 
SHIFT key allows you to select between numeric and special 
characters and between upper- and lower-case characters. ^ The 
position of the numeric and special characters varies somewhat 
among the different terminals so you may need to hunt for a 
particular key until you become familiar with your own terminal. 

/ Locate the DELETE key (LA36A^T52, VTIOO terminals) or the 
^RUBOUT key (LA30A^T05 terminals). These keys perform the 
same function: they are used to correct a typing mistake. Pressing 
the key once cancels the last character typed. Pressing it twice 
cancels the last two characters, and so on, back to the beginning 
of the line. 



•"■With the exception of system messages and one other exception explained in 
Chapter 5, the RT-11 computer system uses upper-case characters exclusively. 



:Cf? 
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USING 

MASS STORAGE 

VOLUMES 

TO STORE 

INFORMATION 



Locate the TAB key. Tab stops on a computer terminal are posi- 
tioned every eight spaces across the line, beginning at column 1. 
Pressing the TAB key moves the character pointer (that is, the 
position on the line where the next character will be typed) to the 
beginning of the next tab stop. 

The key marked RETURN (LA36A^T52, VTIOO terminals) or CR 
(LASOA'^TOS terminals) performs a carriage return; it both returns 
the character pointer to the beginning of the line and advances it 
to the next line. This key is used to terminate the line currently 
being typed and to terminate certain RT-11 system commands. 

Locate the ESC (SEL) key and LINE FEED key (LA36A^T52, 
VTIOO terminals) and ALT and LF keys (LA SO/VTOS terminals). 
These are special command terminators that are described later 
in Chapters 5 and 14. 

An important key is the CTRL key. The CTRL key is always used 
in conjunction with another character key to perform one of sev- 
eral specific system operations. CTRL commands are explained 
in detail when you begin to use them later in the manual. 

Table 3-1 reviews the console terminal keyboard characters. Keys 
not specifically mentioned are not used by the RT-11 computer 
system and can be ignored. 

You will have ample opportunity to become familiar with your 
terminal keyboard as you perform the demonstration in this 
manual. 

Mass storage volumes provide an area (apart from computer 
memory) to keep information for later use. The information may 
be user application programs, data needed by a program, the 
results of a program run, textual information, batch-type pro- 
grams, and so on. As an example, the RT-11 operating system is 
stored on a mass storage volume called the system volume. When 
information is needed, as it was during bootstrapping, you can 
transfer the information from the storage volume into computer 
memory, where it can be used. 

Before you can access the information stored on any storage 
volume, however, you must first insert the volume (the medium) 
into its corresponding device unit (drive), which is the hardware 
device connected to the computer. Once a volume has been in- 
serted into a device unit, the unit's symbol also identifies the 
volume. There may be more than one device unit for any given 
volume, in which case each individual device unit is numbered 0, 
1, 2, and so on. As you learned in the bootstrap procedure, the 
system volume is inserted in device unit and remains in this 
device unit as longr as von are usinsr the svstem. Other stnraffe 
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volumes can be inserted in any available (corresponding) device 
units. Figure 3-3 illustrates several mass storage volumes. 



Table 3-1 Keyboard Characters 



Key 


Function 


ALT 
ALTMODE 


See ESC 


BACK SPACE 


Ignored during normal system use 


BREAK 


Ignored during normal system use 


CR 


See RETURN 


CTRL 


Control; part of several two-key command 
combinations that perform specific system 
functions 


DELETE 


Erase; cancels the last character typed 


ESC 


Command terminator; terminates an 
editing command string; transmits the 
command to the computer and performs a 
carriage return 


LF 

LINE FEED 


Command terminator; terminates certain 
system commands; transmits the com- 
mand to the computer and performs a car- 
riage return 


NEW LINE 


SeeLF 


REPEAT 


Ignored d^uring normal system use 


RETURN 


Line terminator, command terminator; 
terminates the current line; terminates 
certain system commands; transmits the 





carriage return 


RUBOUT 


See DELETE 


SHIFT 


Selects the uppermost of two characters 
appearing on a key 


TAB 


Moves the character pointer ahead to the 
beginning of the next tab stop 


any other Transmits the alphanumeric or special 
key character to the computer 
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Fifture 3-3 Mass Storaee Volumes 
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DECtape II 




RK05 




Magtape 
Figure 3-3 Mass Storage Volumes (Cont.) 
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Mass storage volumes are capable of holding large amounts of 
information. However, most volumes are physically small enough 
so that you can transport them from the system, to your desk 
perhaps, or to another computer system. In addition to all disks 
(shown earlier in Figure 1-4), magtapes and cassettes are also 
mass storage volumes. 



File Storage You store information on a mass storage volume in the form of 

files. Each file is simply a logical collection of data. Files may be 
parts of programs or entire programs, program input data, or text 
such as a letter or report. Whatever its content, each file is treated 
as a unit and occupies a fixed physical area of the volume. 

Every file on a mass storage volume has a unique name that is 
composed of a file name and file type. The file name and file type 
serve to identify the file and distinguish it from other files on the 
volume. You can instruct the system to print on your terminal the 
names of all files on any given volume. The resulting list is called 
the volume directory listing. By referring to the volume directory, 
you can find the name, size, and creation date of each file residing 
on that volume and erase old files that you no longer need. When- 
ever you perform an operation that affects the contents of the 
volume, a new volume directory reflects the change. 

File Protection Occasionally, after many files are added to a storage volume, the 

volume runs out of room for new information. The storage volume 
may also become damaged, lost, stolen, or worn through use. For 
these reasons it is a good idea to have several extra storage vol- 
umes on hand and to protect your more important files against 
accidental erasure or loss. 

One way to protect a file is to make a copy of it on a second 
storage volume. The copy is called a backup file and insures you 
against the loss or damage of your original file (or its respective 

k? ijV/J.CigV V \JM.KA±L±K/ / . 

In addition, some storage volumes provide a mechanism that pro- 
tects files against accidental erasure. This mechanism is generally 
a switch on the volume itself, or on the device unit, that you can 
manually set to a write-protect or write-enable condition (as you 
did during bootstrapping). When the volume is write -protected, 
information can be copied only from the volume to computer 
memory or to another volume that is write-enabled. A volume 
that is write-enabled, on the other hand, also allows information 
to be copied from memory back to the volume. 

The RT-11 operating system itself provides a protection feature. 
This optional feature reauires that vou confirm certain svstem 
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commands that might otherwise erase important information. 
The system also issues prompting messages so that you provide 
the proper file information when it is needed by a command. 

Chapter 4 and succeeding chapters require you to use the ter- 
minal to enter command information and start performing file 
copy and other system operations. Before you continue, make sure 
that there is a backup copy of your system volume. If you cannot 
locate one, read Appendix B, Backing Up the System Volume, 
before going on. 



DECscope Users' Manual' (EK-VT5X-OP-001) Maynard, Mass.: Digital REFERENCES 

Equipment Corporation, 1975. 

A manual for the owners and operators of VT-50 and VT-52 video termi- 
nals and for those who will be programming the computer to interact with 
these devices. 

Corporation, 1978. 

A manual for the owners and operators of the VTIOO video terminal and 
for those who will be programming computers to interact with these de- 
vices. 

LA36/LA35 DECwriter II User's Manual* (EK-LA3635-OP-001) Maynard, 
Mass.: Digital Equipment Corporation, 1975. 

A hardware manual for the owners and operators of the LA36/LA35 
DECwriter II and for those who will be programming the computer to 
interact with these devices. 

RT-11 System Message Manual (AA-5284C-TC) Maynard, Mass.: Digital 
Equipment Corporation, 1980. 

An explanation of system messages that may occur during normal system 
use; includes required user actions. 



Used as an example; consult hardware user or maintenance manuals specific to 
your system. 
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CHAPTER 4 
USING THE MONITOR COMMAND LANGUAGE 



During the bootstrap operation, the RT-11 monitor was copied 
into computer memory and started. The RT-11 monitor is actu- 

<Xi±y IJ-ldll^ VJAXJ-tACAlU VyW.'AJ.li^V/llCJ.Xt-B Wv/XA-Xllg UV/gCL'XXCX K,\J O U.^-'I-'X J KfCiOl.^ 

system functions. For example, part of the monitor is called the 
resident monitor (RMON) which provides console terminal ser- 
vice and centrally required program code to provide a working 
environment for both system and user programs. The resident 
monitor is so named because it always remains in computer 
memory, regardless of other system operations that may be occur- 
ring. Other parts of the monitor are brought into memory from 
the system volume as needed. These include the user service rou- 
tine (USR), which provides support for the RT-11 file system, 
and the keyboard monitor (KMON), which controls terminal key- 
board interaction. From your standpoint, the keyboard monitor is 
the most visible part of the system software. Among other ser- 
vices, it supplies the monitor command language that you use to 
control system operations. 



The monitor command language is a set of English-like command 
words that you type on the terminal keyboard to initiate and 
control system operations. There are two general formats that you 
can use to type a command; one is a long format and the other a 
short format. The long format causes the system to print 

J.1 m „„i. .. j.„ „,,„„!,, „„„„,•«„ 

pruinpLing messagts. xiiest; messttgcs ttsis. yuu tu ouppi^ nijci.1111. 

information, such as file names and device names. The long 
format is helpful until you become familiar with the commands. 
You will then probably prefer to use the short format. This format 
allows yoti to enter all required information on a single command 
line; prompts are issued only if you neglect to supply necessary 
information. Both formats are demonstrated throughout this 
manual. 



ENTERING 

COMMAND 

INFORMATION 



You terminate all monitor commands by typing a carriage return. 
That is, after you type the required command information, you 
press the carriage return key (represented in this manual by (rUI). 
This instructs the monitor to initiate the command and to per- 
form the operation. 

The monitor prints a period at the left margin of the terminal 
printer or screen whenever it is waiting for you to type a com- 
mand. The period is your cue that the system is in monitor com- 
mand mode and ready to accept a monitor command. Check the 
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output on your terminal printer or screen. You should see at the 
left margin: 



RT-USJ 



yoa.xH 



RT-llSJ identifies the RT-11 monitor called the single-job (SJ) 
monitor. Following this is the version (arid update) number of the 
system in use, in this case, Version 4. The period on the next line 
indicates that the system is in monitor command mode and is 
waiting for you to type a monitor command. 



General Command 
Format 



Whenever you issue a monitor command, you must supply certain 
information to guide command processing. This information in- 
cludes the following (square brackets indicate optional qualifiers 
and characters): 



COMMAND [/option] 



First you indicate, by command, which 
system operation you want initiated. 
Command options are available to allow 
you to alter the normal (default) opera- 
tion. 



INPUT [/option] 



OUTPUT[/option]i 



You next indicate, by device and file 
name, input information that is to be 
used during the operation. The system 
volume serves as the default input de- 
vice. You must explicitly indicate other 
volumes that you want used for input, 
and you must usually indicate the file 
names and file types of the input files. 
Input file options are available to allow 

\Tnn iri nl+<ar QccnTnori ^rlofanlf^ ir»r»nf nn- 

erations. 

Finally you indicate, by device and file 
name, output information that is to be 
created as a result of the operation. The 
system volume serves as the default 
output device. You must explicitly indi- 
cate other volumes that you want used 
for output, and you must usually indi- 
cate the file names and file types of the 
output files to be created. Output file 
options are available to allow you to 
alter assumed (default) output opera- 
tions. 



OUTPUT[/option] is not always used; sometimes output must be specified as 

nriA/TA* AXTT^r/ t;„„n TXTTDTTT/nTTT'OTTfr.d — 
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As mentioned earlier, there are two ways you can type this com- 
mand information on the terminal keyboard; illustrations of both 
formats follow: 

Long Command Format (system prompts for specific informa- 
tion) 

.COMMAND [/option] m 

INPUT PROMPT? INPUT[/option] m 

OUTPUT PROMPT? OUTPUT [/option] m 

Short Command Format (no prompts) 
.COMMAND[/option] INPUT [/option] OUTPUT [/option] m 

Notice that you use a slash (/) character to separate an option 
from the portion of the command that it qualifies, and a carriage 
return (ret) to terminate each individual command line. When you 
have supplied all the necessary information, the carriage return 
signals the monitor to execute the command. You may use which- 
ever format you wish. Both command formats are demonstrated 
throughout the manual. 



In addition to monitor commands, there are several special func- 
tion commands, called control commands, that you type by first 
pressing the CTRL key on the terminal keyboard, and then (while 
holding it down) typing the appropriate letter key of the com- 
mand. These commands require no terminator; the system per- 
forms the function as soon as you type the command. 

Control commands are special function commands used to inter- 

form other similar special system operations. They are described 
in the manual as you need to use them. 



Control 
Commands 



During the course of this chapter, and throughout the remainder 
of the manual, you will use a number of monitor commands to 
perform some common system operations. For example, you will 
list the directories of device volumes, copy files between devices, 
create files, and execute system and user programs. You perform 
these operations by re-creating on the terminal keyboard the ex- 
amples already provided for you. 

You should first read the entire explanation of a command to be 
aware of its format, the operation it performs, and the options 
that are available. Then type the command on the terminal key- 
board exactly as you see it used. Characters that you type appear 
in the demonstrations in red print. Characters that are system 
responses are shown in black print. 



Recreating 
the Examples 
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Table 4-1 lists symbols that you will see used throughout the 
demonstrations. These symbols represent various keys on the ter- 
minal keyboard. When you see one of these symbols in a com- 
mand line, type the appropriate key on the keyboard. 

Table 4-1 Keyboard Symbols 



Symbol 



Type 



m 



im 



gfRUTl 



carriage return key 

line feed key 

space bar (once for each time the symbol is shown). 
Assume that you should type a single space unless you 
are otherwise instructed; the space symbol is used 
only if there is doubt about the number of spaces to 
type. 

TAB key (once for each time the symbol is shown) 

DELETE (RUBOUT) key (once for each time the 
symbol is shown) 

ESCAPE (ALTMODE) key (once for each time the 
symbol is shown) 

CTRL key (hold down CTRL key while typing the 
letter character [x]) 



CORRECTING 

TYPING 

MISTAKES 



CTRL/U 



Ail commands that you give the system are typed on the terminal 
keyboard. If you make a mistake while typing a command, there 
are two easy ways that you can correct it. 

One way to correct a typing error is to use the DELETE key on 

ji 1 1 1 T^ • ii T-N-nT -mm-m i i ji i 

Liie K.eyuuaru. iressing uie uhiLiHi ini Key once cancels nit; ciiar- 
acter just typed; pressing it a second time cancels the next to last 
character typed, and so on, from right to left, until the beginning 
of the line is reached. Then additional DELETEs are ignored. 

The second way to correct a typing error is to use a special control 
command, CTRLAJ. Typing this command once is equivalent to 
typing as many DELETEs as are needed to cancel every character 
in the current line. 

Type on the keyboard the letters DABE, followed by two DE- 

T XTTTrc foll^.Tjf.i-1 V.V -f-l^f^ 1^f-(-r<^e TXT' n^A ^^f^'^^ fUp cvf + o^v^'o ^r, 

A-JJ-J -I. -1-JO, J.\J±AV vVCv_t KJJ I/AXC AV^l/l/VJ-O X J-i , CAiX\^ ±lKJ\jl.\^\^ ClxC OJOt/^lXl O l.\J- 

sponse: 

, nflRC (rSn fncn TCr 
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The monitor echoes each deleted character and encloses them 
within backslashes. As far as the monitor is concerned, the only 
characters you have typed are DATE. 



.DABE\EB\TE 



Thus, your current line is DATE. Continue by typing a CTRLAJ. 
Remember to first press the CTRL key and then type the U key 
while holding the CTRL key down; no carriage return is neces- 
sary. 



CTRL/U] 



Notice that CTRLAJ echoes on the terminal printer or screen as 

'U. 

,DABE\EB\TE-U 

All characters on the line are effectively canceled and the char- 
acter pointer is moved to the beginning of a new line so that you 
can enter another command. You are still in monitor command 
mode even though no prompting period appears at the left 
margin. 

Once the carriage return or line feed key is pressed, the previous 
line cannot be corrected via DELETE or CTRLAJ. 

These two methods are commonly used to correct typing errors 
made at the keyboard. You can choose whichever method seems 
most convenient. 



The kinds of command operations that you usually perform im- 
mediately after the monitor is bootstrapped are those that set up 
initial conditions such as the current date and time of day, and 
those that initialize and prepare the system for future operations 
such as file transfers. If your system has VTll display hardware 
and you decide that you want to use it, you should also enable 
(turn on) the graphics display screen. 



INITIAL MONITOR 

COMMAND 

OPERATIONS 



Display hardware on an RT-11 computer system consists of a 
cathode ray tube that allows programs to use graphics displays. If 
your system has display hardware^ which is illustrated in Figure 
4-1, you can use the graphics screen in place of the terminal 
printer or screen if you wish. 



Video terminal screens are not considered graphics display hardware. 



Using VT11 
Display Hardware 
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NOTE 



Check question 5 in tiie Hardware Configuration sec- 
tion of Chapter 2 to determine if your system has dis- 
play hardware. If you do not have display hardware, go 
on to the next section in this chapter, Entering the Date 
and Time-of-Day. 




The monitor command that enables the graphics screen is the GT 
command. The GT command is used to change the condition of 
the graphics display. In this case, you will use it to activate the 
graphics display hardware so that the VTll display screen re- 
places the console terminal printer or screen as the terminal 
output device. 




Figure 4-1 VTll Display Hardware 

Type the following on your terminal keyboard (if necessary, refer 
to Table 4-1 to review the special symbols): 

Long and Short Command Format 

,GT ON m 

If your system does not have display hardware, the monitor prints 
a message^ on the terminal printer or screen informing you that 
the command is illegal for your system configuration: 

?KriON-F-1 1 ledal command 



The meanings of all system messages are listed in the RT-11 System Message 
Manual. 
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Otherwise, the command is accepted. You should notice that all 
character-echoing and system responses are now directed to the 
graphics screen instead of to the terminal printer or screen. After 
the command has been accepted, a period appears on the 
graphics screen, indicating that the system is waiting for another 
command. The character pointer is visible as a blinking rectan- 
gular cursor situated after the period (In the edit mode, the cursor 
is L-shaped.) 

Like output on the terminal screen, output that appears on the 
graphics screen is temporary. Once the screen is filled, lines are 
rolled off the top and are lost to view. However, if your terminal 
has a printer, a special control command allows you to control 
console terminal output so that it appears on both the graphics 
screen and the terminal printer simultaneously. In this manner, 
you can direct selected portions of terminal output — directory 
listings, for example — to be both displayed and printed at the 
same time. The advantage of this is that although the display 

fiy\-r\TT TCI QTTQ-r^'i-ti plltT 1 i-* 






The control command that provides this function is CTRL/E, 
which is initiated by holding the CTRL key down while typing the 
E key. No carriage return is necessary. When you type this com- 
mand, no characters echo on the graphics screen, but you should 
notice that all subsequent characters (both input and output) 
appear on both the graphics screen and the terminal printer. 



Thus, if your terminal has a printer and you wish to use the 
printer in addition to your VTll graphics screen, type once: 

(ctrl/e) (Remember, this command does not echo.) 



CTRL/E 



JJqw t^"^e the followin''' and notice where the characters echot 



.WRONG COMMAND ®UD) 



To disable the printer at any time so that character echoing oc- 
curs only on the graphics screen, t>T3e another CTRL/E com- 
mand: 



Icmll 



Finally, to return terminal output control to the terminal, disa- 
bling the graphics screen, use the GT OFF command; this 
changes the terminal device handler back to its original output 
setting: 

Long and Short Command Format 

.GT OFF m 

Decide now whether to use the graphics screen for the remaining 
demonstrations. If so, use the GT ON command to enable the 
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graphics screen, and remember that the CTRL/E command is 
available when you wish to produce simultaneous output. 



Entering the Date 
and Time-of-Day 



DATE 




Entering the current date and time-of-day are record-keepng 
system operations; they help you later identify when other system 
operations were performed. 

For example, by entering the current date you instruct the system 
to assign this date to all files you create. The date will also appear 
in volume directories and listings produced by the various lan- 
guage processors and utility programs. If your system has a clock, 
by specifying the current time-of-day you instruct the system to 
keep track of time based on the time you set. The current time is 
printed on listings when they are produced, and may also be used 
to control certain program operations. 

Enter the date by typing the monitor DATE command as follows 
(there is only one format): 

Long and Short Command Format 

*DATE 8-JAN-80 E) 

This sets the date to January 8, 1980. Since this date is not 
current, reenter the correct date using the same command format: 

.DATE dd-mmiii-yy (1!) 

Typing the new date overrides the previous date. 

The monitor TIME command is used to set the time-of-day, spec- 
ified in 24-hour notation. The system keeps track of time in hours, 
minutes, and seconds, based on the initial time that you enter in 
the command. Enter the time as follows (there is only one 
format) : 



i^ung ana onori luommana format 

.TIME 15:01:00 m 



If your system does not have a clock, the monitor prints a message 
on the terminal informing you that the command is not valid for 
your system configuration: 



?K"HON-M-No clocK 



Otherwise, the time is set to 3:01 p.m. If your system has a clock, 
reenter the correct time, using the same command format: 

. I IriE hh :mffl: 55 (US 



I vmncr t.np npw fimo nxrorrirloQ fV»o r*rotTinna fi'i 



r XV «x)lJ vxx 
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To check the time and date at any time while you are using the 
system, simply type either the DATE command or the TIME 
command, followed by a carriage return only: 

Long and Short Command Format 

.DATE m 
8-JAN-80 

.TIME m 

15: OS; 19 

The system responds by printing the date or the time, based on 
the information you previously entered. 

Setting the time is temporary. If you want it to be kept current, 
you must reenter it whenever you bootstrap the system. If your 
system has a clock and you do not set the time, the TIME com- 
mand will return the time elapsed since the last hardware boot. 



Each hardware device in the RT-11 system is identified by a two- Assigning Logical 

character code name. These names, listed in Table 4-2, are de- Names to Devices 

fined in the system software and are recognized and used by the 
operating system. These are the device names that you generally 
use in command input and output lines. However, you may want 
to change any of these device names temporarily, for a variety of 
reasons. The following paragraphs describe both using the phys- 
ical device names shown in Table 4-2 and assigning logical (tem- 
porary) device names to devices. 

Two additional logical device names are used. These special 
names are described in Table 4-3. 

You use device names in the input and output portions of a com- 
mand line to identify where input information can be found and 
where output information will be sent. If a file is involved, you 
also include its file name and file type in the following format: 

devicename : f ilename .f iletype 

The device name is followed by a colon and is always separated 
from any file name and file type by a colon. The device name is 
generally one of the codes listed in Tables 4-2 and 4-3. When you 
use a device name in any command, you must also include the 
device unit number (represented by the letter n in Table 4-2) 
unless the number is 0. The system assumes unit of the device if 
no unit number is given. Thus, diskette unit is DX: or DXO:; 
diskette unit 1 is DXl:; RK: disk unit 2 is RK2:; and so on. Note 
that, according to Table 4-3, you can use the device codes SY: or 
DK: for your system volume in addition to its standard device 
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name. However, since the system volume is initially the default 
storage volume for all operations, you do not need to use a device 
name for your system volume. 



Table 4-2 Physical Device Names 



Code 


Device 


CR 


: Card Reader 


CTn 


Cassette 


DDn 


DECtape II 


DLn 


RLOl Disk 


DMn 


RK06/07 Disk 


DPn 


RP02/03 Disk 


DSn 


RJS03/4 Disk 


DTn 


DECtape 


DXn 


RXOl Diskette 


DYn 


RX02 Diskette 


LP 


Line Printer 


MMn 


TJU16 Magtape 


MSn 


TSll Magtape 


MTn 


TMll Magtape 


PC 


Paper Tape Punch/Reader 


RF 


RFll Disk 


RKn- 


RK05/RK11 Disk 


TT 


Console Terminal Keyboard/Printer 



Table 4-3 Special Logical Device Names 



Code 


Device 


SY: 


The volume from which the monitor was bootstrapped; 
that is, the system volume. 


DK: 


The default storage volume (initially the same as SY:; 
that is, the system volume). 



The names listed in Tables 4-2 and 4-3 are the device names 
defined within the system software. However, you can change any 
of these name assignments temporarily, either by reassigning ex- 
isting names to different devices, or by assigning new logical 
names of your own choosing to devices. 

There are many reasons why you might want to eliange a device 
name temporarily and assign it a logical name. You may, for 
examole. have a orosram that is written for a snecific device that 
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is not available on your system. If you assign its name to a device 
that is available, the program then uses the new device instead.^ 

Since not all RT-11 users have access to the same kind of storage 
volume, you are instructed to assign the logical name VOL: to 
whatever volume you are using for storage. After you make this 
assignment, subsequent command lines can be the same for ev- 
eryone using this manual. 

Similarly, the special logical device name DK:, presently assigned 
to your system volume, could be assigned to any kind of storage 
volume. Not only would DK: signify your storage volume, regard- 
less of its physical device name, but you could also avoid typing 
DK: since it is the default storage volume for most commands 
(only the R command requires that the file specified be on the 
system volume SY:). 

To assign a logical name to your storage volume, first determine 
its physical device name. Check questions 6 and 7 in the Hard- 
ware Configuration section of Chapter 2 to see which device and 
which device unit you are using for your storage volume. Trans- 
late this into the appropriate name and number using Table 4-2 
as a guide. 



Use the monitor ASSIGN command to change this physical name 
to a logical name. Substitute for physical-device-name in the fol- 
lowing command lines the physical name and device unit number 
for your storage volume (for example, for RK05 disk unit 1, sub- 
stitute RKl): 



ASSIGN 



Long Command Format 

.ASSIGN m 

Physical deuice name? phy s ic al -dey i ce-name IS) 

Logical de 1.1 ice nawe? VOL: (BE) 

Short Command Format 

.ASSIGN Physical-dey ice-name UOL: (E) 

Once the assignment is made, the system recognizes the logical 
name VOL: as the device name for your storage volume. This is 
the only logical assignment you need to make. Since you are not 
changing the DK: assignment, the system volume remains the 
default device for all I/O operations. 

As you continue to use the system, you may well make many 
device assignments and deassignments. To check the status of all 




This is called device independence. 
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assignments made during a computer session, you can use the 
monitor SHOW command to print on your terminal a list of all 
the logical assignments currently in effect. For example, use the 
SHOW command now to check the status of the assignment just 
made: 

Long and Short Command Format 

.SHOW m 



Check the list printed on your terminal to make sure that the 
code VOL: has been assigned to your storage volume. The letters 
VOL: should follow the appropriate device name in the list, as in 
the following response, in which VOL: represents disk unit 1: 

TT 
rvRK (Resident) 

DK 





RKO 


= SY 




RKl 


= UOL 


BA 






MT 






NL 






LS 






LP 






DD 






DM 






DX 






DT 






5 f 


ree s 


lots 



Logical device assignments are temporary. Thus, if you want a 
particular device assignment to remain in effect, you must reas- 
sign it each time the system is bootstrapped. 



Listing Volume 
Directories 



DIRECTORY 



Both your system volume and your storage volume have directo- 
ries, which are compiled lists of all the files stored on the volume, 
xou can print a voiUme uirectory on your terminal, using the 
monitor DIRECTORY command.^ For example, to Hst the direc- 
tory of your system volume, type: 

Long and Short Command Format 

.DIRECTORY® (The system volume is the default device.) 



CTRL/0 



Since the directory of the system volume may be quite long, after 
approximately 10 lines have printed on the terminal, type: 



efR[/c8 



Users of VTll display hardware may wish to use the CTRL/E command to 
enable both the graphics screen and the terminal printer for the following 
exercises. 
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This special control command echoes as "0 and inhibits the re- 
mainder of the listing output from printing on the terminal, al- 
though the information on the total number of files and blocks is 
still given. When control returns to monitor command mode, look 
at the directory listing. At the top of the listing is today's date, as 
you entered it earlier in the DATE command. Following the date 
is a list of the files on the volume. Notice the two-column format 
of each line in the directory: 



0B-. 


i3n--80 














SUAP 


.SYS 


25 


:l9-Nov- 


-79 


RTllSJ.SYS 


67 


19-NOV-79 


RTllFB.SYS 


80 


:i9-Nov- 


-79 


RTllBL.SYS 


64 


19-NOV-79 


TT 


• SYS 


'> 


19-Nov- 


-79 


DT ,SYS 


3 


19-NOV-79 


X>P 


.SYS 


3 


19-Nov- 


-79 


DX .SYS 


3 


19-NOV-79 


DY 


.SYS 


4 


:l.9-Nov- 


-79 


RF .SYS 


3 


19-Nov~79 


RK 


,SYS 


3 


19-Nov- 


-79 


DL .SYS 


4 


19-NQV-79 


Dh 


.SYS 


5 


19-Nov- 


-79 


DS .SYS 


3 


19-NOV-79 


DD 


.SYS 


5 


"0 










189 


Filesi 


3785 


Blocks 










977 


F'ree bl 


ocks 













First the file name appears, followed by a dot and a file type that 
is frequently used to identify the file's format. For example, SYS 
represents a system file; other RT-11 file types used to represent 
different kinds of files are listed in Table 4-4. After the file type is 
a number that indicates the size of the file. The size is given in 
blocks, a term used to designate a standard amount of informa- 
tion. A file that is 1 to 10 blocks long is fairly small, while a file 

Table 4-4 File Types 



File Type 


Meaning 


.BAG 


BASIC compiled file 


.BAK 


Editor backup file 


.BAS 


BASIC source file 


.BAT 


BATCH source file 


.COM 


Indirect command file 


.CTL 


BATCH control file 


.DAT 


BASIC or FORTRAN data file 


.DBL 


DIBOL source file 


.DIF 


SRCCOM output file 


.DIR 


Directory listing file 


.FOR 


FORTRAN source file 


.LOG 


Batch log file 


.LST 


Listing file 


.MAC 


MACRO source file 


.MAP 


Linker map file 


.OBJ 


MACRO, FORTRAN, or DIBOL object output 




file or library file 


.REL 


Executable foreground program file 


.SAV 


Executable background program file 


.SML 


System MACRO library 


.SYS 


System files and handlers 
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over 100 blocks in length is quite large. The date on which the file 
was created is shown at the right. This space is empty if a date 
was not specified (with the DATE command) on the day the file 
was created. At the end, you are told how many files are on the 
volume, their total length, and the number of free blocks avail- 
able for your use. 

NOTE 

Files furnished on the distribution medium have a pro- 
tected status, which means they cannot be deleted. 
This is indicated by the letter P after the file size when 
you print a directory listing. You cannot perform any 
operation on a protected file if the result is to delete it. 
You can change the protected status of a file or give a 
protected status to a file by using the RENAME key- 
board monitor command with the /PROTECTION or 
/NOPROTECTION option (see the RT-11 System 
User's Guide). 



DIRECTORY 
/BRIEF 



CTRL/C CTRL/C 



You can also obtain an abbreviated directory, which omits file 
lengths and dates and lists only file names and file types in five- 
column format. To do this, you use the DIRECTORY command 

Willi luS /Jjivijjjx- u^LiOn. lyyic uiic lOiiuwuig, aiiu aitci scvcial lines 

have listed, interrupt the directory by typing two CTRL/C com- 
mand characters. This double control command echoes two "Cs, 
and requests the running program to abort immediately, regard- 
less of what the program is doing (one CTRL/C aborts an exe- 
cuting program waiting for input from the console terminal). Con- 
trol returns to monitor command mode. 



Long and Short Command Formats 



. DiryECTORY/BRlEF ggl 














OS- Jen-BO 
















SWAP ,SYS 


RTl IS J. SYS 


RTllFB 


SYS 


RTllBL 


SYS 


TT 


,SYS 


DT . SYS 


DP .SYS 


DX 


.SYS 


DY 


.SYS 


RF 


,SYS 


RK ,SYS 


DL .SYS 


DM 


SYS 


DS 


SYS 


DD 


.SYS 


CTBLC) cmuo) 

















DIRECTORY 
/PRINTER 



Volume directories can be printed on a line printer if one is avail- 
able on your system. Check question 8 in the Hardware Configu- 
ration section of Chapter 2 to determine if your system has a line 
printer. Since listings print faster on a line printer than on the 
console terminal, it is to your advantage to use the line printer for 
large amounts of output. The /PRINTER option is used with the 
DIRECTORY command to cause a directory to be printed on the 
a^'^Mine printer instead of on the terminal. Make sure your line 
printer is turned on, and then type the DIRECTORY command 
as shown: 



Long and Short Command Format 

.DIRECTORY/PRINTER E) 
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The entire listing may be quite long. When the line printer is done 
printing, retrieve the listing. 



Initializing a storage volume completely clears its directory. A 
new (unused) volume should always be initialized before it is first 
used. In addition, any storage volume that contains files that are 
no longer needed can be initialized to recover the storage space. 
Note, however, that the effect of an initialize operation is to re- 
move all file names from the directory. So before you initialize 
any volume, be sure that there are no files on it that you might 
want later. 



Initializing the 
Storage Volume 



Since you will use your storage volume to store several new files 
(created as a result of the various exercises in this manual), clear 
its directory using the monitor INITIALIZE command. This en- 
sures that there is room on the volume for new files. 



INITIALIZE 



Long Command Format 

.INITIALIZE m 

Device? U L : (ret) (VOL: is the assigned 

logical device name for 
your storage volume.) 

RKl : /Initial ize ; Are '/ou sure?Y Hi) 



Short Command Format 

.INITIALIZE UOL: m 
RKl : /Initial ize ; Are 



' Li sure 



The system prompt physical-device-name/Initialize; Are you 
sure? is always printed to give you an opportunity to verify the 
command. Typing a Y initiates the operation, while N aborts 
(ignores) the operation and returns control to monitor command 
mode. Check your command line, make sure you are initializing 
your storage volume, and then type a Y. Again, list the directory 
of the storage volume. It should be empty. 



Long and Short Command Formats 

.DIRECTORY UOL: m 
8-Jan-80 



Files* Blocks 
47B2 Free block 

The number of blocks available for use on the volume is printed 
at the end of the directory and varies depending on the type of 
device you use as your storage volume. 
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The commands you have performed in this chapter have prepared 
the system for major operations that will follow. In Chapter 5 you 
begin by using the RT-11 editor to create text files that you will 
store on your initialized storage volume. 



SUMMARY: 
INITIAL MONITOR 
COMMANDS 



ASSIGN physical-device-name logical-device-name 

Assign a logical device name to a physical device name. 

DATE 

Print the current date, if previously set. 

DATE dd-mmm-yy 

Set the current date (day-month-year). 

DIRECTORY dn: 

List the volume directory on the terminal (dn: is the code for 
the device name; the default storage volume (DK:) is assumed 
if dn: is not specified). 

DIRECTORY/BRIEF dn: 

List a brief volume directory on the terminal, showing only file 

JL.lClXXXWO. 

DIRECTORY/PRINTER dn: 

List the volume directory on the line printer. 

DIRECTORY/PRINTER/BRIEF dn: 

List a brief volume directory on the line printer. 

INITIALIZE dn: 

Clear the directory of the indicated volume (dn: is the code for 
the device name and must he specified). 

GTOFF 

Disable the VTll display hardware. 

GTON 

Enable the VTll display hardware so that the graphics screen 
replaces the terminal printer/screen as the terminal output de- 
vice. 

SHOW 

Print the status of all current logical device name assignments. 

TIME 

Print the current time, if previously set. 

TIME hh:mm:ss 

KJ\^V I/XIC ^.^UXlCllt l/llllC-Ul-UO.^ \ilVIUl .illillUtCSCL'UllU/. 
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CTRL/C CTRL/C 

Interrupt the current operation or program and return control 
to monitor command mode. 

CTRL/E 

Direct terminal output to both the graphics screen and the 
terminal printer simultaneously. Type a second CTRL/E to 
return output control to the graphics screen only. (Valid only 
when YTll display hardware is enabled.) 



SUMMARY: 

SPECIAL 

CONTROL 

COMMANDS 



CTRL/0 

Inhibit the remainder of output from printing on the terminal. 

CTRL/U 

Cancel every character in the current line. 

DELETE 

Cancel the last character typed on the current line. 



LPlllLSll Line Printer Manual (EK-LPll-TM-005). Maynard, Mass.: Digital 
Equipment Corporation, 1975. 



REFERENCES 



A hardware manual for the owners and operators of LPll/LSll line 
printers and for those who will be programming computers to interact with 
these devices. 

RT-11 Pocket Guide (AV-5287C-TC). Maynard, Mass.: Digital Equipment 
Corporation, 1980. 

A summary of all RT-11 monitor commands, command options, and 
system utility program operating commands. 

RT-11 System User's Guide (AA-5279B-TC). Maynard, Mass.: Digital Equip- 
ment Corporation, 1980. 

A guide to the use of the RT-11 operating system. See Chapters 3 and 4. 
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CHAPTER 5 
CREATING AND EDITING TEXT FILES 



The ability to create and edit text files is one of the most useful 
features of the RT-11 operating system. Not only can you create 
computer programs, data files, memos, and reports on line (that 

1Q nnHpr fnf^ no^'^fCif '^f '^1^P GVCi"<"OTr\^ Vm+ \r'^n nf^ry plfciT* tt71->p+ \7'^" 

create without retyping the entire file. 

You create and edit text files more often than you perform any 
other system operation. Therefore it is essential that you become 
familiar with the editing process as quickly as possible. Editing 
should become second nature to you as you learn to use the RT-11 
computer system. 

The RT-11 editor is a system utility program called EDIT.SAV, THE RT-11 EDITOR 

which is stored as part of the RT-11 operating system on your 
system volume. Text files that you create with the editor are 
stored in the computer in ASCII format. ASCII, which stands for 
the American Standard Code for Information Interchange, is an 
industry-standard code that consists of a numeric representation 
for each of the alphabetic characters (A to Z), the numeric char- 
acters (0 to 9), the punctuation characters, and some special com- 
munication control characters. When you type text on the ter- 
minal keyboard, the system automatically converts the text to the 
appropriate ASCII codes; when you request listings on the ter- 
minal or Hne printer, the system converts the ASCII code back to 
the appropriate text characters. 

The RT-11 editor uses a specially reserved area of computer 
memory to hold the text you are creating or editing. This area of 
memory is called the text buffer. When you create text, the char- 
acters that you type on the terminal keyboard are transmitted 
directly into the text buffer. When you edit existing text, the 
characters are copied from the input file into the text buffer, 
where you can modify them. When you have edited the text in the 
buffer to your satisfaction, the characters are moved out of the 
text buffer to the output file (Figure 5-1). 

Since the text buffer is a finite area of computer memory, you 
may at times try to input more text than the buffer can accommo- 
date. If this condition becomes apparent to the editor, it prints a 
warning message on the terminal telling you that before you can 
input any more text, you must make room in the buffer, either by 
transferring text to the output file or by erasing text already in 
the buffer. 



5-1 



Creating and Editing Text Files 



CREATING A 
TEXT FILE 



EDIT/CREATE 



COMPUTER 



INPUT 




Figure 5-1 Editing with RT-11 

You can avoid this inconvenience during editing if you make use 
of a concept called paging. When you create a large text file, 
instead of typing the file as one long stream of text, divide it into 
individual pages of approximately 50-60 lines in length; this cor- 
responds roughly to the size of a line printer or terminal listing 
page. You can copy the text into and out of the buffer one page at 
a time. A single page of text is never too large for the text buffer 
and also fits on the line printer or terminal perforated paper when 
you obtain a listing. 



You activate the editing capability by using the monitor EDIT 
command. When creating a file, you must use the /CREATE 
option followed by the file name and file type you want assigned 
to the new file. The default storage volume (DK:) serves as the 
default device, so unless you specify a , device using one of the 



codes in Table 4-2, the editor creates the new file on the device 

J_/xv. ^^wlln;ll lo Liic isxSiSiii vuiciiiic, uiiicoo <.,iiaiigcu. via .i-ikjkji\jii-< /. 



First, if you are using display hardware, disable it with the mon- 
j+or cvv OFF "^ommand' the editor has a s'^ecial dis"la^' cai^abilit^ 
that is not described until later in the chapter: 

Long and Short Command Format 

.GT OFF m 

Next, use the editor to create a text file of five lines. Call the file 
DECIND.USA, and use the default storage volume (currently the 
same as the system volume) for the file. 

Long Command Format 

.EDIT/CREATE® 
File? DECIND.USA® 
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Short Command Format 



, EDIT/CREATE DECIND*USA m 
* 

Once the output file is open (that is, when the appropriate file has 
been established for output operations), the editor prints a 
prompting asterisk at the left margin. The asterisk indicates that 
control is in editing command mode and is your cue to enter an 
editing command. 

The editing command used to create text is the I (Insert) com- 
mand. Type: 



*I 



All subsequent characters that you type on the terminal keyboard 
will now be entered into the text buffer just as you type them. 
Enter the following text exactly as shown, including all spaces 
and errors. Before you type the RETURN key, check the line to 
make sure that it matches what is shown here. Remember, if you 
make a typing mistake that is not intentional, you can use the 
DELETE key on the terminal keyboard to erase individual char- 
acters and the CTRLAJ command to erase all characters on the 
current line. When you have finished typing the five lines, type 
the ESCAPE (ALTMODE) key twice. The ESCAPE key echoes 
on the terminal as a $; it is used to execute an editing command 
and to return control to editing command mode. 

#IWE HOLD THESE TRUT3 TO BEE SELF-EU IDENT »(ll) 
THAT ALL MEN ARE CREATED EQUAL , THAT THEYdD 
HAUE UNRELIABLE TENDENCIES OF WHICH THEYdJ 



flpj iTMnni.iirn rv tuctd roparno 



THAT flMnMH rPFTl 



THESE ARE LIFE, LIBERTY AND HAPLENESS.l 



INSERT 



ESCAPE ESCAPE 



Forget for the moment that this text contains several misspelhngs 
and other errors, and assume instead that you are satisfied with it 
and ready to transfer it from the text buffer to the output file. The 
EX (Exit) editing command performs this function. This com- 
mand terminates editing, transfers all text currently in the text 
buffer to the output file, closes the currently open output file 
(making it unavailable for further output operations), and returns 
control to monitor command mode, indicated by a dot at the left 
margin. Use the EX command to close the file DECIND.USA: 




*E)< 



You now have a file on your system volume called DECIND.USA, 
consisting of the five lines of text you just created. 
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EDITING A 
TEXT FILE 



EDIT 



The file DECIND.USA needs editing. To edit an existing file, you 
again use the EDIT command to activate the editor. Next indi- 
cate in the command line the two-character device code for the 
volume on which the file resides (the default storage volume, 
DK:, is assumed). Following this, you indicate the file name and 
file type of the file. The editor then opens the file, making it 
available for input operations. 



READ 



Thus, to open the file DECIND.USA for editing, type: 

Long Command Format 

.EDITll) 

File? DECIND,USA®ll) 

* 

Short Command Format 

.EDIT DECIND.USAdl! 
# 

The EDIT command opens the input (and output) files. Use the 
R (Read) editing command to read the first page of text from the 
input file into the text buffer. No output occurs to the output file, i 
but the file is available for output at a later time. The input file 
itself is not altered in any way. 

R (He) He) 
# 



BEGINNING 



Whenever text is read into the text buffer, a pointer is automati- 
cally positioned at the beginning of the text. This pointer is an 
invisible indicator that serves as a target for editing commands. 
The pointer pinpoints the exact location in the file where the next 
character will be inserted. For example, when you finished in- 
serting text earlier (just before using the EX command), the 
pointer was positioned at the end of the file. Now that the EDIT 
cuniiiiaiiu lias ueeii ustju lu reau texi iiiLO uie lkxl uuiier, tne 
pointer is positioned at the beginning of the text in the text 
buffer. If the pointer is not at the beginning and you want to move 
it there, you can use the B (Beginning) command; this command 
moves the pointer to the beginning of the text in the text buffer, 
no matter where the pointer is currently positioned: 

B 




With the pointer positioned at the beginning of the text buffer, 
you can use the L (List) editing command to list the text cur- 
rently in the text buffer on your terminal printer. The List com- 
mand lists text, starting at the pointer and continuing to what- 
ever place you indicate by the command argument. 



5-4 



Creating and Editing Text Files 



A command argument is simply a prefix to an editing command 
that sets limits on the command's actions. Command arguments 
are used frequently and are summarized in Table 5-1. Study this 
table for a moment before continuing. 



Table 5-1 Command Arguments 



Argument 


Meaning 


n 


Represents any integer in the range -16383 to 
+16383; it may be preceded by a + or -. If no 
sign precedes n, it is assumed to be positive. 
Whenever an argument is acceptable in a 
command, its absence implies an argument of 
1 (or -1 if only the - is present). 





Refers to the beginning of the current line. 


/ 


Refers to the end of text currently in the text 
buffer. 



Thus, with the pointer positioned at the beginning of the text, use 
the / argument and the L command to Kst on the tefminal all text 
in the buffer. The position of the pointer does not change. List the 
text and compare your output with the five lines shown in the 
following example: they should match exactly. 



*/Li 



THAT ALL MEN ARE CREATED EQUAL , THAT THEY 
HAUE UNRELIABLE TENDENCIES OF WHICH THEY 
AR ENDOWED BY THEIR CREATOR* THAT AMONG 
THESE ARE LIFE* LIBERTY AND HAPLENESS. 
« 

If your output and the five lines above do not match exactly, then 
you probably typed some unintentional errors into DE- 
CIND.USA. 

The remaining EDIT commands in this exercise depend upon an 
exact reproduction of DECIND.USA to function properly. There- 
fore, since you are not yet familiar with the EDIT commands 
necessary to correct your file, an existing copy of DECIND.USA 
with intentional errors «ft«st be substituted^ fr«"^ D K ' « « ' * -■ 

Prepare the text buffer, by erasing K^,with CTRL/C|sc)(esc). This 
unusual command combination is required by the EDIT program 
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when you want to exit without creating an output file. The struc- 
ture of the command prevents you from accidentally eliminating 
a file with a single CTRL/C. 

* gfRL/C) (KgHC) 

The monitor command mode period appears, signaling your de- 
parture from th^ editing command mode. Your system volume 
still contains the^lile DECIND.USA that you created earlier. 
However, it also contains the^dpy provided with the system, 
DEMOED.TXT, which you will use for the remainder of the ex- 
ercise. 




Before going any further, you must rename DEMOED.TXT to 
DECIND.USA to avoid confusion. A RENAME operation, ex- 
plained fully in the FILE COPYING OPERATIONS section of 
Chapter 7, is the method of choice. Type 

.RENAME DEMOED.TXT DECIND.USA SB 

The contents of DEMOED.TXT are now labeled DECIND.USA. 
Note, however, that if a file labeled DECIND.USA already exists 
and you rename another file to DECIND.USA, the system deletes 
the first file named DECIND.USA and renames the current one. 
Type EDIT DECIND.USA m to open the file for input, and type 
the R command to read it into the text buffer. 

.EDIT DECIND.USA E) 
*R@|sc) 

Since the pointer automatically returns to the beginning of the 
text with an R command, you can type /L to list the entire file. 

*/L (ESC)@ 

WE HOLD THESE TRUTS TO BEE SELF-EU IDENT , 
THAT ALL MEN ARE CREATED EQUAL. THAT THEY 
HAVE UNRELIABLE TENDENCIES OF WHICH THEY 
AR ENDOWED BY THEIR CREATOR* THAT AMONG 
THESE ARE LIFE* LIBERTY AND HAPLENESS. 

The text contains errors and misspellings deliberately introduced 
for the purposes of the exercises in this chapter. To correct the 
errors, reposition the pointer so that it is near the text you want to 
change. The J (Jump) command, for instance, in conjunction 
with a command argument, moves the pointer either backward or 
forward by the specified number of characters, including spaces. 
Type the J command now, using an argument of 18, to reposition 
the pointer 18 places ahead^: 



Anytime you use the Jump command to move the pointer forward (or back- 
ward) by enough characters so that it moves to a new line, you must account for 
two extra characters in the command argument. This is because the editor 
treats the carriage return at the end of each line as two characters — a return 
and a line feed. 
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*18JlESe)lESCJ 
* 

Although you cannot see it, the pointer has moved from the be- 
ginning of the text buffer to the right of the 18th character. You 



na-rt \7a-rit\T 



f\T fVlic K\ 



usin"' the List command 



flofnin TVip T.ist. rom- 



mand with no argument prints from the pointer to the end of the 
current Une and thus exposes the location of the pointer: 



S TO BEE SELF-EMIDENT . 
# 

The characters in the example should match the current line on 
your terminal, showing the pointer positioned at the first error in 
the text where an H is missing in the word TRUTS. Since the 
pointer is positioned between the second T and the S, use the 
Insert command to insert an H in the proper place: 

# I H He) (gc) 

Now use the V (Verify) command to verify the line. The V com- 
mand, which does not require arguments, prints the entire line 
containing the pointer (the current line) on the terminal. It allows 
you to verify that a correction was properly made. The pointer is 
not moved as a result of the V command; its position remains just 
to the right of the last inserted character (shown here by the 
arrow): 



VERIFY 



# u Us) ® 

WE HOLD THESE TRUTHS TO BEE SELF-EMIDENT * 

♦ t 

So far you have entered and executed editing commands one at a 
time. You can enter multiple commands by separating each indi- 
vidual command with a single ESCAPE. Typing two ESCAPES 
then executes all the commands in the entire command string in 
consecutive order. For example, combine the J and L commands 
as shown in the following command string: 

*7Jllc)L(iic)(lc) 

E SELF-EUIDENT t 

* 

7J moves the pointer seven positions to the right, and L then lists 
the text from the pointer to the end of the line so that you can see 
the pointer's new position. 

A special CTRL command is available to erase multiple editing 
commands. The CTRL/X command (hold the CTRL key down 
and type the X key) causes the editor to ignore an entire com- 
mand string that might extend over several lines if the I com- 
mand is involved. The editor echoes with "X, issues a carriage 



CTRL/X 



5-7 



Creating and Editing Text Files 



return, and prints an asterisk indicating that you are still in 
editing command mode and can enter a new command. For ex- 
ample, type: 

*70J|SC)ISTART A® 



NEW LINE gfRUX] 
* 



In addition to the CTRL/X command, you may still use the DE- 
LETE key to erase individual characters in the command line Sne 
at a time, and the CTRLAJ command to erase all characters 
entered on the current command line. 



DELETE 



Since you used the CTRL/X to ignore this last command string, 
the pointer is still positioned at the next error in the file — just 
before the extra E in the word BEE. You can erase this extra 
character by using the D (Delete) command. ^ The D command 
removes one character (or space) to the right of the pointer for 
every +1 in its argument and one character to the left for every -L 
Use the D command to erase the extra E and then verify the line 
(+1 is assumed if no argument is used): 



ADVANCE 



#Dil)gisg|sei 

WE HOLD THESE TRUTHS TO BE SELF-EMI DENT . 
* T 

As you can see from the position of the pointer in the example 
(shown by the arrow), the D command does not actually move the 
pointer, but simply erases characters around the pointer. Since 
the extra E was erased, the pointer is now positioned between the 
E and the space. 

Just as you can use the Jump command to move the pointer by 
characters, you can use the A (Advance) command to move the 
pointer by entire lines. Again you give the command an argument 
that indicates the number of lines, either forward or backward. 
The pointer is positioned at the beginning of the new line. Use the 
A command to move the pointer forward two lines, and then list 
the current line: 

#2 A (ESC) L He) 1^ 

HAVE UNRELIABLE TENDENCIES OF WHICH THEY 
* 




This entire line does not belong in the text. To erase it, you could 
count the number of characters in the line and use this number as 
an argument to the D command; however, there is an easier way. 



The Delete command should not be contused with the DELETE key on the 
terminal keyboard. While both perform the delete function, the D command is 
used to erase characters already within a text file; the DELETE key is used to 
erase typed characters in a command string or during text creation. 
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The K (Kill) command erases the entire line following the pointer 
and positions the pointer at the beginning of the next line in the 
text. Type: 

♦ KUDLiieiiig 

flP FNinnUFn RV tuctd rnc-ATnci . TLJAT /vMnki/^ 
.... ._.,wwrT_w fcj, .iii_j.i^ i_n\i_.niu)i\r 1 1 I r-1 t n n u IN \j 

# 

The pointer is now at the beginning of the next line in the text. As 
you can see, this line also contains an error, the word ARE is 
incorrectly spelled as AR. Use the J command to jump over two 
characters, and insert the E. Then verify the line: 

*2J|lc)IE(Elc)U(|l)|sc) 

ARE ENDOWED BY THEIR CREATOR » THAT AMONG 

# T 

The arrow shows where the pointer is now positioned. This line 
still contains an error — it is missing; the words WITH CER- 
TAIN INALIENABLE RIGHTS, which should follow the word 
CREATOR. You can count the number of characters from the 
pointer to the second R in CREATOR and then jump the pointer 
by this number, or you can use the G (Get) command. The G 
command searches, from the pointer, for the first occurrence of a 
specified character string and leaves the pointer at the end of that 
string. Use the G command to search for the string OR (in CRE- 
ATOR); then insert the missing words and list the lines that have 
changed. Notice how you use the carriage return to break the line 
into two parts (the © symbol is used to show where you should 
insert spaces): 

* GORUe) IIB W I THIS CERTA I Nil) 
INALIENABLE(sl)RIGHTS®-A(ilc)2L 

ARE ENDOWED BY THEIR CREATOF 
INALIENABLE RIGHTS, THAT AMONG 




To list both lines, it was necessary to move the pointer back to the 
beginning of the first line you changed; this was done by the -A 
command. The 2L command then listed both Hnes. Notice where 
the pointer is; it was moved by the -A command and was not 
repositioned by the L command. 

You must be careful when you use the Get command, because the 
character string you specify must be unique if you want the 
pointer to move to the correct spot. For example, if the characters 
OR had occurred anywhere after the pointer and before the word 
CREATOR, the pointer would have stopped there instead, and 
you would have inserted text in the wrong place. 

The final errors in this text occur in the last line. The words THE 
PURSUIT OF are missing, and the word HAPLENESS is a mis- 
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spelling. Use the Get command to move the pointer to the word 
AND and insert the missing text. Move the pointer again with the 
Get command to the PLE of HAPLENESS; erase the LE, and 
insert PI. Then verify the line: 



esc 
♦ GANDHI® THE® PURSUI T(D DFIE) (ESC) 
»GPLiD-2Disc)IPIIisc)i,'fic)|sc) 
THESE ARE LIFE* LIBERTY AND THE 
♦ 



PURSUIT OF HAPPINESS, 



CTRL/L 



Large text files of 50 lines or more should be delimited into pages. 
To do this, insert a form feed into the text at the place where you 
want the page to end. A form feed is typed as a CTRL/L (hold the 
CTRL key down and type the L key), which the editor recognizes 
as a page break. 

Since this text file is only five lines long, there is really no need to 
delimit it as a page. However, for the sake of practice, insert a 
form feed at the end of this file. Then move the pointer to the 
beginning of the text buffer and list the entire text. Compare your 
text with the following example, n errors remain m your ii^e, ax 
them by using the commands described so far. 



*G , (15)1(11) 



( CTRL/LJ 



(CTRL/L echoes as eight line feeds.) 



(ESgB dg/Lisg H) 

WE HOLD THESE TRUTHS TO BE SELF-EVIDENT. 

THAT ALL MEN ARE CREATED EQUAL, THAT THEY 

ARE ENDOWED BY THEIR CREATOR WITH CERTAIN 

INALIENABLE RIGHTS, THAT AMONG 

THESE ARE LIFE, LIBERTY AND THE PURSUIT OF HAPPINESS. 



This text is correct in spelling and content, but the last two lines 
should be justified to make them easier to read. The pointer is 
currently at the beginning of the text. Use the G command to 
search for the character string AMONG; then insert and delete 
text to justify the lines. Finally, list the text again: 



*GAI10NG(Sc)I(lE) ThESElS AREIsyjAISCJiODiifiiBiiiEi/LiESCii^ 
WE HOLD THESE TRUTHS TO BE SELF-EM I DENT , 
THAT ALL MEN ARE CREATED EQUAL, THAT THEY 
ARE ENDOWED BY THEIR CREATOR WITH CERTAIN 
INALIENABLE RIGHTS, THAT AMONG THESE ARE 
LIFE, LIBERTY AND THE PURSUIT OF KftPrlNESS. 
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Once you are satisfied with your text, you are ready to transfer it 
to the output file. You could use the EX command to transfer the 
text, as you did earlier in the section Creating a Text File. How- 
ever, suppose your input file has additional pages of text that 
require editing. If you use the EX command, all remaining text in 
the input file will be read through the text buffer into the output 
file, and the files will be closed although you may want to do more 
editing. To avoid this, you can use the N (Next) command. This 
command transfers the text currently in the text buffer to the 
output file, clears the text buffer, and reads in the next page from 
the input file. The pointer is positioned at the beginning of the 
text buffer. 



NEXT 



«N|SC)(ESC) 

?EDIT-F-Erid 
♦ 



of input file 



(No text remains in the input file.) 



If you use the N command when no text remains in the input file 
(as just happened), the editor prints a message on the terminal 
telling you so. At this point, you can type the EX command to 
close the file. 

#EX|^(ESCl 

When you close a file after editing, the editor creates a file on the 
default storage volume (or system volume). It gives this new file 
the file name and file type that you indicated for input. It then 
renames the input file so that the. file retains its file name but is 
assigned a file type of .BAK. .BAK identifies it as a backup file, 
here an original input file retained in case of editing mistakes or 
accidental deletion of the new file. Thus you now have two ver- 
sions of the DECIND file on your system volume: DECIND.USA, 
which is the edited version, and DECIND. BAK, which is the 
unedited (original) input file. Verify this by using the monitor 
DIRECTORY command: 



Long and Short Command Format 



t D i R c C 7 G R 'r Lj E C 1 14 u ♦ * tBcT> 

08-Jan-BO 
DECIND. BAK 1 19-Noij-79 

2 Filest 2 Blocks 

790 Free blocKs 



DECIND.USA 1 08-Jan-BO 



The * following DECIND. is a type of shorthand notation called 
wildcard construction. Here it means to list all files named 
DECIND, regardless of their file type. Wildcard construction is 
explained in detail in the Multiple File Operations section of 
Chapter 7. 

Whenever you edit the same file a number of times, new versions 
overwrite old versions. Thus only two versions of the edited file 
(filnam.BAK and filnam.typ) ever reside on a volume at one 
time. 
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USING UPPER- 
AND 

LOWER-CASE 
CHARACTERS 



Edit Lower 



Later model terminals (for example, LA36 DECwriters and VT52 
DECSCOPE terminals) have the capability to print in upper and 
lower case. Certain line printers also have this capability. You can 
use the upper-/lower-case capability of these devices if you type 
the EL (Edit Lower) editing command before entering the text 
you want to insert in lower case. The EL command instructs the 
system to accept all characters typed as they appear on the key- 
board. The monitor facility, which converts all alphabetic charac- 
ters to upper case, is disabled. In addition, the characters are 
echoed on the terminal printer or screen as upper- and lower-case 
characters. 



Open the file DECIND.USA again, and type the EL command: 

Long and Short Command Format 

.EDIT DECIND.UBAiaH) 

*ELf^^ 
* 

Once you have typed the EL command, you can use the SHIFT 
key on the terminal to designate upper case, just as you do on a 
typewriter. Editing commands may be entered as either upper- or 
lower-case characters. For example, type the following com- 
mands, which change the characters in the first line of the file 
DECIND.USA to upper and lower case: 



# r i^ b lie) 1 Ssc) H 
HE HOLD THESE 

* k Use) i W e hold 
ifsg - a isgi u Isg fsc) 

We hold these 



TRUTHS TO BE SELF-EU I DENT , 
these truths to be s pj t - p .. , ,j g ,., t , gfi 

truths to be self-euidentt 




rni-- 

X lie uppci - 



aim luwci-casc ^ayaumiy is usciui lur repuiLS, meiuOS 



and other textual material that you list on upper-/lower-case de- 
vices. However, all characters are printed as upper-case if you list 
the file on a line printer or terminal that does not have the upper- 
/lower-case capability. 

If at any time you want to revert to strictly upper- case editing, 
type the EU (Edit Upper) command: 

# eu 
* 



Upper-case editing is a default mode. Whenever you open a file 
for editing or create a new file, you must enter the EL command if 
you wani/ i-o use me upper-/ lOwer-case capauiiiLy. 
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Close the file DECIND.USA by typing: 



EDIT filespec 

Activate the editor and open the file for editing. 

EDIT/CREATE filespec 

Activate the editor and create a new file. 



SUMMARY: 

EDITING 

COMMANDS 



Control Commands 



CTRL/L 

insert a lorm leeu. The lorm leeu cnaracter is useu lO ueiimiL 
pages of text in a file (introduced as part of text by the Insert 
command) . 

CTRL/X 

Ignore all commands in the current editing command string. 



Command Arguments 

n(+ or -) 

An integer value between -16383 and +16383 that sets the 
range of a command's actions based on the pointer's current 
nosition. 







Beginning of the current line (the line containing the pointer). 



End of the text in the text buffer. 



Input/Output Commands (pointer is not repositioned) 
(x indicates that an argument may be used) 



EX 



Exit; terminate editing, transfer the contents of the text buffer 
and the remainder of input file to the output file; close input 
and output files; return to monitor command mode. 



xL 



List; list, from the pointer, x lines of text. 
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xN 

Next; write the contents of the text buffer to the output file, 
clear the text buffer, and read into it the next page from the 
input file; perform this write/read sequence x times. 

V 

Verify; list the current line (the line containing the pointer) on 
the terminal. 

Pointer Location Commands (pointer is repositioned) 
(x indicates that an argument may be used) 

xA 

Advance; move the pointer to the beginning of the xth line from 
the current pointer position. 

B 

Beginning; move the pointer to the beginning of the text buffer. 

xJ 

Jump; move the pointer forward or backward by x characters. 

Text Modii^cation Commands (pointer is repositioned) 
(x indicates that an argument may be used) 

xD 

Delete; erase x characters to the right (or left) of the pointer. 

I text He) 

Insert; insert text into the text buffer at the present pointer 
position. 

xK 

Kill; erase x lines of text, beginning at the pointer. 

Search Command (pointer is repositioned) 
(x indicates that an argument may be used) 

xG text 

Get; search the text buffer, beginning at the pointer, for the x 
occurrence of the indicated text string and leave the pointer at 
the end of the text string. 

Upper-AiOwer-Case Commands (pointer is not affected) 

EL 

Edit Lower; accept characters typed at the keyboard as 
upper/lower case. 

EU 

Edit Upper; revert to upper-case editing (after EL). 
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If your system configuration included VTll display hardware, 
there are several advantages to your using it during editing.^ 
First, the graphics screen becomes a window into the text buffer, 
exposing twenty lines of text at a time (the current line, the ten 
lines preceding it, and the nine lines following it). Figure 5-2 
illustrates this format. As you edit, the lines in view shift to 
conform to the current line. In addition, the pointer is visible and 
appears as a blinking L-shaped cursor. Its position is automati- 
cally adjusted as you execute editing commands. Finally, the four 
lines at the bottom of the screen display the last three command 
lines plus the current command line. Horizontal dashes separate 
the text of the file from your commands. 



USING A 
GRAPHICS 

DISPLAY 

TERMINAL 

DURING EDITING 



10 PRECEDING J 
LINES OF TEXT ^ 



CURSOR *- 


.- -.». . 


— 


■- — " ' ■ 


(CURRENT LINE) ^ 


... ■ ••-z 


.» ". 


r,- .-:■:;■ ■ .^, 


AND 9 


■ ■ s- 




" «■■'»- 


FOLLOWING < 
LINES OF TEXT 


•J .IVi . . '^4 


. W •" 


'■'"".■•tuiu'vij::;; ■ - 


__ 


f ■[..- ;: 


rfV - 


... .. ,■ [.»...,.._, 




. ■■■ r. «'■ 


„., . 


Ji. .,.,,.. >.-r|.«. iiii-;",^ 




..; 


.., 


.... ..— .„ 


SEPARATION 

LINE 






i . ". ^' n.' 


3 PRECEDING f 


'■ , 


■• ■ 


'^. :' ' ■ . 


COMMAND LINES \^ 


■i ■ :■ 


imn • *a • 


■Jk..- »■'.: lWH>M.|iiiiHiH 


CURRENT 

COMMAND LINE 









wirjuuw 
INTO THE 
TEXT BUFFER 



'ii' *■- " r ', " ' »-t"i»'I-ir.k 



'♦'-►■» iiJvB'- 'J 



I iL^r 1.4 1-1 l»ha il I 



Figure 5-2 Text Window Format 



All editing commands and functions described so far can be used 
when the graphics screen is enabled. The only difference is that 
terminal I/O is rearranged on the screen as shown in Figure 5-2. 
Note that the L and V editing commands become superfluous 
since the pointer is always displayed on the screen. Also, since 
twenty lines of text are always displayed, any List command 
within that range is unnecessary. 

Currently, your graphics screen is not enabled. To enable it, use 
the monitor GT ON command as you did in Chapter 4: 

Long and Short Command Format 

.GT ON m 



Normal Use of the 
Graphics Display 



If your system does not have VTll display hardware, skip to the next section, 
Creating the Demonstration Programs. 
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Now when you use the EDIT command to activate the editor, the 
graphics screen will be rearranged as shown in Figure 5-2. You 
can use the CTRL/E command, described in Chapter 4, to request 
simultaneous I/O on the terminal printer and graphics screen. 



Immediate Mode 



ESCAPE ESCAPE 



In addition to the regular editing capability, a quick and easy 
method of graphics editing, called immediate mode, is available. 
Immediate mode uses a simplified set of editing commands that 
are limited to pointer relocation and character deletion and inser- 
tion. Most of these commands are similar to the special CTRL 
commands because to type them you use the CTRL key in combi- 
nation with another character key. However, the use of these 
particular control commands is meaningful only in the editor im- 
mediate mode. Table 5-2 lists the commands. 

Table 5-2 Immediate Mode Commands 



Command 


Meaning 


CTRL/N 


Advance the cursor to beginning of next line 
(equivalent to A). 


CTPJ./G 


Move the cursor to the beginning of the previous 
line (equivalent to -A). 


CTRL/D 


Move the cursor forward by one character 
(equivalent to J). 


CTRLA^ 


Move the cursor back by one character (equiva- 
lent to -J). 


DELETE 


Delete the character immediately preceding the 
cursor (equivalent to -D). 


ESCAPE 


Return control to the editing command mode. 


double 

ESCAPE 


Summon immediate mode. 



Use the editor to open a new file called IMMODE.TXT: 
Long and Short Command Format 

.EDIT/CREATE IMMODE.TXT®) 
* 

Now activate immediate mode. You do this by typing the ES- 
CAPE key twice in response to the editing command mode as- 
terisk. Since there are no other commands in the command line, 
the editor recognizes the double ESCAPE as an immediate mode 
command. 

♦ mile) 

I 
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The editor responds by printing an exclamation mark in the com- 
mand portion of the screen; the exclamation mark signifies that 
you are using immediate mode. 



Character insertion is the default operation and occurs whenever 
you type a character other than one of the immediate mode com- 
mands listed in Table 5-2. 

The next several paragraphs demonstrate the use of the imme- 
diate mode commands on a selected portion of text. Remember 
that all characters you type that are not immediate mode com- 
mands are treated as input. Commands do not echo on the 
graphics screen, so all you ever see is the current text file. Type 
the following: 

TO BE, OR NOT TO BE — THAT IS THE QUESTION:® 

WHETHER 'TIS NOBLER IN THE MIND AND HEART TO SUFFER® 

THE SLINGS OF OUTRAGEOUS FORTUNESIl) 

OR TO TAKE ARMS AGAINST A SEA OF TROUBLE S,iRetj 

AND BY OPPOSING END THEM?® 

As you can see on the graphics screen, the cursor (pointer) is 
positioned at the beginning of a new line. CTRL/G, equivalent to 
-A in standard editing, moves the cursor to the beginning of the 
previous line; the cursor is repositioned immediately. Type: 

gm/G ) 



The cursor has moved backward three lines, one line for each 
CTRL/G command, and is positioned before the line: 

THE SLINGS OF OUTRAGEOUS FORTUNE, 



Character Insertion 



CTRL/G 



CTRL/V, equivalent to -J, moves the cursor back one character. 
Move the cursor back over the carriage return and line feed at the 
end of the previous line by typing the CTRL/V command eleven 
times (remember, the carriage return and line feed count as two 
characters): 

efRUv] (eleven [11] times) 

WHETHER 'TIS NOBLER IN THE MIND AND HEART TO SUFFER 



CTRL/V 



This positions the cursor before the word TO. The command DE- 
LETE, equivalent to -D, deletes the character immediately pre- 
ceding the cursor. Type the DELETE key ten times: 

(DEp (ten [10] times) 

WHETHER 'TIS NOBLER IN THE IVIIND TO SUFFER 



DELETE 
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CTRL/N 



CTRL/N, equivalent to A, advances the cursor to the beginning of 
the next line: 

THE SLINGS OF OUTRAGEOUS FORTUNE, 



CTRL/D 



CTRL/D, equivalent to J, moves the cursor forward one char- 
acter; type CTRL/D ten times: 

®Sbi (ten [10] times) 

THE SLINGS OF OUTRAGEOUS FORTUNE, 

Next type this text (it will be inserted immediately to the left of 
the cursor): 

dEl AND® ARROWS 

The text on the screen should now look as follows: 

TO BE OR NOT TO BE — THAT IS THE QUESTION; 
WHETHER 'TIS NOBLER IN THE MIND TO SUFFER 
THE SLINGS AND ARROWS OF OUTRAGEOUS FORTUNE, 
OR TAKE ARMS AGAINST A SEA OF TROUBLES, 
AND BY OPPOSING END THEM? 

Check your results and correct any other mistakes you may no- 
tice. 



ESCAPE 



To return to the standard editing command mode, type a single 
ESCAPE. 



This ESCAPE command does not echo on the screen. Notice that 
the exclamation point immediately disappears and the text 
window format returns; an asterisk appears immediately below 
the exclamation point on the screen. 

You use immediate mode only to create and edit text. Operations 
that move text in and out of the text buffer must be done with 
standard editing commands. 



CTRL/C ESCAPE 
ESCAPE 



You do not need to save the text you have just created, so use the 
CTRL/C command and two ESCAPEs to return control directly 
to monitor command mode. As mentioned before, EDIT requires 
this unusual command combination to prevent an accidental 
CTRL/C from killing your text. 

efRJTci lie) us 
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Following are two demonstration programs. One is written in the 
FORTRAN IV programming language and one is written in the 
MACRO- 11 assembly language. Both programs are used in later 
chapters of this manual, and both contain intentional misspell- 
ings and errors. 

Use the editor to create these programs. Type them exactly as 
they are shown, including errors. Use tabs and spaces to format 
each line as shown (remember that tab stops are positioned every 
eight spaces across the terminal page). Make sure that the FOR- 
TRAN program is formatted properly so that a source comparison 
described in the next chapter will operate properly. Except for the 
comment lines (those beginning with a C), begin all lines with a 
tab. Use any of the editing commands described in this chapter. 
Activate the display editor and immediate mode if you wish. 

When you have finished, check each file carefully. The two files 
should match those shown here exactly, including tabs and 
spaces. Correct any errors that you find that are not intentional. 
Obtain a listing of each file by using B isc)/L dc) dg before closing 
the file. 

Create the FORTRAN file first. Call it GRAPH.FOR and use the 
system volume for storage. Then create the MACRO program. 
Call it SUM. MAC and again use the system volume for storage. 

NOTE 

Knowledge of the FORTRAN IV and MACRO-11 lan- 
guages Is not necessary to create these demonstration 
programs. 

The following program, GRAPH.FOR, is the FORTRAN demon- 
stration program. 



C GRAPH.FOR (yERSION 1) 

C THIS PROGRAM PRODUCES A PLOT ON THE TERMINAL 

C OF AN EXTERNAL FUNCTION. FUN(X,Y) 

C THE LIMITS OF THE PLOT ARE DETERMINED BY THE DATA STATEMENTS 

C "STAB" IS FILLED WITH A TABLE OF WEIGHT FLAGS 

C "STRING" IS USED TO BUILD A LINE OF GRAPH FOR PRINTING 

LOGICAL*! STRING(13 »3) tSTABdOO) 

DATA XMIN1XMAX.MAXX/-5 ,5 .as/ 

DATA YMIN.YMAX.MAXY/-5.5.72/ 

DATA FMIN.FMAX/0. 0.1.0/ 

SCAL(ZMIN,ZMAX.MAXZ.K)=ZMIN+FLDAT(K-1)*(ZMAX- ZMIN ) /FLOAT ( MAXZ- 1 ) 

CALL SCOPY!'- 123356789 +'.STAB) 

MftXFLEN(STAB) 

DO 20 IX=1 ,MAXX 

IIX=IX 

X = SCAL(XMIN .XMAX.MAXX.IIX) 

CALL REPEAT! '*' .STRING, MAXY) 

IFdIX.EO.l .OR. IX.EO.MAXX) GOTO 20 

DO 10 IY=2.MAXY-1 

IIY = IY 



CREATING THE 

DEMONSTRATION 

PROGRAMS 
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10 
30 



Y=SCflL( YMIN (YMAX ,MAXY .IIY) 

IFUN=2+INT(FL0AT(MAXF-3)*(FUN(X,Y)-FMIN)/(FMAX-FMIN) ) 

3TRING(IIY)=STAB(MIN0(MAXF,MAXO(l ,IFUN) ) ) 

CALL PUTSTRING!7. STRING. ' ') 

CALL EXIT 

END 



FUNCTION FUN(X .Y) 

R=SQRT(X*»2+Y»*2) 

FUN=X*Y*R»EXP(-R) )**2 

RETURN 

END 



The following program, SUM.MAC, is the MACRO demonstra- 
tion program. 



.TITLE SUM.MAC VERSION 1 
.MCALL .TTYOUT, .EXIT, .PRINT 





N = 70. 


!N0. OF DIGITS OF 'E' TO CALCULATE 


! 


'E' = THE SUM OF THE RECIPROCALS OF THE FACTORIALS 


5 


1/0! + 


1/1 ! + 1/2! + 


L/31 + 1/a! + 1/5! + ... 


EXP: 


.PRINT 


•MESSAG 


■PRINT INTRODUCTORY TEXT 




Moy 


»N ,R5 


NO. OF CHARS OF 'E' TO PRINT 


FIRST: 


MOM 


«N+1 .RO 


NO, GF DIGITS OF ACCURACY 




MOM 


«A.R1 


ADDRESS OF DIGIT MECTOR 


SECOND: 


ASL 


SRI 


DO MULTIPLY BY 10 (DECIMAL) 




MOM 


@R1 ,-<SP) 


SAME #2 




ASL 


SRI 


*Q 




ASL 


@R1 


*B 




ADD 


(SP)+ , (Rl) + 


NOW *10. POINT TO NEXT DIGIT 




DEC 


RO 


AT END OF DIGITS? 




BNE 


2ND 


BRANCH IF NOT 




MOM 


«N ,R0 


GO THRU ALL PLACES, DIMIDING 


THIRD: 


MOM 


-(Rl) ,R3 


BY THE PLACES INDEX 




MOM 


»-l .R2 


INIT QUOTIENT REGISTER 


FOURTH: 


INC 


R2 


BUMP QUOTIENT 




SUB 


R0.R3 


SUBTRACT LOOP ISN'T BAD 




BCC 


FOURTH 


NUMERATOR IS ALWAYS < 10#N 




ADD 


R0.R3 


FIX REMAINDER 




MOM 


R3-@R1 


SAME REMAINDER AS BASIS 
FOR NEXT DIGIT 




ADD 


R2-2(R1 ) 


GREATER INTEGER CARRIES 
TO GI'.'E DIGIT 




DEC 


RO 


AT END OF DIGIT MECTOR? 




BNE 


THIRD 


BRANCH IF NOT 




MOM 


-(Rl) ,R0 


GET DIGIT TO OUTPUT 


FIFTH: 


SUB 


»10. ,R0 


FIX THE 2.7 TO .7 SO 
THAT IT IS ONLY 1 DIGIT 




BCC 


FIFTH 


(REALLY DIMIDE BY 10) 




ADD 


»10+'0 ,R0 


MAKE DIGIT ASC II 




.TTYON 




OUTPUT THE DIGIT 




CLR 


@R1 


CLEAR NEXT DIGIT LOCATION 




DEC 


R5 


MORE DIGITS TO PRINT? 




BNE 


FIRST 


BRANCH IF YES 




.EXIT 




WE ARE DONE 


EXP: 


• REPT 


N+1 






.WORD 


1 


INIT MECTOR TO ALL ONES 




.ENDR 






MESSAG: 


.ASCII 
,EMEN 

.ENDEXP 


/THE MALUE OF 


E IS;/ <15><12> /2./ <200> 
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When you have created and checked these two programs, ob- 
tained Ustings, and stored them as files on your system volume, 
go on to Chapter 6, Comparing Text Files. Chapter 6 demon- 
strates a proofreading aid that helps you evaluate your editing 
ability. 



RT'll System User's Guide (AA-5279B-TC). Maynard, Mass.: Digital Equip- REFERENCE 

ment Corporation, 1980. 



A guide to the use of the RT-11 operating system. See Chapter 5. 
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The RT-11 operating system provides a proofreading aid, called a 
source comparison, to help you quickly establish the differences 

system compares the two files, character for character, and prints 
on the terminal (or line printer) any lines that contain differences. 

Usually, you perform a source comparison against two files that 
you expect to be the same, or at least similar. For example, if an 
individual has copied one of your files to make changes to it, you 
can quickly scan the changes by performing a source comparison 
between the new version and your original. Another use of a 
source comparison is to check edits you have made to a file your- 
self. By comparing the backup file against the edited version, you 
can proofread the changes since only the portions of text that are 
different are printed. 

In this chapter, you will use source comparisons to find editing 
errors that may exist in the demonstration programs (SUM. MAC 
and GRAPH. FOR) that you created in Chapter 5. These demon- 
stration programs contain intentional misspellings and misplaced 
text that you must correct before the programs can be used in 
later demonstrations. On your system volume is a counterpart of 
each file. These counterparts are provided as part of the RT-11 
operating system so that you can use them to perform a source 

V,^J±HijCij.AO*JAX O.gai.J.lOl' y\JKAX Wnfll V &J.OJ.V/J.J.k3. XliOOWlxUJ.U.J.XJ , VXJ.V- W^-i-iil/V/A- 

part programs have been carried one step further in the editing 
process than your own; they contain no editing errors. Therefore, 
when you compare them against your versions, the printed list of 
differences will reflect the typing errors that still exist in your 
versions — some of these errors are intentional; others you may 
have inadvertently introduced during editing. All must be cor- 
rected before you can use the programs. 



The monitor command used to compare two text files is the DIF- PERFORMING 

FERENCES command. When you type this command on the A COMPARISON 

terminal, it activates the RT-11 utility program called 
SRCCOM.SAV, which is part of the RT-11 operating system 
stored on the system volume. The system prompts you for the 
input file names. Respond to the input prompts with the names of 
the files you want to compare; the default storage volume is the 
system volume. The output will be sent to the terminal, which is 
the default device for output. 
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DIFFERENCES 



The programs that you created in Chapter 5, SUM. MAC and 
GRAPH. FOR, have their respective counterparts on the system 
volume called DEMOXl.MAC and DEMOFl.FOR. Use the DIF- 
FERENCES command to compare the MACRO (.MAC) files 
first. The /MATCH option indicates the number of lines that 
determine a "match", explained in a moment. ^ 



Long Command Format 

.DIFFERENCES/MATCH:! (ret) 
File DEMOXKMAC dB 

File 2? SUM, MAC ® 

Short Command Format 

.DIFFERENCEB/MATCH: 1 DEMOXl.MAC SUM, MAC ® 

The list of differences printed on your console terminal should be 
similar to the following example. It will show all the differences 
listed here, plus any others that you may have introduced yourself 
during editing. 

Notice the format of the list. Individual sections are marked to 
help you become acquainted with the format. A description fol- 
lows the list, and you should refer to it as you study the list. 



A 


1 ) DK 


DEMOXl. 


MAC 








A 


2) DK 


SUM, MAC 












********** 










C 


1) 1 
1 ) 




.TITLE 


EXAMP.MAC 




(MERSION PROyiDED) 


D 


1 ) 




.MCALL 


.TTYOUTi 


.EXIT , 


.PRINT 


B 


*«** 












C 


2) 1 
2 ) 




.TITLE 


SUM, MAC M 


ERSION 


1 


D 


2) 




.MCALL 


.TTYOUT, 


.EXIT , 


.PRINT 




********** 










C 


1 )1 




BNF 


SECOND 




ZRPjQWrM XP WQT 


D 


1 ) 




MOU 


*N ,R0 




;go thru all places. 
!dimiding 


B 


**** 












C 


2) 1 




BNE 


2ND 




;BRANCH if NOT 


D 


2) 




Mnu 


SN .RO 




?GD THRU P'.LL PLACES; 
iDiyiDING 




*«#♦**♦*** 










C 


1)1 




ADD 


«10+'0 


,R0 


;MAKE DIGIT ASCII 


D 


1) 




.TTYON 






iOUTPUT THE DIGIT 


B 


**** 












C 


2)1 




ADD 


#10+ '0 


,R0 


;make digit asc ii 


D 


2) 




.TTYON 






iOUTPUT THE digit 




********** 










C 


1)1 




.END 


EXP 






B 


***♦ 












C 


2)1 




.ENDEXP 










*♦♦*♦**♦*♦ 












?SRCCOM-W-Fi 1 


es are d 


i f f e r e n t 







.^sers 01 dispiay liaraware may wish to eiiauie ootii the giapiiius screen and the 
terminal printer by first typing the CTRL/E command. 
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The first two lines identify the two files that are being compared. 
The file name and the device on which the file resides is printed. 
Also, the numbers 1) and 2) are assigned to the files (see lines 
labeled A in the example list above). 

The first difference that is listed occurs in the title line of the 
program. Usually differences that occur in these two lines are 
intentional and reflect information that is unique to each file, 
such as name and file type, version or edit number, and perhaps 
date of creation. 

The numbers that appear at the left margin of the list further 
identify the files. For example, 1)1 indicates the first page of the 
first file and 2)1 indicates the first page of the second file. 

The lines of both files are compared character for character. 
Blank lines are ignored, but all other characters, including tabs 
and spaces, are compared. When two lines are found to be dif- 

iciciit, tlic oyoi/Ciii |jicpciico a. uiiAcicnv/C ocl/Liuii, wiin^ii IV ouwbc- 

quently prints (see B). 



The system prepares the difference section as follows. When it 
finds two lines that are different, it notes the page number and 
records the lines (see C). Next it searches for a match. A match is 
a certain number of lines in each file that are exactly the same. 
Since you specified a match of 1 in the /MATCH:n option 
(/MATCH:1), the system in this case searches for a single line in 
each file that is exactly the same. When the system finds a 
match, it records the last line of the match for identification 

nnrnnaoa Ccoo Fll TVion it nrinfc tViA Hifforonpp «pp+inn ariH rpnpafs 

the process, preparing a subsequent difference section if more 
differences exist. Individual difference sections are separated 
from each other by a long row of asterisks, while the short rows of 
asterisks separate the lines of the first file from those of the 
second. 

A message is printed following the comparison. Files are different 
is printed if differences exist; No differences encountered is 
printed if the files are exactly the same. 

Check the list printed on your terminal to find the errors the 
system detected. Mark each error on the listing of SUM. MAC 
that you obtained in Chapter 5. 

Now perform a source comparison between the FORTRAN files, 
DEMOFl.FOR and GRAPH.FOR. 



DIFFERENCES/ 
MATCH:n 
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Long Command Format 

.DIFFERENCES/MATCH: 1 ® 
File 1? DEMOFl.FOR (H) 
File 2? GRAPH, FOR dS 

Short Command Format 

.DIFFERENCES/MATCH: 1 OEHOFl.FDR GRAPH. FOR (RET) 

1) DK:DEM0F1 .FDR 

2) DK:GRAPH.FOR 
********** 

1)1 C EXAHP.FQR (MERSIDN PROMIDED) 

1) C THIS PROGRAM PRODUCES A PLOT ON THE TERMINAL 
**** 

2)1 C GRAPH. FOR (UERSION 1) 

2) C THIS PROGRAM PRODUCES A PLOT ON THE TERMINAL 
********** 

1)1 C "STAB" IS FILLED WITH A TABLE OF HEIGHT FLAGS 

1) C "STRING" IS USED TO BUILD A LINE OF GRAPH FOR PRINTING 
**** 

2)1 C "STAB" IS FILLED WITH A TABLE OF WEIGHT FLAGS 

2) C "STRING" IS USED TO BUILD A LINE OF GRAPH FOR PRINTING 
*♦**♦♦«♦♦♦ 

1)1 MAXF=LEN<STAB) 

1 ) DO 20 I);=l ,MAXX 

**** 

2)1 MAXFLEN(STAB) 

2) DO 20 IX = 1 ,MAXX 

********** 

1)1 30 CALL PUTSTR(7, STRING , ' ') 

1 ) CALL EXIT 

**♦« 

2)1 30 CALL PUTSTRING(7 .STRING . ' ') 

2) CALL EXIT 
**♦♦♦****♦ 
?SRCC0M-W-File5 are different 



Similarly, mark the errors on the listing of GRAPH.FOR that you 
obtained in Chapter 5. 

Now return to the section in Chapter 5 entitled Editing a Text 
File. Review the editing commands described there and the sum- 
mary at the end of the section. Use the appropriate commands to 
correct the files SUM.MAC and GRAPH.FOR. When you have 

*-.***w...iw«. '^^xs.jixt.fy, ^\^xxv/Axxi uxxv >3\jKjL±\^%:: *^uiiipaxiouiio agaiii a^aiiibt 

DEMOXl.MAC and DEMOFl.FOR. If you have edited the files 
correctly, the comparison only finds differences between the first 
lines of each program. The following messages should print on 
your console: 

.DIFFERENCES /MATCH: 1 
File 1? DEMOFl .FOR 
File 2? GRAPH.FOR 

1) DK:DEM0F1 .FOR 

2) DK: GRAPH. FOR 
♦*♦#*♦♦### 

i'l C EahMP.FuR ^vEft5Iui\i PRuviDED) 

1> C THIS PROGRAM PRODUCES A PLOT ON THE TERMINAL 
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2)1 C GRAPH. FOR (UERSION 1) 

2) C THIS PROGRAM PRODUCES A PLOT ON THE TERMINAL 

*###*♦**»* 

?SRCCOM-W-Fi i es are different 



and 



Comparing Text Files 



•TITLE EXAMP.MAC 



.DIFFERENCES/MATCH: 1 
File 1? DEMOXl .MAC 
File 2? SUM. MAC 

1) DK:DEM0X1 .MAC 

2) DKsSUM.MAC 

1 ) 1 

PROUIDED) 
1 ) 
1 ) 

2) 1 

2) 

2) 

?SRCCOM-W-Fi les are different 



(UERSION 



•MCALL .TTYQUTt .EXIT. .PRINT 
.TITLE SUM, MAC UERSION 1 
.MCALL .TTYOUT* .EXIT* .PRINT 



These messages indicate that a difference exists in the first line of 
each program. However, no other differences were found in the 
programs during the comparison. Thus, your programs are ready 
for use in later demonstrations, and you know how to create and 
edit programs. 

If differences still exist in your files and you cannot seem to re- 
solve them by reediting, you may continue to the next chapter if 
you wish. However, you need practice editing, and it is to your 
advantage to rework the examples in both Chapter 5 and this 
chapter. 



DIFFERENCES 

List the differences between two ASCII text files. 

DIFFERENCES/MATCH:n 

Indicate the number of lines (n) to determine a match; the 
default number is 3. 



SUMMARY: 

COMPARISON 

COMMAND 



RT-ll System User's Guide (AA-5279B-TC). Maynard, Mass.: Digital Equip- 
ment Corporation, 1980. 

A guide to the use of the RT-ll operating system. See Chapters 4 and 15. 



REFERENCE 
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CHAPTER 7 
PERFORMING FILE MAINTENANCE OPERATIONS 



The system volume, as it is initially supplied, contains only the 
files of the RT-11 operating system— the monitor files, the system 
device handlers, the system utility programs, and perhaps the 
language processors. Since the system volume serves as the de- 
fault storage volume for all system operations (unless DK: was 
assigned to another volume), you will discover that it acquires 
many additional files during normal use. For example, files that 
you create with the editor are written on the system volume; 
edited files automatically create backup versions on the system 
volume; many utility programs create output and listing files on 
the system volume as part of their normal processing operations. 
By the time you finish an average session of computer operations, 
several new file names have been added to the directory of your 
system volume. Eventually your system volume may become full 
and its directory cluttered with the names of files for which you 
have no use. To avoid this you should perform regular house- 
keeping, or file maintenance, operations as you use the system. 
You should update and transfer copies of your important files to 
other storage volumes for safekeeping and later use, and you 
should delete from your system and storage volume directories the 
names of files you no longer have a need. 

The RT-11 operating system provides a number of monitor com- 
mands for this purpose. These commands activate the RT-11 
utility programs called PIP.SAV, DUP.SAV, and DIR.SAV, 

TTrViii^l-i ofQ T^Qv+ nf fVio RT_1 1 nporatincr evQt.pm Ht.nrpH nn vonr 

system volume. These utility programs allow you to transfer and 
erase files. The commands used in this chapter show one way to 
maintain your system and storage volume. When you become 
more familiar with system operations and learn some of the com- 
mands not described here, you may prefer other methods. 



Before you perform operations that might move or erase files on a FILE DIRECTORY 

volume, list a directory of the volume involved. The directory tells OPERATIONS 

you the full names of files, their sizes, and whether backup copies 
exist. A directory of your system volume shows the files that have 
been added to it through normal use. 

First obtain a directory of your system volume (as you learned in 
Chapter 4), using the appropriate command to list it on either the 
terminal or the line printer. The directory is relatively long; let it 
list to completion. 
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Long and Short Command Formats 

(Line printer) 

.DIRECTORY/PRINTER (E) 

(Terminal) 

.DIRECTORY m 



At the end of the system volume directory you should see several 
additional entries. These files are the result of the system opera- 
tions you have performed so far: 



DECIND.USA 


1 


8 -JAN -80 


DECIND.BAK 


1 


8-JAN-80 


GRAPH .FOR 


2 


8-JAN-80 


GRAPH .BAK 


2 


8-JAN-80 


SUM .MAC 


3 


a-JAN-80 


SUM .BAK 


3 


8-JAN-80 



Next list a brief directory of your storage volume. This directory 
should be empty (void of any file names or file types) because you 
initialized it in Chapter 4. 

Long and Short Command Formats 

(Line printer) 

.DIRECTORY/BRIEF/PRINTER MOL : (El 

(Terminal) 

.DIRECTORY/BRIEF UOL: m 

^xibo<^ uxxcl.t'Ui.xco give y\jix LUC iiiiuiiuauuii yuu xietiu lur erasing 
and copying files. For example, you know the additional files that 
are now on your system volume, and you know that since the 
directory of the st.orf><''8 volume is em^t^ there is aiii"le room on 
it for new files. 



MULTIPLE FILE You often have occasion to perform the same utility operation on 

OPERATIONS several files. For example, you may copy from one volume to 

another all files with the file type .MAC, or you may erase from a 
volume all files with the name TEST. Rather than perform the 
required operation on the files one at a time, it is easier to use a 
shorthand method provided by the RT-11 operating system called 
the wildcard construction. This construction allows you to substi- 
tute an asterisk (*) or percent sign (%) for a portion of the file 
name that is variable among all the files you want used in the 
operation. For example, specifying DECIND.* in a coro,m,and 
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causes the operation to act on all files with the file name DE- 
CIND, regardless of their file type; *.BAK causes the system to 
act on files with the file type BAK, regardless of their file name. 
Specifying TEST%.FOR causes the operation to act on ail files 
having a type of FOR, starting with the four characters TEST, 
and having any fifth character (for example, TESTA.FOR, 
TESTl.FOR, etc.). 

A special use of the wildcard construction involves substitution of 
an asterisk for both file name and file type. *.* implies that all 
flies, regaruiess of the uie name or iile type, are to be used m the 
operation. 

Exercises in this chapter and throughout the remainder of the 
manual demonstrate various uses of the wildcard construction. 
However, it is valid only for the file maintenance commands 
listed in this chapter; the wildcard construction is not valid for 
any other commands. 



Storage volumes provide an area where you can store important 
files. Since most files are originally created on the default system 
volume, you must copy them from the system volume to the 
storage volume. The following exercises show you how to make 
backup copies on your storage volume of the two provided demon- 
stration programs (DEMOFl.FOR and DEMOXl.MAC), and 
how to copy to the storage volume the two programs you created 
(GRAPH.FOR and SUM.MAC). 

The monitor command that copies files between volumes is the 
COPY command. This command instructs the system to dupli- 

the name and file type that you specify as output. The original 
version of the file is unaffected; that is, the original version is not 
physically moved to the new volume, but a copy of it is made 
there. 

To copy GRAPH.FOR to your storage volume under the new 
name GRAPH.TWO, type: 

Long Command Format 



FILE COPYING 
OPERATIONS 




.COPY m 

From? GRAPH.FOR H 



To ? UOL:GRAPH,TWO (g) 

Short Command Format 

.COPY GRAPH.FOR MOL : GRAPH . TWO (El 



(System volume is as- 
sumed for input.) 
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The system makes an exact copy of the file GRAPH.FOR on the 
storage volume and gives the copy the name GRAPH. TWO. 
When the operation is complete, the monitor prints a period at 
the left margin and waits for you to enter the next command. This 
time, copy SUM.MAC to the storage volume. 

Long Command Format 

.COPY m 

From? SUM.MAC ® 

To ? yOLsSUM.MAC ® 

Short Command Format 

.COPY SUM.MAC UOLsSUM.MAC m 



The system copies the file SUM.MAC to your storage volume and 
gives the copy the name SUM.MAC. 

Now, copy the two provided demonstration programs, 
DEMOFl.FOR and DEMOXl.MAC, to the storage volume. 

Long Command Format 

.COPY m 

From? DEMDFl .FOR ® 

To ? U0L:DEMDF1 .FOR m 

.COPY m 

From? DEMOXl .MAC m 

To ? V0L:DEM0X1.MAC ® 

Short Command Format 

.COPY DEMQFi.FOR MOL : DEMQFl . FOR (BET) 

.COPY DEMOXl.MAC UOL : DEMOK 1 . MAC © 

A directory of your storage volume should verify that it now con- 
tains these four files:^ 



Long and Short Command Formats 

.DIRECTORY MOL : M) 

08-Jan-80 
GRAPH .TWO 2 08-Jan-80 SUM .MAC 3 OB-Jan-BO 
DEMOXl.MAC 3 19-Ndu-73 DEMOFl.FOR 2 19-Nou-79 

a Filesi 10 BlacKs 

4752 Free blacKs 



If you are using magtape or cassette as your storage volume, read the section in 
Appendix B entitled Directorv vs Nondirectorv-Structured Volumes. 
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The directory you just listed shows that you copied the GRAPH 
demonstration file to your storage volume under a new file type, 
.TWO. Assume you did not intend to copy it using a new file type 
and now wish that it were assigned its original file type, .FOR. 
Use the monitor RENAME command to rename the file already 
on the storage volume.' 



FILE RENAMING 
OPERATIONS 



DCM A K4C 

ntiNnivii- 



Long Command Format 

.RENAME m 

From? VOL:GRAPH.TWO (H) 

To ? MOLiGRAPH.FOR HJ 

Short Command Format 

.RENAME i,'OL! GRAPH. TWO MOL s GRAPH . FOR 



The RENAME command simply changes the file name or file 
type of a file in the volume directory without altering or moving 
the file itself. When you perform a rename operation, the volume 
indicated in the input and output portions of the command must 
be the same; otherwise a system message is printed. 



Rename the file copies DEMOXl.MAC and DEMOFl.FOR pres- 
ently on your storage volume to EXAMP.MAC and 
EXAMP.FOR respectively. 



.RENAME U0L:DEM0X1 ,MAC VOL : EXAMP . MAC m 
.RENAME U0L:DEM0F1,F0R VOL : EXAMP , FOR m 

Again list a directory of your storage volume to verify that the 
renaming operation occurred. 



Long and Short Command Formats 



.DIRECTORY UDL : (E) 

08- Jan-BO 
GRAPH .FOR 2 08- Jan -80 
EXAMP .MAC 3 19-NoiJ-79 

4 F i 1 B s I 10 B 1 Q c K 5 

4752 Free blocks 



SUM .MAC 

EXAMP .FOR 



3 08-Jari-80 
2 19-N01.I-79 



^Magtape and cassette users cannot use the RENAME command and should 
read Appendix B, Alternate RENAME Operation for Magtape and Cassette 
Users. 
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FILE DELETION 
OPERATIONS 



Once copies of your important files are stored on a storage 
volume, you can delete (erase) from the system (or any other) 
volume those files that you no longer need. The file deletion oper- 
ation deletes the entry from the volume directory. Thus the space 
that the file occupies on the volume becomes available for reuse. 
Files that you want to delete generally include .BAK files created 
during editing, temporary files created by utility programs, or any 
other unnecessary files. 

Now that you have copies of your important files, you can delete 
several file names from your system volume. For example, you 
can delete all files with a .BAK file type created as a result of 
editing. You can delete the file DECIND.USA, since this was 
created only for editing practice. Finally, you can delete the files 
GRAPH.FOR and SUM. MAC, since copies of these are now on 
VOL:. 

Do not delete DEMOFl.FOR and DEMOXl.MAC from your 
system volume, even though copies of these are also on VOL:. You 
should consider these two files as part of the RT-11 operating 
system, which therefore should not be erased from the system 
volume. These copies can serve as additional backups for the files 
on the storage volume. 



DELETE 



The monitor DELETE command is used to delete file names from 
a volume. The DELETE command defaults to requesting confir- 
mation from the user by printing each file name on the terminal 
before it deletes it. This gives you the opportunity to confirm each 
file before deletion. If you type a Y response, the system deletes 
the file name, while an N response instructs the system to ignore 
that file name and go on to the next. You can specify as many as 
six input files for deletion. Notice how you use the wildcard con- 
struction in one of the input files to delete all files with a .BAK 
file type. 



ijong uommana format 

.DELETE m 

Files? DECIND.USA ♦#. BAK tGRAPH.FDRjSUM. MAC ®) 

Files deleted: 

DKrDECIND.USA ? Y ® 

DK: GRAPH. BAK ? Y ®S) 

DK:DEM0F1.BAK ? Y IE) 

DKsDECIND.BAK ? Y (RET) 

DK:GRAPH,FOR ? Y (rE) 

DK:SUM,MAC ? Y Hi) 

Short Command Format 

.DELETE DECIND.USA »#, BAK (GRAPH.FOR .SUM, MAC fRETl 
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Files deleted: 
DKsDECIND.USA ? Y 
DK: GRAPH. BAK ? Y 
DK:DEM0F1 .BAK ? Y 
DK:DECIND.BAK ? Y 
DK: GRAPH. FOR ? Y 
DK: SUM. MAC ? Y 
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You sometimes need to obtain a listing of a file before you can 
decide whether or not to delete it. In Chapter 5, you used the 
RT-11 editor to obtain listings of the files you created. You can 
also obtain listings of files using monitor commands. One com- 
mand lists a file on the console terminal; another lists a file on the 
line printer.^ The system volume is the assumed storage volume 
for the input file. 



Fi ■ ^ i i ^~ri k.i ^^ 
ii-Ei uio! iNva 

OPERATIONS 



Type one of the following sets of commands to obtain listings of 
EXAMP.MAC and EXAMP.FOR. 



Long Command Format 

(Line Printer) 



(Terminal) 




.PRINT m 

Files? UOLiEXAMP.MAC 

.PRINT m 

Files? MOL: EXAMP.FOR 



.TYPE m 

Files? MOLrEXAMP.MAC 

.TYPE m 

Files? yOL: EXAMP.FOR 




Short Command Format 

(Line Printer) 



(Terminal) 



.PRINT MQLiEXAMP.MAC (E) 



.TYPE MOLsEXAMP.MAC 



.PRINT MOL:EXAMP.FOR 



.TYPE VOL: EXAMP.FOR 



These file maintenance operations are the kinds of operations 
that you should perform periodically as you use the system. File 
maintenance keeps your system and storage volumes up-to-date 
and provides maximum free space on volumes for new files. 



If a line printer is available on your system, you should always xise it for listings. 
Line printer listings are neater and print faster than terminal listings. 
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SUMMARY: FILE 

MAINTENANCE 

COMMANDS 



COPY 

Copy the specified file from one volume to another. 

DELETE 

Delete the specified file(s) from the volume's directory. Confir- 
mation required before deleting the file. 

DIRECTORY ^ ^ V^- ^' 'P i ^-i •' • '. '/ V c L '. ^- r ; i ; 
List the volume directory on the terminal. i' ,, t ; / 



DIRECTORY/PRINTER,. ' / ' j 

List the volume directory on the line printer. 

PRINT 

List the contents of the specified file on the line printer. 

RENAME 

Give a new name to the specified file. 

TYPE 

List the contents of the specified file on the terminal. 



REFERENCE 



RT-ll System User's Guide (AA-5279B-TC). Maynard, Mass.: Digital Equip- 
ment Corporation, 1980. 

A guide to the use of the RT-ll operating system. See Chapter 4. 
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CHAPTER 8 
CHOOSING A PROGRAMMING LANGUAGE 



Programming languages and language processors are aids pro- 
vided by the operating system to help you develop programs of 
your own. Whenever you plan to write a program, you must first 
decide on the programming language that you will use, since most 

^n,sv.~^-~*-'^-^ •^vTf.^A^v.n £^iir-^v^'^-M4- QolTfi^nl Ar'^AT* X 7rv1 1 l-iOT7£l i^nrtcOTI T n C> t SUTt ^ 

COmpuUCl systems SuppOn- SoVcxai. rliucj. jv/ii inAYv, v.ii>-'u>^ii i.iiC iOii 

guage, you must design and code your program using appropriate 
language statements and being careful to follow formatting rules 
and restrictions. Finally, you must use the corresponding lan- 
guage processor, which is stored on the system volume or on a 
volume of its own, to convert your program statements into a 
format suitable for execution. 



Hundreds of programming languages have been developed for 
computer systems. Some languages can be used only for specific 
applications or in conjunction with a particular computer system. 
Other languages are general purpose; they are suitable for a va- 
riety of problem-solving situations and, in addition, are easy to 
learn and use. The languages demonstrated in this manual in- 
clude two well-known and widely-used high-level programming 
languages (BASIC and FORTRAN IV) and one RT-11 system- 
specific machine-level programming language (MACRO-11). 

High-level languages, like BASIC and FORTRAN, are usually 

aqov fo Iparrt a-nr\ ncp Vnii u/rifp nrnoTflms nsincf IflTlPliaffe state- 

ments that need not deal with the specifics of the computer 
system. The language processor (and perhaps other utility pro- 
grams as well) handle all conversions that are necessary for pro- 
gram execution. Since a single high-level language statement may 
perform several computer operations, and since you need not be 
concerned or familiar with the structure of the computer and 
peripheral devices, you can concentrate solely on solving the 
problem at hand. The language processor takes care of translating 
the statements into the appropriate computer information. 

Thus, high-level languages are considered machine-independent 
languages because language statements are such that any pro- 
gram written in the language can usually be executed on an en- 
tirely different computer system (that supports the language) 
with few, if any, modifications. 

On the other hand, machine-level languages, such as the as- 
sembly language MACRO-11, require that you know about the 



HIGH-LEVEL VS 

MACHINE-LEVEL 

LANGUAGES 
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computer and the peripheral devices and how they work together. 
You write programs in formats that are closer to those required for 
execution. Since a single machine-level language statement usu- 
ally performs only one computer operation, you must account in 
your program for each computer operation that will be required. 

For this reason, machine-level languages are machine-dependent 
languages. The program is coded in a format that is not usually 
interchangeable among systems. Machine-level language pro- 
grams can be efficient because the knowledgeable programmer 
will choose the fastest and most precise instructions for getting 
the job done. 

Table 8-1 lists a comparison of high-level vs. machine-level lan- 
guages. 

Table 8-1 Language Comparisons 



High-Level 



Easy to learn and use; no experi- 
ence required 

Machine-independent 

Many hidden conversions neces- 
sary for program execution; more 
computer memory is used 

Slower execution time 

Less efficient; the system makes 
decisions concerning computer 
operations 

Rasier to debu"' (find and fix er- 
rors) 

Easier to understand programs; 
functions added with less diffi- 
culty 



Machine-Level 



More difficult to learn and 
use; familiarity with the 
computer system required 

Machine-dependent 

Only direct translation is 
necessary for program exe- 
cution; less computer 
memory is used 

Faster execution time 

More efficient; the pro- 
grammer makes decisions 
concerning computer oper- 
ations 

fix errors) 

Harder to understand pro- 
grams; functions added 
with greater difficulty 



In general, beginning programmers, students, commercial appli- 
cations programmers, and the casual computer user tend to prefer 
high-level languages because they are less difficult to learn and 
use and produce fast results. System programmers, on the other 
xianu, may preier machine-level languages. The programs they 
write (those that make up an operating system, for example) 
must often be as fast, efficient, and concisfi as nnssihlp 
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The designers of a computer system generally select programming RT-1 1 

languages that they feel will satisfy and suit the current (or per- PROGRAMMING 

haps potential) system user environment. The RT-11 computer LANGUAGES 

system is designed for use in many environments: education, 
business, laboratory, etc. Some of its applications include data 
acquisition and analysis, record keeping, control systems, and 
learning through computer simulation. RT-11 programmers and 
users include both the very knowledgeable and the student/be- 
ginner. 

To satisfy the varied requirements of these environments, RT-11 
supports several programming languages: 

High-Level Machine-Level 

BASIC-11 MACRO-11 

FORTRAN IV 

DIBOL 

Whenever you choose one or more of these programming lan- 
guages for your own use, consider the following criteria: 

• What is your programming experience? What languages 
do you already know? 

• How much time do you have to learn a new language? 

• For what applications will you use the language? How 
important are program speed and efficiency? 

• Will von usfi vnnr nrnsTam on anv other comnuter svs- 
tems? 



If you are already familiar with a language supported by the 
system, you may prefer to continue using that language rather 
than spend time learning a new one. However, if you want to 
learn a language, consider your application. High-level languages 
handle most programming jobs. Unless you plan to write ex- 
tremely detailed or time-critical programs, you should select a 
high-level language. 

If you are a beginning programmer, you may prefer to start with a 
language like BASIC, which is a conversational, interactive lan- 
guage. Language statements use simple, English-like words and 
common mathematical expressions. You can request immediate 
answers to problems by using the immediate modes of the lan- 
guage, or you can create detailed programs by combining single 
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language statements into larger segments. BASIC-11 is a superset 
of the industry-standard BASIC developed at Dartmouth College. 
Chapter 10 of this manual describes BASIC-11 in more detail. 

If your application mainly requires the use of complicated mathe- 
matical operations or mixed data types, you may prefer to select 
the programming language APL. This language uses a concise 
and powerful shorthand notation to perform arithmetic and log- 
ical operations on vectors, matrices, and arrays. 

RT-11 FORTRAN IV is a superset of the industry-standard FOR- 
TRAN IV. This language has long been recognized for its use in 
the scientific field; in addition, it is one of the most commonly 
supported languages across systems. You may decide to choose 
FORTRAN IV because it is a more powerful language than 
BASIC or because you plan to use your programs on more than 
one system. Chapter 9 of this manual describes FORTRAN IV in 
more detail. 

Finally, if you are an experienced user, you may select the ma- 
chine-level programming language MACRO-11. This is a pow- 
erful language that allows user programs to access and utilize 
every possible feature available on the RT-11 computer system. 
The language requires a considerable amount of computer experi- 
ence and knowledge to be used effectively, however. The 
MACRO-11 language is best for you if you are a system pro- 
grammer or an experienced high-level language programmer. It is 
described in more detail in Chapter 11 of this manual. 



CHOOSING 
A LANGUAGE 
FOR THE 
DEMONSTRATION 



Three RT-11 programming languages are demonstrated in the 

^^^Ai. o^^vvic*! i^iia^/vcta yji i/ino manual, X'V/lViXV^iN IV, OrtOlV^— J.1, 

and MACRO-11. Consider your ability as a programmer. If you 
are a beginner, BASIC is probably the best language for you to 
start with: FORTRAN is also a t^ood choice. However '^ou need 
not be proficient in any of these programming languages to per- 
form the exercises provided in this manual. 



Your particular RT-11 computer system may not provide all 
three languages. First check question 9 in the Hardware Configu- 
ration section of Chapter 2 to find out which languages are avail- 
able on your system. 

Then select a language to continue the demonstration. If you 
choose FORTRAN IV, continue to Chapter 9. If you choose 
BASIC-11, go on to Chapter 10. If you choose MACRO-11. go to 
Chapter 11. 
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New York; Mason & Lipscomb Publishers Petrocelli Books, 1974. 

A textbook covering basic computing concepts, programming languages, 
and topics in computers and society. See Part II, Chapters, 7, 8, and 9. 

PDP-11 Computer Family— Software and Services. Maynard, Mass.: Digital 
Equipment Corporation, 1977. 

An overview of the available PDP-11 family products and services. 

PDP-11 Software Handbook. Maynard, Mass.: Digital Equipment Corporation, 
1978. 

A general overview and introduction to available PDP-11 software, opera- 
ting systems, and language processors. See Chapters 1, 2, and 3. 
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RUNNING A FORTRAN IV PROGRAM 



The FORTRAN IV programming language^ is a machine-inde- 
pendent programming language that was originally designed as a 
quick and easy aid for solving mathematical equations and for- 
mulas. However, FORTRAN IV is a powerful language and not 






leam or 
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kinds of applications. 



FORTRAN (FORmula TRANslation) is an algebraically- oriented 
language. You write a FORTRAN program as a sequence of lan- 
guage statements that combine common English words with 
quasi-algebraic formulas. You then arrange groups of the lan- 
guage statements into logical units called program units. One or 
more program units comprise the entire executable FORTRAN 
source program. 

When you are satisfied with the logic of your FORTRAN source 
program, you use the RT-11 editor to create it as a file (see 
Chapter 5). You use tabs and spaces to format each line properly, 
and you may choose to insert comment statements throughout 
the source code to explain what various parts of the program are 
doing. When you have finished creating the program as a com- 
plete, edited file, you next enter it as input to the FORTRAN IV 
language processor, which is stored on your system volume or on a 
separate volume of its own. The FORTRAN IV language proc- 

oaan-r rwnnoeaaa (nnmr\\}oa\ tVio lanornacrp otntpmpnto rnnvP'^'iTliy 

them into internal machine-language code called object code. 
This code is next processed by the system linker, which combines 
your program units and necessary system-supplied routines to 
make your program suitable for execution. The development of an 
executable FORTRAN program is represented in Figure 9-1. 



THE FORTRAN IV 

PROGRAMMING 

LANGUAGE 



CREATE 




EDIT 




COMPILE 




LINK 




RUN 











Figure 9-1 Evolution of a FORTRAN Program 



^The PDP-11 FORTRAN IV programming language conforms to the specifica- 
tions for American National Standard FORTRAN X3.9-1966. 
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THE FORTRAN IV 

LANGUAGE 

PROCESSOR 



The FORTRAN IV language processor is a compiler that accepts 
information in one format (that is, your source program) and 
translates it into another format (that is, a machine language 
program). Since you originally use the editor to create a FOR- 
TRAN source program in ASCII format, you must next translate 
it into a machine format that the computer can use. The FOR- 
TRAN compiler performs the translation, producing as output a 
new version of the program in object format, called an object 
module. You may optionally instruct the FORTRAN compiler to 
produce a listing of the source program at the same time. Figure 
9-2 is a diagram of the compiler's function. 
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LISTING 
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Figure 9-2 Function of a FORTRAN Compiler 

Typical FORTRAN IV programs often require similar operations. 
For example, most programs use routines and instructions that 
calculate square roots, exponentials, and other arithmetic func- 
tions; handle input and output operations; detect certain kinds of 
error conditions; test values; calculate subscripts; perform 
conversions; and other similar kinds of processes. Thus, these 
commonly used operations have been gathered into a special file 
called SYSLIB.OBJ (default System Library), which is provided 
with the RT-11 operating system and is stored on your system 
volume. 



During processing of your source program, the FORTRAN IV 
compiler examines each language statement in the program. If 
you use operations that are provided in SYSLIB, the compiler 
notes this and makes the appropriate references to SYSLIB. It 
translates all the information gathered during processing (your 
converted language statements and the references to SYSLIB) 
into numerical data called object code, a machine language code 
that the system linker can use. The result of the compilation, 
therefore, is an object format file, called an object module, which 
is automatically joined with SYSLIB (containing many object 
modules) aiid with any other required object modules, at link 
time. Linking all the necessary object modules together produces 
a comnlete workable FORTRAN nrnprrann 
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In Chapter 5 you used the RT-11 editor to create a FORTRAN 
source program, which you then stored on your storage volume. 
Since a source program is in ASCII format, the next step is to use 
the FORTRAN IV compiler to convert it to object code. 

Some RT-11 systems store the FORTRAN IV compiler on a 
volume apart from the system volume.^ You can quickly deter- 
mine whether the FORTRAN IV compiler is on your system 
volume by using the DIRECTORY command. 

.DIRECTORY SY : FORTRA . SAU (E) 

In the directory listing that results, if the directory entry for 
FORTRA.SAV is included, then the required FORTRAN files are 
on your system volume. However, if FORTRA.SAV did not ap- 
pear in the directory listing, then the required files are not part of 
your system volume. Before you can use the compiler, you must 
make a volume substitution. Read the section in Appendix B 
entitled Using the FORTRAN/BASIC Language Volume. 

The next step involves using the monitor COPY command to copy 
the FORTRAN source program from the storage volume (where 
you stored it in Chapter 7) back to the system volume, which 
serves as the default volume for input/output operations. 

Remember that on your storage volume are two FORTRAN 
source programs, the one you created (GRAPH.FOR) and the one 
provided as part of the system (EXAMP.FC)R). Which of tliese 
you should use depends on the results of the source comparison 
you performed in Chapter 6. If the comparison resulted in no 
differences except for the title lines, copy your own program 

rr.RAPH Vnm na fnllnws- 



COMPILING THE 

FORTRAN iV 

PROGRAM 



Long Command Format 

.COPY ®^'i: •' 

From? VQllsGRAPH.FOR ® 
To ? GRAPH.FOR ® 



Short Command Format 

.COPY «.'OL:EXAMP,FOR GRAPH.FOR m 

However, if differences were printed in addition to the title lines, 
use the provided program (EXAMP.FOR) instead, copying it 
under the new name GRAPH.FOR: 



This is true for any RT-11 system volume that does not have enough free blocks 
to accommodate the FORTRAN system files. RXOl diskette is an example. 
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Long Command Format 

.COPY m 

Frow? yOL:EXAt1P.FOR 
To ? GRAPH. FOR m 



Short Command Format 

.COPY yOL:EXAMP.FOR GRAPH, FOR ® 

The FORTRAN source file now resides on your system volume 
under the name GRAPH. FOR and is the file that you will process 
with the FORTRAN IV compiler. The command used to compile 
a FORTRAN source program is the monitor FORTRAN com- 
mand. 



FORTRAN 



Use the FORTRAN command with its /LIST option to compile 
your program and produce a listing The system prompt asks you 
to supply the input file name. You can omit typing the .FOR file 
type since the FORTRAN command assumes this file type unless 
you indicate otherwise. The system will assign the name 
GRAPH.OBJ to the object module and GRAPH.LST to the 
listing file and store both newly created files on your system 
volume, which is the default storage volume for input/output op- 
erations. 



Long Command Format 

.FORTRAN m 



Short Command Format 

.FORTRAN GRAPH/LIST m 

Compilation begins. If the compiler discovers an error during 
processing, it prints a message. In this particular case, you should 
see the following on your terminal printer or screen: 

.MAIN, 

7F0RTRAN-I-C .MAIN. ] Errors: 5t WarriiriSs: 

FUN 

?FORTRAN-I-[FUN ] Errors: 1» Warnings: 

This indicates that during processing, the FORTRAN IV compiler 
lOUuu a total of SIX errors in tiie source program. It helps at this 
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point to look at the listing :. produced by the compiler, because 
more information is shown there. Print the listing on either the 
line printer or terminal, using one of the following commands: 



Long Command Format 

(Line printer) 



(Terminal) 



♦ PRINT dTl 
Files? GRAPH, LST 



.TYPE m 

Files? GRAPH. LSTl 



Short Command Format 

(Line printer) 

.PRINT GRAPH. LST 



(Terminal) 

.TYPE GRAPH. LST (E) 



Your listing should look like the following example. 

NOTE 

You do not need to understand the FORTRAN IV lan- 
guage or the way this program works to successfully 
complete the exercises in this chapter. 



FORTRAN 


10 Vi 




C 


GRAPH. FOR 




C 


THIS PROGRi 




c 


OF AN EXTEI 




c 


THE LIMITS 




c 


"STAB" IS 1 




c 


"STRING" l: 


0001 




LOGICAL 


0002 




DATA XM 


0003 




DATA VM 


000 a 




DATA FM 


0005 




SCAL (Zl 


OOOE 




CALL SCI 


000 7 




MAXF=LEI 


00 OB 




DO 20 i: 


oooa 




IIX^IX 


0010 




X = SCAL(: 


001 1 




CALL RE' 


00 12 




I F ( 1 I X , 1 


001 a 




DO 10 1 


0015 




IIY=IY 


OOIG 




Y=SCALC 


0017 




IFUN=2< 


0018 


10 


STRING( 


0013 


30 


CALL PU 


OOZO 




CALL EX 


0021 




END 


FORTRAN 


10 


D 1 a ! 


tr.o 


Stic? for 



002. 1-10 



TUE OB-Jan-BO 12: 13:07 



PAGE 001 



(VERSION 1) 

AM PRODUCES A PLOT ON THE TERMINAL 

RNAL FUNCTION, FUN(X,Y) 

OF THE PLOT ARE DETERMINED BY THE DATA STATEMENTS 
FILLED WITH ft TABLE OF HEIGHT FLAGS 
S USED TO BUILD A LINE OF GRAPH FOR PRINTING 
♦ 1 STRING113 t3) .STAB(IOO) 
INiXMAX 1MAXX/-5 i5 ,a5/ 
IN lYMAX 1MAXY/-5 ,5 .72/ 
IN iFMAX/O.O il .0/ 

MIN ,ZMAX ,MAXZ ,K ) =ZMIN+FLOAT ( K - 1 ) ♦ ( ZMAX-ZM IN ) /FLOAT < MAXZ- 1 ) 
0PY('-1 Z3a5B7B9 +'.STAB) 
N(STAB) 
X=l iMAXX 

XMIN iXMAX iMAXX iIIX) 
PEQTI ■*• .STRING .tIAXV) 

EO.l .OR, IIX.EQ.MflXX) GOTO 20 
Y = 2 iMAXY-1 

YMIN ,YMAX ,MAXY ,1 lY) 

INT(FL0AT(MAXF-31*(FUN(X.Y)-FMIN)/(FMAX-FMIN)) 
HY)=STAB<MINO(MflXF.MAXO(l.IFL)N!)) 
TSTR(7 .STRING . ' '! 

IT 



In line 0002 . Error; 

In line 0003 . Error: 

In line OOOB , Error: 

In line 0013. Error: 

In line OOIB . Error : 



Modes of uariable "XMIN" and data item differ 
Modes of uariable "YMIN" and data item differ 
Referenoe to undefined statement label 
Reference to ijn defined statement label 
Wrona nijmber of subscripts for array "STRING" 



FORTRAN lU 



Storage Map for Program Unit .MAIN. 



Local Variables. . PSECT *DATA . Size = OOOSaO ( 112. words) 



Nafiie 
FMAX 
I IX 
lY 
MflXX 



T >' p e 
R»a 
1*2 
1*2 
1*2 



Offset 
000230 
000ZB2 
3 2 
00027B 



Name 
FMIN 

I I Y 

K 

MAXY 



Type 
R*a 



Offset 
0002Za 

00030a 

00025B 
000300 



Name 

IFLiN 
IX 

MAXF 
MAXZ 



T V p e 
1*2 
1*2 

1*2 

1*2 



Offset 
00 03 IB 

ooozsa 

0002E0 
25a 
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MflXO 


I*Z 


00032Z MI NO I«2 


0032 X 


R«a 0002BB 


XMAK 


R»4 


000Z7Z XMIN R«a 


0021 a Y 


R»a 000300 


YMflX 


R*a 


000312 YMIN R*a 


000220 ZMAX 


R*a 000Z50 


zniN 


R«a 


00 02 a a 






Local 


and COMMON Arrays: 






Name 


Ty 


pe Section Offset 


Size 


Dimensions 


STAB 


L»l 


$DATA 000047 


000 laa ( 50.) 


( 100) 


STRING 


L*l 


Uec »DATA 000000 


ooooa? ( zo. ) 


(13.3) 


S u ti r u 


tines 


» Functions* Statement and Processor 


-Defined F u n c t i o 


N a rite 


Type 


Name Type Name 1 


'Ype Name Type 


Name Type 


EXIT 


R»4 


FLOAT R*a FUN 


R*4 INT 1*2 


LEN 1*2 


PUTSTR 




R»a REPEAT 


R*4 SCAL R*a 


SCDPY R«a 


FORTRAN IM 


002. 1-10 




PAGE 001 



0001 FUNCTION FUN(X,Y) 

0003 FUN=X»Y*R»EXP( -R) 1*»Z 

####* p 

OOOa RETURN 

0005 END 

FORTRAN lU DiaSnostics for Program Unit FUN 

In line 0003. Error: tSee source listins] 
FORTRAN ly Storase Map for Proaram Unit FUN 

Local Variables. . PSECT $DATA i Size = 000020 ( B. words) 

Name Type Offset Name Type Offset Name Type Offset 
FUN R*a OOOOOa Epu R R*4 000010 X R*a B 000000 
Y R»4 S 000002 

Subroutines I Functions, Statement and Processor-Defined Functions: 

Name Type Name Type Name Type Name Type Name Type 
SORT R#a 



T^hp firsf navf nf i-fto hcfincy cVtri«70 fVip rvipir* Tr\t*r\rrt*ri-nn n»iif oyyri 

consists of the language statements up to, but not including, the 
function. This is followed by a diagnostics list, then by a storage 
map. Next the language statements comprising the function pro- 
gram unit are listed, again followed by a diagnostics list and a 
storage map. 

Before considering the individual sections of the program listing, 
first examine the program logic to determine what this program 
should do. The first few lines of this program are user comment 
lines that briefly describe the program. Essentially, this program 
produces on the terminal a graph of a "three-dimensional" func- 
tion, FUN(X, Y). The graph is plotted using 45 lines down and 72 
characters across the terminal page. The limits of the X and Y 
axes are +5 and -5. The third dimension, height, is a real number 
within the range to 1 and is represented in the listing as a 
number within a scale of 1 to 9. These dimensions are illustrated 
in Figure 9-3. 

The SCAL function determines the value of the next coordinate 
on the graph. The statements within the DO loops calculate the 
coordinates using the SCAL function and determine the height 
value. This is done for an entire line of coordinates across the 
terminal page. The entire line is then printed on the terminal, 
using the CALL PUTSTR statement; the number 7 in this state- 
ment is the FORTRAN method of naming the terminal as the 
output device. This procedure is repeated until all 45 lines of the 
eraoh have been nrinted. 
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Figure 9-3 Dimensions of FUN(X,Y) 

The function to be plotted is shown in the last few lines of the 
program. It is compiled as a separate program unit and you can 
edit these lines to plot any function of your choice (several alter- 
nate functions are suggested later in the chapter). ■ 

This program as it stands contains errors. The compiler detected 
certain error conditions during processing that prevent the pro- 
gram from working properly. The compiler printed appropriate 
messages in the diagnostics sections of the program listing.^ Look 
first at the messages following the main program unit. Errors were 
discovered in lines 2, 3, 8, 13, and 18. 

The messages for lines 2 and 3 indicate that the floating-point 
variables "XMIN" and "YMIN" are assigned integer values. The 
DATA statements must be changed. (Note that the same error 
exists for "XMAX" and "YMAX"; however, the compiler lists 
only the first error that it discovers in a line. Both "MAXX" and 
"MAXY" are integer variable names, so no error exists for them.) 
You must correct the DATA statements (lines 2 and 3), then, as 
follows: 

DATA XMIN tXMAX t MAXX/ -5.0 ,5,0 ,a5/ 
DATA YMIN .YMAX .MAXY/-5.0 »5.0 .72/ 

The next two messages in the diagnostics section show that refer- 
ence has been made from both lines 8 and 13 to an undefined 
label. (Line 13 is actually the second portion of Hne 12, the GO 



Refer to the RT-11 System Message Manual for greater detail about any system 
messages printed. 
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TO statement.) Statement label 20 is referenced in each case, but 
only labels 10 and 30 are shown in the program. This indicates 
that either a statement is missing, or that a typing error exists. 
Examination of the program logic shows a typing error in line 19. 
Label 30 should actually be 20. Correct line 19 as follows: 



20 CALL PUTSTR(7 (STRING t ' ') 

The last message in this diagnostics section states that an incor- 
rect number of subscripts was given for the array "STRING". 
Again, examination of program logic shows that the error is actu- 
ally in line 1. "STRING" is really a vector (a one-dimension 
array), not a matrix (a two-dimension array). Thus the comma is 
a typing error and line 1 should be changed as follows: 

LQGICAL»1 STRING( 133) jSTAB( 100) 

Skip next to the diagnostics section for the FUN program unit. 
The message printed there refers you to the source listing, to line 
3. A letter "P" appears next to this line. The RT-11 System 
Message Manual describes a P error as an indication of unbal- 
anced parentheses. Notice that the parentheses are not properly 
matched in this line. Thus, line 3 should be corrected as follows: 

FUN=(X*Y*R*EXP(-R> )#*2 

This explains the errors flagged by the compiler in the diagnostics 
sections. Other sections of the program listing (storage map, for 
example) simply provide additional information that is helpful to 
programmers wno wisii to cucck tiic uata types ox vanous symuOis 
and later make sure that object modules have been appropriately 
linked. 

Before you can continue the exercises in this chapter, you must 
edit those statements in the source program that contain errors. If 
necessary, review the editing commands in Chapter 5. Then use 
the RT-11 editor to edit the file GRAPH.FOR on your system 
volume so that the five lines are error-free. Do not rename the file. 
When you are ready, recompile the program, using the FOR- 
TRAN command, and obtain a new object module and a new 
listing. This time the program should compile without error (that 
is, no diagnostics should list). If diagnostics occur, you have not 
edited the program correctly. Compare listings and try to correct 
your errors, or go back to the beginning of this chapter and repeat 
the demonstration. 
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The object module produced by the FORTRAN command is in 
itself incomplete. As mentioned earlier, it needs parts of the 
system library, SYSLIB, and perhaps other object modules and 
libraries as well, to form a complete functioning program.^ All 
required object modules must be joined, or linked together, before 
the program can work. 

Even if your program did not require any other object modules, 
you must still link it. In addition to joining object modules to- 
gether, the link operation adjusts the object code to account for 
many program units being placed one after the other. The result 
of the link operation is a memory image load module, which is 
actually a picture of what computer memory looks like just before 
program execution. Figure 9-4 is a diagram of the link operation. 
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Figure 9-4 The Link Operation 



To link the object modules, use the monitor LINK command. The 
system prompts you to enter the names of the input modules and 
any libraries other than the system library to be joined together. 
You can omit typing the .OBJ file types in the command line, 
since the LINK command assumes this file type for input.JThe 
system automatically assigns the file name of the first input_filfi 
and a file type of .SAV to the output file. The linker will always 
scan the SYSLIB library if it is present on the system volume. 




For more information on linking files and using library files, see Chapters 12 
and 13 respectively. 



9-9 



Running a FORTRAN IV Program 



Some RT-11 systems store the linker (LINK.SAV) and the de- 
fault system library (SYSLIB.OBJ) on a volume apart from the 
system volume or the FORTRAN/BASIC language volume.^ You 
can quickly determine whether the system library is on your 
system volume by using the DIRECTORY command. 

.DIRECTORY SY : SYSLIB . OB J E) 

If SYSLIB.OBJ did not appear in the directory listing on your 
terminal, the required files are not part of your system volume. 
Before you can link GRAPH. OBJ, you must make a volume sub- 
stitution. Read the section in Appendix B entitled Using the 
LINK Volume. 



Long Command Format 



.LINK 
Fi les' 



GRAPH M) 



Short Command Format 

.LINK GRAPH dj) 

Any messages printed on the terminal identify error conditions 
discovered by the system during the link operation (for example, 
if you fail to specify all the object modules that are needed as 
input). However, assuming you edited your source program cor- 
rectly and that it compiled without error, it should also now link 
without error. 

A load module^is one that you can run on the system. Unless your 
program contains logic errors that prevent it from running prop- 
erly (errors that the system cannot always detect), running the 
.SAV version of your file should produce the results you intended. 
However, if logic errors exist within your program, running the 
program will produce either erroneous results or none at all. If this 
is the case, you must study the source program, rework it, reedit 
it, and perform the compile and link operations again. 



RUNNING THE 
FORTRAN !V 
PROGRAM 



If your FORTRAN program is error-free, running the .SAV ver- 
sion should produce the expected results. In this demonstration, 
running the GRAPH. SAV file should produce a graph on the ter- 
minal printer or screen. 



"This is true for any RT-11 system volume that does not have enough free blocks 
to accommodate the files required for Unking. The RXOl diskette is an ex- 
ample. 
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Before you run GRAPH. S A V, you have the option of changing the 
output device from the terminal printer or screen to the line 
printer by using the monitor ASSIGN command to assign device 
names (see Chapter 4, Assigning Logical Names to Devices). If 
you prefer to print the graph on the line printer, simply assign the 

1 .•__! J :__ n ( i.:_i. :_ ai.„ ■py^D'Ttd atvt ^A^ f^^ +V.n 4-«« 

lugiutii uevict; xiaiuc i v^uicii is tiic i- vyxv ± ivrvm i-uuc xui mc tci- 

minal) to the line printer code (LP:). You have designated a new 
output device without altering the source program. To change the 
device assignment to the line printer, type: 

.ASSIGN (E) 

Phvs ical ;;dei.)i ce nawe? LP: (E) 

Logical - deuice ■ riawe? 7 SE) 

Short Command Format 

.ASSIGN LP: 7 © 

This assignment remains in effect until you deassign the names or 
reboot the monitor. 



Now, to execute the FORTRAN demonstration program, use the 
monitor RUN command. You can omit typing the .SAV file type 
since it is assumed within the RUN command. Type: 



RUN 



Long and Short Command Format 

.RUN GRAPH m 

After a brief pause, the graph begins to print on the terminal (or 
line printer) and should look like the graph shown in Figure 9-5. 



To produce these results, you first compiled the FORTRAN 
source program (GRAPH.FOR), and finally linked it with the 
default library (SYSLIB.OBJ), then ran the resulting .SAV file 
(GRAPH. SAV). You can combine these three operations using 
one monitor command, the EXECUTE command. 



COMBINING 
OPERATIONS 



EXECUTE 



NOTE 

In order to use the EXECUTE command, the following 
files must be present on your system volume: 



FORTRA.SAV 
GRAPH.FOR 



LINK.SAV 
SYSLIB.OBJ 
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If you have substituted the special LINK volume for 
your system volume, you do not have the necessary 
files to use the EXECUTE command. Proceed to the 
next section, entitled Alternate Functions. 
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Figure 9-5 The Result of GRAPH.SAV 

The EXECUTE command instructs the system to select the ap- 
propriate language processor, then process, link, and run the pro- 
gram. There are several ways to establish which language proc- 
essor the EXECUTE command invokes. One way is to specify a 
language-name option, such as /MACRO, which invokes the 
MACRO assembler. Another way is to omit the language-name 
option and explicitly specify the file type for the source files. The 
EXECUTE command then invokes the language processor that 
corresponds to that file type. Specifying the file GRAPH.FOR, for 
example, invokes the FORTRAN compiler. A third way to estab- 
lish the language processor is to let the system choose a file type 
of .MAC, .DBL, or .FOR for the source file you name. If, for 
example, you specify the file GRAPH, the monitor searches de- 
vice SY: (your system device) for the files GRAPH.MAC, 
GRAPH.DBL, and GRAPH.FOR, in that order. If it finds neither 
GRAPH.MAC nor GRAPH.DBL, it invokes the FORTRAN lan- 
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guage process to compile GRAPH.FOR. For example, to combine 
the compile-link-run operations that you performed in this 
chapter, you would use the following command (do not actually 
type this command until you have read the next section. Alter- 
nate Functions): 

Long and Short Command Format 

.EXECUTE GRAPH/FORTRAN/LIST (E) 



The following are some alternate functions that you can substi- 
tute in your FORTRAN source program to produce different 
graphs. Simply reedit the program (GRAPH.FOR) so that lines 
1-5 in the function portion at the end contain one of the following 
alternate functions. Then compile, link, and run the programs as 
described in the previous sections. If the necessary files are avail- 
able on your system volume (see the previous section. Combining 
Operations), use the EXECUTE command to run the program. 
The source program compiles, links, and runs, and the new graph 
automatically prints on the terminal (or line printer). 



ALTERNATE 
FUNCTIONS 



FUNCTION 1 

FUNCTION FUN(X tY) 
FUN=EXP(-S0RT(X»#2+Y#*2) ) 
RETURN 
END 

FUNCTION 2 

FUNCTION FUN(X.Y) 

R=S0RT<X**2+Y**2> 

FUN = X*Y*(R-3. )/(l.+EXP(3.«(R-3.5) ) ) 

RETURN 

END 

FUNCTION 3 

FUNCTION FUN(X»Y) 

FUN=EXP(+B0RT(X**2+Y*»2) )/1177.a 
RETURN 
END 



EXECUTE 

Combine the compile-link-run operations into one command. 

EXECUTE file 

Combine the compile-link-run operations into one command. 
Specify the libraries to be used during linking. 



SUMMARY: 

COMMANDS TO 

RUN FORTRAN 

PROGRAMS 
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EXECUTE file/FORTRAN 

Combine the compile-link-run operations into one command, 
and specify the input file to be a FORTRAN file. 

EXECUTE/LIST 

Combine the compile-link-run operations into one command. 
Obtain a listing file of the source program and print on line 
printer. 

FORTRAN 

Compile the FORTRAN source program and produce an object 
module. 

FORTRAN/LIST 

Compile the FORTRAN source program and produce both an 
object module and a listing file. 

LINK 

Link individual object modules together to form a complete 
program and produce a load module. 

RUN 

Run tiic muicated load moduie. 



FILE Before continuing further you should perform the necessary file 

MAINTENANCE maintenance operations. 

NOTE 

If you used a special LINK volume to perform this 
demonstration, turn now to the section in Appendix B 
entitled FORTRAN/LINK File Maintenance. 

OVitain Q Hiro/^inr\7 nf all filpc nn \7nnr cvc+^tn xjnlnmci fVrnf V»n\7A fViA 

name GRAPH regardless of file type; these files were created as a 
result of the exercises in this chapter. 

Long and Short Command Format 

.DIRECTORY GRAPH.* m 

08-Jan-80 
GRAPH .BAK 2 19-Nou-79 GRAPH ,FOR 2 08-Jan-80 
GRAPH .SAM 18 08-Jan-80 GRAPH ,OBJ IB 08-Jaii-80 
GRAPH .LST 8 08-Jari-80 

5 Files. 4G Blocks 

797 Free b'locKs 

The fact that you have corrected errors in the source file 

nTt KTiXj vrtTi ~.„u — *t-„ „„_„;^_ ^a 4.u„* «i„ — _*. 

vjivfvi. xi.r v^iv iiian.ca i/iic vcioiuii ui tiiat luc uii yuui aiuiage 
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volume obsolete. Thus, transfer the updated copy from your 
system volume to VOL:, replacing the copy of GRAPH. FOR on 
the storage volume with the new version. 

Long Command Format 

»coPY m 

Fram? GRAPH. FOR ® 

To ? UQLiGRAPH.FDR m 



Short Command Format 

.COPY GRAPH. FOR MOL : GRAPH . FOR E) 

Similarly, transfer GRAPH.LST, GRAPH. OBJ, and 
GRAPH.SAV to your storage volume. This allows you to examine 
a listing or rerun the FORTRAN program without recompiling 
and relinking the source. 

Long Command Format 

.COPY (IE) 

From? GRAPH.LST .GRAPH, OBJ (GRAPH. SAU (E) 

To ? VOL: Ml 



Files copied 
DK:GRAPH.LST 
DK:GRAPH.OBJ 
DK: GRAPH. SAIJ 



to VOL: GRAPH.LST 
to UOL:GRAPH.aBJ 
to UOL:GRAPH.SAU 



Short Command Format 

.COPY GRAPH.LST .GRAPH, OBJ tGRAPH.SAU MOLi 
Files copied: 



DK:GRAPH.OBJ 
DK:GRAPH,SAV 



to yOL:GRAPH,OBJ 
to UOL:GRAPH,SAU 



Once you have transferred all files of value to your storage 
volume, delete the useless files from the system volume (that is, 
all the GRAPH files): 

Long Command Format 



, DELETE m 








Files? GRAPH. 


# 


m 




Flies deleted: 






DKsGRAPH.BAK 


? 


Y 


m 


DK: GRAPH. SAM 


? 


Y 


SB) 


DK: GRAPH. FOR 


7 


Y 


m 


DK:GRAPH.LST 


7 


Y 


@H) 


DK:GRAPH.OBJ 


7 


Y 


m 
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Short Command Format 

.DELETE GRAPH.* i 

Files deleted: 
DK: GRAPH. BAK ? Y 
DK:GRAPH,SAy ? Y 
DKsGRAPH.FOR ? Y 
DK:GRAPH.LST ? Y 
DK: GRAPH. OBJ ? Y 



Finally, obtain an up-to-date directory listing of your storage 
volume so that you can see its current status: 



Long and Short Command Format 



.DIRECTORY 


VOL: 










OS-Jan-BO 














SUM .MAC 




3 08-Jan-80 


EXAMP 


.MAC 


3 


ig-NQu-7g 


GRAPH .FOR 




2 08-Jan-BO 


EKAMP 


.FOR 


2 


13-Noy-79 


GRAPH .SAV 




18 08-Jan-80 


GRAPH 


.LST 


8 


OS-Jan-80 


GRAPH ,OBJ 




IB 08-Jan-80 










7 Files t 5Z 


blocks 











4710 Free blocKs 



This completes the FORTRAN demonstration. Continue to 
Chapter 12 to read about the linking process. If you followed 
the special instructions in Appendix B to load the language 
volume, leave this volume in device unit until you have finished 
Chapter 12. 



REFERENCES McCracken, Daniel D., A Simplified Guide to FORTRAN Programming. New 

York: Wiley, 1974. 

An introduction to programming in the FORTRAN language. 

PDP-11 FORTRAN Language Reference Manual (DEC-11-LFLRA-C-D, 
DNl). Maynard, Mass.: Digital Equipment Corporation, 1977. 

A reference manual and guide to programming in the PDP-11 FORTRAN 
IV language. 

RT-11 FORTRAN IV Installation Guide (AA-5240B-TC). Maynard, Mass.: 
Digital Equipment Corporation, 1978. 

An RT-11-specific manual that contains instructions for installing the 
RT-11 FORTRAN language processor, and describes differences between 
versions and known problems. 

RT-11 RSTS-E FORTRAN IV User's Guide (DEC-11-LRRUB-A-D). 
Maynard, Mass.: Digital Equipment Corporation, 1977. 

An RT-11 -specific manual that contains information necessary to com- 
pile, link, run, and debug a FORTRAN FV program. 
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CHAPTER 10 
RUNNING A BASIC-11 PROGRAM 



The BASIC-11 program language^ is a machine-independent pro- 
gramming language that is one of the easiest languages for the 
beginning programmer to learn. It has both elementary language 
features that you use to write simple programs, and more ad- 

cient programs. In addition, a special "immediate mode" lets you 
use BASIC like a calculator to obtain instant answers to mathe- 
matical problems. 



BASIC (Beginner's All-purpose Symbolic Instruction Code) is 
conversational in nature. It uses simple English keywords and 
common mathematical expressions to form easily understood lan- 
guage statements. 

You write a BASIC program as a series of one or more program 
lines. You begin each program line with a number that both iden- 
tifies the line and indicates the order in which the line will be 
processed. Individual program lines contain one or more BASIC 
language statements that define the operations to be performed. 

When you are satisfied with the logic of your BASIC source pro- 
gram, you create it as a file. However, unlike other programming 
languages that you may use, you create the file under the control 
of the BASIC language processor, which is part of the RT-11 
operating system and is stored on your system volume or on a 
separate volume of its own. Thus, you use commands that are 
part of the BASIC language processor to create and edit the pro- 
gram, list it, run it, and save it for later use. 



THE BASIC-11 

PROGRAMMING 

LANGUAGE 



The BASIC language processor is an interactive interpreter. It 
allows you to create and execute a program in its entirety or a few 
lines at a time. The interpreter examines each program language 
statement, interprets it, and executes it before going on to the 
next. If it discovers an error that prevents further processing, it 
prints a message on the terminal informing you of the error condi- 
tion and stops. You correct the error so that execution can con- 
tinue past that point, and then rerun the program. 



THE BASIC 

LANGUAGE 

PROCESSOR 



BASIC-11 is a superset of the standard BASIC language developed at Dart- 
mouth College. 
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BASIC 



CREATE 




EDIT 




RUN 







Figure 10-1 Functions of the BASIC Language Processor 



THE BASIC 
INTERPRETER 



The functions of program creation, editing, processing, and exe- 
cution are all handled by the BASIC language processor. Some 
RT-11 systems store the BASIC interpreter (language processor) 
on a volume apart from the system volume.^ You can quickly 
determine whether the BASIC interpreter is on your system 
volume by typing the monitor DIRECTORY command and speci- 
fying the BASIC. SAV program. 



.DIRECTORY BASIC.SAU m 

In the directory listing that results, if the directory entry for 
BASIC. SAV is listed on your terminal, then the required BASIC 
files are on your system volume and you are ready to use the 
interpreter. However, if BASIC. SAV did not appear in your 
listing, then the required files are not part of your system volume. 
Before you can use the interpreter, you must make a volume 
substitution. Read the section in Appendix B entitled Using the 
FORTRAN/BASIC Language Volume. 




iNow use tne monitor BASIC command to activate the BASIC 
interpreter: 



Long and Short Command Format 



, BASIC® 

BASIC-11/RT-li g02-03B 
OPTIONAL FUNCTIONS (ALL. 



NONE. OR INDIUIDUAD? 



A prompting message is printed by BASIC. You must respond 
with an A, N, or I and a carriage return to indicate whether you 
want to preserve all, none, or some of the arithmetic functions 
initially provided by BASIC. BASIC'S functions include opera- 



This is true for any RT-11 system volume that does not have enough free blocks 
to accommodate the BASIC system files. RXOl diskette is an examnle. 
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tions that calculate random numbers, determine absolute values, 
convert octal and binary numbers to decimal, and so on. You can 
conserve memory space by saving only those functions that your 
program needs. However, for now, instruct BASIC to save all the 
functions by typing: 



READY 



BASIC prints the READY message to indicate that it is ready to 
accept a BASIC command. Any text that you type that is not 
preceded by a BASIC command is accepted as program (or imme- 
diate mode) input. If at any time you wish to return to the mon- 
itor command mode, simply type the BYE command following 
the READY message. READY appears after any BASIC execu- 
tion that is completed or interrupted by a double CTRL/C, or 
after any BASIC wait condition that is terminated by a single 



BYE 



NOTE 

You do not need to understand the BASIC language or 
the way the examples work to successfully perfornn the 
exercises in this chapter. 



Immediate mode allows you to use the BASIC interpreter like a 
calculator to obtain immediate answers to arithmetic problems. 
You enter the appropriate BASIC statement keyword and any 
necessary mathematical formula. When you type a carriage re- 
turn (tne ruii Jsey), daoiv^ imineuiateiy cmcuiates tiiia pmiLo 
the results. Use the terminal DELETE key and the CTRLAJ com- 
mand to correct any typing errors. For example, type: 



Immediate Mode 



PRINT (128+75;*3 gH 
609 



BASIC adds the two numbers in parentheses, multiplies them by 
3, and prints the answer. The PRINT statement causes the an- 
swer to be printed on the terminal. As another example: 




3^ 



READY 



The greatest integer less than or equal to 34.67 is printed. 
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You can combine several statements on a single line, or on several 
lines, including variable names, arithmetic equations, and data. 
Individual statements are separated from one another by a back- 
slash (\) character. BASIC considers all the information, calcu- 
lates the answer and prints it on the terminal. For example: 

A = 5\B=lfl\C=. 3729(11) 

READY 

PRINT "THE HEIGHT I S" ! A#S I N ( C ) +B ! " METERS " (U 

THE HEIGHT IS 15.821B METERS 

READY 

The first statement equates variable names with values; the 
second statement introduces a formula for calculating a result 
and prints it. 

You can use immediate mode to solve fairly lengthy and compli- 
cated mathematical problems by combining statements and 
printing identifying messages. However, immediate mode infor- 
mation is temporary. You cannot save it, and you can change it 
only by retyping every statement line. If your needs are more 
complex, or if you want to save your statements, you should 
create a BASIC program. 



Creating and 
Editing a 
BASIC Program 




To create a BASIC program, simply assign line numbers to lan- 
guage statements and then type the numbered statements on the 
terminal keyboard. 

Now your program lines are saved in memory and you can 
transfer program control to specific lines within the program, re- 
peat parts of the program any number of times, store the entire 
program for later use, and perform other similar operations that 
arc nci.' possinjie in immevAiauc mo^ac. 

Once you have created the program, you use BASIC editing com- 
mands to list lines, change lines, add and erase lines, and correct 
typing errors. In addition to the DELETE key and the CTRLAJ 
command, BASIC provides a SUB command (SUBSTITUTE) for 
correcting typing errors. This command allows you to substitute 
new characters for existing ones in a line. For example, type: 



10 PRINT "THIS IS A BADIC PROGRAM" (H) 

SUB 10 @BAD@BAS@ SE) 

10 PRINT "THIS IS A BASIC PROGRAM" 



10-4 



Running a BASIC-11 Program 



The SUB command substitutes the letters BAS for BAD in Hne 
10. Use a delimiting character (shown here as @) to separate the 
old text from the new. The delimiter can be any character as long 
as it is unique in the line. The corrected line is automatically 
printed by BASIC after you use the command. As another ex- 
ample, type: 

15 B=10\C=5 m 

20 LET A-B+C\PRINT C (E) 

xiiclc clxc x^Vfxj ujr^j.iig cj.lv/io iix ±±i.ic ^Wf i^iiC aiiv/Lij.u. jl/C ctli — cliiu. 

the C at the end of the line should be A. These errors can be 
corrected with the SUB command, as follows: 

SUB 20 i-i=@ El 

20 LET A=B+C \ PRINT C 

READY 

SUB 20 iC@A@2 m 

20 LET A=B+C \ PRINT A 

READY 

The second SUB command changes the second occurrence (speci- 
fied by the 2 after the last @) of C to A. 

You can erase an entire line by typing the line number followed 
by a carriage return, 

10 m 



or by using BASIC'S DEL command^ Use the DEL command 
(DELETE^ to erase a single line or several: 

DEL 15-20(1!) 




This erases all numbered statement lines with numbers between, 
including lines 15 and 20. 



To list lines of a program, BASIC provides the LIST command. 
First, create a few program lines: 

5 FOR 1=1 TO 10 m 

20 INPUT J (Rg) 

25 LET T=T+J m 

50 NEXT I m 

55 PRINT "THE TOTAL IS";T (H) 

88 END m 




Do not confuse the BASIC DEL command with the DELETE key on the ter- 
minal keyboard. 
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List individual lines by specifying the line number. For example, 
type: 

LIST 5 m 



NDNAME 



08 -JUL -77 00:18:^3 



5 FOR 1=1 TO 10 



READY 



LISTNH 



Notice that BASIC prints a header line. Since you have not as yet 



assigned a name to your progri 



vSIC assigns it the name 



NONAME and prints this name, along with the date (which is 
only correct if previously entered via the DATE monitor com- 
mand) and the time when you use the LIST command. You can 
omit the header line by using the LISTNH command instead of 
the LIST command: 



LISTNH 50-88 M) 

50 NEXT I 

55 PRINT "THE TOTAL IS" iT 

88 END 

READY 

By typing the LIST or LISTNH commands without indicating 
any line numbers, you can print on the terminal a listing of your 
entire program. Terminate the command with a carriage return: 

LISTNH m 

C" crnn t-i -rn -i .s 
wf I Lj l^ X — 1 I u i u 

20 INPUT J 

25 LET T=T+J 

50 NEXT T 

55 PRINT "THE TOTAL IS" iT 

88 END 

READY 




Finally, to erase the entire program, which you must do before 
typing a new program, use the SCR (SCRATCH) command. 
Type: 



qrr? fRFTi 



READY 
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All program lines are erased from memory. 



line # 

Erase the indicated program lines. 

DEL line jl 

Erase the indicated program lines. 



SUMMARY: 

BASIC EDITING 

COMMANDS 



LIST 

List the entire program and print a header that includes the 
program name, date, and time. 

LIST line # 

List the indicated lines and print a header that includes the 
program name, date, and time. 

LISTNH 

T lot fVio onfiTo nvncrram b"+ do 'nnf nrint a header- 

LISTNH line # 

List the indicated lines but do not print a header. 

SCR 

Erase all program lines from memory and change the name to 
NONAME. 

SUB line #@FIRST@SECOND@n 

Replace the nth occurrence of the FIRST character(s) with the 
SECOND character(s) in the indicated line (default is n=l). 

Create the following demonstration program \ using the appro- 
priate BASIC editing commands, exactly as it appears here. If 
you forget to insert a line, type it at the end or when you notice 
the omission; BASIC sorts and arranges lines by number before 
execution, regardless of the order in which they are typed. When 
you have finished, list the entire program and make a final check 
for typing errors. 



100 REh THE PROGRAM 23 MATCHES 

101 REM 

110 PRINT "WE BEGIN WITH 23 MATCHES. YDU MOME FIRST. YOU MAY TAKE" 

115 PRINT "li 2i OR 3 MATCHES. TrPE ruUK ChuiCE FD^i-ui^EC. B T h CmS- 

120 PRINT "RIAGE RETURN. THEN THE COMPUTER CHOOSES 1, 2. OR 3" 

125 PRINT "MATCHES. YCU CHOOSE AGAIN- AND EC OK'. WHCE'JER MUST" 

:30 PRINT "TAKE THE LAST MATCH- LCSES." 

140 PRINT \ LET M=23 



'23 Matches, 101 BASIC Computer Games, Maynard, Mass.: Digital Equip- 
ment Corporation, 1975. 
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zoo REM THE HUMSIM MDMES 

201 REM 

210 PRINT \ PRINT "THERE ARE IMDW "! M !" MATCHES , " 

215 PRINT \ PRINT "HOW MANY DO YOU TAKE"! 

230 INPUT H 

2a0 IF H>M THEN 510 

250 IF HOINTCH THEN 510 

2G0 IF H<=0 THEN 510 

270 IF H>=a THEN 510 

2B0 LET M=M-H 

290 IF M = then tilO 

300 REM THE COMPUTER MOMES 

301 REM 

305 IF M=l THEN 440 

310 LET R=M-4*INT(M/a) 

320 IF ROl THEN 350 

330 LET C=INT(3»RND)+1 \ GO TO 3B0 

350 LET C=(R+3)-a*INT( (R+3)/a) 

3B0 LET M=M-C 

370 IF M=0 THEN 440 

380 PRINT \ PRINT "THE COMPUTER TOOK "! C i ",..," i 

390 GO TO 310 

400 REM SOMEBODY WON 

401 REM 

410 PRINT \ PRINT "THE COMPUTER 'ACti . " \ GO TC E 
440 PRINT \ PRINT "YOU WON." \ GO TO 999 

500 REM BAD INPUT 

501 REM 

510 PRINT "ENTER ONLY 1 , 2 i OR 3 . " \ GO TO 215 
999 END 



As you can see from the first few lines of the listing, this program 
is a mathematical game where you match your logic against the 
program logic. The PRINT statements in the program print mes- 
sages, game instructions, results, and so forth, on the terminal. 
The REM statements identify comment lines — remarks that 
provide general information about the program, but that are ig- 
nored by BASIC during processing. The INPUT statement in line 
230 allows you to supply data from the terminal. Depending on 
the value you enter, program control transfers to various other 
parts of the program. For example, if you type an illegal value, 
program control skips ahead to a PRINT statement in line 510 
informing you of your mistake and then returns to line 215 to ask 
for a value again. The mathematical algorithms of this program 
are in lines 310 through 350, which determine the number of 
matches the computer will select based on your choice. 



RUNNING A 
BASIC PROGRAM 




Once you have typed the program and checked the listing to be 
sure that it corresponds to the example, you are ready to run it. 
The BASIC RUN command initiates program execution. This 
command prints a header that includes the program name, data, 
and time. If you want to omit the header line, type the RUNNH 
commmand instead. 



RUNNH m 
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If you typed the program correctly, you will see this text print on 
your terminal: 

WE BEGIN WITH 23 MATCHES. YDU MOUE FIRST. YOU 
MAY TAKE It 2» OR 3 MATCHES. TYPE YOUR CHOICE 
FOLLOWED BY A CARRIAGE RETURN. THEN THE COM- 
PUTER CHOOSES i, 2. OR 3 MATCHES. YOU CHOOSE 
AGAIN. AND SO ON. WHOEUER MUST TAKE THE LAST 
MATCH. LOSES. 



THERE ARE NOW 23 MATCHES. 
HOW MANY DO YOU TAKE? 

NOTE 

If this response does not appear, you have not entered 
the program correctly. Compare your listing very care- 
fully against the one provided earlier. Spacing does 
not matter, but all other characters must match. To 
correct your errors type CTRL/C, which, under control 
of BASIC only, returns you to BASIC command mode, 
indicated by the READY message. Correct the pro- 
gram and then rerun it. 



When the program pauses and asks you a question, you must 
supply data, in this case a 1, 2, or 3. Type your choice (repre- 
sented here by n), followed by a carriage return: 

n ® 

7SYNTAK ERROR AT LINE 250 

READY 

BASIC discovered an error^ in line 250 that prevents further pro- 
cessing. Check line 250 in your listing or list it on the terminal: 



250 IF HO I NT (H THEN 510 
READY 



Refer to the RT-11 System Message Manual for greater detail about any mes- 
sages printed during normal system use. 
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Note that a right parenthesis is missing after the second H in this 
hne. Correct the Hne using the SUBSTITUTE command: 

SU5 250 i(H@(H)@ (U 

250 IF HOINKH) THEN 510 

READY 

You are ready to run the program again. Type: 

RUNNH m 
BASIC begins processing at the start of the program. 

WE BEGIN WITH 23 MATCHES. YOU MOME FIRST, YOU 
MAY TAKE 1 » 2 » OR 3 MATCHES, TYPE YOUR CHOICE 
FOLLOWED BY A CARRIAGE RETURN. THEN THE COM- 
PUTER CHOOSES 1 , 2 » OR 3 MATCHES. YOU CHOOSE 
AGAIN f AND SO ON. WHOEMER MUST TAKE THE LAST 
MATCH, LOSES. 

THERE ARE NOW 23 MATCHES. 

HOW MANY DO YOU TAKE? 



CTRL/C CTRL/C 



Type your choice again. But notice this time that a different kind 
of error is detected. The BASIC interpreter has entered an infinite 
loop, a series of commands that it repeats endlessly. After several 
lines have printed, type a double CTRL/C; this interrupts execu- 
tion and returns control to BASIC command mode. 



n M) 



THE 


COMPUTER 


TOOK 


1 


THE 


COMPUTER 


TOOK 


1 


THE 


COMPUTER 


TOOK 


3 


THE 


COMPUTER 


TOOK 


2 


THE 


COMPUTER 


TOOK 


2 


THE 


COMPUTER 


TOOK 


3 


THE 


COMPUTER 


TOOK 


1 


THE 


COMPUTER 


TOOK 


i 


THE 


COMPUTER 


TOOK 


3 


THE 


COMPUTER 


TOOK 


1 


THE 


COMPUTER 


TOOK 


3 


ICTRL/GJ 
STOP 


(jmucj 

AT LINE 380 




READY 
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An infinite loop is a programming logic error. However, since the 
error does not prevent processing, BASIC does not print an error 
message. Instead BASIC is caught in a loop of instructions and 
executes them endlessly. This particular loop is obvious because 
it prints a line of text; other kinds of loops may not be so evident. 
At this point you must examine the program logic to determine 
why these instructions are being repeated. 

Look at your listing of this program. The problem in this case is in 
line 390. This line instructs program control to return to line 310; 
therefore lines 310 through 390 are repeated endlessly without 
ever obtaining your next value choice. Program control should 
really return to line 210. Correct line 390 as follows: 

SUB 390 @310@Zi0e O 
390 GO TO 210 

READY 

Now you are ready to run the program again. This time the entire 
program should execute without error. Enter your value choices 
when requested. (A hint to playing the game: your first value 
choice determines whether you can win; if your first choice is 
wrong, the program has the advantage throughout.) A sample run 
follows. 

RUMNH Ml 

WE BEGIN WITH 23 MATCHES. YOU MOyE FIRST. YOU 
MAY TAKE 1> 2» OR 3 MATCHES. TYPE YOUR CHOICE 
FOLLOWED BY A CARRIAGE , RETURN . THEN THE COM- 
PUTER CHOOSES It 2. OR 3 MATCHES. YOU CHOOSE 
AGAIN* AND SO ON. WHOEVER MUST TAKE THE LAST 
MATCH* LOSES, 

THERE ARE NOW 23 MATCHES. 

HOW MANY DO YOU TAKE? 1 SSI 

THE COMPUTER TOOK 1 .... 
THERE ARE NOW 21 MATCHES. 

HOW MANY DO YOU TAKE? 1 Hi 

THE COMPUTER TOOK 3 , . , . 
THERE ARE NOW 17 MATCHES. 

HOW MANY DO YOU TAKE? 2 m 

THE COMPUTER TOOK 2 .... 
THERE ARE NOW 13 MATCHES. 
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HOW MANY DO YOU TAKE? 1 E) 

THE COMPUTER TOOK 3 * . , . 
THERE ARE NOW 9 MATCHES, 

HOW MANY DO YOU TAKE? 1 ® 

THE COMPUTER TOOK 3 . . . . 
THERE ARE NOW 5 MATCHES. 

HOW MANY DO YOU TAKE? 3 ® 

THE COMPUTER TOOK 1 .... 
THERE ARE NOW 1 MATCHES. 

HOW MANY DO YOU TAKE? (E) 
ENTER ONLY 1 . 2> OR 3. 

HOW MANY DO YOU TAKE? 1 (E) 

THE COMPUTER WON. 

READY 



SUMMARY: 
BASIC EXECUTION 
COMMANDS 



RUN 



Execute the BASIC program currently in memory; print a 
header line including the program name, date, and version 
number. 



RUNNH 

Execute the BASIC program currently in memory; omit the 



1 ] l: 

iicaucr ime. 



CTRL/C 

Under control of BASIC onl^' interrupt ess""^"^" <^f fVio tjagip 
program and return control to BASIC command mode. 

BYE 

Return control to monitor command mode (only when using 
BASIC). 



FILE 
MAINTENANCE 



You can transfer the BASIC program currently in memory to a 
storage volume by using the SAVE command of BASIC. The 
SAVE command copies the program to the storage volume giving 
it the file name and file type that you indicate in the command 
line. A file type of .BAS is assigned automatically unless you 

ir»HiVn+p n+Viorwrioo 
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Use the SAVE command to store this BASIC program as 
MATCH.BAS on the storage volume (VOL:) as follows: 



SAUE VOL: MATCH 



READY 



SAVE 



After j^ou save a BASIC program on a storage volume, you can 
create a new program in memory by typing the BASIC NEW 
command. This command erases the current memory contents 
and asks you for a new program name: 




NEW m 

NEW FILE NAME-- 

T'^mo an\7 filp -nama \mii iiricV* Q-nA RA.QTO qqqicmc i+ ^r\ +l-»£i fila trry-iT 

.*. ^ if^^ ^^'^'■J Axi^ ^^*,M.M.^^-\^ J -yjitA T» x^x^ LAXX1.A x-j^x.iu'J.V.' Cii50i.gxxO if tJ\J i^xxv^ xxxvJ j \J \JI. 

create. Or you can respond by typing only a carriage return; 
BASIC then assigns the file name NONAME. 

Another way to create a new program in memory is to type the 
BASIC SCR command. This command simply erases the current 
memory contents. It assigns the name NONAME: 

SCR iHl) 
READY 



To use an existing BASIC program, one that you have previously 
stored on a storage volume, type the BASIC OLD command: 

OLD FILE NAME-- 

Reply by typing the device name, file name, and file type of the 
file that you want to use. If you omit an explicit device name, 
BASIC assumes DK: (the default volume); if you omit an explicit 
file type, BASIC assumes .BAS. BASIC erases memory and then 
copies the program from the volume into memory. For example, 
type: 

UDL: MATCH (E) 
READY 

This copies VOL:MATCH.BAS back into memory. 
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Assume that you have edited or changed the MATCH. BAS file 
and now want to transfer it back to VOL:. Since the file already 
exists as MATCH. BAS on that volume, you must use the BASIC 
REPLACE command: 



REPLACE VOL:MATCH (ReT) 



READY 



R 



CrLMOC 



The REPLACE command replaces an existing file with a new 
version. 

The SAVE and REPLACE commands copy a BASIC program 
from computer memory to a storage volume. As these commands 
copy the program, they convert it from the internal format used 
by BASIC to ASCII format. Thus, you can, if you prefer, use the 
RT-11 editor to create and edit BASIC programs, since the editor 
also uses ASCII format. However, many users would rather use 
BASIC to create and edit a BASIC program, since they can then 
run the program, reedit it, rerun it, and save the new 
version — all in BASIC command mode — rather than perform 
the several corresponding monitor commands. 

The last file maintenance operation that you should perform is to 
obtain an up-to-date directory of your storage volume so that you 
can see its current status; however, you must return to monitor 
command mode to do this. Type the BYE command; this BASIC 
command (rather than CTRL/C) returns control to monitor com- 
mand mode. Next use the DIRECTORY monitor command to 
check the status of vour storage volume. 



BYE dB 



.DIRECTORY/BRIEF UOL 


















08-J 


an-BO 




















SUM 


.MflC 


EXAMP 


.MAC 


GRAPH 


.FOR 


E! 


!AMP 


.FOR 


GRAPH 


■ SAV 


MATCH 


.BflS 


GRAPH 


.LST 


GRAPH 


.DBJ 












B Fi 


les , 55 


BlocKs 


















a707 


Free bl 


DcKs 



















SUMMARY: 
BASIC FILE 
MAINTENANCE 
COMMANDS 



NEW 

Create a new BASIC program, assigning the file name indi- 
cated. 

OLD 

Copy into memory (for use under BASIC) an existing BASIC 
program. 
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REPLACE 

Copy the BASIC program currently in memory to the indicated 
storage volume, replacing the version that already exists on 
that volume. 

SAVE 

Copy the BASIC program currently in memory to the indicated 
storage volume. 



This completes the BASIC demonstration. Before you continue to 
Chapter 14 to learn about program debugging, make sure that the 
main system volume is loaded in device unit 0. If you followed the 
special instructions in Appendix B to load the language volume, 
you should now stop the system, unload that volume, load the 
main system volume, and rebootstrap the system. 



BASIC-11 Language Reference Manual (DEC-11-LIBBB-A-D). Maynard, REFERENCES 

Mass.: Digital Equipment Corporation, 1976. 

A reference manual and guide to programming in the BASIC-11 language. 

BASIC-ll/RT-11 Installation Guide (DEC-11-LIBTA-A-D). Maynard, Mass.: 
Digital Equipment Corporation, 1977. 

An RT-ll-specific manual that contains instructions for installing the 
RT-11 BASIC language processor and lists known problems and differ- 
ences between versions. 

BASIC-ll/RT-11 User's Guide (DEC-11-LIBUA-A-D,DN1). Maynard, Mass.: 
Digital Equipment Corporation, 1978. 

An RT-11-specific manual that contains information necessary to create, 
edit, run, and debug a BASIC program. 
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CHAPTER 11 
RUNNING A MACRO-11 ASSEMBLY LANGUAGE PROGRAM 



The MACRO-11 programming language is a machine-dependent 
programming language developed for the PDP-11 programmer, or 
for the FORTRAN IV programmer who intends to combine as- 
sembly language routines and FORTRAN routines. The 
MACRO-11 language enables the knowledgeable programmer to 
access all the features of the RT-U computer system using a 
precise and efficient programming code. 



The MACRO-11 assembly language uses the PDP-11 instruction 
set, a list of mnemonic instructions that correspond to various 
PDP— 11 computer operations. These instructions allow you to 
add, compare, increment, complement, and perform many other 
manipulations on numerical data. The instructions are summa- 
rized in a pocket-sized folding card, called the PDP-11 Program- 
ming Card (Figure 11-1), and are described in detail in the 
PDP-11 Processor Handbook. By choosing the appropriate in- 
structions and by providing any additional data needed, you can 
create a complete program. 



THE MACRO-11 
ASSEMBLY 
LANGUAGE 




rv= I I 1 

• 1^ .»--••■ 



Figure 11-1 PDP-11 Programming Card 

You write the MACRO-11 program as a sequence of lines, each a 
single assembly language statement in the following format: 

LABEL: OPERATOR OPERAND(S) COMMENTS 

The operator and/or operand are either instructions selected from 
the PDP-11 instruction set, data needed by the instructions, or 
assembler directives (instructions to the assembler to guide the 
assembly process). The optional statement label identifies the 
statement line so that you can refer to the instructions or data on 
that line from other parts of the program. Optional comments 



11-1 



Running a MACRO-11 Assembly Language Program 



THE MACRO-11 

LANGUAGE 

PROCESSOR 



describe generally what operations are being done. Sequences of 
language statements constitute a routine (to perform a specific 
function); groups of routines and data compose the entire execut- 
able program. 

When you are satisfied with the logic of your MACRO-11 source 
program, you use the RT-11 editor to create it as a file (see 
Chapter 5). You use tabs and spaces to make the program more 
readable. When you have finished creating the program as a com- 
plete, edited file, you next enter it as input to the MACRO-11 
language processor, which is part of the RT-11 operating system 
and is stored on your system volume. The MACRO-11 language 
processor processes (assembles) the language statements, con- 
verung mem into an mternai macxune language code called object 
code. This code is next processed by the system linker, which 
combines your program units, and make the program suitable for 
execution. Figure 11-2 represents the development of an execut- 
able MACRO-11 program. 



CREATE 




EDIT 




ASSEMBLE 




LINK 




RUN 











Figure 11-2 Evolution of a MACRO-11 Program 

The MACRO-11 language processor is an assembler that accepts 
information in one format (that is, your source program) and 
translates it into another format (that is, a machine language 
program). The assembler interprets and processes the assembly 
language statements, one at a time, and generates one or more 
computer instructions or data items. Since you originally use the 
editor to create a MACRO-11 program in ASCII format, you must 
next translate it into a machine format that the computer can 
use. The MACRO-11 assembler performs this conversion, pro- 
ducing as output a new version of the program in object format, 
called an object module. You may request the MACRO assembler 
to produce a listing of the source program at the same time. The 
role of the assembler is represented below in Figure 11-3. 



1/'- ','-■'' 

SOURCE 
PROGRAM 




ASSEMBLE 




OBJECT 
MODULE 










\ 








LISTING 
(OPTIONAL) 



Figure 11-3 Function of a MACRO-11 Assembler 
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During assembly processing, the MACRO-11 assembler: 

• Accounts for all instructions used within the source pro- 
gram and determines their relative positions in com- 
puter memory; it does this by means of a storage loca- 
tion (program) counter. 

• Keeps track of all user-defined symbols and their re- 
spective values in a symbol table. 

• Converts assembly language mnemonics, user-defined 
symbols, and data values into their respective machine 
language (object code) equivalents. 



The program counter keeps track of addresses in computer 
memory where instructions and data will be stored. 

PDP-11 computer memories are composed of physical storage 
locations that can hold numerical data. These locations are 
numbered consecutively from up to the highest memory loca- 
tion, which varies according to the amount of memory acquired 
with the computer system (Figure 11-4). PDP-11 computers used 
in an RT-11 system have at least 16,384 bytes (8,192 words); most 
RT-11 systems have more than that number. 



The Program 
Counter 




Figure 11-4 PDP-11 Computer Memory 
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During processing, the assembler converts each program language 
statement into numerical data (the object code) and assigns the 
data a relative storage location. The system linker will convert the 
relative storage locations assigned by the assembler to absolute 
storage locations in the computer memory. ^ The location's associ- 
ated number is called its address. As the assembler translates and 
assigns each statement, it updates the value of the program 
counter accordingly. 



The Symbol Table 



Since you may not know which locations, or how many locations, 
the program needs, you use symbolic names (variables, constants, 
and labels) to represent individual locations and their contents. 
As the assembler processes the source program, it constructs a 
symbol table, which is a compiled list of all the symbolic names 
and labels that you have used within the program. The 
MACRO-11 assembler defines each symbolic name by assigning 
an address or data value, as appropriate, and adds the symbol 
definition to the symbol table. After assembly, you can refer to 
the symbol table, which is printed at the end of the assembly 
listing, to find all symbol definitions. 



Machine 
Language Code 



The third function of the assembler is to convert your MACRO-11 
source language statements into machine language code (the ob- 
ject module). 



NOTE 

The following Information will help you understand the 
assembly listing used later in this chapter. 

Machine language code is numerical data in the form of binary 
numbers (numbers composed of only the digits and 1). Binary 
numbers are appropriate because the digits and 1 can be easily 
manipulated by the two-state electronic logic of the computer. 

For example, a typical assembled instruction in PDP-11 com- 
puter memory looks like this: 



location 


location 


address 


contents 


01000 


11000000 


01001 


11100101 



The system linker is discussed in Chaoter 12. 
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Since a single instruction requires two (or more) consecutive 
memory locations, the instruction is actually put together in 
memory in the following manner: 

01001 11100101 11000000 01000 

Each individual digit of the instruction is called a bit (binary 
digit). A single memory location, called a byte, contains 8 bits; 
two memory locations, called a PDP-11 word, contain 16 bits. 

The byte in the even-numbered memory address is called the low- 
order byte and is stored first; the byte in the odd-numbered 
memory address is called the high-order byte and is stored next. 
Both bytes together form one PDP-11 16-bit word (Figure 11-5). 

PDP-11 Word 



01001 



11 10 10 1 



^^ 



etc. 



bit 



110 



01000 



High-order byte Low-order byte 

Figure 11-5 PDP-11 Word 

The computer works in terms of 8-bit bytes and 16-bit words of 
binary data. However, binary numbers are generally too long and 
cumbersome to be used effectively by a programmer. But binary 
numbers can be easily represented as octal numbers (numbers 
composed of digits within the range to 7). Since octal numbers 
are closer to the familiar decimal number system and are much 
more readable than binary numbers, the programmer more often 
uses octal numbers than binary numbers. 

Table 11-1 shows the decimal numbers through 10 and their 
respective octal and binary equivalents. Tables and formulas are 
available to calculate higher conversions. 

Thus, you can think of the binary instruction shown earlier in 
terms of its octal equivalent as follows (conversion is done from 
low-order to high-order byte in groups of three bits): 

01001 1110010 1 11000000 01000 











162700(8) 



A MACRO-11 assembly listing shows the addresses of memory 
locations and their contents as octal numbers. The octal numbers 
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represent the respective binary machine language code that 
makes up the object module. 

Table 11-1: Decimal/Octal/Binary Conversion 



Decimal 


Octal 


Binary 








000 


1 


1 


001 


2 


2 


010 


3 


3 


on 


4 


4 


100 


5 


5 


101 


6 


6 


no 


7 


7 


111 


8 


10 


1 000 


9 


11 


1 001 


10 


12 


1 010 



ASSEMBLING 
THE MACRO-11 
PROGRAM 



In Chapter 5 you used the RT-11 editor to create a MACRO-11 
source program; you then stored it on your storage volume. Since 
a source program is in ASCII format, the next step is to use the 
MACRO-11 assembler to convert it to object code. 

Copy the MACRO source program from the storage volume back 
to the system volume (which is the default volume for 
input/output operations). 

On your storage volume are two MACRO source programs, the 
one you created (SUM. MAC) and the one provided for you 
\iiij\^\ivxir .ivxnx^;. vviiiuii ui uicse yuu »uuuiu copy uepeiius on ine 
results of the source comparison you performed in Chapter 6. If 
the comparison resulted in no differences except for the title lines, 

Pon\7 vmiT nw/n nrncrram ^STTAyl lVrAr^."i aa fr^llrkxirc' 



Long Command Format 

.COPY m 

From? VOL:SUM.MAC 
To ? SUM, MAC m 



Short Command Format 

.COPY MOLiSUM.MAC SUM. MAC m 

However, if differences were listed in addition to the title lines, 
substitute the oroeram EXAMP.MAC; 



11-6 



Running a MACRO-11 Assembly Language Program 



Long Command Format 

.COPY ®) 

From? VOLsEMhMP.MAC © 

To ? SUM, MAC m 

Short Command Format 

.COPY i,iOL:E>!AMP.MAC SUM. MAC (E) 

Whichever source file you copied now resides on your system 
volume under the name SUM. MAC and is the file that you will 
process with the MACRO-11 assembler. The command used to 
assemble a MACRO source program is the monitor MACRO com- 
mand. 

Use the MACRO command with its /LIST and /CROSSREFER- 
ENCE options to assemble your source program and produce a 
cross-referenced assembly listing. The system prompt asks you to 
supply the input file name. You can omit typing the .MAC file 
type, since the MACRO command assumes this file type unless 
you indicate otherwise. The system will automatically assign the 
name SUM.OBJ to the object module and SUM.LST to the 
listing file, and store both newly created files on the system 
volume. (The system volume is the default storage volume for 
input/output operations.) 

Long Command Format 

.MACRO m 

Files? SUM/LIST/CROSSREFERENCE m 



MACRO 



Short Command Format 

.MACRO SUM/LIST/CROSSREFERENCE (H) 

Assembly begins. When it is finished, a message similar to the 
following prints on the terminal printer or screen: 

?ERRORS DETECTED: B 

This message indicates the number of lines in which the assem- 
bler detected errors during processing. In this case, the assembler 
found six lines in your source program with errors. It helps at this 
point to look at the listing produced by the assembler for informa- 
tion. 



Long Command Format 

(Line Printer) 

.PRINT m 

Files? SUM.LST W) 



(Terminal) 

.TYPE m 

Files? SUM.LST m 
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Short Command Format 

(Line Printer) 

.PRINT SUM.LST E 



(Terminal) 

.TYPE SUM.LST 



Your listing should look like the following example. An explana- 
tion of this listing follows. You should refer to the listing as you 
read the accompanying explanation. 



NOTE 

You do not need to understand the MACRO-11 lan- 
guage or the way this program works to successfully 
complete the exercises in this chapter. 



IV SUM.LST 
SUM-MAC yERSIQN 1 



MACRO U04.00 26-N0y-79 12:i8;37 PAGE 1 



.title: SUM.HftC VERSION 1 
.MCALL .TTYOUTr .EXITt .PRINT 





7 
8 




000106 








N = 70. 


IMC. 


OF 


DIfilTS Dl^' 'E' TQ rAl.rUl,A!E 




9 










; 


'E' = THE SUM OF THE 


RECIPROCALS fJF THE FACTORIi^l ri 




10 
1 i 












1/0! + 


1/1! + 1/21 + 


1/3! + 1/41 + 1/5) + ... 


M 


iJ 


oooooo 








exp: 


.PRINT 


♦MESSAG 




JPRINT INTRODUCTORY TEXT 




13 


000006 


012705 


000106 






MOO 


*N > RS 




*N0. OF CHARS OF 'E' Til HRh 




14 


000012 


012700 


000107 




first: 


Moy 


*N+lfRO 




;NG. Oh DIGITS OF ACCURACY 


II 


If,; 


000016 


012701 


OOOOOO 






Moy 


tATRl 




5ADDRESS OF DIGIT VECTOR 




16 


000022 


006311 






second: 


ASL 


@R1 




SDG MULTIPLY BY 10 aiFCIhAL 




17 


000024 


011146 








MOV 


(?R1»-(SP) 




JSAVE *2 




18 


000026 


006311 








ASL 


(?Ri 




;*4 




19 


0000.10 


006311 








ASI 


PRl 




?*8 




::.'o 

21 


000032 
000034 


062621 
00:5300 








ADIi 

DEC 


(SP) + »<R1)4- 
RO 




SNOU *10f POINT TQ NEXT ilif.f 
;AT end of DIGfTS? 




22 


000036 


001371 








BNE 


SECOND 




: BRANCH if N(]T 




2.5 


000040 


012700 


000106 






MOV 


*NrRO 




■iGO THRU ALL PLACES. layil.Ml 




24 


000044 


014103 






third: 


MOV 


-<R1).R3 




»BY THE PLACES INDEX 




2Z 


000046 


01270? 


177777 






Moy 


*-1tR2 




;1NIT QUOTIENT REGISTER 




26 


000052 


005202 






fourth: 


INC 


R2 




iEUMP QUOTIENT 




27 


00001^4 


160003 








SUE< 


R0-R3 




JSUETRACT LOOP ISN'T BAD 




28 


000056 


103375 








fiCC 


FOURTH 




SNUHERAIOR IS ALWr^YS ! l('«iN 




29 


000060 


060003 








ADE' 


R0.R3 




JFIX REMAINDER 




30 


000062 


010311 








MOV 


R3fPRl 




;SAUE REMAINDER AS BAS.IB 




31 


















JFOR NEXT DIGIT 


AK 


32 
33 


000064 


066167 


OOOOOO 


OOOOOO 




ADD 


R2-2(R1) 




JGREATEST INTEGER CARRIEi.S 
« lU UlVt Ultil 1 




34 


000072 


005300 








DEC 


RO 




SAF END GF DIGIT VECTOR'^ 




3S 


000074 


001363 








BNE 


THIRD 




1 BRANCH IF NOT 




36 


000076 


014100 








MOV 


-(RUjRO 




;GET DIGIT TO OUTPUT 




37 


OOOIOO 


162700 


000012 




fifth: 


SUB 


*10. .RO 




;FIX the 2.7 TO .7 SO 




38 


















fTHAT IT IS ONLY 1 DIGIT 




39 


000104 


103375 








BCC 


FIFTH 




; (REALLY DIVIDE BY :I.O) 




40 


000106 


062700 


000070 






ADD 


*10+'0fR0 




(MAKE DIGIT ASCII 


1-' 


ti 


VilVliJ 


OOOOOO 








.TTYON 






fOUTPUT THE DIGIl 




42 


000114 


005011 








DLR 


0R1 




(CLEAR NEXT DIGH LGCAIIGN 




43 


000116 


005305 








DEC 


R5 




(MORE DIGITS TO PRINT? 




44 


000120 


001334 








BNE 


FIRST 




(BRANCH IF YES 




45 
46 


000122 










-EXIT 






fUlE ARE DONE 


M 


47 
48 
49 
50 


000124 


000107 






fxp: 


-REPT 
.WORD 

-ENDR 


mi 

1 




SINIT VECTOR FD ALL GNFK 




51 


000342 
000345 
000350 
000353 
000356 
000361 
000364 


124 
040 
114 
040 
040 
111 
015 


.110 
126 
125 
117 
105 
123 
012 


105 
101 
105 
106 
040 
072 
062 


messag: 


.ASCII 


/THE VALUE OF 


E 


is:/ <15><12,> /2./ <200.;- 


SUM , 


"AC 

52 
S3 


i.'ERSIDN 
000367 


056 


MnCRO V 
200 


04 . CO 2; 


i-Ncy 77 


12:ig:3 

.EVEN 


;? PAGE 1-1 






D 


54 




OOOOOO' 








.END 


EXP 






SUM. 


MAC 


VERS I ON 


1 


MACRO V04.00 26-N0y-79 


12:19:37 PA9E 1-2 






SYMBOL TABLE 


















r. 




*«*«#* 




rirTM 


COOiOGR 


r 


UUKTH &WU052R N 




^ OwOiOo rHiKU 0000' 


EXP 




OOOOOOR 




FIRST 


000012R 


MESSAG 000342R SECOND 000022ft .TTYQN= ****: 


. ABS. 


OOOOOO 


000 




















000372 


001 
















lEfiRC 


IRS r 


!Etected; 


: i 
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VIRTUAL MEMORY USED; 844S WORDS < 33 PAGES) 
DYNAMIC MEMORY AyAILABLE FOR 66 PAGES 

r!K:suM.riK:suM/G=DK:suM 

SUM. MAC iJERSION 1 MACRO y04.00 26-NDU-79 12:1B:37 PAGE S-1 

CRGSS REFERENCE TABLE (CREF ^04. 00 3 



.TTYON 
A 


1-41 
1-15 






EXF 


1-12* 


1-47* 1-54 




FIFTH 


1-37* 


1-39 




FIRST 


i-14* 


1-44 




FUURrH 


1-26* 


1-28 




MESSA6 


1-12 


1-51* 




N 


1-7* 


1-13 1-14 1 


-23 1-47 


SECOND 


1-16* 


1-22 




THIRn 


1-24* 


1-35 




SUM, MAC 


VERSION 


1 MACRO M04.00 


26-N0y-79 12:18137 PAGE M-1 


CROSS REFERENCE 


TABLE CCREF y04.00 ) 




.tXIT 


1-5* 


1-45 




.PRINT 


1-3* 


1-12 




.TTYOU 


1-3* 






SUM. MAC 


VERSION 


1 MACRO U04.00 


26-N0y-79 12:18137 PAGE E-1 


CROSS REFERENCE 


TABLE (CREF y04.00 > 




A 


1-32 






t( 


1-54 







The first part of the Usting has four logical sections, as follows: 

line octal octal statement line 

number memory instruction 
address value(s) 

The assembler assigns consecutive decimal line numbers to each 
line of the source program, including blank lines and comment 
lines. These numbers are used for reference purposes. The next 
column to the right shows the relative^ even-numbered octal 
memory (byte) addresses of storage locations assigned by the pro- 
gram counter to each instruction in the program. This program 
has been assigned relative memory addresses through 370. The 
third column (and possibly fourth and fifth) shows the octal 
equivalent of the assembled instruction or data value. An apos- 
trophe following an octal value indicates a relative value that 
must be modified before it can be used (the actual value is deter- 
mined during linking). Finally, the source program as you created 
it appears in the right-hand portion of the listing. 

For example, look at line 19 of the listing: 

13 000030 00G311 ASL @R1 i*B 



The assembler assigns relative memory addresses to instructions. Actual ad- 
dresses are not determined until the link operation is performed. Linking and 
address relocation are discussed in Chapter 12. 
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The instruction ASL @R1 is stored in relative memory locations 
30 and 31 as binary data (the comment, ;*8, is ignored): 

31 00001100 11001001 30 
6 3 11 

Some instructions require more than two memory locations, for 
example, those at lines 13 and 14. The number of memory loca- 
tions required depends upon the operation. 

Following the assembled code in the listing is the symbol table, 
an alphabetical listing of user-defined symbols and labels in the 
program and their respective definitions. Symbols are defined as 
values. For example, the symbolic variable name N is defined (in 
line 7) as 000106(octal) or 70(decimal), an absolute value. Labels 
are defined as addresses. The symbolic label FIRST is defined (in 
line 14) as 000012, a relocatable address (the R following 000012 in 
the symbol table indicates that the address will be relocated or 
modified during linking.) A row of asterisks next to any symbolic 
name in the table indicates that for some reason (possibly a pro- 
gramming error) the assembler could not define the symbol. 

At the very end of the symbol table (where the . ABS. occurs) is 
the program's size information (or synopsis) in terms of the total 
number of octal storage locations it requires (in this case, 372). 
Following is the number of errors detected, and the amount of free 
and used memory pages (statistics provided by the assembler). 

Following the symbol table is the cross reference (CREF) listing. 
The CREF listing is optional (as is the assembly listing) but 
provides you with useful reference and debugging information, 
especially if the program is large. The CREF listing can contain 
several kinds of tables of reference information, each beginning on 
a new page. The default tables are the three shown here. 

Every reference in a CREF table shows the page number of the 

i4„4-;„„ c;„ j-U„ .„j; i_ _ii c i\ 

iioLiiig yiii. Liic pxcv^cuixig cAaun^ic, an iciciciiucs aic un p£t^c J.;, 

followed by the appropriate line number. A number sign following 
a line number indicates that this line is where a label or symbol 
definition occurs. 

The first CREF table shown here lists alphabetically all user- 
defined symbol and label references. 

The second CREF table lists alphabetically all macro symbol 
references. (Macro symbols are a special feature of the 
MACRO-11 assembly language; they are described shortly.) 

The third CREF table lists alphabetically the codes of the errors 
detected during assembly. These errors must be corrected before 
you can run me program. 
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Now that you are familiar with the format of an assembly listing, 
go back to the beginning of the example listing to determine what 
this program should do. 

The first two comment lines (preceded by semicolons) indicate 
that the program calculates the value of 'E', which is the sum of 
the inverse of the factorials between 1 and infinity. The algorithm 
used in this program is somewhat complicated (this was necessary 
to keep the program reasonably short). 'E' is calculated one digit 
at a time b'^ usinf a difference function between its actual value 
and the current approximation for each new digit. The program 
forms: 

l+(l+(l+...+(l+((l+(l/N))/(N-l))/N-2))/.../2)/l) 

and is 2. 11111. ..in the inverse factorial base system, which is the 
first sum shown in the program listing. 

The statements between lines 1 through 7 define initial states to 
the assemblers, such as the value of N, and designate the macros 
that will be used throughout the program. 

Macros, from which the MACRO-11 language processor derives 
its name, are a very important and useful feature of the 
MACRO-11 assembly language. You can define as a macro any 
recurring sequence of coding instructions. By giving the macro a 
name, you can thereafter call it by name from any other part of 
the program using a single language statement. 

In addition to the macros you define yourself, the RT-11 system 
provides system macros that your programs can access. System 

rr»Q/^i«r»o Q-»**a rlQ-Pir»QH iin q OT^pniQl otrofarv* lirvi'Qvir -fim ^oIlaH 

±J_L(A^1.<^0 UX ^ I^^XXXXV/Vt. XXX (A O^CVXtAX t^V£3(^V/XXX i.± KJ ± iA.± J XXXV/ VIAXXV/VL 

SYSMAC.SML. (SML stands for System Macro Library) 
SYSMAC.SML is part of the RT-11 operating system and is 
stored on the system volume. If you request a system macro from 
your source program, the MACRO-11 assembler automatically 
searches SYSMAC.SML for the required information. 

The system macros defined in SYSMAC.SML are calls to certain 
services performed by the RT-11 monitor, such as terminal han- 
dling, input and output operations, program termination, file ca- 
pabilities, and so on. The portion of the monitor that performs 
these services, or that is capable of getting the necessary program 
code to perform these services, is always in memory and is there- 
fore called the resident monitor. Thus, whenever your source pro- 
gram is in memory and is to be executed, the resident monitor is 
also there with its available services. 

You communicate the need for a monitor service by issuing a 
programmed request in your source program. A programmed re- 
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quest consists simply of a macro call to a specific macro defined 
in SYSMAC.SML. The macro expands into the appropriate ma- 
chine language code, which, during program execution, makes a 
request to the resident monitor to supply the desired service. 

You specify all programmed requests that you intend to use in 
your source program in an .MCALL statement, like the one 
shown at line 3 in the listing. For example, the programmed re- 
quest .TTYOUT requests the monitor to print an ASCII character 
on the console terminal. During assembly, the .TTYOUT macro 
in SYSMAC.SML is expanded into machine language code. 
During program execution this code requests the resident monitor 
to take the indicated ASCII character and send it to the console 
terminal. 

Line 12 in the program uses another programmed request, 
.PRINT, to print a message on the terminal. 

Lines 13 through 15 are initialization instructions: they set initial 
values in three of the special registers. Lines 16 through 22 repre- 
sent a routine that does a multiplication by 10. Lines 23 and 24 
are setup instructions for the division routine of lines 25 through 
28. Lines 29 through 35 save the quotient and remainder. Lines 36 
through 40 print the digits of E. Lines 43 and 44 count the number 
of digits. 

The statements at lines 47 through 49 reserve a buffer area (a 
series of locations in memory) to be used by the program and 
therefore not to be assigned to other instructions. The statement 
at line 51 provides the data for printing the ASCII text message 
THE VALUE OF E IS: 2. 

This program, however, contains errors. The assembler discovered 
six lines with errors that prevent the program from assembling 
properly. The assembler flags (points out) errors by printing a 
code letter in the assembly listing or on the terminal if no listing 



10 ll*£^n^t£^Cf■i•Ck/^ 1 



* ' - ' ^ ' 7 — -" " :; 

The first error occurs at line 12 and is an M error. This means a 
label was defined more than once. You can refer to a label any 
number of times, but you may define it only once. By looking at 
the CREF user symbol table, you can see that the label is defined 
at line 12 and again at line 47; one of these definitions is wrong. 
Examination of the program logic reveals that the definition at 
line 12 is correct. Before deciding how to change line 47, though, 
check the other errors to see if one of them indicates what should 



Refer to the RT-11 System Message Manual for greater detail about any system 
messages printed during normal system use. 
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be done. In fact, the next error encountered (line 15) shows what 
is wrong. A U error identifies an undefined symbol. The label A is 
referenced in line 15, but is never defined within the program. It 
should logically be defined at line 47. Therefore, line 47 should be 
changed to read: 

As .REPT N+1 

Thus, this one change eliminates three errors flagged by the as- 
sembler; those at lines 12, 15, and 47. 

The next error occurs at Hne 32. Actually, the assembler flagged 
two errors here. An A error indicates an addressing problem and 
an R error indicates a register error (illegal use of a register, a 
special PDP-11 storage feature). If you look at the language state- 
ment in line 32, you can see that the ADD operator is followed by 
one operand. However, ADD is an instruction that requires two 
operands (two values to be added together) separated by a 
comma. This statement simply contains a typing error, which can 
be corrected by inserting a comma between the R2 and the - 
2(R1). Thus, changing the line as follows both corrects the ad- 
dressing problem and eliminates the illegal register expression: 

ADD R2t-2(R1) 

At line 41 is another undefined symbol, the macro symbol 
.TTYON. Since the program designated the macro symbol 
.TTYOUT in line 3, this error indicates a misspelling. Correct line 
41 to read: 

.TTYOUT 

Finally, a D error occurs in line 54. This indicates that reference 
was made to a symbol that is defined more than once. This error 
has already been eliminated as a result of the correction made to 
line 47. 

Thus, by changing the three lines indicated, you can correct all 
the errors flagged during assembly. So the next step is to edit the 
appropriate lines in the source program. If necessary, review the 
editing commands in Chapter 5, and then edit the file SUM. MAC 
on your system volume so that the three lines indicated are error- 
free. Do not rename the file. When you are ready, reassemble the 
program, using the MACRO command, and obtain a new object 
module and a new listing. This time the program should assemble 
without error. If errors occur, you have not edited the program 
correctly. Compare listings and try to correct your errors, or go 
back to the beginning of this chapter and repeat the demonstra- 
tion. 
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LINKING OBJECT 

MODULES 

TOGETHER 



The object module produced by the MACRO command may in 
itself be incomplete. It may need to be joined with other object 
modules or library files to form a complete functioning program/ 
since all required object modules must be joined before the pro- 
gram can work. 

Thus, you must next link the SUM object module with any other 
object modules it requires. However, the only file used by this 
program was the macro Ubrary file SYSMAC.SML, and it was 
used during assembly. So in this case, you do not need to join the 
SUM object module with any other modules. 

NOTE 

Some other MACRO programs that you write later may 
reference system subroutines supplied in the system 
subroutine library, SYSLIB.OBJ. Programs that refer- 
ence these routines must be linked with the system 
subroutine library to satisfy external references. If 
SYSLIB.OBJ is not present on your system volume, 
follow the guidelines in the section of Appendix B enti- 
tled Using the LINK Volume. 

Even though SYSLIB is not required for SUM. OBJ, you mjjst 
still link the file. The link operation, in addition to joining object 
modules together, also assigns absolute memory addresses to the 
relative addresses calculated by the MACRO-ll assembler. Since 
the memory addresses of one object module must be relocated to 
accommodate addresses used in another object module, the link 
operation serves to resolve all address changes. The result of the 
link is a memory image load module, with all module links re- 
solved and all absolute memory addresses and storage informa- 
tion assigned (Figure 11-6). The memory image module, then, is 
actually a picture of what computer memory looks like just before 
program execution. 
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Figure 11-6 The Link Operation 



Chapters 12 and 13, respectively, give more information on linking files and 
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To link the object modules, use the LINK command. The system 
prompts you to enter the names of the input object modules to be 
linked together. You can omit typing the .OBJ file type in the 
command line since the LINK command assumes this file type 
for input. After you have entered the input information, the 
system begins linking the object module. You do not have to 
specify an output file, since the system automatically assigns the 
file name of the first input file and a file type of .SAV to the 
output file. 




Long Command Format 

.LINK dll 
Files? SUM E) 

Short Command Format 

.LINK SUM m 

/\11V iiicoiscigco piin^c^^ iiii-v/jixxi yyj^ji \Ji. ciivi ^wixi^i uxv/iib i.ti&^./\jvcxcvi 

during the link operation (for example, if you fail to specify all the 
necessary input object modules). However, assuming you edited 
your source program correctly and that it assembled without 
error, it should also now link without error. 

A load module is one that you can run on the system. Unless your 
program contains logic errors that prevent it from running prop- 
erly (errors that the system cannot always detect), running the 
.SAV version of your program should produce the results you 
intended. However, if logic errors exist within your program, run- 
ning the program will produce either erroneous results or none at 
all. If this is the case, you must study the source program, rework 
it, reedit it, then perform the assembly and link operations again. 



If your MACRO program is error-free, running the .SAV version 
should produce the expected results. In this demonstration, run- 
ning the SUM. SAV file should produce a value on the terminal 
that is the constant E (2 followed by 70 digits). 



RUNNING THE 
MACRO-11 
PROGRAM 



To execute the MACRO demonstration program, use the monitor 
RUN command. You can omit typing the .SAV file type, since the 
RUN command assumes this file type. Type the following, and 
note the results printed on the terminal: 

Long and Short Command Format 



.RUN SUM © 

THE UPiLUE OF E IS: 

2.5/ BOB /B0S237. 2301314. 0G525/130aa02755350Z5, 7 Id777373527aa74540 502. 544 
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You can see that something is wrong. Slashes and periods appear 
in the result, indicating that an error still exists somewhere in the 
program. 

Programming errors, called "bugs," can be very difficult to find 
and fix. A debugging aid called ODT (On-line Debugging Tech- 
nique) is described in Chapter 14. You will use it to correct the 
program's final error and to rerun the program. For now, however, 
the error will be pointed out and explained. 

Look at line 40 in the assembly listing. Notice that the instruction 
in this line converts a digit into the appropriate ASCII code before 
printing it on the terminal. To do this, the constant 10 is added 
into the value of the digit already stored in memory, and then the 
value is converted (via '0, which is the ASCII code for 0) to an 
ASCII code that can be printed. However, unless you explicitly 
designate a value as decimal, the assembler assumes all values 
used in the program are octal. Therefore, it interprets the con- 
stant as lO(octal) or 8(decimal), and adds the wrong value every 
time. The conversion consequently causes the codes of the ASCII 
characters / and . to be used as results in some cases. The codes of 
other digits, while representing numeric values, are also off by 
two. To correct this error, you must insert a period after the 10 in 
line 40. The period instructs the assembler to accept the constant 
value 10 as a decimal value. 



COMBiNiNG 
OPERATIONS 



EXECUTE 



To produce program results, you first assembled the MACRO 
source program (SUM. MAC), then linked it, and finally ran the 
resulting .SAV file (SUM.SAV). You can combine these three 
operations using one monitor command, the EXECUTE com- 
mand. 

NOTE 

In order to use the EXECUTE command, the following 
flies must be present on your system volume: 

SUM.MAC 
MACRO.SAV 
LINK.SAV 
SYSLIB.OBJ 

The last file, SYSLIB.OBJ, is required only if the 
M.ACRO program you need to link refers to routines 
that are contained In the system library. The program 
used in this demonstration, SUM.MAC, does not re- 
quire SYSLIB.OBJ. 

The EXECUTE command instructs the system to select the ap- 
propriate language processor, then process, link, and run the pro- 
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gram. There are several ways to establish which language proc- 
essor the EXECUTE command invokes. One way is to specify a 
language-name option, such as /MACRO, which invokes the 
MACRO assembler. Another way is to omit the language-name 
option and explicitly specify the file type for the source file. The 
EXECUTE command then invokes the language processor that 
corresponds to that file type. Specifying the file SUM.MAC, for 
example, invokes the MACRO assembler. A third way to estab- 
lish the language processor is to let the system choose a file type 
of .MAC, .DBL, or .FOR for the source file you name. If, for 
example, you specify the file SUM, the monitor searches device 
SY: (your system device) for the files SUM.MAC, SUM .DBL, 
and SUM.FOR, in that order. If it finds a file named SUM.MAC, 
it invokes the MACRO assembler to process the file. For example, 
to combine the assemble-link-run operations you performed in 
this chapter, you use the following command: 

Long Command Format 

.EXECUTE m 

Files? SUM/LIST/CROSSREFERENCE (E) 

Short Command Format 



.EXECUTE SUM/LIST/CROSSREFERENCE m 

ERRORS DETECTED; 

THE VALUE OF E IS: 

Z.5/60B/SOBZ37. 23013 14 ,06525/130/140275535025,714777373527337115^0 502 



Notice how you use the /LIST and /CROSSREFERENCE options 
following the file name to request both an assembly and a cross- 
referenced listing. 



EXECUTE 

Combine the assemble-link-run operations into one command. 

EXECUTE file/MACRO 

Combine the process-link-run operations into one command, 
and specify the input file to be a MACRO file. 



SUMMARY: 

COMMANDS TO 

RUN MACRO-11 

PROGRAMS 



EXECUTE/CROSSREFERENCE 
Produce a cross-referenced listing file. 

EXECUTE/LIST 

Produce a listing file of the source program. 

LINK 

Link individual object modules together to form a complete 
program and produce a load module. 
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MACRO 

Assemble the MACRO-11 source program, and produce an ob- 
ject module. 

MACRO/CROSSREFERENCE 

Assemble the MACRO-11 source program, and produce both 
an object module and a cross-referenced listing file. 

MACRO/LIST 

Assemble the MACRO-11 source program, and produce both a 
listing on the line printer and an object module. 

RUN 

Run the indicated load module. 

FILE Before continuing, you should perform the necessary file mainte- 

MAINTENANCE nance operations. Obtain a directory of all files on your system 

volume that have the name SUM, regardless of file type; these 
files were created as a result of the exercises in this chapter: 

Long and Short Command Format 



•DIRECTORY 


SUM.# m 








2G-NDV-79 










SUM ,5W 


2 2G-Nay-79 


SUM 


.BAK 


3 26-NDi,i-79 


SUM .MAC 


3 2B-NDg-79 


SUM 


.OBJ 


1 2G-N0M-79 


SUM .LST 


9 2G-N0i^-79 








5 Files » 1 


[8 BlocKs 









2832 Free blocKs 



The fact that you have corrected errors in the source file of 
SUM.MAC makes the version of that file on your storage volume 
obsolete. Thus, transfer the updated copy from your system 
volume back to VOL:, replacing the copy of SUM.MAC on the 
storage volume with the new version: 



Long Command Format 

•COPY m 

From? SUM.MAC (E) 
To ? yOL:SUM.MAC 



Short Command Format 

•COPY SUM.MAC MOLrSUM.MAC (E) 

Similarly, transfer SUM.SAV and SUM. OBJ to your storage 
volume. This allows you to rerun the MACRO program without 
reassemblinff and relinkinp- thfi snnrrp 
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Long Command Format 

.COPY® 

From? BUM. SAV (SUM. OBJ® 

To? IJ0L:(E) 

1 J.J.C:3 UUi-J-c^-J" 

DK: SUM. SAM to yOLiBUM.SAM 
DKsSUM.OBJ to yOLsSUM.OBJ 

Short Command Format 

.COPY SUM. SAM .SUM. OBJ UOL:(E) 

Files copied: 
DKsSUM.SAU to UOL:BUM.SAy 
DK:SUM.OBJ to UOL:SUM.OBJ 

Once you have transferred to your storage volume the files you 
want saved, delete from the system volume those you no longer 
need (that is, all the SUM files): 

Long Command Format 

.DELETE/NOOUERY m 
Files? SUM.* E) 

Short Command Format 

.DELETE/NOQUERY SUM.* {®) 

Finally, obtain an up-to-date directory listing of your storage 
volume so that you can see its current status: 

Long and Short Command Formats 



.DIRECTORY 


MOL:(F 


ID 


















Ol-Deo-77 
























GRAPH 


.FOR 




2 


20- 


-Noy- 


-79 


SUM 


.MAC 


3 


2E- 


-NOM- 


-79 


EXflMP 


.FDR 




2 


22- 


-OCT- 


-79 


EXAMP 


.MAC 


5 


22- 


-OCT- 


-79 


SUM 


.OBJ 




1 


2S- 


-Nou- 


-79 


SUM 


.SAM 


2 


2B- 


-NQU- 


-79 


GRftPH 


■ FOR 




10 


20- 


-NOV- 


-79 


GRAPH 


.OBJ 


la 


20- 


-NOM- 


-79 


GRAPH 


,SftU 




3 


20- 


-NOV- 


-79 


MATCH 


.BAS 




20- 


-NDM- 


-79 


10 Fi 


.les > 


SI 


Blocks 
















a701 


Free 


bl 


ocH 


; s 



















This completes the MACRO demonstration. Continue now to 
Chapter 12 to learn more about the link operation. 



PDP-11 MACRO-11 Language Reference Manual (AA-5075B-TC). Maynard, REFERENCES 

Mass.: Digital Equipment Corporation, 1979. 

A reference manual for the PDP-11 programmer using the MACRO-11 
assembly language. 
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PDP-11 Peripherals Handbook. Maynard, Mass.: Digital Equipment Corpora- 
tion, 1978. 

A technical description of the PDP-11 peripheral devices, including neces- 
sary programming information. 

PDP-11 Processor Handbook. Maynard, Mass.: Digital Equipment Corporation, 
1978. 

A technical description of the various PDP-11 processors, including com- 
plete information concerning the PDP-11 instruction set. 

PDP-11 Programming Card. Maynard, Mass.: Digital Equipment Corporation, 
1975. 

A pocket-sized folding card summary of PDP-11 machine instructions 
used by the various PDP-11 assembly language processors. 

PDP-11 Software Handbook. Maynard, Mass.: Digital Equipment Corporation 
1978. 

A general overview and introduction to available PDP-11 software, opera- 
tion systems, and language processors. See especially Chapters 1, 2, and 3. 

RT-11 Programmer's Reference Manual (AA-H378A-TC). Maynard, Mass.: 
Digital Equipment Corporation, 1980. 

An RT-11 system-specific programming manual for the MACRO-11 pro- 
grammer. 

RT-11 System User's Guide (AA-5279B-TC). Maynard, Mass.: Digital Equip- 
ment Corporation, 1980. 

A guide to the use of the RT-11 operating system. See Chapters 4 and 10. 
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Programs that you write in the MACRO-11 and FORTRAN IV 
programming languages require additional processing after their 
conversion to object format. Before you can run them on the 
system, you must link them. The link operation: 

• Joins together the object modules that use a symbol 
with the object module that defines it. 

• Relocates individual object modules as necessary and 
assigns absolute (permanent) memory addresses; it can 
also define an overlay structure. 

• Produces a load module and an optional load map 
(Figure 12-1). 
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MODULE(SI 




LINK 
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MODULE 
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LOAD MAP 
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Figure 12-1 Link Functions 

Program linking gives you the advantage of a modular approach 
to programming. You can create an entire program as a series of 
smaller, independent subprograms. One of these is written as the 
main, or controlling, program, and the rest as subordinate sub- 
programs and subroutines. You use the appropriate language 
processor to translate each part of the program into an object 
module. Then you use the linker to join all the object modules 
together into a complete, functioning unit. 

Modular programming makes program creation and debugging 
easier. For example, several programmers can simultaneously 
work on a single program, each creating a portion of it. The indi- 
vidual portions, or subprograms, can be processed and linked 
with test programs and debugged for logic errors separately. Then 
all the object modules can be joined together to form a complete 
program that can be tested as a whole. If errors occur at this 
stage, only those object modules with errors need be debugged 
and changed. 
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RESOLVING 
SYMBOLIC AND 
LIBRARY 
REFERENCES 



In addition, modular programming allows you to make use of 
library files. These are files containing subprograms and sub- 
routines that have already been debugged. After you join library 
files with your program at link-time, their routines can be used by 
your program as needed. 



The linker reads through all the object modules that you indicate 
as input to the LINK command. It gathers and evaluates infor- 
mation (provided to the modules by the language processor) that 
is necessary for program linking. For each input module, this 
information includes the object code, information needed for relo- 
cation, the relative address of the first instruction, the global 
symbols used, and the absolute length of each program and pro- 
gram section. 

One of the linker's first functions is to resolve all user-defined 
symbolic references and library references in the joined routines. 
There are actually two types of user-defined symbols — internal 
symbols and global symbols. 

Internal symbols are limited to the object module in which they 
appear; thus, they cannot be referenced from or defined in any 
other module. A program containing only internal symbolic refer- 
ences (like those in the demonstration program in Chapter 11) is 
complete in itself and does not need to be joined with any other 
object programs at link-time. Thus, internal symbols are not re- 
solved at link-time because they have already been resolved by 
the language processor. 

Global symbols, on the other hand, are the key to modular pro- 
gramming. Global symbols provide the communication between 
object modules. Such symbols may be symbolic labels to instruc- 
tions, symbolic labels to data, or symbols that are equated to a 

valnp nr mnstanf ninhnl avrnhnle nrp HpfinpH in nriA nKipr+ 

module and referenced from other object modules that have been 
separately assembled or compiled. Such symbols must be desig- 
nated as global in the source code. The following segment of 
MACRO-11 assembly language code illustrates the use of global 
symbols. 

.HAIN. HACftO y03.00 5-JUL-77 l3:3V;00 R*GE 1 



oooooo 


oooooo 


ooooio- oooooo 




.GL08L 


a. C. VALUE 


JDECJ^ARE A. C. AND VALUE 


00000& 


000030 










•AS GLOBAL SYMBOLS 


000010 
0000 i 2 


013500 
0IA701 


000014 


a: 
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ecRS)+.RO 

{.CCALt^: 


tCLOfiAL SrnBOL A IS DCFINEP 
JMERE AND CAN BE REFERENCEti 
SFRCW1 OTHER HOOULESr PR0iiA6L» 
ipy A SUBROUTINt CALL 
;L0CAL is an IMTEftNAL SYHBOL 
iDEFINEr AND REFERENCED ONLY 
iUITHIN THIS NODULE 


000016 


004747 


oooooo 




USR 


F'C-C 


iCALL TO GLOBAL ROUTINE C> 
JPEFIMEP IN AN0Th4ER HODULE 


000022 
000024 


013501 
005003 






nov 


R3 




00002& 


000207 






ftTS 


PC 




000030 


000011 




value: 


. yoRii 


11 


id-OBAL SYMBOL VALUE IS USED TO 
iREFERENCE THIS DATA LOCATION 


000032 


177777 
000001 




LOCAL : 


.MORE- 


17J777 


i INTERNAL SYMBOL USEP FOR DATA 
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While internal symbolic references, such as LOCAL in the ex- 
ample, can be resolved by the assembler or compiler within the 
single program unit, global references, such as C, cannot. They 
require other object modules. During translation, the language 
processor notes in the object module those symbols that are 

^1«l^«l T^ii-Mi^^ 1tT-i1r«v-i/T fVin linlrziv VckciT-»c fvQ/^L" /^f fV»o fTlnKal TafoY- 

^IVJKJiXlt i^tllXllg AlAir\.lllg, Ulic XIXXJYVI. ii.k^^^^c» VAtiv^xv vyi ^x±w ^xvyuv^x ^\^a.^^ 

ences and definitions found in all the object modules. As linking 
proceeds, it makes the appropriate correlations and modifies in- 
structions or data as necessary. After linking, the linker prints on 
the terminal a list of all symbolic references that were not re- 
solved (undefined globals), either due to a programming error or 
because all necessary object modules were not included in the 
linking process. 

References to library files also involve the use of global symbols. 
You access the routines in a library by naming a routine as a 
global symbol in the source code of your program. You then link 
your program with the appropriate library file, and the linker 
resolves the library references just as it does any global symbol. 
Library usage is discussed in greater detail in Chapter 13. 



A second important function of the linker is to "fix" the relative 
memory addresses so that they are absolute. ^ The object module 
represents translated source instructions that have been assigned 
memory addresses relative to a base address of 0. 

Look back at the assembly listing in Chapter 11. Note the second 
column; these addresses are relative to a base address of 0. Thus 
the first instruction is assembled at relative address 0, the second 
at relative address 2, and so on. A program cannot actually be 
stored and run in memory using locations relative to address 0, 

lHJWCVClj UC\-'ClU.OC JS^OUClll JlllxOx lAlCH/XV/Ai xo aL±i.^QJL\A.y 01/^/4. ^^V4. aaj. %j\j±±i.^ wi 

these locations. For example, the RT-11 operating system uses 
byte addresses 40 through 57 to store information about the pro- 
gram currently executing. In addition, the ltT-11 operating 
system uses locations in the upper range of memory for storing the 
resident monitor. Thus, the linker must assign memory addresses 
to your program that are not already in use or that will not be 
used during program execution. It must, therefore, assign abso- 
lute memory addresses to the relative addresses assigned by the 
language processor. 

The linker normally starts assigning memory addresses at address 
1000, since this begins a large section of free memory space. So, to 



PROGRAM 

RELOCATION 

AND ADDRESS 

ASSIGNMENT 



' FORTRAN and BASIC users who have not performed the demonstration in 
Chapter 11, may wish to read the section in that chapter entitled The 
MACRO-11 Language Processor. That section explains the concept of con- 
verting and storing instructions in computer memory. 
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obtain the actual addresses used for program loading, you must 
add the relocation constant 1000 to each relative address shown in 
the assembly listing. 



A conflict arises when several individually processed object mod- 
ules are linked together. The linker cannot assign memory ad- 
dresses starting at 1000 to every module, since address assign- 
ments of one would then override those of another. However, part 
of the information that the language processor calculates and 
passes to the linker is the size of each program section in each 
module. So the linker simply adds this size into the relocation 
constant for each module and assigns higher addresses, appropri- 
ately modifying all instructions and data as necessary to account 
for the relocation of each individual module. Figure 12-2 illus- 
trates the relocation that must occur to accommodate object 
modules linked together.^ 



370 




372 (octal) 
bytes 



40 



SUBONE 



42 (octal) 
bytes 



166 



SUBTWO 



170 (octal) 
bytes 



neiaiive aaaresses ot three 
assembled/compiled programs 










RESERVED 


1000 






PROG 


1370 




1372 






SUBONE 


1432 




1434 






SUBTWO 


1622 




1624 


1 



Absolute addresses of three 
linked programs 



Figure 12-2 Object Module Relocation 



Absolute and 
Relocatable 
Program Sections 



Just as global symbols allow you to create an entire program, 
using several individual object modules, program sections allow 
you to create an object module as a series of individual sections. 
The advantages gained through the sectioning of programs relate 
primarily to control of memory allocation, program modularity, 
and more effective partitioning of memory. The linker processes 



A load map for this relocation example is shown later in the chapter. 
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the program section information in the object modules as direc- 
tions on how to create the executable program image. 

The FORTRAN IV and MACRO-11 language processors insert 
program sectioning information into the object module. The 
FORTRAN IV language processor does this automatically when 
program sectioning is implied by the source language statements 
in a user program. For example, FUNCTION, SUBROUTINE, 
and COMMON statements result in the production of program 
section directives. In MACRO-11 assembly language, you are re- 
sponsible for explicitly directing the assembler to output program 
section information for the linker. You do this through the 
.PSECT (or .CSECT and .ASECT) MACRO-11 assembly lan- 
guage statement. 

Some of the basic functions associated with program sections are: 

1. Instructions or data can be placed in absolute loca- 
tions in memory. The named absolute program section 
(. ABS.) allows you to instruct the linker on exactly 
where to place program code or data. Declaring a sec- 
tion as part of the absolute program section instructs 
the assembler or compiler to use the internal value of 
the program counter as the physical memory address to 
be assigned after linking. This section is processed rela- 
tive to absolute memory address and is not relocated 
at link time. 

2. Named relocatable program sections are used to group 
data or instructions into logical portions of memory. 
The FORTRAN COMMON statement invokes this con- 
struct to allow access to named data areas from many 
separate routines. Declaring a section as part of a 
named relocatable program section causes the section to 
be processed at relocatable address 0. Such sections are 
relocated by the linker. 

3. If you do not care about having exact control over where 
a portion (section) of a program will be placed in 
memory, use the blank program section — a special 
program section that the linker treats as relocatable. 
The linker decides where to place this program section 
in the loadable memory image. The blank program sec- 
tion is the default for a MACRO-11 source program and 
remains in effect until an explicit program section is 
identified (the program example in Chapter 11 used the 
blank program section). 

4. A program section can be identified as an instruction 
section. The linker, using this information, can provide 
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automatic loading of declared overlay code when needed 
by the executing program (this will be discussed in more 
detail). 

The language processor, then, actually maintains several program 
counters — one for the absolute program section, one for the 
unnamed relocatable program section, and as many as needed 
(maximum is 254) for named relocatable program sections. The 
assembled example that follows helps explain this concept. 

.MAIN. MACRO VO .00 9-JUN-77 15:56:48 PAGE 1 



2 

3 

4 

5 

6 

7 

B 000000 

9 000002 

10 000006 

11 OOOOlO 

12 000014 

13 000016 

14 000024 
15 

16 000000 

17 000000 

18 000004 
19 

20 OOOOlO 

31 000012 

27 000014 

23 

24 OODOaO 

25 

26 000042 

27 

28 

29 












tUNNAMED HELOCBTttBLE PROGPAh- 
iSECTION IS DECLARED (BY OfhSULT) 
!{". PSECT" IS ASSUMED) 


005000 
012701 
062100 
022701 
100374 
012767 
005003 


000034' 
000044' 
002000 000020 


START t 

LOOP: 


CLR 
MOV 
ADD 
CMP 
BPL 
«0V 
CLP 


RO 

•BEG.fil 

(PI 5+,R0 

•BEG+10,R1 

LOOP 

•2000. ADDR 

R3 




012703 
012701 


000300 
000044' 




.PSECT 

MOV 
MOV 


CLEAR 
■100, R3 
•ADDR.Pl 


:NAMED BELQCATftBLE PHOGRfl" 
rSECTION IS DECLARED (iflA ".PSECT I 


005021 
005303 
001375 




AGAIN: 


CLR 

DEC 
BNE 


(Rl) + 

P3 

AGAIN 




000042 

001000 






.4SECT 
.=42 

.WORD 


1000 


;*RSOLUTE PROGRAM SECTION 

;DECLARED (VIA ".ASECT") 

:THE VALUE 1000 *ILL HE 

fSTORED JKl fteSOLUTF: MF"OPV lOCATin' 

;«IHEN TME PfiOGHAM IS EXECUTfl) 


30 000026 
11 000026 

32 000032 

33 00003d 
000042 

34 


005267 
000000 
000001 

000004 


000012 

000002 000003 


BEG: 


.PSfvCT 

IHC 

HALT 

.WORD 


ADDP 
l.?»3,4 


fftACK Tri IJNNA«Ell Rf:L'.>carftf?i t 
fPRflGPAH SECTini 


35 000(144 


000000 




ADDR: 


.WORD 








INOTE THAT KOU CAN WPITE LANGUAGE STATEMENTS THAT WILL BE iriUDKn 
;COSIIIGUnuSLT IN MEMORY, BUT PO rJOT NECESSARILY CJCCUP C0^^ IGlHJUSr.t 
;IN THE SOURCE PROGRAM (I.E., THE CURE AT LINES 1 - 15AND 29 - 40) 



Since the system does not know at assembly (or compile) time 
into which actual memory locations each relocatable section goes, 
all references among sections (see line 18) are relative to the base 

of fViP aaptinn Tliio infrirmofinn io fVio-n noccoH ■*■<-> +Vio linVc 

that it can make the appropriate adjustments at link-time. 



The Overlay 
Feature 



The RT-11 linker is capable also of handling the special reloca- 
tion and address assignments that are required whenever you in- 
dicate that an overlay structure is needed. An overlay structure is 
necessary when you write a program that is too large to fit in the 
available memory of your system. You write the program in dis- 
crete parts (some programming restrictions must be observed) so 
that your program can subsequently be executed in parts. Some 
of these parts, or segments, are allowed to share memory with 
other segments, thus reducing the overall memory requirements 
of the program. One segment of the program is called the root 
segment and must remain in memory at all times. The root seg- 
ment contains the necessary information for use by the other 
segments of the program, called overlay segments. Overlay seg- 
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needed. The purpose of the overlay structure is for parts of the 
program to share the available memory in such a way that when 
one part is complete, it is overlaid (and therefore erased) by an- 
other. 

You indicate how to plan to overlay your program by using the 
/PROMPT option in the LINK command line. The linker then 
creates a load module that contains the necessary information for 
loading the appropriate segments as needed during execution. 
The RT-11 System User's Guide explains the overlay feature in 
more detail in Chapter 11. You need not specify an overlay struc- 
ture for the examples demonstrated in this chapter. 



The load module is the result of the linking processes described so 
far; joining object modules, resolving symbolic and library refer- 
ences, relocating object modules, assigning absolute addresses, 
and creating an overlay structure if required. The load map is 
essentially a synopsis of the load module — that is, what memory 
looks like when the program is loaded and ready to be executed. 

In Chapters 9 and 11, you produced load modules, but you did not 
request load maps. You obtain a load map by using the /MAP 
option with the LINK (or EXECUTE) command. At this time, 
relink the FORTRAN or MACRO object module that you stored 
on VOL: and use the /MAP option to produce a load map.^ The 
load map is created as a file on the system volume, which is the 
default storage volume for input/output operations. The load map 
has the name of the first input module and a file type of .MAP. 

Long Command Format 

(MACRO object module) 

.LINK m 

Files? MDL;SUM/MAP dU 
(FORTRAN object module) 

.LINK m 

Files? VOL:GRAPH/MAP d!} 

Short Command Format 

(MACRO object module) 

.LINK 'v'OL :SU!*!/MAP iHJ 



PRODUCING A 

LOAD MODULE 

AND A LOAD 

MAP 




'FORTRAN users who followed the special instructions in Appendix B for 
loading the LEMK volume should check that this volume is loaded in device 
unit 0. FORTRAN users who have a special FORTRAN language volume, but 
not a LINK volume, should make sure that the FORTRAN volume is now 
loaded in device unit 0. 
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(FORTRAN object module) 

fLINK i^OLsGRAPH/MAP (H) 

Now list the .MAP file on either the line printer or terminal, 
choosing the appropriate command: 



Long Command Format 

(Line printer) 



(Terminal) 



(MACRO object module) 

. PRINT dB 

Files? SUM. MAP ® 

(FORTRAN object module) 

, PRINT (Hli) 

Files? GRAPH, MAP (R 



. TYPE m 

Files? SUM. MAP 



.TYPE (Hi) 

Files? GRAPH. MAP 



Short Command Format 

(Line printer) 



(Terminal) 



(MACRO object module) 

4 PRINT SUM. MAP ® 

(FORTRAN object module) 

. PRINT GRAPH. MAP (RET) 



X or your convenience, uotn iiiapss are provided here. In addition, a 
load map of the relocation example used in Figure 12-2 is also 
provided. 



.TYPE SUM.MAPilT) 



. TYPE GRAPH. MAP <m. 



Kl-i.1 LINR VU6.U1 L03d «3P 

SUM .SAV Title! SUM. MA Ident! 



Tue OS-JAN-80 00;51!32 



Section 
. ABS. 



Size 



000000 001000 
001000 000372 



Global Value Global Value Global Value 

(RUrliGBLrABSrOUR) 
(RUrlrLCLrREL.CON) 



Transfer address = 001000. Hiah limit = 001370 = 380. 



uords 



RT-11 LINK V06.01 Load Map Tue 08-JAN-80 14!00!47 
GRAPH .SAV Title! .MAIN. Ident! FDRV02 

SiJectiori Addr 



Size Global Value Global Value .Global Value 



ABS. 



DTS«I 



000000 


001000 


< RU y 1 1 


■GBL.ABS, 


OVR) 












»USRSW 


000000 


«RF2A1 


000000 


«HRDWR 


000002 






«NLCHN 


000006 


♦SYSV* 


000011 


»WAE)IZ 


000131 






U.RECL 


000210 


*TRACE 


004737 


*EAE 


177304 


001000 


014362 


(RW.Ii 


LCLjREL. 


CON) 












**OTSI 


001000 


*OTI 


001026 


titOTI 


001030 






«*se:t 


00253i 


«CVTIF 


003032 


tnvTir 


oo:i04/, 






*cvTin 


00304(5 


CCI* 


003060 


CD I* 


003060 






*IC 


003060 


*ID 


003060 


CI"I$ 


003074 






tIR 


003074 


EXP 


003160 


SORT 


003520 






MUF»F'H 


003714 


MUI-*MS 


003720 


MUP!ias 


003732 






$MULi- 


003740 


nUFsSii 


00,S/b2 


«MLR 


0037S2 
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OTSitP 
SYStl 



015362 000050 
015432 000244 



USERtI 015ci7iS 000000 
♦ CODE 01SA7<J 001336 



017234 001010 



SYS»D 020244 000000 
*DATAP 020244 OOOIOA 



CIFtPS 


004330 


IlIFtMS 


004354 


10IF*IS 


004366 


*DIVF 


004374 


IiIF«SS 


004406 


*IiUR 


004406 


ADF*IS 


003012 


ADF*PS 


005020 


SUF*PS 


005024 


syi--*MS 


003030 


ADF*MS 


005042 


SUFtIS 


005052 


tfiDDF 


005060 


tSUBF 


005074 


SUF*SS 


005106 


*SBR 


005106 


ADFtSS 


003112 


»ADR 


005112 


Ainn 


00 SI 26 


IDINT 


005552 


INT 


005532 


MiSXO 


005600 


MINO 


003624 


CAI* 


005650 


Ci=iL» 


005656 


ISN* 


005706 


* I SNTP 


005712 


L3N* 


005726 


*LSNTR 


005732 


nOI*IP 


006066 


MOI»SP 


006070 


MQI*PP 


006076 


MOItMP 


006102 


MDI^PS 


006112 


MOI*PM 


006120 


M01*PA 


004126 


MOI*OP 


006134 


MOIiUP 


006142 


M0F*S8 


006152 


MDf»SM 


006164 


MOF*SP 


006174 


LLF* 


006200 


I..E(3* 


006202 


L(5T* 


006210 


LGE* 


006212 


LNE* 


006222 


LL1» 


006224 


hOL*SH 


006230 


MOI.!|iSi=i 


006234 


MOL«HS 


006240 


hOL»MM 


006250 


MOL*MA 


006254 


MOL.«Sf-' 


006260 


MOLitPP 


006266 


MOL$MF 


006272 


MOL*PM 


006302 


«QL*PS 


006310 


MOI..*Pl^ 


006314 


ifCILtIM 


006322 


MOL«IA 


006330 


MOI...$IP 


006336 


STK*L 


006346 


STK*I 


006352 


sri<:*F 


006356 


MOI-tRS 


006366 


MOL*RS 


006366 


MOI*RM 


006372 


Mni«RP 


006376 


MOI*RA 


006400 


NGi:i*S 


006404 


NGF*B 


006404 


N(5D*M 


006416 


NaF*M 


006416 


NGtl*P 


006432 


NGF*P 


006432 


NBD*A 


006436 


NGF*A 


006436 


ADitsa 


006442 


ADItSA 


006446 


ADI»SM 


004452 


AD I* IS 


006456 


ADI»IA 


006462 


ADI*IM 


006466 


ADItMS 


006472 


ADItMA 


006476 


ADItMM 


006502 


SUI*S8 


006506 


Sl.i:[«SA 


006512 


SUIfSM 


006516 


BUI*IS 


006522 


SUIfIA 


006526 


SIJI*IM 


006S32 


aui»MS 


006536 


SIJI«MA 


006542 


SU:[*MM 


006346 


ICI*S 


006SS2 


ICI*M 


006556 


ICItP 


006562 


ICItA 


006564 


DCI*S 


006570 


DCI*M 


006574 


DC ISP 


006600 


DCI«A 


006602 


CMI*SS 


006606 


CMI*SI 


006612 


CMItSM 


006616 


CMItIS 


006622 


CMI*II 


006626 


CMI»IM 


006632 


CMI$MS 


006636 


CM1*MI 


006642 


CMI*MM 


006646 


NMItlM 


006652 


NMI*1I 


006664 


BLE* 


006674 


BES* 


006676 


BGT* 


006704 


BGE* 


006706 


BRA* 


006710 


BNE* 


006714 


BL.T* 


006716 


MOFtRS 


006726 


MOF*RM 


006734 


^fOF*RA 


006744 


MOF»RP 


006750 


MOF*MS 


006754 


MOF*PS 


006766 


MOFtMM 


006772 


MOF*MA 


007004 


MOF*MP 


007012 


MOF*PM 


007020 


MOF*PA 


007024 


MQFiliPP 


007030 


lOR* 


007034 


AND* 


007040 


EQy» 


007046 


XOR* 


007050 


TSL*S 


007064 


TSL.«M 


007070 


TSL*I 


007074 


TSLtP 


007102 


«oris 


007110 


»«OTIS 


007112 


RET*L 


007232 


RET*F 


007236 


RET*I 


007244 


RET* 


007246 


Mai*ss 


007302 


MUL«SS 


007302 


MOI»SM 


007306 


MOI*SA 


007312 


MOI*IS 


007316 


MOLtIS 


007316 


REL* 


007316 


M(5I»:[M 


007322 


MOI*IA 


007326 


MOItMS 


007332 


MOI»MM 


007336 


MOI«HA 


007342 


MDI*OS 


007346 


M0I*0h 


007352 


M0I*0A 


007356 


M0I*1S 


007362 


Mni«lM 


007370 


M0I«1A 


007376 


EXIT 


007404 


sal*]:m 


007410 


SAL*SM 


007412 


SUI_*IM 


007420 


SWL*SM 


007422 


SAI-*Mi1 


007430 


SyL»MM 


007434 


»CUTFB 


007440 


*CyTFI 


007440 


*(:VTCB 


007454 


*cuTc:[ 


007454 


tCVTDE 


007454 


*i::vrDi 


007454 


CIC* 


007466 


CID* 


007466 


CLC* 


007466 


CLD* 


007466 


*DI 


007466 


CIF* 


007476 


CLF* 


007476 


*RI 


007476 


GIL* 


007620 


CLI* 


007624 


*eRRTB 


007626 


*SHORT 


007626 


*ERRi3 


007733 


TVL* 


010254 


«TyL 


010254 


Typ* 


010262 


*TVF 


010262 


ryn* 


010270 


♦Tyii 


010270 


TUiS* 


010276 


tTUfl 


010276 


TVP* 


010304 


«TVP 


0103,04 


I'ji* 


010312 


»TUI 


010312 


♦SIPS 


010446 


STP* 


010454 


«STP 


010454 


FOO* 


010460 


*EXIT 


010500 


END* 


010624 


ERR* 


010636 


tENCl 


010650 


«ERR 


010666 


IFW* 


010710 


*IFU 


010714 


IFU** 


010756 


*CHKER 


011026 


tlOEXI 


011052 


♦EOL. 


011100 


EOL* 


011102 


«yRINT 


011216 


SAL* IP 


011220 


SAL*SP 


011222 


SVLtIP 


011230 


SyL.*SP 


011232 


SAL*MP 


011240 


SyL$MP 


011244 


SAI*IM 


011250 


SAI*aM 


011352 


♦BOUND 


011256 


SMIilM 


011302 


SVItSM 


011304 


SAIiMM 


011314 


SU:[$MM 


011320 


SAMRG* 


011324 


THRtl* 


011502 


SPUTRE 


011504 


•6UIAIT 


012012 


»FCHNL. 


012054 


♦INITI 


012152 


*CL.OSF 


012264 


$PljrBI. 


012730 


♦OETBL 


013140 


*EOFIL 


013324 


*t::oF2 


013340 


*FID 


014100 


*»FID 


014104 


»rM.mpi,. 


015234 










(RUrD, 


.QBL.RELi 


QWR) 








(RU.Ii 


iLCLiREL, 


CON) 








LEN 


015432 


REPEAT 


015450 


SCOPY 


013602 


(RU.Ii 


iLCLjRELi 


CON) 








<RU,I, 


■l-CI-.REL. 


CON) 








**aTsi: 


015676 


FUN 


016374 


PUTSTR 


016742 


<RW,I, 


■LCL.REL. 


CON) 








t^QTSO 


017234 


*OPEN 


017234 






<RU.Ii 


■LCL.RELi 


CON) 








( Rw , ri 1 


iLCL.REL. 


CON) 









12-9 



Linking Object Programs 



OTS$D 


020,352 OOOOOA 


(RW,DfLCL>RELtCDN) 




DTStS 


0203i40 000002 


(RWTD.LCL.RELtCON) 
*AOTS 020360 




SYS*S 


0203A2 000004 


(RU.B,LCL,RELiCDN) 








»SYSLB 020362 ♦LOCK 


020364 *CRASH 0203613 


»I)ATA 


020366 000S42 


(RU,DrLCL,REL.CON) 




USER*ri 


021130 000000 


(RUjDiLCL.REL.CQN) 




.»$$». 


021130 000000 


(RUrDp(iBL,RELiOyR) 




Transfer 


address = 015676f High limit « 021126 = 


4395. words 


RT-H LINK V06.01 


Load Map 


TUE 08-JAN-30 00:20:09 




TITLE! 


TEST INDENT! VOO.OO 




SECTION 


AUDR SIZE 


GLOBAL VALUE GLOBAL 


VALUE GLOBAL VALUE 


. ABS 


000000 001000 


(RU»I.GRL»ARSrOVR) 






001000 000624 


(RW,I,LCL,REL.CON) 








PROG 001000 SURONE 


001372 SUBTUO 001434 


TRANSFER 


ADDRESS = OOlOOOp HIGH LIMIT = 001624 = 


■ 458. WORDS 



The second line has the name and file type of the load module 
created. Next, the absolute section and each named and un- 
named section are listed under the SECTION column. To the 
right are abbreviated codes designating whether the section con- 
tains Instructions or Data, is Read/Write or Read Only, is a Local 
or Global section, is Relocatable or Absolute, is Concatenated or 
Overlaid. Below this falls a listing of all the global symbols 
(GLOBAL) and their values (VALUE). Finally, at the end of the 
map is the transfer address where the program actually starts 
when executed, followed by the high limit — the total number of 
bytes used by all the individual program sections. 

Look first at the MACRO load map. The default absolute section 
starts at absolute location 0; its size is 1000 bytes. Thus, it ex- 
tends from absolute memory location through absolute memory 
location 777. The unnamed program section (there were no named 
program sections in this program) starts at absolute 1000; its size 
is 372 bytes. Thus it extends from absolute location 1000 to abso- 
lute location 1370. The high limit of this program (total bytes) is 
therefore 1370. Since this program is not linked to any other ob- 
ject modules, there are no global symbols and the rest of the map 
is blank. 

Look now at the FORTRAN load map, remembering that it re- 
iiects tiie appropriate expausions into liiachiiie language code 
provided by the FORTRAN compiler. Again, the absolute section 
extends from absolute through absolute 777. Globals listed in 
the absolute section show the global variable names that the pro- 
gram uses as constants throughout the program. 

The unnamed relocatable program section begins at absolute lo- 
cation 1000. Some of the named relocatable sections that are de- 
clared are OTS$P, SYS$I, and $CODE. Global symbols and their 
respective addresses appear to the right of all sections. The total 
number of bytes used is 21126, or 4395 (decimal) words. 

The third load map is for the program illustrated in Figure 12-2. 
First, the map shows the absolute program section, labeled .ABS. 
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It extends from location through location 777. Next, the map 
shows the unnamed program section, which begins at location 
1000 and is 624 bytes long. This program section consists of a 
main program, caller PROG, and the subroutines SUBONE and 
SUBTWO that were linked with PROG. Look again at Figure 



12-2 to see now tnese ruutiiies fit im.u liicmoiy, 



± lie ti diioici , 



starting, address is 1000, and the total number of bytes the pro- 
gram occupies is 1624, or 458 (decimal) words. 

Load maps are most helpful when used in debugging to locate and 

COrrci;t aSScmuiy language piugi am 1111115 CuviS, j. xiC^ aj.c i^^^i^ e^*» 

erally obtained or used for FORTRAN programs, except to deter- 
mine program size. In Chapter 14 you will see how a load map is 
used to debug the one remaining error in the MACRO demonstra- 
tion program. 



LINK 

Link individual object modules together to form a complete 
program and to produce a load module. 

LINK/MAP 

Link individual object modules, and produce a load map 
showing all address assignments made during linking. 

NOTE 

FORTRAN users who followed the special instructions 
In Appendix B to load the language or LINK volume 
should now stop the system, unload that volume, load 
the main system volume, and rebootstrap the system 
before going on to Chapter 13. 



SUMMARY: 

COMMANDS FOR 

LINKING 

PROGRAMS 



RT-ll System User's Guide (AA-5279B-TC). Maynard, Mass.: Digital Equip- 
ment Corporation, 1980. 

A guide to the use of the RT-ll operating system. See Chapter 11. 
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CHAPTER 13 
CONSTRUCTING LIBRARY FILES 



A library is a specially constructed file consisting of one or more 
programming routines. Generally, these routines provide services 
that you are apt to need repeatedly, or services that are related 
and so have been gathered together for ease in use and storage. 
You use the routines in a library by joining the library file with 
your source program. Usually this occurs at link-time: but in the 
case of assembly language programs, it may also occur at as- 
sembly-time. 



The RT-11 operating system provides several library files; 
SYSLIB and VTLIB for example. These libraries supply the mon- 
itor services, input and output routines, conversion routines, and 
other programming services that user programs may need. You 
can create other library files yourself. Thus you can construct 
libraries that contain routines specific to your programming needs 
or to the combined needs of those using your RT-11 system. 

There are two kinds of library files — macro libraries and object 
libraries. 



KINDS OF 
LIBRARY FILES 



Macro libraries, such as SYSMAC.SML, are used by MACRO-11 
source programs at assembly-time and consist entirely of macros. 
A macro is described in Chapter 11 as a recurring sequence of 
coding instructions, which, when defined in a .MACRO state- 
ment, can then be called and used anywhere in your program. A 
macro library is merely several macro definitions gathered to- 



Macro Libraries 



fTQ+l-^Q-r in-fr* q oirtrrlfi ■flip T^i 



+Vio mamrtG in a mnrrn liVimrv vmi 

Ul.J.\j XA^^AX/X V^kJ XXX «.x xxxw**/x.^ xxK^x^AX^ , J *,. ^* 



e 10 use 

simply name those macros you plan to use in a .MCALL state- 
ment. When the assembler encounters the .MCALL statement 
during processing, it searches the appropriate macro library 
(SYSMAC.SML is default) for the definitions. It takes the defini- 
tions from the library and inserts them in a special table called 
the macro symbol table where they become available for use 
during assembly. 

Object libraries, such as SYSLIB, are used by assembled 
MACRO-11 source programs and/or by compiled FORTRAN IV 
source programs at link-time. These libraries consist of object 
modules that contain global routines; such routines have been 
defined with global entry points and then named as global sym- 
bols in the source program. During the link operation, the linker 
searches the object libraries to determine if they provide defini- 
tions for any undefined globals. If the linker finds definitions, it 
takes those object modules containing the definition from the 
library and includes them in the link. 



Object Libraries 
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CREATING AND 
MAINTAINING A 
LIBRARY FILE 



A special table, called the global symbol table, lists each global in 
a given object library. You can print this list on the terminal or 
the line printer and thus keep track of an object library's current 
contents. 



You create a library file by combining several macro routines, or 
several object modules, into a single larger file using the monitor 
LIBRARY command. 

To build a macro library, first use the editor to create an ASCII 
text file that contains all the macro definitions. Then process this 
file using the LIBRARY command in combination with its 
/MACRO option. To update a macro library (that is, to add or 
delete macro definitions), simply edit the ASCII text file and then 
reprocess the file with the LIBRARY command. 

To build an object library, use the editor to create an ASCII text 
file. The file contains the routines and functions written as com- 
plete program segments in either the MACRO-11 assembly lan- 
guage or the FORTRAN IV programming language. Then process 
the file, producing an object module. Next, use the LIBRARY 
command in combination with its /CREATE option. Once the 
library file is created, update it (add and delete routines) by 
means of various other options to the LIBRARY command. 

In the following exercises, you create an object library that con- 
tains three input object modules. The routines in two of these 
modules can be used by both MACRO and FORTRAN programs; 
the routine in the third module can be used only by FORTRAN 
programs. 

To build the library file, first use the editor to create the three 



TV. 



a-n r^nrwTt 



or^- -fVii: 



ASCn text files to object 



format. Finally, process the object files with the LIBRARY com- 
mand. Once you create the library files, use LIBRARY command 
operations and options to add and delete modules and globals and 
to obtain a listing of the library file contents. 



Creating Object 
Library Input Files 



The first step in building an object library is to prepare the source 
code of the routines and functions that you choose to include in 
the library. Use the editor to create the following three text files, 
calling them FIRST.MAC, SECOND.MAC, and THIRD.FOR re- 
spectively. FORTRAN users should create all three files; MACRO 
users (who do not use FORTRAN) should create only the first two 
files. 



13-2 



Constructing Library Files 



FIRST 


.MAC 








♦TITLE 


COMB 






.MCALL 


.PRINT 




i 


I=LEN(A) 






.GLOBL 


LEN 




len: 


TST 


(R5) + 


5 SKIP * OF ARGS 




MOV 


eR5»R0 


5 GET STRING POINTER 


1$: 


TSTB 


(R0) + 


;find end of string 




BNE 


1* 


;loop until null byte 




DEC 


RO 


JBACK up 




SUB 


0R5»RO 


JCALC * OF CHARS IN STRING 




RTS 


PC 




t 


CALL 


PRINT <ISTRNG) 




.GLOBL 


PRINT 




print: MOV 


2(R5)» 


RO ;ADDR OF iSTRNG 




.PRINT 




r. PR I NT 




RTS 


PC 


;and return 




.END 






SECOND.MAC 







.TITLE ITTOUR 
I=ITT0UR<IGHAR) 



1=0 
= 1 
.MCALL 
.GLOBL 
ITTOURJMOVB 

.TTOUTR 

BIG 

ADC 

RTS 

.END 



CHARACTER HAS BEEN OUTPUT 

RING BUFFER IS FULL 

.TTOUTR 

ITTOUR 

e2(R5)fR0 



ROi 

RO 

PC 



RO 



fGET CHARACTER 

f .TTOUTR 

f CLEAR ERROR FLAG 

J RETURN 
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THIRD.FOR 

C CALL PUTSTR(LUN»AREA,CC) 

SUBROUTINE PUTSTR(LUN, AREA/ CO 
LOGICAL*! AREA ( 250 ) , CC 
IF(CC) GOTO 1 

WRITE (LUN»99)(AREA(I),I-=1,LEN(AREA>) 
RETURN 

1 WRITE ( LUN » 99)CCr (AREA< I), 1=1, LEN< AREA)) 
99 FORMAT (250A1) 
END 



The routines in these files are representative of the kinds of ser- 
vices generally provided in a library file. They are, in fact, taken 
from the RT-11 system subroutine library, SYSLIB. 

FIRST.MAC contains two global routines, LEN and PRINT. The 
LEN routine returns the number of characters in a string. PRINT 
outputs an ASCII string terminated with a zero byte to the ter- 
minal (it is the FORTRAN equivalent of the system macro 
.PRINT, used in the demonstration program in Chapter 11). 
SECOND. MAC contains one global routine, ITTOUR, which 
transfers a character to the console terminal. THIRD.FOR also 
contains one global routine, PUTSTR. This routine can be used 
only by FORTRAN programs and writes a variable-length char- 
acter string on a specified FORTRAN logical unit (see GRAPH 
example). 

Once you create these text files, the next step is to convert them 
from ASCII format to object format. Assemble or compile the text 
files as appropriate, first assembling FIRST.MAC and obtaining 
an object module (a listing is not necessary). FORTRAN users 
who are not familiar witVi tVip aoaoml-iKr nmnoaa ciTviT->l-<r tT»T-.o 4-Ur, 

MACRO commands as shown. 



.MACRO® 
Files? FIRST®) 
ERRORS DETECTED: 

Short Command Format 

iilACRu FIRST (glTi 
ERRORS DETECTED: 

The command creates an object module called FIRST.OBJ on the 
system vOiUme. The assembler prints a message on the terminal, 
indicating the number of errors encountered during assembly. 
This message should show errors. 
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In the same way, assemble SECOND. MAC. Again, no errors 
should occur. 



Lone Command Format 



, MACRO®) 
Files? SECONDdS 
ERRORS DETECTED: 



Short Command Format 

. MACRO SECONDE) 
ERRORS DETECTED: 



If any errors occur during the assembly operations, you have 
typed the source files incorrectly. Find and correct the typing 
errors, and reassemble. 

If you are a FORTRAN user, continue by compiling THIRD.FOR. 



NOTE 

If in Chapter 9 you needed to load the special 
FORTRAN/BASIC language volume, you must again 
load that volume before you can compile THIRD.FOR. 
Read Appendix B, Substituting Volumes During Oper- 
ations, before continuing. 



Long Command Format 

. FORTRAN® 
Files? THIRDdB 
PUTSTR 



Short Command Format 

. FORTRAN THIRDdH 
PUTSTR 

Notice that the compiler prints the name of the global (PUTSTR) 
generated. If any errors occur during the compile operation, you 
have typed the source file incorrectly. Find and correct the typing 
errors, and recompile. 

Once you have produced the object modules, you are ready to 
build the object library file. 
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Building the 
Object Library 



Use the LIBRARY command in combination with its /CREATE 
option to construct a hbrary file. You must indicate in the com- 
mand the name of the hbrary file and the names of the input 
object modules. Call the library file LIBRA and specify as input 
the two object modules, FIRST and SECOND. The LIBRARY 
command assumes that the input modules have the .OBJ file 
type (unless you indicate otherwise) and automatically assigns 
.OBJ to the library file. 



LIBRARY/ 
CREATE 



Long Command Format 

.LIBRARY/CREATEdll 

Library? LIBRA® 

Files ? FIRST ;SECOND(REl) 



Short Command Format 

.LIBRARY/CREATE LIBRA F I RST tSECOND® 

Once the CREATE operation is complete, obtain a listing of the 
library file's contents, using the LIBRARY command with its 
LIST operation. The line printer is the assumed output device for 
the list file, although you may indicate a different output device 
by aduing tue two-ietter device code to tue j-iiS i option tuat 
follows. 



LIBRARY/LIST 



Long Command Format 

(Line printer) 

.LIBRARY/LIST® 
Library? LIBRAE) 



(Terminal) 

.LIBRARY/LISTjTT:® 
Library? LIBRAdl) 



Short Command Format 



(Line printer) 



(i_J.ui\MiTi/i_iai L.iunM tncu 



(Terminal) 



»L.lUni-IITI/l-ljl . I 1 . l_4.ijnn intij 



The listing produced shows the library file's current contents. 
This library has three entry points: LEN and PRINT in the first 
module, and ITTOUR in the second niodule. 

RT-ll LIBRARIAN i.'03*10 TUE ll-JAN-GO 11:03:29 
DK:LIBRA,DBJ TUE ll-JAN-80 10:53:43 



MODULE 



GLDBALS 



GLQBALS 



GLOBALS 



LEN 



PRINT 
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Once you have created an object library, you use various LI- 
BRARY command operations to update and maintain it by 
adding and deleting modules and globals. 



Updating the 
Object Library 



If you created the THIRD. OBJ object module, you can add it to 
the library file using the INSERT option. If you did not create 
this module, read through this section anyway; the command 
steps apply to any object module you wish to insert. 



LIBRARY/ 
INSERT 



Long Command Format 

.LIBRARY/INSERT® 
Library? LIBRAgET) 
Files ? THIRDE) 



Short Command Format 

.LIBRARY/ INSERT LIBRA THIRDlEil) 

This operation inserts the object module contained in the file 
THIRD.OBJ, including all its globals, into the library file LIBRA. 
Obtain a listing of the library contents, using the LIST option, to 
verify that the new globals have been added. The listing should 
look like this: 

RT-11 LIBRARIAN UOS.IO TUE 11-JAN-BO 11:05:1 
DK: LIBRA. OBJ TUE ll-JAN-80 11:04:21 



MODULE 



GLOBALS 



GLOBALS 



GLOBALS 



LEN 

ITTOUR 

PUTSTR 



PRINT 



This listing shows the complete library file containing the globals 
from all three modules. 



You can remove individual globals by using the REMOVE option. 
For example, to remove the global ITTOUR, type: 



Long Command Format 

,LIBRARY/REMOyE(E 
Library? LIBRA® 
Global? ITTOUR® 
Global ?m 



LIBRARY/ 
REMOVE 
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Short Command Format 

.LIBRARY/REMOUE LIBRAdi) 
Global? ITTQURSH) 
Global?® 

The library file's contents now look like this: 

RT-ll LIBRARIAN U03.10 TUE 11 -JAN -80 11:10:22 
DKsLIBRA.OBJ TUE ll-JAN-80 11:10:05 



MODULE 



GLOBALS 



GLOBALB 



GLOBALS 



LEN 
PUTSTR 



PRINT 



These are some of the library maintenance operations that you 
can perform by using the LIBRARY command. Other library op- 
erations are available and are explained in the RT-ll System 
User's Guide, Chapter 12. 



SUMMARY: 
COMMANDS FOR 
MAINTAINING 
LIBRARY FILES 



LroRARY/MACRO 
Create a macro library. 

LIBRARY/CREATE 

Create an object library. 

LIBRARY/INSERT 

Insert object modules into the object library. 

LIBRARY/LIST[:filespec] 

List the current contents of an object library on the line 
printer: [:filespec] is an optional output file and/or device. 

LIBRARY/REMOVE 

Remove globals from the object library. 



FILE 
MAINTENANCE 



Since all the object modules used in this chapter already exist as 
modules within the provided system library SYSLIB, there is no 
need to save them or the LIBRA library file. You can delete these 
object modules and their source files from your system volume by 
using the DELETE command as follows (exclude THIRD.* from 
the command line if you did not create this file): 



Long Command Format 



. DELETE/NOOUERYd!) 

Files? FIR3T.*f5EC0ND.*>THIRD.*tLIBRA.0BJ(iil) 
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Short Command Format 

. DELETE/ NOQUERY FIRST.* »SECOND.# .THIRD.* . L I BRA . DB J® 



FORTRAN users who performed the special instructions given in 
volume. 






Long Command Format 

.DELETE/NOOUERYE) 
Files? UaL:THIRD.*j 



Short Command Format 

.DELETE/NOOUERY VOL : THIRD . «E) 



RT-11 System User's Guide (AA-5279B-TC), Maynard, Mass.: Digital Equip- REFERENCE 

ment Corporation, 1980. 

A guide to the use of the RT-11 operating system. See Chapter 12. 
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CHAPTER 14 
DEBUGGING A USER PROGRAM 



Debugging is the process of finding and fixing the programming 
errors that almost every user program initially contains. From 
your experience in Chapters 9, 10, and 11, you already know 
about some of the kinds of programming errors that can prevent a 
program from working properly when you run it on the system. 



Frequently, debugging a program requires more time and persis- 
tence than actually writing the program code. Therefore, you 
should anticipate the debugging process throughout the entire 
program development cycle. That is, you should follow some 
common programming practices that help you first to make as 
few programming errors as possible. When errors become ap- 
parent during the various phases of development, correct them 
immediately. Test the'vaUdity of any algorithms used within your 
program. Finally, even though the program appears to be working 
properly, check it thoroughly with test data. 



There are several steps you can take to decrease the likelihood of 
introducing errors into your program and to make debugging 
easier. 

First, always use a high-level language if one will suit your pro- 
gramming needs. High-level language programs tend to use fewer 

ments make the program logic easier to follow. 

Design the program. The technique of flowcharting the program 
and then correlating it with the program coding simplifies 
tracking the program logic and module interrelationships. 

Use modular programming. Create the program as a series of 
smaller, self-contained subprograms. Debug the program in parts. 

For frequently used functions, maximize the use of subroutines, 
subprograms, and — in the case of assembly language programs 
— macros. These help to structure the program and make it 
easier to alter or to add features that may be required in the 
future. 

Make use of any software provided by the system, such as library 
routines and functions. System software has already been de- 
bugged and can save you the trouble of re-creating the services. 



AVOIDING 

PROGRAMMING 

ERRORS 
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Make the general flow of a program proceed down the page. Avoid 
nonstructured branching and convoluted logic, as these tend to 
produce programs that are difficult to debug. Finally, use com- 
ments liberally throughout the program to show what individual 
statements or groups of statements do. Use spaces and tabs in the 
program code to make it easier to read. 

Following these preventative steps eliminates many common pro- 
gramming errors and helps to create a programming style. How- 
ever, even the most careful programmer may overlook a small 
detail: a typing error during program creation, an undefined label 
in the code, or some other programming bug. When something is 
overlooked, debugging becomes necessary. 



WHEN 

PROGRAMMING 
ERRORS OCCUR 



There are three general types of programming errors — syntax, 
clerical, and logical. 

Syntax errors are errors in the physical coding, such as omitting 
necessary portions of the statement (delimiters for example), 
reversing the order of information within the statement, or mis- 
spelling keywords or instructions. 

Clerical errors are non-syntax errors in the physical coding, such 
as mistyped letters or digits in data. Clerical errors may result in 
valid statements that do not reflect correct programming logic. 

Logical errors are errors made in program development. 

The translating program (compiler/assembler/interpreter) gener- 
ally catches syntax errors and flags them as such in the program 
listing or on the terminal. On the other hand, you must locate 
clerical and logical errors by reexamining the program code and 
logic, using one or more debugging techniques. 

Some debugging techniques involve insertion of special debuggmg 
code within the program. For example, one way to locate logical 
errors is to write out intermediate results of a program. You can 
insert WRITE or PRINT statements at strategic points in the 
program logic to show the intermediate state of values being cal- 
culated. When debugging is complete, you can remove these 
statements or change them to comments. 

You may also find it useful to write a special debugging subrou- 
tine that writes out values, particularly if the same variables 
must be examined in several places or many times. 

Another method for finding logic errors — unit testing — is to 
break the program into smaller parts and test each part seoa- 
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rately with artificial data. After you test all parts individually, 
you can test routine and module linkage — system testing — to 
see that all related code fits together properly. 

Check the program with test data. A standard method for 
checking out modules is to write a test program that calls the 
program with possible options. The test should cause the program 
to execute all steps in all algorithms. Check programs first with 
representative data, then with improper data (data that is not in 
the correct range or size) . You should also do volume testing to see 
that the program works successfully with a representative amount 
of data. 

Each programming language has special debugging aids for exam- 
ining immediate states. For example, BASIC has a STOP state- 
ment that you can insert at strategic points in the program. When 
the program arrives at a STOP statement, it pauses so that you 
can use BASIC'S immediate mode to examine variables, values, 
and so on. Use an immediate mode GO TO statement pointing to 
the appropriate line number to continue execution. 

FORTRAN IV has a special DEBUG statement indicator, a D in 
the first column of a statement line. Operations in statements 
marked with a D can perform useful debugging functions, such as 
printing intermediate results. You can treat such statements as 
source text (and thus execute them) or as comments (and thus 
ignore them), depending on whether you use a special compiler 
command option. In addition, FORTRAN IV has a traceback 
feature that locates the actual program unit and line number of a 
run-time error. If the program unit is a subroutine or function 
subprogram, the error handler traces back to the calling program 
unit and displays the name of that program unit and the line 
number where the call occurred. This process continues until the 
calling sequence has been traced back to a specific line number in 
the main program unit. Finally, FORTRAN IV has an optional 
interactive debugger called FDT (FORTRAN DEBUGGING 
TECHNIQUE) that can be linked with a user program. 

For MACRO-11 users, RT-11 provides a special on-line debug- 
ging tool called ODT (On-line Debugging Technique). This is 
provided as part of the RT-11 operating system and is an object 
program on your system volume. It is used exclusively for debug- 
ging assembled MACRO-11 programs. 

The use of ODT is described next for MACRO-11 users and for 
those FORTRAN IV users who will be combining MACRO and 
FORTRAN program code. Other users can continue to Chapter 
15, or go back and perform one of the other language demonstra- 
tions. Refer to the reading path outlined in the Preface. 
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USING THE 
ON-LINE 
DEBUGGING 
TECHNIQUE 



ODT is an interactive debugging tool that allows you to monitor 
program execution from the console terminal. ODT is provided as 
the object module ODT. OBJ on your system volume. To use it, 
you hnk ODT. OBJ with the assembled MACRO program that 
needs debugging. You then start execution of the resulting load 
module, not at the transfer address of your program, but at the 
entry point of the ODT module (shown on the linker load map as 
the global symbol O.ODT). Once ODT is started, you can use its 
special debugging commands to control the execution of your as- 
sembled machine language program from the console terminal, to 
examine memory locations, to change their contents, and to stop 
and continue program execution. 



The MACRO demonstration program in Chapter 11 still contains 
one error, which you can locate and correct using ODT. Several 
ODT debugging commands are demonstrated in the process. 

Throughout the examples in this chapter you need to refer to the 
program assembly listing that you produced in Chapter 11 (SUM) 
and stored on the storage volume. Print it now on either the 
terminal or line printer: 



Long Command Format 



(Line printer) 

.PRINT® 

Files? M0L:SUM.LST5 



(Terminal) 

.TYPEiE) 

Files? UOL:SUM.LST(liI] 



Short Command Format 



(Line printer) 

.PRINT U0L:SUM,LST5 



(Terminal) 

.TYPE UQLzSUM.LST® 



;3UM.MAC VERSION 1 



MACRO ^04. 00 9-JAN-aO OOMOJOO PAGE 1 



.TITLE SUH.MflC yERSION 1 
.MCALL .TTYOUT, .EXIT, .PRINT 



7 

a 

9 


000106 






N = 


70. 


!N0. 


OF 


DIGITS OF 'E' TO CALCULATE 






; 


'E' 


= THE SUM OF THE 


RECIPROCALS OF THE FACTORIALS 


10 
11 
12 000000 






t 


1/0! 


+ 


1/1! + 1/2! + 


1/3! + 1/4! + 1/5! + ... 






exp: 


.PRINT 


♦MESSAG 




1 PRINT INTRODUCTORY TEXT 


13 000006 


012705 


000106 




MOV 




*N,R5 




itiO. OF CHARS OF 'E' TO PRINT 


14 000012 


012700 


000107 


first: 


MOV 




*N+1»R0 




5N0. OF DIGITS OF ACCURACY 


15 000016 


012701 


000000 




Moy 




*AiRl 




(ADDRESS OF DIGIT VECTOR 


16 000022 


006311 




second: 


ASL 




@R1 




tDO MULTIPLY BY 10 (DECIMAL) 


17 000024 


011146 






MOV 




0R1,-(SP) 




iSME *2 


1(3 00002* 


00631i 






ftSL 




SRI 




f*4 


19 000030 


006311 






ftSL 




eRi 




1*8 


20 000032 


062621 






ADD 




(SP)+,<Ri>+ 




tNOU *10t point TO NEXT DIGIT 


I'l 000034 


005300 






DEC 




RO 




fAT END OF DIGITS'' 


22 000036 


001371 






BNE 




SECOND 




i BRANCH IF NOT 


23 000040 


012700 


000106 




Mnv 




iNfRO 




iGO THRU ALL PLACES, DIVIDING 


?A 000044 


014103 




third: 


MOV 




-<R1>.R3 




?BY THE PLACES INDEX 
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2li 0000-16 


012702 


177777 






MOU 


*-l»R2 


;iNIT QUOTIENT REGIS fl^R 


26 00O0S3 


005202 






FOURTH 


INC 


R2 


fBUMP QUOTIENT 


27 000054 


160003 








SU» 


RO . R3 


fSUBTRACT LOOP ISN'T BALi 


2S 000054 


103;S75 








BCC 


FOURTH 


fNUMERATOR IS ALyAYS ■■ 10#M 


;'9 000060 


060003 








ADD 


R0-R3 


fFIX REMAINDER 


;J0 000042 


010311 








MOV 


R3.0R1 


;sa*;e remainder as basi^^ 


31 














SFGR NEXT DIGIT 


f\R 32 000064 


044167 


000000 


000000 




ADD 


R2-2(R1) 


[GREATEST INTEGER CARRIKB 


33 














ETO GIVE DIBIT 


:i4 000072 


005300 








DEC 


RO 


rAT END OF DIGIT SECTOR? 


35 000074 


001363 








BNE 


THIRD 


fBRANCH IF NOT 


34 000074 


014100 








MOU 


-(RDfRO 


!GET DIGIT TO OUTPUT 


37 000100 


162700 


000012 




fifth: 


SUB 


*10.tR0 


iFIX THE 2.7 TO .7 SO 


3H 














STHAT IT IS nwLV 1 ntnTT 


39 000104 


103375 








BCC 


FIFTH 


i (REALLY DlWIOe BY 10) 


40 000106 


062700 


000070 






ADD 


*10+'OfRO 


;MAKE DIGIT ASCII 


U 41 000112 


000000 








-TTYON 




SDUTPUT THE DIGIT 


A2 000114 


005011 








CLR 


gRl 


fCLEAR NEXT DIGIT LOCATION 


43 000114 


005305 








DEC 


R5 


iMORE DIGITS TO PRINT? 


44 000120 


001334 








BNE 


FIRST 


f BRANCH IF YES 


45 000122 










.EXIT 




iUE ARE DONE 


46 
M 47 000124 


000107 






exp: 


.REPT 


N+1 




48 










-UORD 


1 


(INIT VECTOR TO ALL ONES 


49 










.ENDR 






50 
















5i 000342 


124 


110 


ios 


ME3SAE 


.ASCII 


/THE yfiLUE uF 


E is:/ ■;is::-i:i2:^ /2./ .^oo:.- 


000345 


040 


126 


101 










000350 


114 


125 


105 










000353 


040 


117 


106 










000354 


040 


105 


040 










000361 


111 


123 


072 










000344 


015 


012 


062 










SUM. MAC l^ftSIQN 1 


MACRO V04.00 8 


-JAH-80 


00:40:00 


PAGE 1-1 




000347 


056 


200 












52 










.EVEN 






53 
















D 54 










.END 


EXP 




sun. MAC UE:RSI0t4 1 


MACRO yo4.oo a 


-JAN-80 


00:40:00 


PAGE 1-2 




SYMBOL TABLE 
















A = «4:««ii!« 




FIFTH 


0001 OCR 




FOURTH 


000032R 


N = 000104 THIRD 000044R 


EXP OOOOOOR 




FIRST 


00p012R 




MESSAG 


000342R 


SECOND 000022R .TTYHN^: ****** 


. ABS. 000000 


000 














000372 


001 














lirRRDRS DETECTED 


: 6 















VIRTUAL WEMORX USED: 844B WORDS ( 33 PAGES) 
DYNAMIC MEMORY AVAILABLE FOR 44 PAGES 
UK I SUM . DK : SUM/C =DK : SUM 



a- JAN-80 00; 40 100 PAGE S-1 



a 


1-15 




EXP 


1-12* 


1-47* 


FIFTH 


1-37* 


1-39 


riRST 


1-14* 


1-44 


r-ODRTH 


1-26* 


1-28 


MEStiAG 


1-12 


1-51* 


H 


1 -/* 


1-13 


SECOND 


1-14* 


1-22 


THIRD 


1-24* 


1-35 



SUM. MAC VERSION 1 MACRO U04.00 8-JAN-30 00:40:00 PAGE M-1 
CROSS REFERENCE TABLE (CREF V04.00 ) 



.EXIT 1-3* 
.PRINT 1-3* 
.TTYOU 1-3* 



SUM, MAC VERSION 1 



MACRO V04.00 8- JAN-80 00140:00 PAGE E-1 



Now link the MACRO program object module (SUM. OBJ) stored 
on the storage volume (VOL:) with ODT.OBJ by using the 
A)EBUG option, and print a load map directly on the terminal or 
line printer, choosing one of the following commands: 



LINK/DEBUG 



Long Command Format 

(Line printer) 

.LINK/MAP/DEBUG® 
Files? UQL:SUM(ll) 



(Terminal) 

.LINK/MAP:TT:/DEBUGiB) 
Files? yOLiSUM® 
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Short Command Format 

(Line printer) (Terminal) 

.LINK/MAP/DEBUG i.iQL : SUM®!) .L I NK /MAP : TT : / DEBUG I'OL : SUMgl, 

RT-ll LINK VOG.Ol Load Map Fn ll-Jan-BO 13:11:ZE 

SUM .SAW Title: ODT Ident: UOa.OO 

S e c t i ri A d d r 5 i z e Global U a 1 u e Global-- U a 1 u e Global U a 1 u b 



1 
$ODT$ 00137Z c 



01000 (RW ,1 .GBL ,ABS ,DMR) 
00372 ( RW il iLCL iREL .CON) 
JOBISZ (RW .1 .LCL ,REL .CON) 
D.ODT OOlBZa 



Transfer address = Q01BZ1. HlSb limit = 007532 = ISES. words 

Look at the load map, and note that ODT starts at address 1372. 
The two modules together, ODT and SUM, reside in memory up 
to location 7542, the high limit. Look at the symbol table listing 
for the MACRO program. This shows that the program is 372 
(octal) bytes long and starts at location 1000. 

To load and start execution of the load module, use the monitor 
RUN command. The RUN command brings the entire load 
module, called SUM.SAV, into the absolute (physical) memory 
locations shown in the load map and begins execution automati- 
cally at the starting, or transfer, address of the first module in 
memory, which is ODT. Type: 



Long and Short Command Format 

.RUN SUM®) 

ODT V04.00 
# 

ODT prints an identifying message on the terminal and an as- 
terisk indicating that you are in ODT command mode and can 
enter an ODT command. You are now using ODT to control the 
execution of your program. ^ ODT commands let you execute the 
entire program or just portions of it, examine individual locations, 
examine the contents of the PDP-11 general registers, and change 
the contents of any locations in your program you wish. If you 
make a mistake while you are typing any commands, type the 
DEL key; ODT responds with a ? and an asterisk, allowing you to 
enter another command. 



Be sure to read Chapter 21 of the RT-ll System User's Guide before you use 
ODT with any of your own programs. You must observe certain precautions 
when you write your program and when you load it with ODT. For example, you 
should make sure that ODT is not loaded into memory locations used by your 
program. There are steps you can take to prevent this from occurring. 
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Look at locations 6 through 16 in the assembly listing. With ODT, 
you can examine these locations in memory as follows (all ODT 
commands use octal numbers, as does the assembly listing): 

»100B/ 01 27050 
OOIOIU / 0001 OS© 
001012 /012700© 
01014 / 1 7© 
OOIOIG /012701(E) 

By typing a location address and a slash, you open that location 
for examination and possible modification. A line feed closes that 
location and opens the next sequential location for examination. 
A carriage return simply closes the currently open location. 

Note that since the MACRO program was linked to begin at 
address 1000, you must add the constant 1000 to each address 
shown in the assembly listing to obtain the actual address used 
during loading. ODT can do this for you by using special internal 
locations called relocation registers. Each register can be set to a 
relocation constant. Thus, if you have linked several modules 
together, you can set various relocation registers to the corre- 
sponding relocation constants of the individual modules. You 
then indicate in your command which register to use, and ODT 
automatically adds the constant in that register to the address 
specified in your command. For example, set relocation register 
to 1000: 

#1000 ;oR 

Now, to examine locations through 10 in the assembly listing, 
type: 

*0 tO/ 01 2700© 

( 2 / 1 3 lil 2© 

Otoooooa /i0ia35i© 

1 B / 1 2 7 5© 
1 1 / 1 G (RET) 

In your commands, indicate the number of the relocation register 
(followed by a comma), since generally you will have more than 
one register set at a time. 

Execute the MACRO program now, using the ODT ;G command, 
indicating in the command where you wish execution to start. In 
this case, the program's start (transfer) address is 1000, so type: 



THE i.<flLUE DF E IS: 

2.5/E06/E0B237, Z30 1 3 1 a . 0G525 / 1 3uaa02755350 25 , 7 1 077 7373527(3474540502 . 5aa 
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As you discovered in Chapter 11, these program results are incor- 
rect. Note that a period has printed, indicating that you are back 
in monitor command mode. This particular MACRO program 
returns to the monitor after execution. Therefore, to continue 
using ODT, you must RUN the load module again: 

Long and Short Command Format 

,RUN SUM® 

ODT MOa.OO 

* 

Changes that you make to a program while using ODT, and ODT 
register assignments that you make, are temporary. Thus when 
you restart ODT, you must reenter any commands, such as relo- 
cation register commands, that you want to remain in effect. 
Reset relocation register 0: 

#100 ; R 

To help you find programming errors, ODT provides a breakpoint 
feature. Setting one or more breakpoints in a program causes 
program control to pause at those locations during execution. 
When control pauses, ODT prints a short message on the ter- 
minal, informing you that a breakpoint has occurred and showing 
the location at which execution has stopped. This pause returns 
control to ODT and gives you the opportunity to examine and 
possibly modify variables or data. Breakpoints are numbered 
from to 7, so that you can have a total of eight breakpoints set at 
various instructions in the program at one time. 

For example, set breakpoint at location 22 (line 16 in the as- 

♦ »22 iOB 
*0 f^O ! IB 

Now when you run the program, control pauses first at location 
22. Since the breakpoint was set at the instruction at location 22, 
that instruction has not yet been executed, but all preceding in- 
structions have: 

# » ; G 

TBOiO ,000022 

Note the message that ODT prints when execution reaches the 
breakpoint. Normally when execution encounters a breakpoint, 
only the breakpoint number and location are printed on the ter- 
minal. In this case, the letter T precedes the breakpoint message. 
This happens because of the way the ODT program uses the 
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console terminal. The assembly instruction at line 12 of the as- 
sembly listing (.PRINT) requests the monitor to print a program 
message at the same time that ODT needs to print the breakpoint 
message. ODT, however, has higher priority. By the time the 
.PRINT request starts to print the program message, execution 
reaches the breakpoint and gives control to ODT. The .PRINT 
request has time to print only one character of its message before 
ODT takes over and prints the breakpoint message. When the 
program regains control, its message will continue printing from 
the second character. 

Program control has paused at location 22 in the MACRO pro- 
gram. Look in the assembly listing at the instructions that occur 
there. The instruction at location 16 (line 15) stores the address of 
the digit vector (at label A) in register 1 (Rl). Examine the con- 
tents of register 1 to discover what this address is; then open the 
address and examine its contents and the contents of the next 
several addresses following it by using two new ODT commands, 
$ and @; 

*$l/00ll2i!:i i 
> 0124 / 1 (ED 
fOOOlZG / 0000 01© 
1 130 / 1 © 

0>000132 /oooooidi) 

The $ command opens for examination the contents of one of the 
general PDP-11 registers through 7. The @ command uses the 
contents of the currently open location as an address and opens 
that location for examination. Notice that the digit vector A, 
which begins at location 124, has been initialized to the value 1, 
the precise value indicated by the comments at line 48 of the 
program listing. 

If you were to continue program execution now, the branch in- 
struction at line 22 of the assembly listing would cause program 
control to loop back to the instruction at line 16 where breakpoint 
is set, again causing execution to pause. Since you wanted to 
continue to the next breakpoint (set at location 40), you must first 
cancel the breakpoint at location 22. To do this, type: 

* iOB 

This removes the breakpoint at location 22. The number (in this 
case 0) indicates which breakpoint is to be removed. Now con- 
tinue program execution using the ;P command (proceed from 
breakpoint) . Execution progresses through the loop and continues 
until it reaches the breakpoint set at location 40: 

# ;p 

HBl ;0 (000040 
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(Note that the monitor has time to print the second character, 
and perhaps additional characters, of the program message before 
ODT gains control.) Now examine the contents of several of the 
program vector locations beginning at location 124: 

#0 »12a/000012(LF) 
1 1 2 B / 012© 
0^000130 /0000122) 
0» 000 132 / 0000 12(111 

The instructions prior to the breakpoint at location 40 constitute 
a multiplication routine. This routine multiplies the vector con- 
tents by 10 (12 octal), as you have just verified. 

You can see how the breakpoint feature is a very useful debugging 
aid. It allows you to execute selected portions of a program and 
verify that data and variables are being used correctly during 
execution. You can use the breakpoint feature to locate the error 
that is in this program. 

First, clear all previously set breakpoints (in this case, there is 
only the one at location 40) by typing the ;B command with no 
argument. 



# iB 

Now set a breakpoint at location 110 (line 41 of the assembly 
listing). You want to verify the data that is being passed to the 
monitor in register in the ADD instruction in line 40. Type: 

*o 1 1 10 ;oB 
# iP 

EBO !0 (0001 10 
Now examine the contents of register 0. 

*$0/000065 S0S5 =5® 

At this point in execution, register contains 000065. The back- 
slash (\) command prints the low-order byte of the opened loca- 
tion on the console terminal and also converts this to an ASCII 
character (if it is a valid ASCII code) and prints the character. In 
this case, the number 5 prints. If you look back at the program 
results printed earlier in this chapter, you can see that 5 is the 
first digit of the tabulated result (following the message THE 
VALUE OF E IS 2). If you are experienced in mathematics, you 
know this result is incorrect because the approximate value of E is 
2.718. And you now also know that the program error is not in the 
interface to the monitor service used to print the result 
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(.TTYOUT), but that it occurs somewhere before location 110. So 
the next step in debugging this program is to set a breakpoint at 
some earlier point in the program logic and to rerun the program. 
You must restart ODT to do this. Return to monitor mode by 
typing CTRL/C. The remainder of the program message prints on 
the terminal; then the monitor period appears, indicating that 
you are in monitor mode: 



* (CTRL'C) 

ttUALUE OF E ISi 



Restart ODT and reset relocation register 0: 

.RUN SUM® 

DDT uoa.oo 

» 1 ! R 

Set a breakpoint at location 76 (line 37 in the assembly listing), 
and start program execution at its beginning: 

#0 » 7 B 5 B 

# 1 ; G 

TBO iO »00007G 

Again, examine register to verify its contents: 

#$0/000033(11) 

By following the program logic in the assembly listing, you know 
that the value in register should at this point be 33(octal) (2.7, 
previously multiplied by 10, = 27[decimal] = 33[octal]). So the 
value in register is correct. From this, you can deduce that the 
error must occur somewhere between locations 76 and 110. The 
proper step now is to check the assembly listing, where you find 
the error at line 40. The decimal point that should follow the 10, 
identifying it as a decimal 10, is missing. Therefore the program 
treats the 10 as an octal 10, or 8(decimal), making each digit in 
the result off by an additive factor of 2. The data in location 106, 
then, should be 72, not 70. Since this data has not yet been used, 
you can change it now with ODT and continue program execu- 
tion; if it had been used, you would need to restart ODT and then 
change the data. To change the contents of a location, simply 
open the location, type in the new contents, and close the loca- 
tion, using a carriage return. 

#0 j 1 C) G / 70 7 Z ® 
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Now eliminate all breakpoints, and continue program execution; 
the correct results should print: 



»;p 

THE VALUE OF E IS: 

2, 7 1B2B1 82035904523536028747 1352BBZag7757Za70g3B9395957aaBB3E7BZ772fl07B6 



SUMMARY: 
COMMANDS FOR 
DEBUGGING 
PROGRAMS 



To Start ODT 

LINK/DEBUG 

Link the assembled program (the program to be debugged) 
with the ODT object module. 



To Use ODTi 



Close the currently open location and open the next sequential 
location for examination and possible modification. 



Close the currently open location. 

addr/ 

Open the location indicated (addr) for examination and pos- 
sible modification. 

addr;G 

Begin program execution at the indicated address (addr). 

;P 

Continue program execution from a previous breakpoint. 

Set one of the eight available breakpoints (n) at the indicated 
address (addr). 



:nB 



Cancel the indicated breakpoint (n). 



;B 



Cancel all breakpoints. 



addr;nR 

Set one of the eight available relocation registers (n) to the 
relocation constant value indicated by addr. 



Only a very few of the available debugging commands have been demonstrated 
in this chapter. Consult Chapter 21 of the RT-11 System User's Guide for all 
ODT commands. 
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Open one of the eight general registers (n) for examination and 
possible modification. 



use tne contents of the currently open location as an address; 
close the currently open location; go to the new address, and 
open it for examination and possible modification. 



\ 



Print on the console terminal the low-order byte of the cur- 
rently open location; if possible, convert the value to an ASCII 
code and print the corresponding character on the terminal. 



Changes you make with ODT are temporary. Therefore you FILE 

should now use the editor to correct the source program MAINTENANCE 

SUM.MAC. You should edit line 40 so that it reads: 

ADD «10.+'0»R0 ;MAKE DIGIT ASCII 

The file SUM.MAC is currently stored on the storage volume 
VOL:. Edit this file, then reassemble, relink, and rerun it to verify 
that it is correct. When you have done this, store the updated 
version of the source file on the storage volume under the same 
name (SUM.MAC), including the files SUM.OBJ and 
SUM.SAV. 

After you have corrected and rerun the program, continue on to 
Chapter 15, or go back and perform one of the other language 
demonstrations. Refer to the reading path outlined in the Preface. 



RT-ll System User's Guide (AA-5279B-TC). Maynard, Mass.: Digital Equip- REFERENCE 

ment Corporation, 1980. 

A guide to the use of the RT-ll operating system. See Chapter 21 for a 
detailed description of ODT. 
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CHAPTER 15 
USING THE FOREGROUND/BACKGROUND MONITOR 



A special feature of the RT-11 operating system is that it provides 
a choice of operating environments. Thus far, you have used its 
single-job environment when running the system utility programs 
and the demonstration programs one at a time. A second environ- 
ment, called the foreground/background environment, is also 
available. This environment allows two independent programs to 
reside in memory at the same time and to execute concurrently. 

Because there are different operating environments, there are ac- 
tually different monitors. You are familiar with the single-job 
(SJ) monitor. You have used the single-job monitor so far to con- 
trol the system and to perform the various exercises in this 
manual. 

To run in the foreground/background environment, you activate a 
second monitor, called the foreground/background (FB) monitor. 
The FB monitor is simply an extension of the SJ monitor; it is 
completely compatible with the SJ monitor, but provides ex- 
tended monitor command operations for controlling a two-job en- 
vironment.^ 



The foreground/background environment is designed so that two 
programs can (but need not) share memory and run concurrently. 
One of these programs you designate as the foreground program. 

1 lie sysLtJlll gives pnuiity tu luc luicgiuuiiu piugram \K}L }yju, aa ii. 

is usually called) and allows it to run until some condition, per- 
haps waiting for an I/O completion, causes it to relinquish control 
to the other program (the background job). The system then al- 
lows the background job to run until the foreground job again 
requires control, and so on. In this way, the two programs share 
system resources. Whenever the foreground program is idle, the 
background program runs. Yet v,'henever the foreground program 
requires service, its requests are immediately satisfied. To the 
user at the terminal, the two programs appear to run simultane- 
ously. 

Foreground priority programs are generally time-critical. For ex- 
ample, you may want to designate as the foreground job a pro- 



'The RT-11 operating system also provides a third operating environment called 
the extended memory environment. This environment is governed by the ex- 
tended memory (XM) monitor and allows advanced users to utilize up to 128K 
(words) of memory. See the RT-11 Software Support Manual for more informa- 
tion. 



THE 

FOREGROUND/ 

BACKGROUND 

ENVIRONMENT 



15-1 



Using the Foreground/Background Monitor 



gram that collects and analyzes data. Background programs are 
usually non-time-critical. Thus, you can continue to do program 
development as the background job by using monitor commands 
to run the editor, the FORTRAN compiler, the linker, and so 
forth. 

Foreground/background operation requires that you have at least 
16K words of computer memory (each 4K equals 4096 words) plus 
a system clock. Not all RT-11 computer systems support 
foreground/background operation, since the hardware it requires 
is optional. To determine if your system can support FB opera- 
tion, check the Hardware Configuration section in Chapter 2. If 
you have at least 16K of memory and the system accepts a TIME 
command, you can use the foreground/background monitor to 
perform the exercises in this chapter. Otherwise, you do not have 
the hardware necessary to support an FB environment, and you 
should skip ahead to Chapter 16. 



Running the 
Foreground/ 
Background 
Programs 



Two programs are provided for you to run a foreground/back- 
ground demonstration. These programs reside on your system 
volume. The background job is called DEMOBG, and the fore- 
ground job DEMOFG. The function of the foreground job is to 
send messages every two seconds to the background job, telling it 
to ring the terminal bell. Besides printing the terminal message 
when used as a single-job exercise, the background job in a 
foreground/background environment recognizes these messages 
and rings the bell once for each message sent by the foreground 
job. 



Although the foreground job is always active, sending messages to 
the background job every two seconds, other programs can be 
executed in the background besides DEMOBG. Only when DE- 
MOBG is active, however, is the circuit complete so that mes- 
sages can be successfully received and honored. During the pe- 
riods when DEMOBG is not running, the foreground program 
enters the messages in the monitor message queue. Once you 
restart DEMOBG in the background, the system immediately 
dequeues all the messages since the last exit of DEMOBG, re- 
sulting in many successive bell rings. When the queue is empty, 
the normal send/receive cycle resumes, and the bell rings every 
two seconds as each current message is sent and honored. 



You first edit, assemble, and link the background job under the 
single-job monitor. Then you boot the FB monitor into memory. 
After creating the foreground job, you execute both jobs in a 
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The background program DEMOBG.MAC is an assembly lan- 
guage source file and must be assembled and linked before you 
can use it. When you execute DEMOBG in a single-job environ- 
ment, it displays a message on the terminal. It is assumed that 
you are running the SJ monitor and that you have set the date. 



Creating the 
Background Job 



Use the text editor to modify the background job, DE- 
MOBG.MAC. One of the lines of the message that is output by 
the program has a semicolon character preceding it, which makes 
the line a comment field. This will prevent the line from being 
printed as part of the message. Thus, the semicolon must be 
deleted from that line. 



Editing the 
Bacl(ground Job 



Change the line 

\ .ASCII /WELL DDNE./ 



to 



.ASCII /WELL DONE,/ 



If you performed the demonstration in Chapter 11, you are al- 
ready familiar with assembly/link operations and the following 
command explanations can serve as a review. If you did not read 
Chapter 11, simply type the command lines as shown. 

Assemble the background job 

Long Command Format 

.MACRO m 

Files? DEMOBG/LIST m 

ERRORS DETECTED: 

Short Command Format 

.MACRO DEMOBG/LIST (E) 
ERRORS DETECTED: 

Link the .OBJ file produced by the assembler to create a runnable 
job. 

Long Command Format 

.LINK m 

Files: DEMOBG (Rfr) 

Short Command Format 

.LINK DEMOBG ® 



Running the 
Bacltground Job 
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Now run the background job and check the results. 

.RUN DEMOBG m 

RT-11 DEMONSTRATION PROGRAM 

IF INCORRECTLY EDITED » THIS IS THE LAST LINE. 

WELL DONE. 



If you did not delete the semicolon character, the last line will not 
be output. Return to the monitor by typing two successive 
CTRL/C's. 



|n"RL,/c) 



gfBLfc) 



-c 
-c 



CHANGING 
MONITORS 



Whenever you bootstrap the RT-11 system, it prints a message on 
the console terminal telling you which monitor has been loaded 
into memory. The message for the single-job monitor is: 



RT-llBJ 



MOa.Kx 



BOOT 



The single-job monitor is currently in memory. To use the FB 
environment, you must reboot the system so that the FB monitor 
is loaded into memory, overwriting the SJ monitor. You use the 
monitor BOOT command to make this switch. 



AJ. J^KA xxu V s^ ±^yjKj VXXUt.'XW^A l/XXC^ \_XCXUC CXXIU I/XXXIC, iX\J OU UCll/1 C kJKJUlilllK 

the FB monitor. These features remain active throughout the 
booting procedure if the BOOT command is used. When changing 
monitors, any logical namps you assiPTied are lost. Thus ^ou must 
reassign your storage volume device as VOL. 

Long Command Format 

.BOOT <M) 

Device or file? RTllFB dl) 



RT- i i FB 



'04 . XX 



Short Command Format 



.DUUI KliihD IHfcJJ 



RT-1 1 FR 



U fl . vv 
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Once the system executes the BOOT command, the monitor for- 
merly in memory is no longer active. It is replaced by the alter- 
nate monitor. The message printed on the console terminal tells 
you which monitor has been loaded.^ 



Using the FB monitor is essentially no different from using the SJ 
monitor. All commands that are legal in the SJ environment are 
legal in the FB environment; their syntax and use are exactly the 
same. In addition, programs that you write for the single-job envi- 



ronment can always run as the background job in the 
ment. 



FBi 



USING THE FB 
MONITOR 



Since the FB monitor is actually an extension of the S J monitor, 
it provides some commands and programming features that the 
SJ monitor does not have. These allow you to control the two-job 
environment. They let you interact with the two jobs and let the 
two jobs interact with one another. 



When two jobs run simultaneously, you must have some means of 
indicating the job to which you are directing commands. Like- 
wise, the two jobs must have the means to identify themselves 
when they have messages to print. The following are some con- 
ventions that apply to system communication in a two-job envi- 
ronment. 



Communication 
in a Two- Job 
Environment 



1. The foreground job has priority. If both the foreground 
and the background job are ready to print output at the 
same time, the foreground job prints first. The fore- 
ground job prints a complete line, then the background 
job prints a complete line, and so on. 

2. Either job can interrupt your input at the terminal if it 
has a message to print. 

3. Messages printed by the background job are preceded 
by the characters B>. 

4. Messages printed by the foreground job are preceded by 
the characters F>. 

5. Typed commands are initially directed to the back- 
ground job. You can redirect control alternately to the 
foreground and background jobs using the CTRL/F and 
CTRL/B commands. 

To direct typed input to the foreground job, type 
CTRL/F. This command instructs the monitor that all 



To reboot the single-job monitor, simply reply to the BOOT command's DE- 
VICE OR FILE? prompt by typing RTllSJ.SYS m > 
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Using the Foreground/Background Monitor 



Creating the 
Foreground Job 



subsequent terminal input (commands and text) is di- 
rected to the foreground job. Typing this command 
causes the system to print an F> on the terminal, unless 
output is already coming from the foreground job. Com- 
mand input remains directed to the foreground job until 
the foreground job terminates, or until it is redirected to 
the background job through CTRL/B. 

To direct typed input to the background job, type 
CTRL/B. This command instructs the monitor that all 
subsequent terminal input (commands and text) is di- 
rected to the background job. Typing this command 
causes the system to print a B> on the terminal, unless 
output is already coming from the background job. 
Command input remains directed to the background 
job until redirected to the foreground job through 
CTRL/F. 

These conventions apply only if two jobs are running simultane- 
ously. If only one job is running, communication is the same as in 
the single-job environment. 

The foreground program DEMOFG is an assembly language 
source file; it must be assembled and linked before you can use it. 
Following assembly, the system prints a message on the terminal 
indicating the number of errors encountered during assembly. 
This message will show errors. 

Long Command Format 

•MACRO m 

Files? DEMOFG/LIST m 

ERRORS DETECTED: 

Short Command Format 

.MACRO DEMOFG/LIST (E) 
ERRORS DETECTED: 



LINK/ 
FOREGROUND 



The output resulting from this MACRO command includes an 
object file called DEMOFG.OBJ and a listing file called DE- 
MOFG. LST. The command creates both files on your system 
volume. You must link the .OBJ file to produce a runnable fore- 
ground program. You use the LINK command, just as you have in 
earlier chapters, but you also use the ,/FOREGROUND option. ^ 
This option produces a load module with a .REL file type which 
signifies to the system that the file is a foreground program and is 
to be run as the priority job. 



This command option also applies to compiled FORTRAN programs that are to 
be linked as a foreground job. 
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Long Command Format 

.LINK/FOREGROUND E) 
Files? DEMOFG ® 



Short Command Format 

.LINK/FOREGROUND DEMOFG (E) 



Now you are ready to operate the two-job environment. Many 
times, you have to consider the devices that are used for output in 
a foregroundA^ackground environment. For example, if your pro- 
gram assumes that the output device is a line printer, and you do 
not have a line printer or you want to output to another device, 
use the ASSIGN command. Type this command in the following 
way, substituting the two-character code from Table 4-2 for the 
storage volume in place of xx. 

Long Command Format 

.ASSIGN SE) 

Physical deuice name? xx: (§13 

Logical device name: LP: ® 



Executing the 

Foreground and 

Background Jobs 



Short Command Format 

.ASSIGN xx: LP: (E) 

You do not have to consider the above information for the demon- 
stration programs that are provided, since the foreground job 
communicates with the background job, and both jobs send their 
output to the terminal. 

When you use the FB monitor, you must always load into memory 
the peripheral device handlers needed by the foreground job. You 
use the monitor LOAD command to make a device handler per- 
manently resident in memory. For example, if your foreground 
job requires the use of the line printer, you must load the LP 
device handler. You must specify the jobtype with the command. 
For a foreground job, the jobtype is F; for a background job, the 
jobtype is B. If you have assigned the code LP: to another device, 
the system automatically loads the assigned handler and you 
need not enter a LOAD command. If you are using the line 
printer, type: 




Long Command Format 

.LOAD m 
Deyice? LP:=F (E 
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FRUN 



Short Command Format 

.LOAD LPs=F m 

The command to load and start execution of the foreground job is 
FRUN, which is similar to the RUN command except that the 
system automatically loads and starts the execution of the fore- 
ground .REL program. Use this command to start the execution 
of DEMOFG.REL. 



Long and Short Command Format 

.FRUN DEMOFG m 



FOREGROUND DEMONSTRATION PROGRAM 

SENDS A MESSAGE TO THE BACKGROUND PROGRAM "DEMOBG' 

EMERY 2 SECONDS* TELLING IT TO RING THE BELL. 



The foreground program DEMOFG is now running and queuing 
the message for the background program every two seconds. You 

iiuw cAcCui-c tiic DetuRgiuuiiu piugraiii kJiLiyxyjDyj lO aiiOw it lu 

receive the messages that were queued and to ring the bell. 



.KUN DEMOBG E) 
RT-11 DEMONSTRATION PROGRAM 
IF INCORRECTLY EDITED* THIS 
WELL DONE. 



IS THE LAST LINE. 



The bell rings several times in rapid succession as the monitor 
dequeues the messages, and then every two seconds as the fore- 
ground job sends its message to the background job. 

You can run other jobs in the background. You can use the back- 

.... .1 . p - .. TIT* -.'. i'ii. ji riT 

gruuiiu ui an ro eiiviruiimeiiL iii Liie «aiiie way a« Liie oo environ- 
ment. First, terminate the background job DEMOBG, using the 
double CTRL/C command. 



jCfRiJcl 



EtrDc) 



Execute a DIRECTORY command in the background to get a 
listing of all the .OBJ files on the system volume by typing 

.DIRECTORY *.OBJ ® 
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The foreground job is still running and queuing its messages to 
the monitor. Rerun the background program to collect all the 
foreground messages while the background job was stopped and 
the directory was printing. 



•RUN DEMOBG m 
RT-11 DEMONSTRATION PROGRAM 
IF INCORRECTLY EDITED* THIS 
WELL DONE. 



IS THE LAST LINE. 



The bell again ring's several times in succession and then rings 
once every two seconds. Stop the background job by using the 
double CTRL/C command. 



gRL/g 



(CTRL/C) 



Now stop the foreground job and remove it from memory. To do 
this, you must first use the CTRL/F command to direct terminal 
input to the foreground. Type: 



. gTRijFl 
F> 



The system prints the characters F> to remind you that you are 
now directing command input to the foreground job. Use the 
double CTRL/C command to interrupt and terminate the execu- 
tion of the foreground job, and return control to the background 
job. 



£t1jc) 



PTRL/C ] 



B> 



Since you are now using only the background of the 
foregroundAiackground environment, the system is operating like 
a single-job system. 



You should unload the foreground job to reclaim memory space 
for background use. Use the monitor UNLOAD command as fol- 
lows: 



UNLOAD 



Long and Short Command Format 

UNLOAD F m 
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F represents the foreground job; you should use this code when- 
ever you want to unload the foreground job. To unload any loaded 
device handlers, you must use their two-character device codes. 

Check to see if the .LST files were produced as a result of this 
demonstration. 



Long and Short Command Form 






•DIRECTORY *.LST E) 






lO-Jan-80 






DEMOBG.LST 


a 


10-JAN-eO 


DEMOFG.LST 


B 


lO-JAN-80 


2 Files* 10 Blocks 






388 Free blocks 







The foreground program has access to all the system features 
available to a background program — opening and closing files, 
reading and writing data, and so on. However, before you begin to 
write and use programs in the foreground, be sure to read the 
RT-11 Software Support Manual for coding restrictions. 



SUMMARY: 
COMMANDS 
USED IN AN FB 
ENVIRONMENT 



BOOT 

Bootstrap the indicated monitor (RT-llSJ, RT-llFB, 
RT-llXM) on the system volume. 

CTRL/B 

Direct all keyboard input to the background job (until 
CTRL/F). 



CTRL/F 

Direct all keyboard input to the foreground job (until 



Vy A A \lA^/ A-/ / • 



FRUN 

Load and start execution of the foreground job. 

LOAD dh 

Make the indicated device handler (dh) resident in memory. 

UNLOAD dh 

Make the indicated device handler (dh) nonresident in 
memory, reclaiming its memory space. 

UNLOAD FG 

Reclaim the memory space used by the foreground job. 
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You assembled the source file DEMOFG.MAC and produced an 
.OBJ file, linking it to produce DEMOFG.REL. You also created 
a .LST file on your system volume named DEMOFG.LST. Thus, 
you should save on your storage volume the files DEMOFG.REL 
and DEMOFG.MAC, and delete from your system volume the 

r;i__ t>t:ih jTrM^ri /^o t ] T^t^'Mt r\T^r^ T CTi T^„ »,„+ J«1«+« TiTJ' 

iiies i-iEjiyiyjr^j.KJiDO aiiu uimvivyr <jr.j_io -i . uu nut ucictc ±j±ii- 

MOFG.MAC, since this file was distributed as part of the RT-11 
operating system. Do the same for the file DEMOBG, which you 
created as a .SAV file instead of a .REL file. 



FILE 
MAINTENANCE 



.COPY m 

From? DEMOFG.MAC fDEMOFG. REL m 
To ? VOL:*.* (E) 

Files copied: 
DK:DEMOFG.MAC to MOL : DEMOFG . MAC 
DK:DEMOFG.REL to VOL : DEMOFG , REL 

.DELETE/NOQUERY m 

Files? DEMOFG.OBJ tDEMOFG.LST (E) 

Short Command Format 

.COPY DEMOFG.MAC *DEMQFG. REL VOL:*.* m 

Files copied: 
DK:DEMaFG.MAC to VOL : DEMOFG . MAC 
DK:DEMOFG,REL to VOL : DEMOFG . REL 

.DELETE/NOOUERY DEMOFG . OB J »DEMOFG . LST m 

Finally, obtain a brief directory listing of your storage volume so 
that you can see its current status: 

Long and Short Command Format 

.DIRECTORY/BRIEF VOL: dS 



RT-11 Software Support Manual (AA-5280B-TC). Maynard, Mass.: Digital 
Equipment Corporation, 1980. 
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RT-11 System User's Guide (AA-5279B-TC). Maynard, Mass.: Digital Equip- 
ment Corporation, 1980. 

A guide to the use of the RT-11 operating system. See Chapters 2, 3, and 
4. 
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CHAPTER 16 
USING INDIRECT FILES 



The RT-11 system provides an operational aid called an indirect 
file, which allows the system to run unattended. An indirect file is 
a file composed entirely of monitor operating commands. When 
you start tiie execution ot ttie indirect tile, the monitor processes 
these commands in consecutive order. So once you have created 
an indirect file and started its execution, you can direct your 
attention to other tasks or even physically leave the system, since 
the monitor executes the commands automatically and consecu- 
tively.^ 

The kinds of operations that RT-11 can best perform in an indi- 
rect file are those that involve much computer processing but that 
do not require your supervision or intervention. For example, 
multiple assemblies, compilations, and data transfer operations 
are ideal operations for indirect file processing. Also, any series of 
commands that you are likely to type often can easily run as an 
indirect file. 



Use the editor to create an indirect file as a text file. You can call 
the file by any file name you wish, but you should give it a file 
type of .COM, since this file type is the default used by the 
monitor to locate the file. 



CREATING AN 
INDIRECT FILE 



You structure the lines of text that make up an indirect file just 
like keyboard input. Thus, if you were to list the indirect file it 
would look like terminal keyboard text without any monitor 
prompts. 



You enter monitor commands into the indirect file as you would 
on the terminal. As an example, both of the following accomplish 
the same operation when executed as part of an indirect file: 



Entering Monitor 
Commands 



COPY m 

INFIL.MAC m 
OUTFIL.MAC m 

COPY INFIL.MAC OUTFIL.MAC 



The indirect file concept is similar to BATCH processing. Although indirect 
files lack many of the BATCH capabilities, they are easier to use than BATCH. 
(The RT-11 computer system also supports a BATCH processor discussed in 
the RT-11 System User's Guide.) 
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Using Indirect Files 



Since monitor prompts are not included in the indirect file, using 
the long command format requires that you anticipate each 
prompt and its proper response. It is suggested that you use the 
short command format and insert the command as a single line of 
text. Terminate each command line with a carriage return. 



Using the Editor 

to Create 

an Indirect File 



The indirect file that you will now create incorporates several of 
the commands previously demonstrated in this manual. Thus it 
serves both as an example of the format of indirect file input and 
as a brief review of the monitor commands used to copy, process, 
and delete files. In addition, one new command, DEASSIGN, is 
demonstrated. 

Use the EDIT/CREATE monitor command to create a file called 
INDCT.COM, inserting the commands according to the direc- 
tions in the right-hand column. When you have finished creating 
the file, list it and check for typing errors. Correct any errors you 
find, and then close the file, using the EX editing command. 






•EDIT/CREATE INDCT.COM 
*IDATE ia-JAN-80 ® 
TIME 8:00:00 ® 



DATE m 
DEASSIGN m 

ASSIGN TT: LP: M) 
ASSIGN XXn MOL: m 

DIRECTORY/BRIEF MOL: E) 

COPY MOL:GRAPH.FaR GRAPH. FOR dB 



Enter a hypothetical date 
and time (if your system 
has a clock). 

Print the date. 

Deassign all previous de- 
vice assignments and set 
new ones as follows: 

Assign the logical name 
LP: to the terminal. 

Assign the logical name 
VOL: to the storage 
volume (xx). 

List an abbreviated direc- 
tory of VOL:. 



COPY VOL: SUM. MAC SUM. MAC m 



FORTRAN users insert 
this command to copy the 
FORTRAN demo program 
to the system volume. 

MACRO users insert this 
command to copy the 
MACRO demo program to 
the system volume. 
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COPY VOL: MATCH. BAS 

MATCH, BAS (Hj BASIC users insert this 

command to copy the 
BASIC demo program to 
the system volume. 

FORTRAN/LIST GRAPH m 

LINK/MAP GRAPH m FORTRAN users who do 

not need to load the lan- 
guage volume include 
these commands to com- 
pile and link the demo 
program, 

MACRD/LIST/CROSSREFERENCE SUM m 

LINK/MAPSUM® All users assemble and 

link the demo program. 



RENAME MATCH, BAS MATCH. MAP m} BASIC users simply re- 
name the demo program. 



LIIMK/FOREGROUND/MAPDEMOFG m All users assemble and 

link the DEMOFG file. 

DIRECTORY *.OBJ (Rg) List a directory' of object 

files. 

DELETE/NDOUERY GRAPH.* Hi FORTRAN users delete 

the GRAPH files. 

DELETE/NOOUERY SUM.* M) MACRO users delete the 

SUM files. 

DELETE/NDOUERY MATCH, MAP ® BASIC users delete the 

MATCH file. 

DEASSIGN M) Deassign all device assign- 

ments. 

TIME® If your system has a clock, 

print the time to show how 
long total processing took. 

US US 

*B/L IE) IE) 

DATE la-JAN-SO 

TIME 8:00:00 Now terminate the insert 

command and list the in- 
direct file to check for er- 
rors. (Example input is 
shown here.) 

DATE 

DEASSIGN 

ASSIGN TT: LP: 

ASSIGN RKl : MOL: 

DIRECTORY/BRIEF UOL : 

COPY yDL:GRAPH.FOR GRAPH. FOR 

COPY MOL:SUM.MAC SUM. MAC 

COPY UDL:MATCH.BAS MATCH. BAS 

FORTRAN/LIST GRAPH 

LINK/MAP GRAPH 
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MACRO/LIST/CROSSREFERENCE SUH 
LINK/MAP SUM 

RENAME MATCH. BAS MATCH. MAP 
MACRO/LIST/CROSSREFERENCE DEMOFG 
LINK/FOREGROUND/MAP DEMOFG 
DIRECTORY *.OBJ 
DELETE/NOOUERY GRAPH.* 
DELETE/NOOUERY SUM.* 
DELETE/NOQUERY MATCH. MAP 
DEASSIGN 



TIME 

*EX (i 



Close the 

INDCT.COM. 



file 



EXECUTING AN 
INDIRECT FILE 



Once you have created an indirect file with the editor and 
checked it for errors, you are ready to start its execution. You can 
run an indirect file under control of the single-job monitor or as 
the background job under control of the foregroundA)ackground 
system. While a foreground job is running however, you must take 
care to avoid conflicts between nondirectory-structured devices of 
the two jobs. For example, the jobs should not request the same 
magnetic tape or cassette. 

The command to start the execution of an indirect file is the At 
sign (@) character followed by the appropriate file name (the file 
type .COM is assumed unless you indicate otherwise). Execution 
starts immediately, and the system processes commands in the 
indirect file in consecutive order. Each command is echoed on the 
terminal as it is processed. If an error within the indirect file 
affects the processing of a command, the system prints a system 
message on the terminal and stops execution of the entire file. 
Therefore, it is particularly important that you check your indi- 
rect file for errors before you start it and then leave the area. You 
can stoD execution of an indirect file at anv time bv tvuine two 
CTRL/Cs. 

Run the indirect file that you have just created by typing: 

.ilNDCT m 

It takes a minute or two for the commands in this file to be 
processed and for the listings to print. If your system has a clock, 
the time printed at the end of execution tells you exactly how long 
command processing has taken. Following is an example run. 



.eiNDCT 


.COM 


-DATE !■ 


fl-JAhl-80 


•TIME B 


: 00:00 


• DATE 




ii-jsn-bu 


.HEASSIGM 


.ASSIGN 


tt: lpe 


iftSSIGM 


R!-:!: >."ji.: 
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•DIRECTORY/BRIEF VOL: 

14- Jan-go 
GRAPH .FGR MATCH .BAS SUf 

3 Files, S Block-s 

4754 Free blocks 

.COPY VOLIGRflPH.FOR GRAPH. FOR 
.COPY VOL J SUM. MAC SUM. MAC 
.COPY vol: MATCH. BAS MATCH. BAS 



Mon 14-J3n-S0 i 



3;oo:i3 



PAGE 001 



0001 
0002 
0003 
0004 
0005 
0006 
0007 
OOOS 
0007 
0010 
0011 
0012 
0014 
0015 
0016 
0017 

ooie 10 

0019 20 

0020 

0021 

.MAIN. 
FORTRAN lU 



C GRAPH. FDR (VERSION I) 

C THIS PROGRAM PRODUCES A PLOT ON THE TERMINAL 

C OF AN EXTERHAL FUNCTION* FUNCXfY) 

C THE L1MIT5 OF THE PLOT ARE CiETERMINED BY THE DATA STATEMENTS 

C 'STAB" IS FILLED UITH A TABLE OF HEIGHT FLAGS 

C "STRING" IS USED TO BUILD A LIWE QF GRAPH FOR PRINTING 

LOGICAL*! STRINGC133).5TAEC100> 

DATA XMINfXMAX.MAXX/-5. 0.5. 0,45/ 

DATA YMIN,YMAX,MAXY/-5. 0,5. 0.73/ 

DATA FMINfFMAX/0. 0,1.0/ 

SCAL(ZnIN,ZriAX,MAXZ,K)=zMriM+FLOAT(K-lJ*(ZMAX-ZMJN)/FLtlAT(MAXZ-U 



CALL SCDPYC- 1234SA7S9 +',STAB) 

MAXF=L£NtSTABS 

DO 20 IX=1,MAXX 

IIX=IX 

X=SCALi:XMIN.XMAX,MAXX,IIX) 

CALL REPEATC '*', STRING, MAXY) 

IFdlX.EQ.l .Oft. IIX.EQ.MAXX) GOTO 20 

DO 10 IY=2,MAXY-1 

IIY=IY 

Y=SCAL ( YMIN , YMAX , MAX Y , 1 1 Y ) 

IFUN^2+INT(FL0AT(MAXF-3)*tFUN(X.Y)-FMIN)/CFHAX~FMIN)) 

STRING(irV>=STAB(MlNO<MAXF,MAXO(ltIFUN) )) 

CALL PUTSTR(7, STRING,' ') 

CALL EXIT 

END 

Storage Map for Program Unit .MAIN. 



al I 



.PSECT SDATA, Sizie ^ 



1*2 
R*4 
ft*4 
R*4 



Offset 
000402 
000436 
000444 
0003A? 
000440 
000^50 
000422 



Local 3nd COMMON i 

STAB L*l 

HTRINQ L*l 



Sectioi 

tDATA 

SDATA 



IIY 

HAXY 
XMAX 
YHAX 
ZMIN 



Offiiet 
000205 
000000 



Off-iet 
QQ03?i 
000446 
000430 
000374 
000356 
000370 
000416 



Name T-df-e htame 

EXIT R*4 FLOAT 

MAXO 1*2 MTNO 

SCOPY R*4 



FUN 

PUTSTR 



FORTRAN IV 


V02.1-10 Mon 


i4-j3f.-80 08;oi: 


44 




PAGE 0( 


0001 


FUNCTION FUN(X.Y) 












0002 


R=SaRT C X«*2+Y«*2 ) 












0003 


FUN= < X*Y*R«EXP t -R ) ) «*2 










0004 


RETURN 












0005 


END 












FUN 














FORTRAN ly 


Storsde Map for Pro^ran 


1 Unit FUN 






Local y»riables» .PSECT BDATA, 


Size = 000024 i 


10. « 


)rd5) 




Nmb Twpe 


Offset tiame 


Tape Offset 


Hams 


Tape Offset 


FUN R*4 


000004 Eov R 


R*4 000010 


X 


R«4 1? OOOOOO 


Y R«4 1 


B 000002 












Subroutines 


r Functions, Stateiient and P 


Tocesaor 


'-Defined Functic 


.ne: 


NaBe T^r»? 


name Tape Name TuPe 


Name 


Tape 


Nane 


T^dPe 


EXP R*4 


SORT R*4 












.LIMK/MAP GRAPH 












RT-11 LINK 


V06.01 Load Map 


Hon 14' 


Jar,-80 08:02:20 




GRAPH .SAV 


Title: .MAIN. 


Ident : 


F0RV02 








Scctior. Addr Size Global 


Value 


Global 


Value 


Global 


Value 


. . ABS. OOOOOO 001000 (RU,I. 


GBLrABS, 


OUR) 














, ..fff^f-^rff^. 


aWTOOD" 




■ 000002 




♦NLCHN 


000006 


*SYSV* 


000011 


4UAST7 


000131 




♦LRECL 


OO0210 


♦TRACE 


0O4737 


♦EAE 


177304 


OTS*I 001000 014362 CRIJ,I( 


LCL-REL, 


CON) 










»«OTSI 


001000 


♦DTI 


001026 


♦♦OTI 


001030 




$«SET 


002536 


♦CVTIF 


003032 


iClJTIC 


003046 




»CUTID 


003046 


CCIS 


003060 


CDI^ 


003060 




♦ IC 


003060 


♦ ID 


003060 


CFI^ 


003074 




»IR 


003074 


EXP 


003160 


SORT 


003520 




MUF«PS 


003714 


MUF*M3 


003720 


MUF*IS 


003732 




»MULF 


003740 


MUF*S5 


003752 


4MLR 


003752 




DIFSPS 


004350 


DIFtMS 


004354 


DIF*1S 


004366 




*DIVF 


004374 


DIFSSS 


004406 


♦DUK 


004404 




ADFSIS 


005012 


ADF*PS 


005020 


SUF*PS 


005024 




SUF»MS 


005030 


ADEEMS 


00504:; 


SUF»IS 


005052 




*ADIlF 


005040 


♦SUBF 


005074 


SUF*SS 


005106 




*SBR 


005106 


ADF^SS 


005112 


♦APR 


005112 




ADn» 


005126 


iDiNr 


005552 


INT 


005552 




MAXO 


005600 


MINO 


005624 


CAI^ 


005650 




CAL* 


0056S6 


ISN^ 


005706 


tISNTR 


005712 




LSN* 


005726 


♦LSN FR 


005 732 


M(U*IP 


006066 




MOIiSP 


006070 


MOJSPP 


006076 


MOltMP 


006102 




MOUPS 


006112 


MOI»PM 


004120 


MO I ♦PA 


006126 




hOItOP 


006134 


MUtSlP 


006142 


noHtss 


0061:-j2 




HOF*SM 


006164 


MOF*SP 


006174 


LLE^ 


006200 




LEO* 


006202 


LBT« 


006210 


LGE^ 


006212 




LNEt 


006222 


LLT^ 


006224 


MOL^SM 


006230 




MOL«SA 


006234 


MOL^HS 


004240 


MOL«MM 


006250 




MOLIMA 


006254 


MOL*SP 


006260 


MOL«PP 


006266 




MOL«MP 


006272 


MOL^PM 


006302 


MOL»PS 


006310 




MOLiPA 


006314 


MOL^IM 


006322 


MOL^IA 


006330 




M0L*1P 


006336 


STK*L 


006346 


STK»I 


006352 




STKtF 


006356 


MDI«RS 


006366 


M0L*R3 


006366 




MOI*RM 


006372 


MOItRP 


006376 


MOI«RA 


006400 




NGD*S 


006404 


NGF4S 


006404 


NGD4M 


006416 




N6F*M 


006416 


NGD*P 


006432 


NGF*P 


006432 




NSD«A 


006434 


NGF«A 


004436 


ADI»SS 


004442 




ADI«SA 


006446 


ADI«SM 


006452 


ADI*IS 


006456 




ADI4IA 


006442 


ADI*1M 


004464 


AD I ♦MS 


006472 
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ADI»MA 00447i AOI«MM 006502 SUI*SS OOiSOi 



SUI»SA 


006512 


SUUSM 


006516 


StJIfIS 


006522 


StII»lA 


006526 


sur«iM 


006532 


SUHMS 


006536 


SUI«HA 


006542 


SUI»MM 


006546 


ICI*S 


006552 


ICI*« 


00A556 


iri*p 


006562 


IClSft 


006564 


DCItS 


006570 


DCI*M 


0065?.* 


DC ISP 


006600 


DC If A 


006602 


CHI*SS 


006606 


CMISSI 


006612 


CMI*SH 


006616 


CMItlS 


006622 


cnisii 


006626 


CMI*IM 


006632 


CtllfHS 


006636 


CMISdl 


006642 


CMIfrW! 


006646 


NrtltlH 


006652 


NfllSlI 


006664 


BLE« 


006674 


BEOS 


006676 


BGT* 


006704 


BGE$ 


006706 


BRAS 


006710 


BNEi 


006714 


BLT« 


006716 


MOFiRS 


006726 


MOFSRM 


006734 


nOF»RA 


006744 


MOF»RP 


006750 


flOFSHS 


006754 


MOF*PS 


006766 


MOFSMM 


006772 


MOFtMA 


007004 


MOFtMP 


007012 


MDFtPH 


007020 


MOFSPA 


007024 


MDF»PP 


007030 


lOR* 


007034 


AND* 


007040 


EQiJ* 


007046 


XOR» 


007050 


TSLSS 


007064 


TSL»M 


007070 


TSL*1 


007074 


TSL»P 


007102 


tons 


007110 


ffOTIS 


007112 


RETSL 


007232 


RET»F 


007236 


RETfl 


007244 


RET* 


007246 


HOI*SS 


007302 


MOL«SS 


007302 


HOISSM 


007306 


HOI*SA 


007312 


MOItIS 


007316 


HOLtIS 


007316 


REL« 


007316 


ttOISlM 


007322 


MOISIA 


007326 


H0I«H5 


007332 


HDIJflM 


007336 


MOISMA 


007342 


HOI«0S 


007346 


hDI*OM 


007352 


HOISOA 


007356 


noitis 


007362 


rtOISlM 


007370 


MOISIA 


007376 


EXIT 


007404 


SAL*IM 


007410 


SAL4SM 


007412 


SWL«IM 


007420 


SUL*SM 


007422 


SAL SUM 


007430 


SUU*MM 


007434 


*CVTFB 


007440 


SCyTFI 


007440 


*CVTCB 


007454 


SCVTCl 


007454 


scyiDB 


007454 


scyToi 


007454 


CIC* 


007466 


cms 


007466 


CLC* 


007466 


cm* 


007466 


SDI 


007466 


CIF* 


007476 


CLF* 


007476 


SRI 


007476 


CILS 


007620 


CLI* 


007624 


SERRTB 


007626 


fSHORT 


007626 


*ERRS 


007733 


TVL* 


010254 


iTVL 


0102S4 


TW« 


010262 


STUF 


010262 


TyDS 


010270 


»TVEi 


010270 


TWO* 


010276 


»TyQ 


010276 


Typ» 


010304 


*Typ 


010304 


Tyi» 


010312 


«Tyi 


010312 


4STFS 


010446 


STP* 


010454 


♦STP 


010454 


FOO* 


010460 


♦EXIT 


01O5O0 


EMD» 


010624 


ERRS 


010636 


♦END 


0106S0 


*ERR 


010666 


IFUS 


010710 


fIFU 


010714 


IFUtS 


010756 


SCHKER 


011026 


*IOEXT 


01105? 


»Fr»L 


O-ll\0O 


FOI. * 


011102 


tVKINT 


011216 


SALilP 


0U220 


SAI-SSP 


011222 


SVLtIP 


011230 


SVL»SP 


0U232 


SALShP 


011240 


SytJMP 


011244 


SAI*Ih 


011250 


SAISSW 


011252 


S&UUNIJ 


011256 


syiiin 


0I1J02 


Syi*iiH 


011304 


SAI»MM 


011314 


;;yi»MM 


011320 


SAyftGi 


011324 


THRIi» 


011S02 


$PU 1 Rli 


011504 


suAir 


012012 


»FCHNL 


012054 


$ INI 11 


01215;; 


SCLOfJE 


012264 


tPUTfiL 


012730 


tGETBL 


013140 


♦EOFIL 


013324 


SE0F2 


013340 


«FIQ 


014100 


tSFlO 


014104 


«DUMPL 


015334 










(RUf&! 


'GBLfRELr 


OMR) 








( RU r T 1 


■LCLfRELr 


■CON) 








LEN 


015432 


REPEAT 


015450 


scopy 


015602 


tRUiIi 

fRU.T. 


LDLrREL. 
in iRFI . 


■CON) 
■ CON) 








*»OTSC 


015676 


FUN 


016S74 


PIJTSTR 


016742 


(RU.Ii 


■LCL^REL. 


CON) 








«*CITSO 


017234 


tOPEN 


017234 






(RUiIi 


■LCL.REL. 


■CON) 








(RU.D> 


■LCLtBEL. 


■ CQN) 








(RU.D. 


LCL.REL. 


■CON) 








tRUfD. 


■LCLfREL. 


CQN) 








*AOTS 


020360 










[RU-D, 


■ LCLrRElL. 


■CON) 








ISYSLB 


020362 


»LOCK 


020364 


SCRASH 


020365 


(Ru-n. 


.1X1 ^RFI,, 


. r.ON ) 








(RUtDi 


.LCL,REL, 


CON) 








(RUi'Di 


'GKL.REL. 


oyR) 









OTSSO 017234 001010 

SYSSO 020244 000000 

SDATAP 026244 0OO1O6 

OTSSD 020352 000006 

OTSiS 020360 000002 

SrSSS 020362 0O0O04 

SDftTA 020366 000542 
USERSD 021130 000000 
.fSSS. 021130 OOOOOO 

Transfer address = 015676. Hi3h lii 

,MACR0/LIST/CROSSREFERENCE SUH 

SUM.HAC VERSION 1 MACRO y04,00 14- JAN-BO 08:07:25 PAGE 1 



■ 02U26 ■ 



4.595. 






.TITLE SJrt.rtAC VERSION : 



.MCALL .TTYOIJTi 



12 OOOOOO 






13 000006 


012705 


000106 


14 000012 


012700 


000107 


15 000016 


012701 


000124' 














17 000024 


011146 




IB 000026 


006311 




19 000030 


006311 




20 000032 


062621 




21 000034 


005300 




22 000036 


001371 




23 000040 


012700 


000106 


24 000044 


014103 




25 000046 


012702 


177777 


26 000052 


005202 




27 000054 


160003 




2S 000056 


103375 




29 000060 


060003 




30 000062 


010311 




31 






32 000064 


060261 


177776 


33 






34 000070 


005300 




35 000072 


001364 




36 000074 


014100 




37 000076 


162700 


000012 


38 






39 000102 


103375 




40 000104 


062700 


000070 


41 000110 






42 000114 


005011 




43 000116 


005305 




44 000120 


001334 




45 000122 






46 






47 000124 


000107 




48 






49 






50 






51 000342 


124 


110 


000345 


040 


126 



exp: 


.PRINT 


tnESSAG 




MOV 


♦N.R5 


first; 


Moy 


tN-fl>RO 




Moy 


*A.R1 






?PI 




MOV 


eRl.--C5F 




ASL 


SRI 




ASL 


BRl 




Arm 


(SP)+pCF 




dec 


RO 




&NE 


;;econd 




MOV 


*NrRO 


THIRD! 


MOV 


-(rd.r: 




MOV 


•-1-R2 


fourth; 


TNC 


R2 




SUB 


R0.R3 




8CC 


fourth 




ADD 


R0,R3 




MOV 


R3-eRl 



0. JNO. OF DIGITS OF 'E' TO CALCULATE 

THE BUM OF THE RECIPROCALS OF THE FACTORIALS 
(■ 1/11 + 1/21 + 1/3! + 1/4? + 1/5* + ... 



(PRINT INTRODUCTORY TEXT 
fNO. OF CHARS OF 'E' TO PRINT 
iNO. OF DIGITS OF ACCURACY 
(ADDRESS OF DIGIT VECTOR 



;«4 

i«s 

iMOW *10. POINT TO NEXT DIGIT 

;Ar END OF DIGITS? 

; BRANCH IF NOT 

iGD THRU ALL PLACESr DIVIDING. 

iBY THE PLACES INDEX 

;iNIT QUOTIENT REQISTER 

fBUHP QUOTIENT 

;SUBTRACT LOOP ISN'T BAD 

iNUMERATOR IS ALUAYS ^ 10*N 

fFIX REMAINDER 

;SAVE REMAINDER AS BASIS 

iFOR NEXT DIGIT 

SfiREATEST INTEGER CARRIES 

iTO raiVE DIGIT 

;AT end of DIGIT VECTOR? 

(BRANCH IF NOT 

iGET DIGIT TO OUTPUT 

(FIX THE 2.7 TO ,7 SO 

(THAT IT IS ONLY I DIGIT 

((REALLY DIVIDE BY 10) 

(MAKE DIGIT ASCII 

(OUTPUT THE DIGIT 

(CLEAR NEXT DIGIT LOCATION 

(MORE DIGITS TO PRINT? 

(&RANCH IF YES 

(WE ARE DONE 



6NE 


THIRD 


MOV 


-(R13.ro 


i5UB 


#10.. RO 


BCC 


FIFTH 


ADD 


«I0+'0.R0 


.TTYOUT 




CLR 


0R1 


DEC 


R5 


BNE 


FIRST 


.EXIT 




.REPr 


Nfl 


.UORD 


1 


.ENDR 





fINIT VECTOR TO ALL ONES 



.ASCII /THE UALUE OF E IS!/ a5><12> /2./ ■i:200> 
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000356 040 105 OAO 

0003A1 Ul 123 072 

00O3i44 015 012 062 

SUM.HftC VERSION 1 MACRO V04 . 00 14-JAN-t 



25 PAGE 1-1 



THIRD 000044R 



. flUS, 000000 000 
000372 001 
ERRORS DETECTEIi; 

VIRTUAL MEMORY USEE): 8448 LIORDS ( 33 PAGES) 
DYNflMIC MEMORY AMAILABLE FOR A5 PAGES 
DK:sUMrLF':SUM = DK:SUM/C 



■RRHRS riFTfrnTFTri; 



I4-JAW-S0 013:O7:2;3 PAGri 



b-XP 1-12* 




1-54 


riFTH 1-37* 




1-39 


FIRST 1--14* 




1-44 


FOURTH 1-26* 




i-2a 


MESSAG 1-12 




1 -51t 


N 1-7* 




1-13 1-14 


SECOHD 1-16* 




1-22 


THIRD 1-24* 




1-35 


SUM. MAC iJl'RSinW 1 


MACRO VO-i.OO 


[;R0SS RFFFIRENCE 


TABLE" (i:RE:F VOA.ijQ > 


.EXIT 1-3* 




1 .irj 


-FI^Nr 1 .?.* 




1 ■ 1. :' 


.TTYOU 1-3* 




r-41 


.lIHK/MaF- Suiri 






RT-11 t INK yOi. 


■ 01 


L.a=i'J i^^^' 


SUM .SAW 


Ti 


tie; SUM. MA Irt(?n< 



Addr 



Sizs 



(31ub.a 



iGBLjABSiOyR) 



(RUrl-LCLFREL-caMJ 
rransfei- address = OOlOOOr Hi^ti limit ' 00 l.S/C 
.RENAME MATCH. BAS MATCH. MAP 
.MACRO/LIST/CROSSREF'ERENCE DEMOFG 
DEMOFG MACRO y04.00 14-JAN-ao OiillltlS FAiJIl 



1 



.TlTLi; DEMOFG 

.IlCNr /yo3.oi •■ 

FOREGROUND DEMONSTRATION F'RGSI<AM TO I 
UUEUE A ME:SSA0E every 2 SECONDS FOR 



8 000000 








start: 


; -FKINT *MSG 


9 000006 










.nSET tOUEyEftlOO. 


10 000020 










. MRKT *AREA , #T IME - *MK TO f * 1 


11 000054 










.SPND 


12 












13 
14 
15 0OOOA2 








i 


MKTIM COMPLETION ROUTINE 


026727 


000314 


000132 


mktc: 


CMF MSGCNT.#90. 


16 000070 


003020 








BGT MKTCI 


17 000072 










-SDATC *AREfl.*BIJFFER.*lf*SBi 


18 000126 


005267 


000250 






INC MSGCNT 


19 000132 


..,„.^ 






MKTCi: 


• MRKT *AREA - *T1ME . *MKTC r *1 
RETURN 



:T . , aPNL 

iPRINT INTRODUCTORY MESSAGE 
fSE1 ASiUb 100 ELEMENTS FOR MESSAGES 
}SET UP MKTIM FOR 2 SECONDS FRQH NOW 
fSUSPEND THE FD TILL MKTIH SATISFIED 



;90 MESSAGES QUEUED YET? 
fYES-NO SENSE OUEUEING ANOTHER 
*SIiATC ;SEND MESSAGE TO BG 

BUMP MESSAGE COUNTER 

SET UP ANOTHER MKTIM FOR 2 SECONDS 



SMT COMPLETION ROUTINE 
DEC MSGCNT 



!ONE OF THE MESSAGES HAS BEEN RECEiyED 

SRETURNtRTS PC) 



30 000176 


106 


117 


Ht OOO^Wf? 


171 


IDT 


32 000324 


105 


126 


33 






34 






3S 000402 


000000 




36 






37 






38 000404 


000000 




3? 000406 


000170 




40 






41 000410 






42 






43 000424 












4f-j 






46 001424 







/FOREGftOUNS DEMONSTRATION PR0GRAM/<15><12> 

/•tpNn? ttfssARF rn thp nATKORmiftn piroeR*M ■flFM06C"/<'is>- 

/E*JERY 2 SECONDS. rELLINB IT TO RlNlj THE BELL./ 



; MESSAGE COUNTER 



duffer: .blku 



STTME CONSTANT 

iHIOH ORDER 

:A0 TICKS A SECOND, 2 SECONDS 

iEMT ARGUMENT AREA 

5 BUFFER FOR MESSAGES 



f OR IHf XM MONITOR 



-,JAN-BO 0!9:ui1'j 



. ABS. OOOOOO 000 

005344 001 

ERRORS detected: 

VIRTUAL MEMORY USED: 9472 tlORDS ( 37 PAGES) 
DYNAMIC f^HORY A^^AILABLE FOR 65 PAGES 
OK : DEMOFG. LP ! DEMOFG^^DK : DEMOFO/f: 



ERRORS detected: 



DEHOFG MACRO y04.00 
CROSS REFERENCE TABLE 
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...U2 1-1? 


1-17 


1-17* 1-17* 




ftREA 1-10 


1-17 


1-19 i-41# 




BUFFER 1-17 


i-43* 






MKTC 1-10 


1-15* 


1-19 




MKTCl 1-16 


1-19* 






MSG 1-S 


1-30* 






MSDCNT 1-15 


1~1S* 


1-24* 1-33* 




QUEUE t-9 


1-46* 






SDATC 1-17 


i-:;4* 






START 1-a* 


1-48 






TIME 1-10 


1-19 


1 -313* 




PEMOFG MACRO yO4.00 iA 


.-JAN-80 0H:,U:15 page «-1 




CROSS REFERENCE 


TABLE (CREF y04.00 > 




...CMO 1-9 








...cm 1-17 








...CM2 1-10 


1-10 


1-10 1-17 l-!7 


1-17 


...CH4 1-17 








...CMS 1-9 


1-10 


1-17 1-19 




...CMfi 1-10 


1-19 






.HRKT 1-6* 


1-10 


1-19 




.PRINT 1-6* 


1-8 






.QSET 1-6* 


1-9 






.SDATC 1-6* 


1-17 






-SPND 1-6* 


1-11 






.LINK/FOREGRQUND/MAP DEMOFG 




RT-11 LINK W6. 


,01 


Load Hap Mon 14~Jsr.-80 


08:14:30 


DEMOFG. REL 


Title: 


DEMOFG Ident: ^03.01 




Svction Addr 


Sise 


Global Uslue Global yslns 


GlDh^l 


. ASS. 000000 


001000 


(RUrlrQBLf ABSrOUR) 




001000 


005344 


(RUtI-LCL^-REL-CON) 
START 001000 




Transfer address = OOtOOO- HiSh limit = 0063« = 1649, 


, words 


.DIRECTORY «.OBJ 






14-Jan-eO 








DDT .OBJ 9 19-NOV-79 VDT .OBJ 9 19- 


-Mnu-79 


yTHDLR.OBJ 9 19-N«v-79 F'LQT^^rj.DBJ 3. V? 


-Hi--.'- -"? 


LIBSYS.OBJ 47 19-No' 


^-79 GRAPH .OK 1 16 L4 


■ J;;ip -ilO 


SUM .OBJ 


1 14-J3I 


n-80 SYSLlB.ObJ 245 1^5- 


■Nov 79 


DEMOFS . OBJ 


1 I4-J31 


n-eo 




9 Files. 340 Blocks 






1064 Free blacks 






.KLETE/MOQUERr 


GRAPH.* 






.DELETE/NODUERY 


SUM.* 






.DELETE/NOQUERT 


MATCH. MAP 




.DEASSIGN 








• TIME 








00:3^:0:^ 









SUMMARY: 
COMMAND TO 
START AN 
INDIRECT FILE 



©filnam.COM 

Start the execution of the specified indirect file (filnam.COM). 

CTRL/C CTRL/C 

Halt execution of the indirect command file (use with caution). 



DEASSIGN 

Remove logical device assignments. 



FILE 
MAINTENANCE 



This indirect file contains commands that perform the appro- 
priate copy and delete file inainlenance operations. If the com- 
mands were not already part of the file, you would need to per- 
form the appropriate file maintenance commands, in monitor 
command mode, after execution. 



REFERENCE 



RT-11 System User's Guide ( AA-5279B-TC) . Maynard, Mass.: Digital Equip- 
ment Corporation, 1980. 

A guide to the use of the RT-11 operating system. See Chapter 4. 
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CHAPTER 17 
ADVICE TO NEW USERS 



This manual introduces you to several common RT-11 functions 
but is neither exhaustive nor comprehensive in its treatment of 
system features, commands, or their options. For many, these 
fundamental system operations are sufficient; other users, how- 

cvci, may iiccu ui Wain, uu icaiii a pi ugrdniniing language, ex- 
tended system features, or the internal workings of the RT-11 
system. These people should consult the references at the end of 
each chapter, the RT-11 Documentation Directory, or the RT-11 
System User's Guide. The RT-11 Documentation Directory lists 
all RT-11-related material available from DIGITAL: the User's 
Guide explains in detail each command contained in this manual 
and additional monitor commands, including all possible com- 
mand options. 

The Introduction to RT-11 has shown you the right way to use 
some important system features and their associated monitor 
commands. This information, combined with the following basic 
guidelines for using the system, can help you to avoid pitfalls 
common to new users: 

• Do not become dependent on a single copy of a file. 
Always make a backup copy of any useful file. 

• When using the editor, do not insert text in large seg- 
ments. Divide long editing sessions into short ones so 
that user (or hardware) errors do not cost long hours of 
editing. Close the file with the EX command and begin 
editing again from where you left off. 

• Avoid careless use of wildcard operations that manipu- 
late multiple files. Use the /QUERY option to verify the 
operation to be performed. 

• When using indirect files or BATCH streams, avoid op- 
erations that manipulate any of the system (.SYS) files 
or the indirect file in use. Check the indirect file care- 
fully for errors before you use it. Once the command 
stream is initiated, you may be unable to detect and 
prevent possibly serious errors. 

• If you run two jobs under the control of the foreground/ 
background monitor, be sure there is no conflict of non- 
directory-structured devices (LP:, MT:, CT:, PC:, TT:) 
used by the two jobs. 
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USING THE 
HELP FILE 



HELP 



A HELP file is distributed with RT-11 that contains information 
about the keyboard monitor commands and how to use them. A 
list of keyboard monitor commands and a description of their 
functions can be displayed at the terminal by typing 

. HELP # (RET) 

To get a detailed description of the use of the HELP command 
itself, type 

. HELP (ret) 



The following information is provided: 



HELP 



Lists helpful i n f o r in a t i o n 



SYNTAX 

HELPC /opt i ons ] [ topicC subtoPicCsitems. ..]...]] 
or HELP * 



SEMANTICS 
HELP 

aval 
HELP 

a pa 
HELP 
topic 
HELP 
spec 
HELP 
w h i c 
HELP 

asso 

HELP 

with 

s u b t 

Valid 

COfttfll 

S u b 1 

"OPT 

Items 



* li 
labl 
list 
rt ) , 
1 p i 

on 1 
t opa 
i f ic 

HEL 
h th 
t opi 
c i at 
t opi 

the 
opi c 

top 
a n d 5 
pics 
IONS 

are 



sts the items for which help is 

e • 

5 the HELP text (of which this is 

c lists information on the specific 

y I 

G 5 u b 1 p i c lists information on the 

s u b 1 p i c n 1 '/ (for e x a m p 1 e r 
P SEMANTICS lists the paragraph of 
is text is a part). 

c 5i.ibtopic:item lists only the text 
ed with the specific itemi 
c/item lists the text associated 

specific item under the 

OPTIONS, 
ics are the keyboard monitor 

are "SYNTAX", "SEMANTICS" t 
" , and "EXAMPLES" , 
specific command options. 



OPTIONS 
PRINTER 

Prints the HELP text on the line printer 
TERMINAL (default) 

Types the HELP text on the terminal 



EXAMPLES 
HELP COPY 



! L i s t s information about COPY 

I n n (T> w a n H 
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HELP/PRINTER EXECUTE ! Prints inforniation 

! about EXECUTE command 

HELP PRINT DPTIONsCOPIEB IDescribes the COPIES 

ioption for PRINT 

In the command syntax shown above, topic represents a specific 
keyboard monitor command about which you need information. 
The subtopic represents a specific category within a topic; the 
subtopics are syntax, semantics, options, and examples. The item 
represents one of the members within the subtopic group. You can 
specify more than one item in the command line if you separate 
the items with a colon (:). 

There are only two options you can use with the HELP command: 
they are /PRINTER and /TERMINAL. The option /PRINTER 
sends the help information to a printer if one is available. The 
option /TERMINAL (the default mode) sends the output to the 
terminal. 

To get all the information in the help file about the keyboard 
monitor command ASSIGN, type 

.HELP ASSIGN (ret) 

You have used this command in examples in the other chapters. 
The following information is displayed at your terminal. 



ASSIGN Associates a logical deuice name 
with a physical device 

SYNTAX 

ASSIGN p h y s i a I - d e y i c e - n am e 
1 3 i a 1 - d e u i e - n am e 

SEMANTICS 

Phy s i cal -dey i ce-name is the RT-11 
standard permanent name for the deyice. 
Loaical-dey ice- name is one to three 
alphanumeric characters lonS with no 
intervening spaces or tabs. 

The Physical name and lodioal name must be 
separated by a space, 

OPTIONS 
None 

EXAMPLES 

ASSIGN RKl: DK : 
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When you want specific information for a keyboard monitor com- 
mand, such as the syntax, semantics, options, or examples, in- 
clude that subtopic in the command. 

.HELP DIRECTORY DPTIDNS (RET) 

lists all the options that are available for use with the DIREC- 
TORY keyboard monitor command. 

If you need information only about a specific item in a list of 
options, type the item in the command line as follows: 

.HELP DIRECTORY OPTIONS:QRDER (rIt) 

ORDERC ; catedorv] 

Orders the director-/ listing accordinS to the caterer > 
specif'/i same as /SORT. Categories are: 

NAME- orders alphabetically by file name 
TYPE- orders alphabetically by file type 
SIZE- orders by file size 
DATE- orders by creation date 
POSITION- orders by file position 
on the d e u i c e 
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APPENDIX A 
MANUAL BOOTSTRAPPING OPERATIONS 



This appendix describes the manual bootstrapping procedures 
used for PDP-11 computers that do not have the automatic 
bootstrapping capability described in Chapter 2. Three categories 
are covered: 

Typing the Bootstrap on the Terminal Keyboard 
Using a Pushbutton Console to Bootstrap 
Using a Switch Register Console to Bootstrap 



The bootstrap for your RT-11 computer system consists of a series TYPING THE 

of six-digit numbers that you must type on the terminal key- BOOTSTRAP ON 

board. First, obtain the bootstrap from the RT-11 Installation jhE TERMINAL 

and System Generation Guide, and copy the numbers into the KEYBOARD 
space below: 



Now, type each number in the column on your terminal keyboard 
using the following method (if you make a mistake, type the 
DELETE key on the terminal keyboard, once for each typing 
error, and then retype the digitis]): 

1. Type 001000. 

2. Type slash (/). 

3. Type the first number in the bootstrap column. 

4. Type the LINE FEED key on the keyboard. 

5. Type the next number in the bootstrap column. 

6. Repeat steps 4 and 5 until you have typed all the num- 
bers in the column. 

7. Type the RETURN key on the keyboard. 

8. Type lOOOG. 

9. Continue to step 11 in Chapter 2. 
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Manual Bootstrapping Operations 



USING A 
PUSHBUTTON 
CONSOLE TO 
BOOTSTRAP 



If your computer has a pushbutton console on its front panel 
similar to that shown in Figure A-1, you can use the buttons to 
manually give the computer the information it needs to bootstrap 
the system. 



«i 




Figure A-1 Pushbutton Console 

The bootstrap for your RT-11 computer system consists of a series 
of six-digit numbers that you must load into the computer using 
the pushbutton console. First, obtain the bootstrap of your system 
device from the RT-11 Installation and System Generation 
Guide, and copy the numbers into the space provided below. If 
your system has a hardware bootstrap/ the bootstrap will consist 
of only two numbers, which you should copy into the left-hand 
space; otherwise, the bootstrap will consist of two columns of 
numbers labeled Location and Contents, which you should copy 
into the right-hand space: 



Hardware Bootstrap 

Load Address = 
Start Address = 



Other Bootstraps^ 



To activate the hardware bootstrap, set the numbers into the 
pushbuttons using the following method (if you make a mistake, 
push the button labeled CLR, then reenter the number): 

1. Push the appropriate buttons for the load address (read 
the number from left to right). 

2. Push LAD. 

3. Push the appropriate buttons for the start address (read 
the number from left to right). 

4. Push the button labeled CNTRL, and, while holding it 
down, push the button labeled START. 

5. Continue to step 11 in Chapter 2. 



A hardware bootstrap is bootstrapping information that is already in computer 
memory but that you must activate by entering a load address and a start 
address, each a six-digit number. 
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To activate other bootstraps, set the numbers into the pushbut- 
tons, using the following method (if you make a mistake, push the 
button labeled CLR, then reenter the number): 

1. Push 1000 (read the number from left to right). 

2. Push LAD. 

3. Push the appropriate buttons for the first number in the 
Contents column (read the number from left to right). 

4. Push DEP; push CLR. 

5. Push the appropriate buttons for the next number in 
the Contents column (read the number from left to 
right). 

6. Repeat steps 4 and 5 until all numbers in the column 
have been used. 

7. Push 1000. 

8. Push LAD. 

9. Push the button labeled CNTRL, and, while holding it 
down, push the button labeled START. 

10. Continue to step 11 in Chapter 2. 



If your computer has a switch register console on the front panel 
similar to those shown in Figure A-2, you can use the switches to 
manually give the computer the bootstrapping information it 
needs to start the system. 



USING A SWITCH 

REGISTER 

CONSOLE TO 

RnQTCTPAP 








U.||UtJ^LE.U 




itf'^'-^^'"^^'' 


1 - 1 ■ 


1 1 1 1 . . . 






1 1 


^^^^^^^^^^^^^^^^^^1 



Figure A-2 Switch Register Consoles 

Several switches on the console are spring-loaded. This means 
that the switch moves in only one direction and returns to its 
initial position after you use it. You must set the remaining 
switches either up or down as instructed. 
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The bootstrap for your RT-11 computer system consists of a series 
of six-digit numbers that you must load into the computer using 
the switch register console. First, obtain the bootstrap of your 
system device from the RT-11 Installation and System Genera- 
tion Guide, and copy the numbers into the space provided below. 
If your system has a hardware bootstrap,^ the bootstrap consists 
of only two numbers, which you should copy into the left-hand 
space; otherwise, the bootstrap consists of two columns of num- 
bers labeled Location and Contents, which you should copy into 
the right-hand space: 



Hardware Bootstrap 



Other Bootstraps 



Load Address = 
Start Address = 

Next, convert the numbers in the column to binary numbers, 
using the conversion process shown in Table A-1. 

Table A-1: Binary Conversion 



Octal 


Binary 





000 


1 


001 


2 


010 


3 


on 


4 


100 


5 


101 


6 


no 


7 


111 



For example, the number 173100 is converted to 001 111 Oil 001 
000 000. You set this 18-digit binary number into the switch reg- 
ister by placing each individual switch in an up position for a 1 or 
a down position for a 0. The number 173100 is set into the switch 
register as follows: 

t ft ft t \\\ tit nt ttt 

The number 012700 is converted to 000 001 010 111 000 000 and 
is set into the switch register as follows: 

ttt ttt nt ut HI itt 



A hardware bootstrap is bootstrapping information that is already in computer 
memory but that you must activate by entering a load address and a start 



aHHrPRS. parh a «iY-Hicrit nnmhpr 
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NOTE 

The switch register is the group of switches appearing 
on the left of the console. Your switch register may 
have only 16 switches rather than 18; in this case you 
can ignore the ieft-hand two digits of the binary 
number when you set the switches. 

To activate the hardware bootstrap: 

i. Set the switch register to the appropriate positions for 
the load address. 

2. Press the spring-loaded LOAD ADDR switch. 

3. Set the switch register to the appropriate positions for 
the start address. 

4. Press the spring-loaded START switch. 

5. Continue to step 11 in Chapter 2. 

To activate other bootstraps, set the numbers into the switch 
register using the following method: 

1. Set the switch register to the appropriate positions for 
the number 001000. 

2. Press the spring-loaded LOAD ADDR switch. 

3. Set the switch register to the appropriate positions for 
the first number in the Contents column. 

4. Press the spring-loaded DEP switch. 

5. Set the switch register to the appropriate positions for 
the next number in the Contents column. 

6. Repeat steps 4 and 5 until all the numbers in the 
column have been used. 

7. Set the switch register to the appropriate positions for 
the number 001000. 

8. Press the spring-loaded LOAD ADDR switch. 

9. Press the spring-loaded START switch. 

10. Continue to step 11 in Chapter 2. 
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APPENDIX B 
SELECTED SYSTEM TOPICS 



The remarks in this appendix cover a variety of topics that should 
prove helpful to you as you perform the demonstrations in the 
manual. Included, for example, are instructions for starting and 
stopping the system, alternate methods for performing some 
system operations, and directions for using the language volume. 
The sections are listed here in the order in which they are refer- 
enced from within the text of the manual. 



You can plan to take a break at the end of any individual chapter 
in this manual. If you intend to be away from the computer 
system for any length of time, you should halt the system and 

■*«01-V> /-VTTO irrMlT OTTO + QTVl Q V» H O ■j"/A'»'Q fTp T Traill TV* pQ 



STOPPING AND 

STARTING THE 

SYSTEM 



Perform the following steps in order: 

1. Stop the computer. Press the HALT switch if your com- 
puter operator's console has switches; hold the CNTRL 
button down and push the HLT/SS button if your com- 
puter operator's console has pushbuttons. 

2. Unload the system volume. Turn the device unit to an 
off-line condition, and remove the system volume. 

3. Unload the storage volume. Turn the device unit to an 
off-line condition, and remove the storage volume. 

4. Remove and save all terminal and line printer output 
listings. 



Stopping the 
System 



Perform the following steps in order: 

1. Follow the bootstrap procedure in Chapter 2. 

2. Enter the current date and time-of-day (Chapter 4). 

3. Make any necessary logical device assignments. For the 
examples in this manual, you must assign the logical 
name VOL: to your storage volume (Chapter 4). 



Starting the 
System 



If for any reason the computer system stops unexpectedly, request 
help from an experienced user. Once the problem is diagnosed, 
start the system again. 



THE SYSTEM 

STOPS 

UNEXPECTEDLY 
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SUGGESTIONS 
FOR 

BOOTSTRAPPING 
THE SYSTEM 



You must be able to bootstrap your RT-11 system before you can 
perform the demonstrations in this manual. Three common 
bootstrapping problems and suggestions for their correction 
follow. 



You cannot locate the bootstrapping information pro- 
vided by the DIGITAL representative who installed 
your system. 

First, if an experienced RT-11 user is available to help 
you, ask this person to fill in the missing information in 
the RT-11 Installation and System Generation Guide. 
Then retry the bootstrap procedures in Chapter 2 of this 
manual. 

If no one is available to help you, consult the appro- 
priate hardware manuals for the devices that are part of 
your system; these manuals provide a description of the 
device and operating procedures. Read the system build 
and start operations that are outlined in the RT-11 In- 
stallation and System Generation Guide. Then try the 
bootstrap procedures in Chapter 2 again. 

You have followed the bootstrapping instructions cor- 
rectly, but your system printed a message other than 
what you expected. 

a. If the message is one of the following: 

?BOOT-U-Insuf f i cient meinor'/ 



?BOOT-U-No memory fflanasfement hardware 
?BOOT-U-Mot-ii to r file on uolume 

it is a bootstrap error message, indicating that a 
problem in the system is preventing bootstrapping. 
These four messages are fully explained in the 
RT-11 System Message Manual, but you should 
not attempt to correct the problem yourself if an 
experienced user is available to help. 

b. If the message is one of the following: 

RT-llFB MOil.xK 

RT-iixM yoa.xx 
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a valid RT-11 V4 monitor program has been 
bootstrapped, but it is not the one you should be 
using. Reboot the correct monitor program by- 
typing the following commands on the terminal (sy 

i^ ^l^rt nr^-r^-wt^v^-m^ ^^4-^ 4-titj^ .-»V* q ^q ^"f r\¥i rtr\ri Ci Tmp T7r»nT 

system volume — see question 5 in the Hardware 
Configuration section of Chapter 2); (H) indicates 
that you should type the RETURN key on your 
terminal keyboard: 

.BOOT (E) 

DsMice or file? RTllSJ.SYS © 

c. Any other message indicates that an old version of 
RT-11 (VI, V2, V2B, V2C) has been bootstrapped. 
Only Version 3 and later releases of RT-11 can be 
used to perform the demonstrations in this 
manual. 



You followed the bootstrapping instructions correctly, 
but nothing happened, that is, there was no terminal 
response at all. 

Retry the bootstrap procedure from the beginning. Be- 
fore you begin, be sure that the system volume is prop- 
erly mounted in device unit 0. Check that the computer 
is on but is not running (the light labeled RUN should 
not be lit); if it is running, stop it as described above. 
Check that the terminal is on line and that its baud rate 
switch (if present) is set to 300. If you are using a dis- 
play, be sure the screen is bright enough. If your ter- 
minal uses a paper printer, be sure that the paper is 
properly loaded. 



A copy of the system volume should have been made during 
system installation. This copy is called the master copy and 
should be stored for safekeeping. If you cannot locate a master 
copy for your system volume, make one before you continue. 
Backup instructions are in the RT-11 Installation and System 
Generation Guide and should be performed by an experienced 
user. 



BACKING UP THE 
SYSTEM VOLUME 



Storage volumes are called file-structured volumes because they 
are capable of physically storing files. They can be further ca- 
tegorized as directory-structured and nondirectory-structured vol- 
umes based on their method of directory information storage, 
collection, and printing. 



DIRECTORY VS 
NONDIRECTORY- 
STRUCTURED 
VOLUMES 
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The directory information kept on a volume includes file names 
and file types, dates of creation, and (in most cases) file lengths. 
When you type the DIRECTORY command, this directory infor- 
mation prints on the terminal. Volumes such as disk, diskette, 
and DECtape keep this information in a single place at the begin- 
ning of the volume. Each time you add or erase a file, the direc- 
tory information at the beginning of the volume is updated ac- 
cordingly. Thus, these volumes have a true volume directory and 
are said to be directory-structured. Magtape and cassette vol- 
umes, on the other hand, do not keep directory information in any 
single place on the tape but rather with each individual file. Their 
directory information is obtained by sequentially reading through 
all the files on the tape and collecting the directory for printing as 
each file is encountered. Thus, these volumes are said to be non- 
directory-structured . 

You can list the volume directories in either a complete or an 
abbreviated format. Complete volume directories include the file 
name, file type, file length (usually), and date of creation if you 
entered a date via the DATE command before creation. For most 
volumes, the directory format is as follows: 

lS-Jan-80 
FILE .TYP 2B 23-JUN-77 

Cassette directories are slightly different. Their directories do not 
indicate file lengths but instead show a sequence number for each 
file: 



lG-Jan-80 
FILE .TYP 23-JUN-77 

The sequence number simply indicates whether the file is con- 
tinued from another cassette. The number means the file is not 
continued from another cassette while any other number indi- 
cates that the file is continued. The number of blocks printed at 
the end of a cassette directory does not represent the total size of 
the files on the volume but instead represents the total of the 
sequence numbers. 

Abbreviated volume directories are handled in the same way for 
all directory-structured volumes; they include only the file name 
and file type, and are printed in five columns on the terminal. For 
more information about directory-structured and nondirectory- 
structured volumes, see the RT-11 System User's Guide, 
Chapter 3. 
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Because of the sequential (nondirectory-structured) nature of 
magtapes and cassettes, you cannot use the RENAME monitor 
command. To perform the RENAME operation, you must first 
copy the file, using the new file name, and then erase the old file 
name. 

Thus, to change the name of GRAPH.TWO on your magtape or 
cassette storage volume to GRAPH.FOR, first make a copy of 
GRAPH.TWO, giving the new file the name GRAPH.FOR. 



Selected System Topics 

ALTERNATE 

RENAME 

OPERATION FOR 

MAGTAPE AND 

CASSETTE 

USERS 



Long Command Format 

.COPY m 

From? VOL:GRAPH.TWD (E) 
To ? GRAPH.FOR m 

Short Command Format 

.COPY yOL: GRAPH. TWO GRAPH.FOR (E) 

Now there are two copies of the GRAPH file. Erase the one not 
wanted, using the monitor DELETE command (this command is 
described in Chapter 7 in the section entitled File Delete Opera- 
tions): 

Long Command Format 

.DELETE/NQOUERY (E) 
Files? MDL:GRAPH.TWO (E) 

Short Command Format 

.DELETE/NOOUERY MOL : GRAPH . TWO (E) 

A single copy of GRAPH.FOR now resides on your default storage 
(system) volume. Copy the file onto your MT: or CT: storage 
volume: 

Long Command Format 

.COPY m 

FrofT)'' GRAPH.FOR <m 

To ? 1,'OL: GRAPH. FOR (E 

Short Command Format 

.COPY GRAPH.FOR MOL : GRAPH . FDR E) 
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Delete the original file: 

Long Command Format 

.DELETE/NDOUERY ® 
Files? GRAPH. FOR ® 

Short Command Format 

.DELETE/NOOUERY GRAPH. FDR m 

The combined effect of these four commands is to "rename' 
GRAPH.TWO to GRAPH.FOR. 



USING THE 
FORTRAN/BASIC 
LANGUAGE 
VOLUME 



During system installation, a special system volume was created 
specifically for your use with this manual. This volume contains 
the FORTRAN and/or BASIC language processors and those 
monitor files required to use these language processors. Before you 
can perform the FORTRAN or BASIC demonstrations, you must 
substitute this FORTRAN/BASIC language volume for the 
system volume currently mounted in device unit 0. The language 
volume then serves as the system volume during the course of the 
FORTRAN and BASIC demonstrations. 

Make sure no system operations are in progress (the monitor 
prompting period should appear at the left margin of the terminal 
printer), and stop the system (see Stopping and Starting the 
System, this appendix). Now remove the system volume currently 
loaded in device unit 0, and insert the language volume, write- 
protected. Bootstrap the system (see Stopping and Starting the 
System, this appendix). The following monitor message should 
appear: 



RT-llSJ 



yoa.xx 



Write-enable the volume. Then enter the current date and time- 
of-day, and assign the logical name VOL: to your storage volume, 
just as you did in Chapter 4. When you have done this, you are 
ready to run the language demonstration. Return to the main text 
of the manual. 



SUBSTITUTING 
VOLUMES 
DURING 
OPERATIONS 



Diskette users and FORTRAN users who have the FORTRAN 
language processor on a volume apart from their system volume 
must occasionally perform the kinds of file copying and volume 
swapping operations that follow. These operations are necessary 
when the files you need to use are not stored on the volume (s) 
currently mounted. The situation requires that you make the ap- 
propriate volume substitutions before you continue. 



B-6 



Selected System Topics 



Thus, before you can compile the FORTRAN file THIRD.FOR, 
you must substitute the language volume containing the FOR- 
TRAN compiler for the system volume currently loaded in device 
unit 0. First, however, you must copy the file THIRD.FOR to your 
storage volume so that it will be available for use. 

Long Command Format 

.COPY m 

From? THIRD.FOR ® 

To ? MOLiTHIRD.FOR © 

Short Command Format 

.COPY THIRD.FOR UOL : THIRD . FOR m 

Stop the system, remove the system volume currently loaded in 
unit 0, and insert the language volume write-protected. See Stop- 
ping and Starting the System (this appendix) if necesary. The 
following message should appear when you bootstrap the lan- 
guage volume. 

RT-llSJ uoa.xx 

Write-enable the volume. Then enter the current date and time- 
of-day, and assign the logical name VOL: to your storage volume, 
just as you did in Chapter 4. 

Next, compile the FORTRAN program THIRD.FOR, which is 
now on VOL: 

Long Command Format 

.FORTRAN m 

Files? UOL:THIRD.FDR m 

PUTSTR 

Short Command Format 

.FORTRAN UOL:THIRD m 
PUTSTR 

This command causes the object module to be created on the 
default storage volume (DK:), which is presently the system 
volume (that is, the language volume). If errors occur during the 
compile operation, they indicate that you have incorrectly typed 
the source file. In this case, you must edit the file THIRD.FOR, 
recompile, and then copy the file to VOL:. Once you have an 
object module that compiles without error and is stored on VOL:, 
reload the main system volume in unit 0. Again, follow the direc- 
tions in Stopping and Starting the System. Once you have 
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bootstrapped the volume, write-enable the system volume, enter 
the current date and time-of-day, and assign the logical name 
VOL: to your storage volume. 

Now copy the object module on VOL: back to the system volume. 

Long Command Format 

.COPY m 

From? UOL: THIRD OBJ (H 
To ? THIRD. OBJ m 

Shorjt Command Format 

.COPY yOL:THIRD.QBJ THIRD. OBJ m 

Return to Chapter 13, to the section entitled Building the Object 
Library. 

USING THE During system installation, a special system volume was created 

LINK VOLUME for you to use with this manual. This volume contains the hnker 

(LINK.SAV) and the system subroutine library (SYSLIB.OBJ). 
Before you can perform the linking demonstrations in Chapters 9 
and 12, you must substitute this LINK volume for your current 
system volume, which is mounted in device unit 0. The LINK 
volume then serves as the system volume during the course of the 
linking demonstration. 

First, transfer the object file you need to link to the storage 
volume: 

Long Command Format 

.COPY m 

From? GRAPH, OBJ (H) 

To ? MOL:GRAPH.OBJ m 

Short Command Format 

.COPY GRAPH. OBJ MOL : GRAPH . OBJ (H) 

Now, make sure no system operations are in progress (the monitor 
prompting period should appear at the left margin of the terminal 
printer), and stop the systefti (see Stopping and Starting the 
System, this appendix). Next, remove the system volume cur- 
rently loaded in device unit 0, and insert the LINK volume, write- 
protected if possible. Bootstrap the system (see Stopping and 
Starting the System, this appendix). The following monitor mes- 
sage should appear: 

RT-llSJ MOa.xx 
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Write-enable the volume. Then enter the current date and time, 
and assign the logical name VOL: to your storage volume, just as 
you did in Chapter 4. 

Finally, transfer the object file from the storage volume to the 
system volume: 

Long Command Format 

.COPY m 

From? i.iOL:GRAPH.OBJ ® 
To ? GRAPH.OBJ dl) 

Short Command Format 

.COPY yOL: GRAPH. OBJ GRAPH. OBJ m 

When you have done this, you are ready to run the linking demon- 
stration. Return to the main text of the manual. 



Follow the file maintenance operations outUned in this section if 
you substituted both a FORTRAN language volume and a LINK 
volume to perform the demonstrations in Chapter 9. 



FORTRAN/LINK 

FILE 

MAINTENANCE 



First, mount the FORTRAN language volume in device unit 0. If 
you do not remember how to do this, follow the instructions in the 
section of this appendix entitled Using the FORTRAN/BASIC 
Language Volume. 

Next, obtain a directory listing of all the files on your FORTRAN 
volume that have the name GRAPH, regardless of file type; these 
files were generated as a result of the exercises in Chapter 9. 



Long and Short Command Formats 



.DIRECTORY GRAPH,* E) 

lB-Jan-80 
GRAPH .BAK 2 19-Nou-73 
GRAPH .FDR 2 OB-Jan-80 

a Files, 28 Bloc Kb 

as Free blocKs 



GRAPH .OBJ 
GRAPH .LST 



la 08-Jari-BO 
10 OB -J an -80 



The fact that you have corrected errors in the source file 
GRAPH.FOR makes the version on your storage volume obsolete. 
Thus, transfer the updated copy from your system volume to 
VOL:, replacing the copy of GRAPH.FOR on the storage volume 
with the new version. 
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Long Command Format 

,CQPY m 

From? GRAPH, FOR ® 

To ? VOL -.GRAPH. FOR m 

Short Command Format 

.COPY GRAPH. FOR VOL : GRAPH . FOR (Hi 

Next, transfer GRAPH.LST to your storage volume. This enables 
you to examine the listing without having to recompile the pro- 
gram. 

Long Command Format 

.COPY m 

FrofTi? GRAPH.LST (E) 

To ? UOLsGRAPH.LST m 

Short Command Format 

•COPY GRAPH.LST UOL : GRAPH . LST El 

Once you have transferred all files of value to your storage 
volume, delete the useless files from the system volume: 

Long Command Format 

.DELETE m 
Files? GRAPH,* ® 

Files deleted: 
DK. GRAPH, BAK ? Y 
DK, GRAPH. FOR ? Y 
DK. GRAPH. OBJ ? Y 
DK. GRAPH.LST "^ Y 

Short Command Format 

. DELETE GRAPH,* m 

Files deleted: 
DK. GRAPH, BAK ? Y 
DK. GRAPH. FOR ? Y 
DK. GRAPH. OBJ ? Y 
DK. GRAPH. LST ? Y 

Make sure no system operations are in progress (the monitor 
prompting period should appear at the left margin of the terminal 
printer), and stop the system (see Stopping and Starting the 
System, this appendix). Next, remove the system volume cur- 
rently loaded in device unit 0, and insert the LINK volume, write- 
protected if possible. Bootstrap the system (see Stopping and 
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Starting the System, this appendix). The following monitor mes- 
sage should appear: 

RT-llSJ M04.KK 

Write-enable the volume. Then enter the current date and time, 
and assign the logical name VOL: to your storage volume, just as 
you did in Chapter 4. 

Obtain a directory of all files on the system volume that have the 
name GRAPH, regardless of file type; these files were created as a 
result of the linking demonstrations in Chapter 9. 



Long and Short Command Formats 



. DIRECTORY GRAPH.* lEi 

lG-Jan-80 
GRAPH .OBJ 14 08-Jan-80 GRAPH .SAM 19 OB-Jan-SO 

2 Files. 33 Blocks 

80 Free blocks 



Transfer GRAPH. SAV to your storage volume. This allows you to 
rerun the program without relinking it. 



Long Command Format 

.COPY m 

From? GRAPH 4 SAV EHl 
To ? MOL: GRAPH, SAM 



Short Command Format 

.COPY GRAPH. BAM MOL ! GRAPH . SAV ® 

Next, delete the useless files from your system volume: 

Long Command Format 

. DELETE m 

Files? GRAPH. OBJ (GRAPH. SAV ® 

Files deleted: 
DK. GRAPH. OB J ? Y 
DK. GRAPH. SAV ? Y 
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Short Command Format 

.DELETE GRAPH, OBJ , GRAPH, SAV m 

Files deleted: 
DK, GRAPH. OBJ ? Y 
DK. GRAPH. SAU ? Y 

Finally, obtain an up-to-date directory listing of your storage 
volume so that you can see its current status by typing 

.DIRECTORY UQL: SB 

Leave the LINK volume mounted in device unit 0, and proceed to 
Chapter 12, Linking Object Programs. 
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Absolute address 

The binary number that is assigned as the address of a phy- 
sical memory storage location. 

Absolute section 

The portion of a program in which the programmer has spec- 
ified physical memory locations of data items. 

Access time 

The interval between the instant at which data is required 
from or for a storage device and the instant at which the data 
actually begins moving to or from the device. 

ADC (Analog to Digital Converter) 

A circuit that converts analog (voltages) signals to binary 
data. 

Address 

A label, name, or number that designates a location in 
memory where information is stored. 

Algorithm 

A prescribed set of well-defined rules or processes for the 
solution of a problem in a finite number of steps. 

Alplianumeric 

Referring to the subset of ASCII characters that includes the 
26 alphabetic characters and the 10 numeric characters. 

ANSI 

American National Standards Institute. 

APL (A Programming Language) 

A condensed, high-level language capable of describing com- 
plex information processing in convenient notation. It uses 
arrays as basic data elements and manipulates them with a 
set of powerful operators. Statements are usually interpreted 
during execution and require no compilation whatsoever. 

Application program (or pacltage) 

A program that performs a function specific to the needs of a 
particular end-user or class of end-users. An application pro- 
gram can be any program that is not part of the basic opera- 
ting system. 
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Argument 

A variable or constant value supplied with a command that 
controls its action, specifically its location, direction, or 
range. 



Array 



An ordered arrangement of subscripted variables. 



ASCII 



The American Standard Code for Information Interchange; a 
standard code using a coded character set consisting of eight- 
bit coded characters for upper- and lower-case letters, num- 
bers, punctuation, and special communication control char- 
acters. 

Assembler 

A program that translates symbolic source code into ma- 
chine instructions by replacing symbolic operation codes 
with binary operation codes, and symbolic addresses with 
absolute or relocatable addresses. 

Assembly language 

A fivmnnlir' nrncrrp m miner Ip-nmipcro fViof nr^vmollv r^art V»p 

translated directly into machine language instructions and 
is, therefore, specific to a given computing system. 

Assembly listing 

A Usting, produced by an assembler, that shows the symbolic 
code written by a programmer next to a representation of the 
actual machine instructions generated. 

Asynchronous 

Pertaininc to an event trif^ered b'" the occurrence of an un- 
related event rather than "synchronous" or related opera- 
tions scheduled by time intervals. 

Background program 

A program operating automatically, at a low priority, when a 
higher priority (foreground) program is not using system re- 
sources. 

Backup file 

A copy of a file created in case the primary file is lost or 
destroyed. 

Base address 

An address used as the basis for computing the value of some 
other relative address; the address of the first location of a 
program or data area. 
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BASIC (Beginner's All-purpose Symbolic Instruction Code) 

An interactive, "algebraic" type of computer language that 
combines English words and decimal numbers. It is a widely 
available, standardized, simple beginner's language capable 
of handling industry and business applications. 

Batch processing 

A processing method in which programs are run consecu- 
tively without operator intervention. 



Baud 
Binary 



A unit of signaling speed. 



The number system with a base of two used by the internal 
logic of all digital computers. 

Binary code 

A code that uses two distinct characters, usually the num- 
bers and 1. 



Bit 



A binary digit. The smallest unit of information in a binary 
system of notation. It corresponds to a 1 or and to one digit 
position in a physical memory word. 

Block 

A group of physically adjacent words or bytes of a specified 
size that is peculiar to a device. The smallest system-ad- 
dressable segment on a mass storage device in reference to 

vo. 

Bootstrap 

A technique or routine whose first instructions are sufficient 
to load the remainder of itself and start a complex system of 
programs. 

BOT (Beginning Of Tape) 

A reflective marker applied to the backside of magtape, 
which identifies the beginning of the magtape's recordable 
surface. 

Bottom address 

The lowest memory address into which a program is loaded. 
Breakpoint 

A location at which program operation is suspended to allow 
operator investigation. 

Buffer 

A storage area used to temporarily hold information being 
transferred between two devices or between a device and 
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Bug 



Bus 



Byte 



Call 



memory. A buffer is often a special register or a designated 
area of memory. 



A flaw in the design or implementation of a program that 
may cause erroneous results. 



A flat, flexible cable that consists of many transmission 
lines, or wires. It interconnects computer system components 
to provide communication paths for addresses, data, and 
control information. 



The smallest memory-addressable unit of information. In a 
PDP-11 computer system, a byte is equivalent to eight bits. 



A transfer from one part of a program to another with the 
ability to return to the original program at the point of the 
call. 

Calling sequence 

A specified arrangement of the instructions and data neces- 
sary to pass parameters and control to a given subroutine. 

Central processing unit (CPU) 

A unit of a computer that includes the circuits controlling 
the interpretation and execution of instructions. 

Character 

A single letter, numeral, or symbol used to represent infor- 
mation. 

Character pointer 

The place where the next character typed will be entered. 
(The character pointer is visible as a blinking cursor on 
VT— 11 dis'^la''' hardware.^ Durin"' editin"' the character 
pointer indicates the place in an ASCII text file where the 
next character typed will be entered into the file. 



Clear 



To erase the contents of a storage location by replacing the 
contents, normally with Os or spaces. 



Clock 



Code 



A device that generates regular periodic signals for synchron- 
ization. 



A system of symbols and rules used for representing informa- 
tion — usually refers to instructions executed by computer. 
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Coding 

The writing of instructions for a computer, using symbols 
meaningful to the computer itself or to an assembler, com- 
piler, or other language processor. 

Command 

A word, mnemonic, or character that, by virtue of its syntax 
in a line of input, causes a computer system to perform a 
predefined operation. 



Command language 



The vocabulary used by a program or set of programs that 
directs the computer system to perform predefined opera- 
tions. 
Command language interpreter 

The program that translates a predefined set of commands 
into instructions that a computer system can interpret. 

Command string 

A line of input to a computer system that generally includes 
a command, one or more file specifications, and optional 
qualifiers. 

Compile 

To produce binary code from symbolic instructions written 
in a high-level source language. 

Compiler 

A program that translates a high-level source language into a 
language suitable for a particular machine. 

Computer 

of instructions. Programs must be stored in the machine be- 
fore they can be executed. 

Computer program 

A plan or routine for solving a problem on a computer. 
Computer system 

A data processing system that consists of hardware devices, 
software programs, and documentation that describes the 
operation of the system. 

Concatenation 

The joining of two strings of characters to produce a longer 
string. 

Conditional assembly 

The assembly of certain parts of a symboUc program that 
occurs only when certain conditions are met during the as- 
sembly process. 
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Configuration 

A particular selection of hardware devices, software routines, 
or programs that function together. 

Console terminal 

A keyboard terminal that acts as the primary interface be- 
tween the computer operator and the computer system. It is 
used to initiate and direct overall system operation through 
software running on the computer. 

Constant 

A value that remains the same throughout a distinct opera- 
tion. (Compare with Variable.) 

Context switching 

The saving of key registers and other memory areas before 
switching between jobs with different modes of execution, as 
in background/foreground programming. 

Conversational 

See Interactive. 



CPU 
Crash 



See Central processing unit. 



A hardware crash is the complete failure of a particular de- 
vice, sometimes affecting the operation of an entire com- 
puter system. A software crash is the complete failure of an 
operating system, usually characterized by some failure in 
the system's protection mechanisms or flaw in the executing 
software. 

To open, write data to, and close a file for the first time. 

Cross-reference listina 

_-, — _ ^^ 

A printed listing that identifies all references in a program to 
each specific symbol in a program. It includes a list of all 
symbols used in a source program and the statements where 
they are defined or used. 

Current location counter 

A counter kept by an assembler to determine the address 
assigned to an instruction or constant being assembled. 



Data 



A term used to denote any or all facts, numbers, letters, and 
symbols. Basic elements of information that can be pro- 
cessed by a computer. 
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Data base 

An organized collection of interrelated data items that allows 
one or more applications to process the items without regard 
to physical storage locations. 



Data coiiection 



The act of bringing data from one or more points to a central 
point for eventual processing. 

Debug 

To detect, locate, and correct coding or logic errors in a com- 
puter program. 

Default 

The value of an argument, operand, or field assumed by a 
program if not specifically supplied by the user. 

Define 

To assign a value to a variable or constant. 

Delimiter 

A character that separates, terminates, or organizes ele- 
ments of a character string, statement, or program. 

Device 

A hardware unit such as an I/O peripheral, magnetic tape 
drive, card reader, etc. Often used erroneously to mean 
"volume." 

Device control unit 

A hardware unit that electronically supervises one or more of 
the same type of devices. It acts as the link between the 
computer and the I/O devices. 

Device handier 

A routine that drives or services an I/O device and controls 
the physical hardware activities on the device. 

Device independence 

The ability to program I/O operations independently of the 
device for which the I/O is intended. 

Device name 

A unique name that identifies each device unit on a system. 
It usually consists of a two-character device mnemonic fol- 
lowed by an optional device unit number and a colon. For 
example, the common device name for RK05 disk drive unit 
1 is "RKl:." 

Device unit 

One of a set of similar peripheral devices (for example, disk 
unit 0, DECtape unit 1, etc.). May be used synonymously 
with volume. 
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Diagnostics 

A set of procedures for the detection and isolation of a mal- 
function or mistake. 

Digit 

A character used to represent one of the non-negative in- 
tegers smaller than the radix (for example, in decimal nota- 
tion, one of the characters to 9; in octal notation, one of the 
characters to 7; in binary notation, one of the characters 
and 1). 

Direct access 

See Random access. 

Directive 

Assembler directives are mnemonics in an assembly lan- 
guage source program that are recognized by the assembler 
as commands to control a specific assembly process. 

Directory 

A table that contains the names of and pointers to files on a 
mass storage volume. 

Directory-structured 

Refers to a storage volume with a true volume directory at its 
beginning that contains information (file name, file type, 
length, and date-of-creation) about all the files on the 
volume. Such volumes include all disks, diskettes, and DEC- 
tapes. 

Disi( device 

An auxiliary storage device on which information can be read 

Display 

mally refers to some type of cathode-ray tube system). 

Downtime 

The time interval during which a device or system is inopera- 
tive. 



Echo 



Edit 



The printing by an I/O device, such as terminal or CRT, of 
characters typed by the programmer. 



To arrange and/or modify the format of data (for example, to 
insert or delete characters). 
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Editor 

A program that interacts with the user to enter text into the 
computer and edit it. Editors are language-independent and 
will edit anything in character representation. 

Cffa/>tiua arirlroee 

The address actually used in the execution of a computer 
instruction. 

Emulator 

A hardware device that permits a program written for a spe- 
cific computer system to be run on a different type of com- 
puter system. 

Entry point 

A location in a subroutine to which program control is trans- 
ferred when the subroutine is called. 

EOT (End Of Tape) 

A reflective marker applied to the backside of magtape, 
which precedes the end of the reel. 
Error 

Any discrepancy between a computed, observed, or meas- 
ured quantity and the true, specified, or theoretically correct 
value or condition. 

Execute 

To carry out an instruction or run a program on the com- 
puter. 

Expression 

A combination of operands and operators that can be evalu- 
ated to a distinct result by a computing system. 

Extension 

Historically used synonym for file type. 
External storage 

A storage medium other than main memory, for example, a 
disk or tape. 

Field 

A specified area of a record used for a particular category of 
data. 

FIFO (First In/First Out) 

A data manipulation method in which the first item stored is 
the first item processed. 

File 

A logical collection of data treated as a unit, which occupies 
one or more blocks on a mass storage volume such as disk or 
magtape, and has an associated file name (and file type). 
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File maintenance 

The activity of keeping a mass storage volume and its direc- 
tory up to date by adding, changing, or deleting files. 

File name 

The alphanumeric character string assigned by a user to 
identify a file. It can be read by both an operating system 
and a user. A file name has a fixed maximum length that is 
system-dependent. (The maximum in an RT-11 operating 
system is six characters, the first of which must be alpha- 
betic. Spaces are not allowed.) 

File specification 

A name that uniquely identifies a file maintained in any 
operating system. A file specification generally consists of at 
least three components: a device name identifying the 
volume on which the file is stored, a file name, and a file 
type. 

File-structured device 

A device on which data is organized into files. The device 
usually contains a directory of the files stored on the volume. 
(For example, a disk is a file-structured device, but a Hne 
printer is not.; 

File type 

The alphanumeric character string assigned to a file either 
by an operating system or a user. It can be read by both the 
operating system and the user. System-recognizable file 
types are used to identify files having the same format or 
type. If present in a file specification, a file type follows the 
file name in a file specification, separated from the file name 
by a period. A file type has a fixed maximum length that is 
system-dependent. (The maximum in an RT-11 operating 
system is three characters, not including any spaces and ex- 
cluding the preceding period.) 

Flag 

A variable or register used to record the status of a program 
or device; the noting of errors by a translating program. 
Floating point 

A number system in which the position of the radix point is 
indicated by the exponent part and another part represents 
the significant digits or fractional part (for example, 5.39 X 
10« — Decimal; 137.3 X 8* — Octal; 101.10 
X 2^^ — Binary). 

Flowchart 

A graphical representation for the definition, analysis, or so- 
lution of a problem, in which symbols are used to represent 
operations, data, flow, and equipment. 
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Foreground 

The area in memory designated for use by a high-priority 
program. The program that gains the use of machine facili- 
ties immediately upon request. 

FORTRAN (FORmuia TRANsiation) 

A problem-oriented language designed to permit scientists 
and engineers to express mathematical operations in a form 
with which they are familiar. It is also used in a variety of 
applications, including process control, information re- 
trieval, and commercial data processing. 

Full duplex 

In communication, pertaining to a simultaneous, two-way, 
independent, "asynchronous" transmission. 

Function 

An algorithm, accessible by name and contained in the 
system software, that performs commonly used operations. 
For example, the square root calculation function. 

Garbage 

Meaningless signals or bit patterns in memory. 
General register 

One of eight 16-bit internal registers in the PDP-11 com- 
puter. These are used for temporary storage of data. 

Global 

A value defined in one program module and used in others. 
Globals are often referred to as entry points in the module in 
which they are defined and as externals in the other modules 
that use them. 



Hack 



A seemingly inspired, but obscure, solution that is superior 
by some measure to a straightforward one. 



Half duplex 

Pertaining to a communication system in which two-way 
communication is possible, but only one way at a time. 

Handler 

See Device handler. 
Hardware 

The physical equipment components of a computer system. 

Hardware bootstrap 

A bootstrap that is inherent in the hardware and need only 
be activated by specifying the appropriate load and start 
address. 
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High-level language 

A programming language whose statements are typically 
translated into more than one machine language instruction. 
Examples are BASIC and FORTRAN. 

High-order byte 

The most significant byte in a word. The high-order byte 
occupies bit positions 8 through 15 of a PDP-11 word and is 
always an odd address. 

Image mode 

A mode of data transfer, in which each byte of data is trans- 
ferred without any interpretation or data changes. 

Indirect address 

An address that specifies a storage location containing either 
a direct (effective) address or another indirect (pointer) ad- 
dress. 

Indirect file 

A file containing commands that are processed sequentially, 
but that could have been entered interactively at a terminal. 

Industry-standard 

A condition, format, or definition that is accepted as the 
norm by the majority of the (computer) industry. 



Initialize 



Input 



To set counters, switches, or addresses to starting values at 
prescribed points in the execution of a program, particularly 
in preparation for re-execution of a sequence of code. To 
format a volume in a particular file-structured format in 
preparation for use by an operating system. 



The data to be processed; the process of transferring data 
from external storage to internal storage. 



Input/Output device 

A device attached to a computer that makes it possible to 
bring information into the computer or get information out. 

Instruction 

A coded command that tells the computer what to do and 
where to find the values it is to work with. A symbolic in- 
struction looks like ordinary language. Symbolic instructions 
must, however, be changed into machine instructions (usu- 
ally by another program) before they can be executed by the 

f»nmnnfpr 



Glossary-12 



Glossary 



Interactive processing 

A technique of user/system communication in which the op- 
erating system immediately acknowledges and acts upon re- 
quests entered by the user at a terminal. Compare with 






interface 

A shared boundary. An interface might be a hardware com- 
ponent to link two devices, or it might be a portion of storage 
or registers accessed by two or more computer programs. 

Internal storage 

The storage facilities forming an integral physical part of the 
computer and directly controlled by the computer, for ex- 
ample, the registers of the machine and main memory. 

Interpreter 

A computer program that translates, then executes, a source 
language statement before translating (and executing) the 
next statement. 

Interrupt 

A signal that, when activated, causes a transfer of control to 
a specific location in memory, thereby breaking the normal 
flow of control of the routine being executed. 

Interrupt-driven 

Pertaining to software that uses the interrupt facility of a 
computer to handle VO and respond to user requests: RT-11 
is such a system. 

Interrupt vector 

Two words containing the address of an interrupt service 
routine and the processor state at which that routine is to 
execute. 

Iteration 

Repetition of a group of instructions. 



Job 



A group of data and control statements that does a unit of 
work, for example, a program and all of its related su- 
broutines, data, and control statements; also, a batch control 
file. 



Label 

One or more characters used to identify a source language 
statement or line. 

Language 

A set of representations, conventions, and rules used to 
convey information. 
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Latency 

The time from initiation of a transfer operation to the begin- 
ning of actual transfer; that is, verification plus search time. 
The delay while waiting for a rotating memory to reach a 
given location. 

Library 

A file containing one or more macro definitions or one or 
more relocatable object modules that are routines that can 
be incorporated into other programs. 

LIFO (Last In/First Out) 

A data manipulation method in which the last item stored is 
the first item processed; a push-down stack. 

Light pen 

A device resembling a pencil or stylus that can detect a 
fluorescent CRT screen. Used to input information to a CRT 
display system. 

Linlcage 

In programming, code that connects two separately coded 
routines and passes values and/or control between them. 

Liniced file 

A file whose blocks are joined together by references rather 
than by consecutive locations. 



Linl<er 



A program that combines many relocatable object modules 
into an executable module. It satisfies global references and 
combines program sections. 



Listing 
Load 



The T^rinted co'^^ •venerated b^' a line "rinter or termin°^ 



To store a program or data in memory. To place a volume on 
a device unit and put the unit on line. 

Load map 

A table produced by a linker that provides information about 
a load module's characteristics (for example, the transfer 
address, the global symbol values, and the low and high 
limits of the relocatable code). 

Load module 

A program in a format ready for loading and executing. 

Location 

An address in storage or memory where a unit of data or an 
instruction can be stored. 
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Locked 

Pertaining to routines in memory that are not presently (and 
may never be) candidates for swapping or transferring 
around. 

LGQiCSi uSViC@ naiTiS 

An alphanumeric name assigned by the user to represent a 
physical device. The name can then be used synonymously 
with the physical device name in all references to the device. 
Logical device names are used in device-independent sys- 
tems to enable a program to refer to a logical device name 
that can be assigned to a physical device at run-time. 

Loop 

A sequence of instructions that is executed repeatedly until a 
terminal condition prevails. 

Low-order byte 

The least significant byte in a word. The low-order byte oc- 
cupies bit positions through 7 in a PDP-11 word and is 
always an even address. 

Machine language 

The actual language used by the computer when performing 
operations. 

Macro 

An instruction in a source language that is equivalent to a 
specified sequence of assembler instructions, or a command 
in a command language that is equivalent to a specified 
sequence of commands. 

Main program 

The module of a program that contains the instructions at 
which program execution begins. Normally, the main pro- 
gram exercises primary control over the operations per- 
formed and calls subroutines or subprograms to perform spe- 
cific functions. 

Manual input 

The entry of data by hand into a device at the time of pro- 
cessing. 

Mask 

A combination of bits that is used to manipulate selected 
portions of any word, character, byte, or register while re- 
taining other parts for use. 

Mass storage 

Pertaining to a device that can store large amounts of data 
readily accessible to the computer. 
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Matrix 



A rectangular array of elements. Any matrix can be consid- 
ered an array. 

Memory 

Any form of data storage, including main memory and mass 
storage, in which data can be read and written. In the strict 
sense, memory refers to main memory. 

Memory image 

A replication of the contents of a portion of memory, usually 
in a file. 

Mnemonic 

An alphabetic easy-to-remember representation of a function 
or machine instruction. 

Monitor 

The master control program that observes, supervises, con- 
trols or verifies the operation of a computer system. The 
collection of routines that controls the operation of user and 
system programs, schedules operations, allocates resources, 
performs I/O, etc. 

Monitor command 

An instruction or command issued directly to a monitor from 
a user. 

Monitor command mode 

The state of the operating system (indicated by a period at 
the left margin) that allows monitor commands to be entered 
from the terminal. 

Mount a volume 

physical device unit. To place a volume on a physical device 
unit (for example, place a magtape on a magtape drive and 
put the drive on line). 

Multiprocessing 

Simultaneous execution of two or more computer programs 
by a computer which contains more than one central proc- 
essor. 

Multiprogramming 

A processing method in which more than one task is in an 
executable state at any one time, even with one CPU. 
Nondirectory-structured 

Refers to a storage volume that is sequential in structure and 
therefore has no volume directory at its beginning. File infor- 
mation (file name, file type, length, and date-of-creation) is 
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provided with each file on the volume. Such volumes include 
magtape and cassette. 

Non-file-structured device 

A device, such as paper tape, line printer, or terminal, in 
which data cannot be organized as multiple files. 

Object code 

Relocatable machine language code. 

Object module 

The primary output of an assembler or compiler, which can 
be linked with other object modules and loaded into memory 
as a runnable program. The object module is composed of 
the relocatable machine language code, relocation informa- 
tion, and the corresponding global symbol table defining the 
use of symbols within the module. 

Object Time System (OTS) 
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order to perform various utility or supervisory operations (for 
example, FORTRAN Object Time System). 

Octal 

Pertaining to the number system with a radix of eight; for 
example, octal 100 is decimal 64. 

ODT 

On-line Debugging Technique: an interactive program for 
finding and correcting errors in programs. The user commun- 
icates in octal notation. 

Off-line 

Pertainin"' to e^ui^ment or devices not currently under di- 
rect control of the computer. 

Offset 

The difference between a base location and the location of an 
element related to the base location. The number of loca- 
tions relative to the base of an array, string, or block. 

One's complement 

A number formed by interchanging the bit polarities in a 
binary number: for example. Is become Os; Os become Is. 

On-line 

Pertaining to equipment or devices directly connected to and 
under control of the computer. 

Op-code (operation code) 

The part of a machine language instruction that identifies 
the operation the CPU is to perform. 
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Operand 

The data that an instruction operates upon. An operand is 
usually identified by an address part of an instruction. 
Operating system 

The collection of programs, including a monitor or executive 
and system programs, that organizes a central processor and 
peripheral devices into a working unit for the development 
and execution of application programs. 

Operation 

The act specified by a single computer instruction. A pro- 
gram step undertaken or executed by a computer, for ex- 
ample, addition, multiplication, comparison. The operation 
is usually specified by the operator part of an instruction. 

Operation code 

See Op-code. 

Operator's console 

The set of switches and display lights used by an operator or 
a programmer to determine the status of the computer 
system and to start the computer. 

Option 

An element of a command or command string that enables 
the user to select from among several alternatives associated 
with the command. In the RT-11 computer system, an op- 
tion consists of a slash character (/) followed by the option 
name and, optionally, a colon, and an option value. 

Output 

The result of a process; the transferring of data from internal 
storage to external storage. 

Overflow 

A condition that occurs when a mathematical operation 
yields a result whose magnitude is larger than the program is 
capable of handling. 

Overlay segment 

A section of code treated as a unit that can overlay code 
already in memory and be overlaid by other overlay seg- 
ments when called from the root segment or another resident 
overlay segment. 

Overlay structure 

A program overlay system consisting of a root segment and 
optionally one or more overlay segments. 



Page 



That portion of a text file delimited by form feed characters 
and generally 50-60 lines long. Corresponds approximately 
to a physical page of a program listing. 
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Parameter 

A variable that is given a constant value for a specific pur- 
pose or process. 



Parity 



Patch 



PC 



PDP 



A binary digit appended to an array of binary digits to make 
the sum of all bits always odd or always even. 

To modify a routine in a rough or expedient way, usually by 
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See Program counter. 



Programmable data processor. 

Peripheral device 

Any device distinct from the computer that can provide 
input and/or accept output from the computer. 

Physical device 

An I/O or peripheral storage device connected to or associ- 
ated with a computer. 

Priority 

A number associated with a task that determines the order 
in which the monitor will process the request for service by 
that task, relative to other tasks requesting service. 

Process 

A set of related procedures and data undergoing execution 
and manipulation by a computer. 

Processor 

In hardware, a data processor. In software, a computer pro- 
gram that includes the compiling, assembling, translating, 
and related functions for a specific programming language 
(for example, FORTRAN processor). 

Processor status word (PSW) 

A register in the PDP-11 that indicates the current priority 
of the processor, the condition of the previous operation, and 
other basic control items. 

Program 

A set of machine instructions or symbolic statements com- 
bined to perform some task. 

Program counter (PC) 

A register used by the central processor unit to record the 
locations in memory (addresses) of the instructions to be 
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executed. The PC (register 7 of the eight general registers) 
always contains the address of the next instruction to be 
executed, or the second or third word of the current instruc- 
tion. 

Program development 

The process of writing, entering, translating, and debugging 
source programs. 

Programmed request 

A set of instructions (available only to programs) that is used 
to invoke a monitor service. 

Program section 

A named, contiguous unit of code (instructions or data) that 
is considered an entity and that can be relocated separately 
without destroying the logic of the program. 

Protocol 

A formal set of conventions governing the format and rela- 
tive timing of information exchange between two communi- 
cating processes. 

PSW 

See Processor status word. 
Queue 

Any dynamic list of items; for example, items waiting to be 
scheduled or processed according to system- or user-assigned 
priorities. 

Radix 

The base of a number system; the number of digit symbols 
required by a number system. 

RAM (Random-Access Memory) 

See Random access. 
Random access 

Access to data in which the next location from which data is 
to be obtained is not dependent on the location of the previ- 
ously obtained data. Contrast Sequential access. 

Read-only memory (ROM) 

Memory whose contents are not alterable by computer in- 
structions. 

Real-time processing 

Computation performed while a related or controlled phy- 
sical activity is occurring so that the results of the computa- 
tion can be used in guiding the process. 
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Record 

A collection of related items of data treated as a unit; for 
example, a line of source code or a person's name, rank, and 
serial number. 

Recursivs 

Pertaining to a repetitive process in which the result of each 
process is dependent upon the result of the previous one. 

Re-entrant 



pure code and a nonsharable segment that is the data area. 
Register 

See General register. 

Relative address 

The number that specifies the difference between the actual 
address and a base address. 

Relocate 

In programming, to move a routine from one portion of 
storage to another and to adjust the necessary address refer- 
ences so that the routine, in its new location, can be exe- 
cuted. 

Resident 

Pertaining to data or instructions that are normally perma- 
nently located in main memory. 

Resource 

Any means available to users, such as computational power, 
programs, data files, storage capacity, or a combination of 
these. 

Restart 

To resume execution of a program. 
ROM 

See Read-only memory. 

Root segment 

The segment of an overlay structure that, when loaded, re- 
mains resident in memory during the execution of a pro- 
gram. 

Routine 

A set of instructions arranged in proper sequence to cause a 
computer to perform a desired operation. 

Run 

A single, continuous execution of a program. 
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A physical portion of a mass storage device. 

Segment 

See Overlay segment. 

Sequential access 

A method of data access in which the next location from 
which data is to be obtained immediately follows the loca- 
tion of the previously obtained data. Contrast Random ac- 
cess. 

Software 

The collection of programs and routines associated with a 
computer (for example, compilers, library routines). 

Software bootstrap 

A bootstrap that is activated by manually loading the in- 
structions of the bootstrap and specifying the appropriate 
load and start address. 

Source code 

Text, usually in the form of an ASCII format file, that repre- 
sents a program. Such a file can be processed by an appro- 
priate system program. 

Source language 

The system of symbols and syntax, easily understood by 
people, used to describe a procedure that a computer can 
execute. 

Spooling 

The technique by which I/O with slow devices is placed on 
mass storage devices to await processing. 

Storage 

Pertaining to a device into which data can be entered, in 
which it can be held, and from which it can be retrieved at a 
later time. 

String 

A connected sequence of entities, such as a line of characters. 
Subprogram 

A program or a sequence of instructions that can be called to 
perform the same task (though perhaps on different data) at 
different points in a program, or even in different programs. 

Subroutine 

See Subprogram. 
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Subscript 

A numeric valued expression or expression element that is 
appended to a variable name to uniquely identify specific 
elements of an array. Subscripts are enclosed in parentheses. 
There is a subscriT^t for each dimension of an array. Multiple 
subscripts must be separated by commas. For example, a 
two-dimensional subscript might be (2,5). 

Supervisory programs 

Computer programs that have the primary function of sched- 
uling, allocating, and controlling system resources, rather 
than processing data to produce results. 

Swapping 

The process of moving data from memory to a mass storage 
device, temporarily using the evacuated memory area for 
another purpose, and then restoring the original data to 
memory. 

Synchronous 

Pertaining to related events where all changes occur simulta- 
neously or in definite timed intervals. 

Syntax 

The structure of expressions in a language and the rules gov- 
erning the structure of a language. 

System program 

A program that performs system-level functions. Any pro- 
gram that is part of or supplied with the basic operating 
system (for example, a system utility program). 

System volume 

The volume on which the operating system is stored. 

Table 

A collection of data in a well-defined list. 

Terminal 

An I/O device, such as an LA36 terminal, that includes a 
keyboard and a display mechanism. In PDP-11 systems, a 
terminal is used as the primary communication device be- 
tween a computer system and a person. 

Time sharing 

A method of allocating resources to multiple users so that the 
computer, in effect, processes a number of programs concur- 
rently. 

Toggle 

To use switches on the computer operator's console to enter 
data into the computer memory. 
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Translate 

To convert from one language to another. 



Trap 



A conditional jump to a known memory location performed 
automatically by hardware as a side effect of executing a 
processor instruction. The address location from which the 
jump occurs is recorded. It is distinguished from an inter- 
rupt, which is caused by an external event. 

Truncation 

The reduction of precision by ignoring one or more of the 
least significant digits; for example, 3.141597 truncated to 
four decimal digits is 3.141. 

Turnkey 

Pertaining to a computer system sold in a ready-to-use state. 

Two's complement 

A number used to represent the negative of a given value in 
many computers. This number is formed from the given bi- 
nary value by changing all Is to Os and all Os to Is and then 
adding 1. 

Underflow 

A condition that occurs when a mathematical operation 
yields a result whose magnitude is smaller than the smallest 
amount the program can handle. 

User program 

An application program. 
Utility program 

Any general -purpose program included in an operating 
system to perform common functions. 

Variable 

The symbolic representation of a logical storage location that 
can contain a value that changes during a processing opera- 
tion. 

Vector 

A consecutive list of associated data. 

Volume 

A mass storage medium that can be treated as file-struc- 
tured data storage. 

Wildcard 

A representation of file names and file types in a file specifi- 
cation with asterisks or partially with question marks. 
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Wildcard operation 

A shorthand method of referring to all files with a specific 
characteristic in their name. 

Word 

Sixteen binary digits treated as a unit in PDP-11 computer 
memory. 

Write-enabled 

The condition of a volume that allows transfers that would 
write intormation on it. 

Write-protected 

The condition of a volume that is protected against transfers 
that would write information on it. 
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Address assignment, 12-3 
Advance command (A) , 

EDIT, 5-8 
Advice to new users, 17-1 
Application packages, 1-12 
Assembler errors,. 11-12 
Assembling the MACRO-11 program, 

11-6 
Assembly language program, 

MACRO-11, 11-1 
Assembly listing, 11-7 
ASSIGN command, 4-11, 15-7 
Assigning logical names to 

devices, 4-9 
At sign (@) , 16-4 
Avoiding program errors, 14-1 



B 

Background job, 15-3 

Backing up the system volume, B-3 

Backup copy, 17-1, B-3 

BASIC command, 10-2 

BASIC execution command, 

BYE, 10-3 

DEL, 10-5 

LIST, 10-5 

LISTNH, 10-6 

NEW, 10-13 

OLD, 10-13 

PRINT, 10-3 

REPLACE, 10-14 

RUN, 10-8 

SAVE, 10-13 

SCR, 10-6 

SUB, 10-4 
BASIC language processor, 10-1 
BASIC-11 programming language, 

10-1 
BATCH streams, 17-1 
Beginning (B) editing command, 

5-4 
Boostrap the system, 2-4 
BOOT command, 15-4 
Bootstrap, 

pushbutton console, A-2 

switch register console, A-3 

terminal keyboard, A-1 
Bootstrap/computer relationship, 

2-2 
Bootstrapping, 

manual operations, A-1 

suggestions, B-2 
Bootstrapping the system, 2-2 
/BRIEF option, 4-14 



BYE command, 
BASIC, 10-3 



Carriage return, 4-1 
Changing monitors, 15-4 
Character Search, 5-9 
Choosing a programming language, 

8-1 
Closing a file, 5-11 
Command, 

FORTRAN, 9-4 
Command arguments, 

EDIT, 5-5 
Communicating, 

background and foreground jobs, 
15-5 
Comparing text files, 6-1 
Compiling FORTRAN IV programs, 

9-3 
Computer, 

PDP-11, 1-1 
Computer memory, 2-1 
Constructing library files, 13-1 
Control commands, 4-3 
COPY command, 7-3 
Copying files, 7-3 
Correcting typing mistakes, 

CTRL/U, 4-4 

DELETE, 4-4 
/CREATE option, 5-2, 13-6 
Creating a BASIC program, 10-4 
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Creating a library file, 13-2 
Creating files, 5-2 
Creating indirect files, 

monitor commands, 16-1 

using the editor, 16-2 
Creating library files, 13-1 
Creating the background job, 15-3 
Creating the demonstration 

programs, 5-19 
CREF listing, 11-10 
Cross reference table, 11-10 
/CROSSREFERENCE option, 11-7 
CTRL command key, 3-4 
CTRL/B, 15-5 
CTRL/C, 4-14 
CTRL/D, 5-18 
CTRL/E, 4-7 
CTRL/F, 15-5 
CTRL/G, 5-17 
CTRL/L, 5-10 
CTRL/N, 5-18 
CTRL/0, 4-12 
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CTRL/U, 4-4, 5-3 
CTRL/V, 5-17 
CTRL/X, 5-7 



DATE command, 4-8 
/DEBUG option, 

ODT, 14-5 
Debugging a program, 14-1 
Debugging tool, 

ODT, 14-4 
Decimal/octal/binary conversion, 

11-6 
DEL command, 

BASIC, 10-5 
DELETE command, 7-6 
Delete command (D) , 

EDIT, 5-8 
DELETE key, 3-3, 3-4, 4-4, 5-17 
Deleting files, 7-6 
Demonstration programs, 

creating, 5-19 
Device assignment, 15-7 
DIFFERENCES command, 6-2 
Directory, 

volume, 4-12 
DIRECTORY command, 4-12 
Directory listing, 

file, 7-1 
Directory-structured volumes, B-3 
Double CTRL/C, 4-14, 10-10, 16-4 



EDIT backup file, 5-11 
EDIT command, 5-2, 5-3 
EDIT command arguments, 5-5 
EDIT command mode exit, 5-6 
Edit L-ow6r command ^EL^ 

EDIT, 5-12 
Edit Upper command (EU) , 

EDIT, 5-12 
Editing a BASIC program, 10-4 
Editing commands, 

summary, 5-13 
Editing files, 5-3 
Editing practice, 17-1 
Editing the background job, 15-3 
Editor, 

RT-11, 5-1 
Enabling the printer, 4-7 
Entering command information, 4-1 
Entering the date, 4-8 
Entering the time, 4-8 
Erasing multiple editing 
commands, 5-7 



Errors, 

assembler, 11-7 

assembly, 11-12 

avoiding programming, 14-1 

clerical, 14-2 

logical, 14-2 

syntax, 14-2 
ESC, See ESCAPE key. 
ESCAPE key, 3-4, 5-3, 5-16, 5-18 
EX editing command, 5-11 
EXECUTE command, 9-11, 11-16 
Executing indirect files, 16-4 
Executing the foreground and 

background jobs, 15-7 
Exit, 

EDIT command mode, 5-6 
Exit command (EX) , 

EDIT, 5-3 



F/B monitor, 15-1 
File protection, 3-8 
File storage, 3-8 
File types, 4-13 
Files, 

backup copy, 17-1 

comparing, 6-1 

copying, 7-3 

creating, 5-2 

deleting, 7-6 

directories, 7-1 

editing, S'-l 

indirect., 16-1 

listing, 7-7 

multiple, 7-2 

renam.ina, 7—5 

transferring, 7-3 
/FOREGROUND option, 15-6 
/FOREGROUND option/ LINK, 15-6 
Foreground /hac^kgroLind nrofiram- 

BOOT command, 15-4 

communications, 15-5 

FRUN command, 15-8 

LINK/FOREGROUND command, 15-6 

LOAD command, 15-7 
Format, 

monitor commands, 4-2 
FORTRAN command, 9-4 
FORTRAN IV, 

compiling, 9-3 

library modules, 9-3 

linking, 9-9 

processor, 9-1 

programming language, 9-1 

running a program, 9-10 
FORTRAN IV language processor, 
9-2 
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FORTRAN IV programming language, 

9-1 
FORTRAN/BASIC language volume, 

B-6 
FRUN command, 15-8 



General command format, 

control commands, 4-3 

correcting typing mistakes, 4-4 

keyboard symbols, 4-4 

monitor commands, 4-2 

recreating the examples, 4-3 
Get command (G) , 

EDIT, 5-9, 
Global symbols, 12-2 
Graphics display terminal, 

imm.ediate mode com.rtiands, 5-16 
GT command, 4-6, 5-2, 5-15 
GT OFF command, 4-6 
GT ON command, 4-6 



Initial monitor command 
operations, (Cont.) 

entering the date, 4-8 

entering the time, 4-8 

VT-11 display hardware, 4-5 
INITIALIZE command, 4-15 
Initializing the storage volume, 

4-15 
Insert command (I) , 

EDIT, 5-3 
/INSERT option, 13-7 
Interpreter, 

BASIC, 10-2 

immediate mode, 10-3 



Job, 

background, 15-3 
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EDIT, 5-6 



H 

Hardware configuration, 
computer, 2-3 
optional devices, 2-4 
storage volume, 2-4 
supported languages, 2-4 
system volume, 2-3 
terminal, 2-3 

Hardware manuals, 1-13 

HELP command, 17-2 

Help file. 17-2 



I 

Immediate control command, 

ESCAPE key, 5-18 
Immediate mode, 

graphics display terminal, 5-16 
Immediate mode command, 

graphics display, 

CTRL/D, 5-18 

CTRL/G, 5-17 

CTRL/N, 5-18 

CTRL/V, 5-17 

DELETE key, 5-17 

double escape, 5-16 
Immediate mode commands, 5-16 
Indirect command files, 

executing, 16-4 
Indirect files, 16-1, 17-1 
Initial monitor command 
operations, 

enabling the printer, 4-7 



Keyboard commands. 

See Monitor command language. 
Keyboard layouts, 3-3 
Keyboard symbols, 4-4 
Kill command (K) , 

EDIT, 5-8 
KMON, 4-1 



Language comparisons, 8-2 

Language processors, 1-12 

Language volume, 

FORTRAN/BASIC, B-6 

LIBRARY command, 13-6 

LIBRARY command options, 
/CREATE option, 13-6 
/INSERT option, 13-7 
/LIST option, 13-6 
/REMOVE option, 13-7 

Library files, 
creating, 13-1 
Macro libraries, 13-1 
Object libraries, 13-1 

Library modules, 9-2 

LINE FEED key, 3-4 

LINK command, 9-9, 11-15 

Link operation, 

address assignment, 12-3 
overlay feature, 12-6 
producing a load map, 12-7 
producing a load module, 12-7 
program relocation, 12-3 
program sections, 12-4 
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Link operation, (Cont.) 

resolving library references, 
12-2 

resolving symbolic references, 
12-2 
Link volume, B-8 
Linking object modules, 9-9, 

11-14 
Linking object programs, 12-1 
List (L) editing command, 5-4 
LIST command, 

BASIC, 10-5 
/LIST option, 9-4, 11-7, 13-6 
Listing, 

assembly, 11-7 
Listing files, 7-7 
Listing volume directories, 4-12 
LISTNH command, 

BASIC, 10-6 
LOAD command, 15-7 
Load map, 

producing, 12-7 
Logical device names, 

assigning, 4-9 
Logical names, 

devices, 4-9 

special, 4-9 
Lower case characters, 5-12 



M 

Machine language code, 11-4 
MACRO command, 11-7 
MACRO-11 assembly language, 11-1 
MACRO-11 command options. 



Monitor command, (Cont.) 

COPY, 7-3 

DATE, 4-8 

DELETE, 7-6 

DIFFERENCES, 6-2 

DIRECTORY, 4-12 

EDIT, 5-2, 5-3 

EXECUTE, 9-11, 11-16 

FRUN, 15-8 

GT, 4-6, 5-2, 5-15 

HELP, 17-2 

INITIALIZE, 4-15 

LIBRARY, 13-6 

LINK, 9-9, 11-15 

LOAD, 15-7 

MACRO, 11-7 

PRINT, 7-7 

RENAME, 7-5 

RUN, 9-11, 11-15 

SHOW, 4-11 

TIME, 4-8 

TYPE, 7-7 

UNLOAD, 15-9 
Monitor command language, 4-1 
Monitor command mode, 

returning to, 5-18 
Monitor command operations, 

initial, 4-5 
Monitor prompt, 4-1 
Multiple editing commands, 

erasing, 5-7 
Multiple files, 7-2 



N 



NEW command. 



/LIST, 11-7 

/MAP, 12-7 
MACRO-11 language processor, 

machine lancuafe code- 11—4 

program counter, 11-2 

symbol table, 11-4 
MACRO-11 programs, 

assembling, 11-6 

linking, 11-15 

running, 11-15 
Macros, 11-11 

Maintaining a library file, 13-2 
Manual bootstrapping operations, 

A-1 
/MAP option, 12-7 
/MATCH option, 6-3 
Monitor, 

changing, 15-4 
Monitor command, 

ASSIGN, 4-11, 15-7 

BASIC, 10-2 

BOOT, 15-4 



New RT-11 users, 

advice, 17-1 
NEXT command (N) , 

EDIT,- 5-11 
Nondirectory-structured volumes, 
17-1, B-3 



Object libraries, 

building, 13-3 

creating input files, 13-3 
Object modules, 

linking, 9-9, 11-14 
ODT, 14-4 

ODT /DEBUG option, 14-5 
OLD command, 

BASIC, 10-13 
On-line debugging technique, 14-4. 
Optional devices, 1-7 
Overlay feature, 12-6 
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Paging a file, 5-10 
PDP-11 word, 11-5 
Performing file maintenance 

operations, 7-1 
Physical device names, 4-9 
PRINT command, 7-7 

BASIC, 10-3 
/PRINTER option, 4-14 
Processor, 

BASIC language, 10-1 

FORTRAN IV lanuguage, 9-2 

MACRO-11, 11-2 
Producing a load module, 12-7 
Program counter, 11-3 
Program relocation, 12-3 
Program section, 

absolute, 12-4 

blank, 12-5 

instruction, 12-5 

named relocatable, 12-4 
Programming language, 8-1 

APL, 8-3 

BASIC-11, 8-3 

DIBOL, 8-3 

FORTRAN IV, 8-3 

MACRO-11, 8-3 
Prompt, 

keyboard monitor, 4-1 



Q 

/QUERY option, 17-2 



Read command (R) , 

EDIT, 5-4 
/REMOVE option, 13-7 
RENAME command, 7-5 
Rename operations, 

cassette users, B-5 

magtape users, B-5 
Renaming files, 7-5 
REPLACE command, 

BASIC, 10-14 
Resolving library references, 

12-2 
Resolving symbolic references, 

12-2 
RETURN key, 3-4 
Returning to monitor command 

mode, 5-18 
RT-11 computer system, 

introduction, 1-1 
RT-11 operating system, 

application packages, 1-12 



device handlers, 1-11 
monitor program, 1-11 
system software, 1-10 
utility programs, 1-11 
RUN command, 9-11, 11-15 

BASIC, 10-8 
Running a BASIC-11 program, 10-1, 

10-8 
Running a FORTRAN IV program, 

9-10 
Running a MACRO-11 program, 11-1, 

11-15 
Running foreground/background 

programs, 15-2 
Running the background job, 15-3 



SAVE command, 

BASIC, 10-13 
SCR command, 

BASIC, 10-6 
SHOW command, 4-11 
Software manuals, 1-13 
Source comparison, 6-2 
Source listings, 1-14 
Starting the system, B-1 
Stopping the system, B-1 
Storage medium, 1-5 
Storage volumes, 2-4, 3-4, 3-8 
SUB command, 

BASIC, 10-4 
Substituting volumes during 

operations, B-6 
Summary, 

BASIC editing commands, 10-7 

BASIC execution commands, 10-12 

commands to run FORTRAN 
programs, 9-13 

comparison commands, 6-5 

editing commands, 5-13 

file maintenance commands, 7-8 

immediate mode editing 
commands, 5-16 

.initial monitor commands, 4-16 
Symbol table, 11-4, 11-10 
SYSLIB, 9-2 
System documentation, 

hardware manuals, 1-13 

software manuals, 1-13 

source listings, 1-14 
System hardware components, 1-1 
System macro library, 11-11 
System software, 1-9 

language processors, 1-12 
System volumes, 

back up, B-3 
representative, 2-4 
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TAB key, 3-4 
Terminal, 1-3 
Text files, 

editing, 5-1 
TIME command, 4-8 
TYPE command, 7-7 
Types of files, 4-13 



u 

UNLOAD command, 15-9 
Unloading foreground jobs, 

15-9 
Upper case characters, 5-12 
Using indirect files, 16-1 
Using library modules, 9-2 
Using mass storage volumes, 
file protection, 3-8 
file storage, 3-4 
Using the BASIC interpreter, 

10-2 
Using the console terminal, 3-1 
Using the FB monitor, 15-5 
Using the graphics display 

terminal , 
immediate mode, 5-16 
normal use, 5-15 
Using the HELP file, 17-2 
Using the monitor command 

language, 4-1 
USR, 4-1 



Verify command (V) , 
EDIT, 5-7 
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VT-11 display hardware, 4-5 



w 

wildcards, 5-11, 7-2, 17-1 

Write enable, 2-5 

Write protect, 2-5 

Writing a MACRO-11 program, 11-1 
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Paging a file, 5-10 
PDP-11 word, 11-5 
Performing file maintenance 

operations, 7-1 
Physical device names, 4-9 
PRINT command, 7-7 

BASIC, 10-3 
/PRINTER option, 4-14 
Processor, 

BASIC language, 10-1 

FORTRAN IV lanuguage, 9-2 

MACRO-11, 11-2 
Producing a load module, 12-7 
Program counter, 11-3 
Program relocation, 12-3 
Program section, 

absolute, 12-4 

blank, 12-5 

instruction, 12-5 

named relocatable, 12-4 
Programming language, 8-1 

APL, 8-3 

BASIC-11, 8-3 

DIBOL, 8-3 

FORTRAN IV, 8-3 

MACRO-11, 8-3 
Prompt, 

keyboard monitor, 4-1 
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Read command (R) , 

EDIT, 5-4 
/REMOVE option, 13-7 
RENAME command, 7-5 
Rename operations, 

cassette users, B-5 

magtape users, B-5 
Renaming files, 7-5 
REPLACE command, 

BASIC, 10-14 
Resolving library references, 

12-2 
Resolving symbolic references, 

12-2 
RETURN key, 3-4 
Returning to monitor command 

mode, 5-18 
RT-11 computer system, 

introduction, 1-1 
RT-11 operating system, 

application packages, 1-12 



device handlers, 1-11 
monitor program, 1-11 
system software, 1-10 
utility programs, 1-11 
RUN command, 9-11, 11-15 

BASIC, 10-8 
Running a BASIC-11 program, 10-1, 

10-8 
Running a FORTRAN IV program, 

9-10 
Running a MACRO-11 program, 11-1, 

11-15 
Running foreground/background 

programs, 15-2 
Running the background job, 15-3 



SAVE command, 

BASIC, 10-13 
SCR command, 

BASIC, 10-6 
SHOW command, 4-11 
Software manuals, 1-13 
Source comparison, 6-2 
Source listings, 1-14 
Starting the system, B-1 
Stopping the system, B-1 
Storage medium, 1-5 
Storage volumes, 2-4, 3-4, 3-8 
SUB command, 

BASIC, 10-4 
Substituting volumes during 

operations, B-6 
Summary, 

BASIC editing commands, 10-7 

BASIC execution commands, 10-12 

commands to run FORTRAN 
programs, 9-13 

comparison commands, 6-5 

editing commands, 5-13 

file maintenance commands, 7-8 

immediate mode editing 

commands, 5-16 
.initial monitor commands, 4-16 
Symbol table, 11-4, 11-10 
SYSLIB, 9-2 
System documentation, 

hardware manuals, 1-13 

software manuals, 1-13 

source listings, 1-14 
System hardware components, 1-1 
System macro library, 11-11 
System software, 1-9 

language processors, 1-12 
System volumes, 

back up, B-3 
representative, 2-4 
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TAB key, 3-4 
Terminal, 1-3 
Text files, 

editing, 5-1 
TIME command, 4-8 
TYPE command, 7-7 
Types of files, 4-13 



u 

UNLOAD command, 15-9 
Unloading foreground jobs, 

15-9 
Upper case characters, 5-12 
Using indirect files, 16-1 
Using library modules, 9-2 
Using mass storage volumes, 
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